Page 1



3GPP TSG-T1 Meeting #23
T1S-040206 (

Beijing, China, 10 – 14 May 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	TS34.123-3
	CR
	
	(

rev
	
	(

Current version:
	3.4.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Implementation of T1-040302 in TTCN (test case 8.3.2.4)

	
	

	Source:
(

	Anritsu Ltd

	
	

	Work item code:
(

	
	
	Date: (

	8 March 2004

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The prose for test case 8.3.2.4 has been changed by T1-040302. This CR implements corresponding changes in the TTCN.

	
	

	Summary of change:
(

	Apply the changes described below to RRC_wk04 in iWD-TVB2003-03_D04wk04.

	
	

	Consequences if 
(

not approved:
	The TTCN test case will not be aligned with the updated prose

	
	

	Clauses affected:
(

	N/A

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

1 Modifications to iWD-TVB2003-03_D04wk04
1.1 Explanation of changes

Note:
Line numbers in these explanations refer to the deltas in this document. The do not necessarily apply to either the original or modified TTCN.

1. Change the parameter for URA ID in URA Update Condirm to OMIT.
tc_8_3_2_4 line 23

1.2 Detail of changes to tables

1.2.1 Modified Tables

	Test Case

	 

	Test Case Id:
tc_8_3_2_4
Test Group Reference:
RRC/RRC_URA_Update/
Purpose:
1. To confirm that the UE moves to idle mode after the expiry of timer T307, following an expiry of timer T305 when it discovers that it is out of service area.
Configuration:
 
Defaults:
RRC_Def1
Comments:
@SIC_NAPP
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	TBP1a
	        TM ? RLC_TR_DATA_IND CANCEL t_UpperBound
	car_URA_Update ( tsc_CellA, tsc_RB0, cr_108_URA_Update ( 
tcv_CellInfoA.uRNTI, periodicURAUpdate, 
noError:NULL 
))
	(P)
	Step 1c . UE sends URA UPDATE with "URA update cause" set to "Periodic URA update".

	23
	 
	         UM ! RLC_UM_DATA_REQ
	cas_URA_UpdateCnf ( tsc_CellA, tsc_RB0, cs_108_URA_UpdateCnfCCCH ( tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti, 
tcv_CellInfoA.uRNTI, 
OMIT, 
OMIT, 
ura_PCH, 
tsc_URA_IdCellA OMIT ) )
	 
	Step 1d . SS sends URA Update Confirm with URA Identity " set to "URA-ID 1"T1-040302
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