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	Reason for change:
(

	1) ts_SendDefSysInfo_6_1_2_And6_2_2  is used to transmit the System Information in test case 6.2.2.1. This test step uses c_SIB1_Diff for SIB1, which is not as per Default contents SIB1 specified in 34.108. 
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	1) In ts_SendDefSysInfo_6_1_2_And6_2_2 at line #9 : "c_SIB1_Diff " replaced with "cb_SIB1_Def".

2) In ts_SendSIB1_Modified at line #4 : "c_SIB1_Diff" replaced with " cb_SIB1_Def".

3) In ts_SendDefSysInfo_PLMN_RAT at line #9 and ts_SendDefSysInfo_PLMN at line #8 : "c_SIB1_Diff" replaced with " cb_SIB1_Def".
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1.1 Change 1:

	Test suite constant
	ts_SendDefSysInfo_6_1_2_And6_2_2 

	Reason for change
	ts_SendDefSysInfo_6_1_2_And6_2_2  is used to transmit the System Information in test case 6.2.2.1. This test step uses c_SIB1_Diff for SIB1, which is not as per Default contents SIB1 specified in 34.108.

	Summary of change
	In ts_SendDefSysInfo_6_1_2_And6_2_2 at line #9 : "c_SIB1_Diff " replaced with "cb_SIB1_Def".

	Source of change
	New change


	ETSI Comment
	Accepted


Before:
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1.2 Change 2 :

	Test suite constant
	ts_SendSIB1_Modified

	Reason for change
	ts_SendSIB1_Modified is used to transmit Modified System Information Type1 in the test cases 6.2.2.1 and 12.8. This test step uses c_SIB1_Diff for SIB1, which is not as per Default contents SIB1 specified in 34.108.

	Summary of change
	In ts_SendSIB1_Modified at line #4 : "c_SIB1_Diff" replaced with " cb_SIB1_Def".

	Source of change
	New change


	ETSI Comment
	Accepted
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1.3 Change 3 :

	Test suite constant
	ts_SendDefSysInfo_PLMN_RAT and ts_SendDefSysInfo_PLMN

	Reason for change
	ts_SendDefSysInfo_PLMN_RAT and ts_SendDefSysInfo_PLMN are used to transmit Modified System Information Type1 in the test cases 6.1.1.5, 6.2.1.1, 6.2.1.6, 6.2.1.7, 6.2.1.8 and 6.2.1.9. These test steps use c_SIB1_Diff for SIB1, which is not as per Default contents SIB1 specified in 34.108.

	Summary of change
	In ts_SendDefSysInfo_PLMN_RAT at line #9 and ts_SendDefSysInfo_PLMN at line #8 : "c_SIB1_Diff" replaced with " cb_SIB1_Def".

	Source of change
	New change


	ETSI Comment
	Accepted
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1.4 Change 4 :

	Test suite constant
	ts_SendDefSysInfo_3PLMN

	Reason for change
	ts_SendDefSysInfo_3PLMN is used to transmit Modified System Information Type1 in the test case 6.1.1.7. This test step uses c_SIB1_Diff for SIB1, which is not as per Default contents SIB1 specified in 34.108.

	Summary of change
	In ts_SendDefSysInfo_3PLMN at line #9 : "c_SIB1_Diff" replaced with " cb_SIB1_Def".

	Source of change
	New change


	ETSI Comment
	Accepted
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ETSI request one further change:

	Test suite constant
	ts_SendDefSysInfo_PLMN

	Reason for change
	There are two separate copies of this test step – one in RRC and the other in IR_U.  

	Summary of change
	The version in RRC will be moved to the Common Modules and the version in IR_U will be deleted

	Source of change
	New change
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