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Overview
This document is a CR on several high priority test cases of group 6.2.1. It lists errors found during verification work on this group.
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Verification Test Summary
Test Cases:
6_2_1_1, 6_2_1_7 and 6_2_1_8
Test Group:
DualIdleMode/
ATS Version:
IR_U_wk51.mp
4
Corrections required for test cases 6.2.1.n4.1
Introduction

This CR presents corrections on DualIdleMode test cases (group 6.2.1) detected during verification. Previous CR T1s040764 [2] on the same subject was partially rejected by ETSI, so the current consolidated CR contains only those changes previously accepted by ETSI.
All proposed changes are explicitly described in this CR.

Since the textual replacements proposed here are marginal (replacement of single characters), no ATS is provided as supplementary information.

Annex A contains a table listing all change label/affected object combinations.

4.2
Presentation of the modifications

The modifications are presented by the use of 'Change Tables' as described below, and by screenshots taken from the relevant parts of changed TTCN objects in TTCN.GR format.

In addition, if the reason for a change cannot be expressed in a few table lines, particular subclauses of clause 4 may be generated for detailled argumentation.

The 'Change Tables' have the format described in the example below (all entries in the second column are for demonstration purposes only):

Table 1: Example Change Table

	TTCN object
	tc_8_3_11_1

	Reference ATS
	IR_U_wk51.mp [1]

	Change Label
	WA#2G3RRC0110

	Reason for change
	<Textual description of change reason>.

	Summary of change
	<Textual description of performed changes>

	Other affected objects
	<GOTO fields to other change descriptions> (optional)

	ETSI comment
	

	R&S conclusion
	


TTCN object:
Identifier(s) of one or more TTCN objects having a global context in the TTCN ATS. Typically only one TTCN object occurs. More than one object is listed only, when:

a)
All objects belong to the same TTCN Object Class; and

b)
All objects are either created, or are modified in the same systematic way; and

c)
No other change is proposed for the listed objects.

Reference ATS:
ETSI ATS containing the referred TTCN object(s), relative to which the current change description applies.

Change Label:
Textual identifier starting with the fixed string 'WA#2G3RRC', followed by a 4‑digit number (e.g. WA#2G3RRC0110). A Change Label is assigned when a particular problem is recognized during the verification work. More than one TTCN Object may be affected by the proposed solution to this problem.

Reason for change:
Textual description of the reason why the change is proposed.

Summary of change:
Short description of what is proposed for change.

Other affected objects:
List of one or more GOTO fields, pointing to other TTCN objects having assigned the same Change Label, i.e. all other objects being affected by the problem giving rise to the current Change Label.

ETSI comment:
This field may be used by ETSI colleagues giving a dedicated reply to the current CR document. Otherwise it is filled by the R&S 2G3 group when another kind of response is received from ETSI.

R&S conclusion:
Filled by the R&S 2G3 group when the ETSI answer does not indicate acceptance of the change request.

4.3
Modifications inside the test case behaviour tables
4.3.1
tc_6_2_1_1

	TTCN object
	tc_6_2_1_1

	Reference ATS
	IR_U_wk51.mp [1]

	Change Label
	WA#2G3RRC0428

	Reason for change
	In lt_ITU_BandSpecificInitializing, under [px_OperationBandSupp = 2], in the initialization of Cell B, px_TCellC is applied instead of px_TCellB.

	Summary of change
	Replace px_TCellC by px_TCellB.

	Other affected objects
	

	ETSI comment
	

	R&S conclusion
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[px_OperationgandSupp = 1]
(Gov_Cellinfo = c_CellinfoDiff (
tsc_Cells, ( (px_PriScrmCode ) MOD 512)
tsc_URA_IdCellé, tse_CRNTI, px_TCelld, tsc_SFN_Offssth, c_FreqinfaCh1, ((p<_UL_ScramblingCode +1000) MOD 16777216)))
(ev_Celinfo = ¢_CellinfoDiff (
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(Gov_Cellinfos = c_CellinfoDiff (
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tsc_URA_ldCellé, tsc_CRNTI, px_TCell4, tse_SFN_OffsetA, c_FredinfoCh1_Band2, (x_UL_ScramblingCode +1000) MOD 16777216)))
ov_CelinfoB = ¢_CallinfoDiff (
tsc_CellB, ((pe_PriScrmCade + 50) MOD §12),
tsc_URA_IdCellB, tsc_CRNTI [px_TCeIB isc_SFN_Offset8, c_FreainfoCh2_Band2, (px_UL_ScramblingCode +2000) MOD 16777216)))
[px_OperationBandSupp = 3]
(Gov_Cellinfo = c_CellinfoDiff (
tsc_Cella, ((px_PrisermCode + 50) MOD 512),
tsc_URA_IdCellA, ts_CRNTI, px_TCell4, tse_SFN_OffsstA, c_FredinfoCh1_Band3, (x_UL_ScramblingCode +1000) MOD 16777216)))
(ev_Celinfo = ¢_CellinfoDiff (
tsc_CellB, ((pe_PriScrmCade + 50) MOD §12),
tsc_URA_IdCellB, tsc_CRNTI, px_TCelIB, tsc_SFN_Offset8, c_FreainfoCh2_Band3, ((px_UL_ScramblingCode +2000) MOD 16777216)))

WA#263RRO0428

Detailed Comment





4.3.2
tc_6_2_1_7

	TTCN object
	tc_6_2_1_7

	Reference ATS
	IR_U_wk51.mp [1]

	Change Label
	WA#2G3RRC0116

	Reason for change
	There are invalid references to CellIds in 'Comments' column.

	Summary of change
	Refer to cellB/cellC instead of cellC/cellE.

	Other affected objects
	

	ETSI comment
	

	R&S conclusion
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4.3.3
tc_6_2_1_8

	TTCN object
	tc_6_2_1_8

	Reference ATS
	IR_U_wk51.mp [1]

	Change Label
	WA#2G3RRC0119

	Reason for change
	There are invalid references to CellIds in 'Comments' column.

	Summary of change
	Refer to cellB/cellC instead of cellC/cellE.

	Other affected objects
	

	ETSI comment
	

	R&S conclusion
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4.4
Other relevant modifications for 6.2.1
N/A
4.5
Changes referred to from previous CRs

N/A
5
References
	[1]
IR_U_wk51.mp
ETSI InterRat UTRAN ATS, version week 51 (2004).
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T1s040764.doc
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Annex A: List of change labels and affected TTCN objects
The following Table 2 lists all change labels being described in this document, together with the related affected TTCN objects, and the Reference ATS to which the change description applies. When no Reference ATS is present, the object is a new definition.

Table 2: List of change labels and related affected TTCN Objects and reference ATS

	Change Labels
	Affected TTCN Objects
	Ref. ATS

	WA#2G3RRC0116
	tc_6_2_1_7
	IR_U_wk51.mp [1]

	WA#2G3RRC0119
	tc_6_2_1_8
	IR_U_wk51.mp [1]

	WA#2G3RRC0428
	tc_6_2_1_1
	IR_U_wk51.mp [1]
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