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2 Corrections required for RRC_wk51 test suite

2.1 Change 1

	 Test step
	RRC_Def1

	Reason for change
	The TTCN CR T1s040731, which was accepted by MCC 160 is not implemented correctly. At row 60 of the RRC_Def1 default test step the Constraint cr_DeactPDP_ContextReqMO is not replaced by cbr_Deact_PDP_ContextReq_MO used for Deactivate PDP context request message

	Summary of change
	At Row 60 replaced cr_DeactPDP_ContextReqMO with cbr_Deact_PDP_ContextReq_MO

	Source of change
	New change



3 Corrections required for NAS_wk51 test suite

3.1 Change 1

	TTCN Reference
	ts_MM_RegistrationHandleAttachReqIMSI

local tree  lt_HandleAttachReqA

	Reason for change
	Constant tsc_GMM_AttachTypePS_Only used to check attach type in place of constraint c_GMM_AttachTypePS_Only, to avoid check for ‘FOR’ bit.

	Summary of change
	At line#11,  

( tcv_TmpAttachReqPDU.attachType = (c_GMM_AttachTypePS_Only)

Replaced with

( tcv_TmpAttachReqPDU.attachType.type = (tsc_GMM_AttachTypePS_Only)


Before change:
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After change:
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4 Corrections required for RLC_wk51 test suite

4.1 Change 1

	TTCN Reference
	tc_7_2_3_19

	Reason for change
	"In local test step lt_CheckPollBit, timer t_Dly is started, and after loop lt_TxAndRx is completed, timer t_Dly is still running.

However if timer t_Dly runs at the end of step lt_TxAndRx it may run out BEFORE the postamble will be reached and this will result in test case failure.

	Summary of change
	CANCEL timer t_Dly after lt_TxAndRx
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