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3
Definitions and Abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply in addition to those defined in 3GPP TR 21.905 [2] and 3GPP TS 22.140 [1]:

Abstract message: The information which is transferred between two MMS entities used to convey an MM and/or associated control information between these two entities. The application protocol framework and technical realisation of MMS service features is described in terms of abstract messages in this specification.

Delivery Report: feedback information provided to an originator MMS User Agent by an MMSE about the status of the delivery of an MM.

External Server: A network entity/application of an external system such as Internet email, unified messaging system or facsimile to which MMs may be sent to and/or from which MMs may be received by an MMS User Agent via an MMS service provider. An External Server is connected to that MMS Service Provider via non-MMS-specific protocols. 

Forwarding MMS User Agent: An MMS User Agent that is the intended recipient of an MM, that requests forwarding of the MM for delivery  to other recipient(s) without having to first download the MM.

Forwarded MM: An MM originally sent from a sender to an intended recipient which is then forwarded to other recipient(s) and to which a delivery report and/or read-reply report may refer and which may be subject to further forwarding.

MM Delivery: The act of a recipient MMSE delivering an MM to a recipient MMS User Agent. 

MM Submission: The act of an originator MMS User Agent submitting an MM into the originator MMSE.

MMSE: A collection of MMS-specific elements under the control of a single administration.

MMS Relay/Server: An MMS-specific network entity/application that is under the control of an MMS service provider. An MMS Relay/Server transfers messages, provides operations of the MMS that are specific to or required by the mobile environment and provides (temporary and/or persistent) storage services to the MMS.

MMS User Agent: An application residing on a UE, an MS or an external device that performs MMS-specific operations on a user’s behalf. An MMS User Agent is not considered part of an MMSE.

MMS VAS Applications: Applications providing Value Added Services (e.g. news service or weather forecasts) to MMS users.
MM1: The communication reference point between the MMS User Agent and the MMS Relay/Server.  MM1 is an abstract set of transactions that provide the functions of notification, access, and delivery of MMs, and optional transactions involving mailboxes and folders.

MM2: The communication reference point between the MMS Relay and the MMS Server.  These abstract transactions are not specified for this release of the specification.
MM3: The communication reference point between the MMS Relay and non-MMS messaging services that use standard messaging protocols.  MM3 is specified with abstract transactions that must correspond to existing Internet standard message transport and formatting mechanisms.
MM4: The communication reference point between the MMS Relay and another MMS Relay that is within another MMSE.  These abstract transactions must be realisable using ESMTP [xx] and Internet Message Formats [xx].
MM5: The communication reference point between the MMS Relay and the Home Location Register (HLR) or equivalent server.

MM6: The communication reference point between the MMS Relay and the MMS User Databases.  These abstract transactions fulfil the need for resolving addresses, looking up user preferences, site policies, and other directory-based functions.
MM7: The communication reference point between the MMS Relay and MMS Value Added Services (VAS).  These abstract transactions provide for service discovery and service utilisation.  The technical realisations would be based on existing or new service access protocols.
Original MM: An (initial) MM sent from a sender to a recipient and to which a delivery report and/or a read-reply report and/or a reply-MM may refer and/or which may be subject to being forwarded.

Originator MMSE: An MMSE associated with the sender of an MM.

Originator MMS Relay/Server: An MMS Relay/Server associated with the sender of an MM.

Originator MMS User Agent: An MMS User Agent associated with the sender of an MM.

Read-Reply Report: feedback information to an originator MMS User Agent by a recipient MMS User Agent about the status of handling/rendering of an original MM in a recipient MMS User Agent

Recipient MMSE: An MMSE associated with the recipient of an MM. 

Recipient MMS Relay/Server: An MMS Relay/Server associated with the recipient of an MM. 

Recipient MMS User Agent: An MMS User Agent associated with the recipient of an MM. 

Reply-MM: In case of reply-charging the first reply accepted by the MMSE (after checking the reply charging limitations, such as the latest time of submission) is called a reply-MM.
Transaction: A message pair sent between an MMS User Agent and MMS Relay/Server, between MMS Relay/Servers, or between MMS Relay/Servers.
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