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Introduction

TSG-T3 reviewed 3G TS 33.103 “3G Security: Integration Guidelines” v1.1.2 and would like to clarify some technical points related to section “4.2
User services identity module”. 

Items to be clarify.

Section
Item
 Description

1
4.2.2
THRESHOLDc
 How this should be used.
· A kind of counter to be used to control lifetime?

2
4.2.2
SQN
 Is this counter should be increased or decreased? The description in       33.102(v3.1.0) and 33.103(v1.1.2) are different.

3
4.2.2
HFNMS
 Not clear how to use this

4
4.2.2
COUNT-I
COUNT-C
  Not clear how to use these.

5
4.2.2

AMF

 How coded is this? What is "the identifier for K"?



6
4.2.2

WINDOW
LIST
Where this check should be done, in the Terminal or USIM?

Why we need 10-100bits. What is maximum value?

7
4.2.2

KSI

The detail mechanism is not clear.

8


4.2.2


C1 to C4


Where are these functions? USIM or terminal? What is done by these functions? What are the input/output for these functions.



9

PS,CS
Need to clarify the relation of PS and CS.

10
4.3.3
Integrity
Need to clarify the detail function.

TSG-T3 would appreciate if TSG-S3 could provide clarifications on these matters.
