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5.1
USIM management procedures

5.1.1
USIM initialisation

After UICC activation (see 3G TS 31.101 [11]), the ME selects a USIM application. If no EFDIR file is found or no USIM applications are listed in the EFDIR file, the ME then tries to select the GSM application as specified in GSM 11.11 [18].

The ME requests the emergency call codes. For service requirements, see 3G TS 22.101 [24].

The ME requests the Language Indication. The ME keeps using the language selected during UICC activation by means of EFPL (see 3G TS 31.101 [11]) if at least one of the following conditions holds:

-
EFLI is not available;

-
EFLI does not contain an entry corresponding to a language specified in ISO 639[19];

-
the ME does not support any of the languages in EFLI.

If none of the languages in the EFs is supported then the ME selects a default language.

The ME then runs the PIN verification procedure. If the PIN verification procedure is performed successfully, the ME then runs the application profile indication request procedure.

The ME performs the administrative information request.

The ME performs the USIM Service Table request.

For a USIM application requiring PROFILE DOWNLOAD, the ME shall perform the PROFILE DOWNLOAD procedure in accordance with 3G TS 31.111 [12].

In case FDN is enabled, an ME which does not support FDN shall allow emergency calls but shall not allow MO-CS calls and MO-SMS.

If BDN is enabled, an ME which does not support Call Control shall allow emergency calls but shall not allow MO-CS calls.

If ACL is enabled, an ME which does not support ACL shall not send any APN to the network.

If all these procedures have been performed successfully then 3G session shall start. In all other cases 3G session shall not start.

Afterwards, the ME runs the following procedures:

‑
IMSI request.

‑
Access control information request.

-
HPLMN search period request.

-
HPLMN preferred access technology request.

‑
PLMN selector request.

‑
Location Information request.

‑
Cipher key and integrity key request.

‑
Forbidden PLMN request.

-
LSA information request.

-
CBMID request.

‑
Depending on the further services that are supported by both the ME and the USIM the corresponding EFs have to be read.

After the USIM initialisation has been completed successfully, the ME is ready for a 3G session and shall indicate this to the USIM by sending a particular STATUS command.

5.1.2
3G session termination

NOTE 1:
This procedure is not to be confused with the deactivation procedure in 3G TS 31.101 [11].

The 3G session is terminated by the ME as follows.
The ME shall indicate to the USIM by sending a particular STATUS command that the termination procedure is starting.
The ME then runs all the procedures which are necessary to transfer the following subscriber related information to the USIM:

‑
Location Information update.

‑
Cipher Key and Integrity Key update.

‑
Advice of Charge increase.

‑
Forbidden PLMN update.


Finally, the ME deletes all these subscriber related information elements from its memory.

NOTE 2:
If the ME has already updated any of the subscriber related information during the 3G session, and the value has not changed until 3G session termination, the ME may omit the respective update procedure.

To actually terminate the session, the ME shall then use one of the mechanisms described in 3G TS 31.101 [11].
Annex X (informative):
USIM Application Session Activation / Termination
The purpose of this annex is to illustrate the different Application Session procedures.
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Figure x.1 USIM Application Session Activation procedure
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Figure x.1 USIM Application Session Termination procedure








































































































































_1021384671.doc


Application initialisation procedure is terminated







Application initialisation procedure







Application selection







Status�(P1='01')







…







UICC







…







Read Binary







Select AID=USIM (P2='00')







Select File Id







Terminal












_1021384738.doc


Application closure







Application termination procedure







Application termination procedure is started







Select AID=USIM�(P2='40')







…







UICC







…







Update Binary







Status� (P1='02')







Select File Id







Terminal












_1020031081.doc
______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





