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	Reason for change:
(

	Contradictory requirements for MS in 31.102 and 23.122

	
	

	Summary of change:
(

	The RAT associated with HPLMN may be provided to help the MS to find the serving network as quickly as possible. Still, the MS shall search for HPLMN in all access technologies it supports as stated in 23.122.

31.102 4.2.54 requires:

"If this EF does not exist on the USIM, then the ME shall assume that HPLMN access technology is UTRAN."

23.122 requires:

" an MS using a SIM without access technology information storage (i.e. the “HPLMN Selector with Access Technology” data field is not present) shall search for all access technologies it is capable of and shall assume GSM access technology as the highest priority radio access technology."

As 31.102 defines the data structures and 23.122 defines the procedure it seems better to correct the former, particularly as the reference to 23.122 is already in place in 31.102.
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	Other comments:
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	Stage 1 is not affected as 22.011 does not distinguish between the radio access technologies associated with HPLMN.
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4.2.54
EFHPLMNwAcT (HPLMN selector with Access Technology)

 The HPLMN Selector with access technology data field shall contain the HPLMN code, or  codes  together with the respected  access technology in priority order (see TS 23.122 [31]).
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	Bytes
	Description
	M/O
	Length

	1 to 3
	1st PLMN (highest priority)
	M
	3 bytes

	4 to 5
	1st PLMN Access Technology Identifier
	M
	2 bytes

	6 to 8
	2nd PLMN
	O
	3 bytes

	9 to 10
	2nd PLMN Access Technology Identifier
	O
	2 bytes

	:
	:
	
	

	(5n-4) to (5n‑2)
	nth PLMN (lowest priority)
	O
	3 bytes

	(5n-1) to 5n
	nth PLMN Access Technology Identifier
	O
	2 bytes


‑
PLMN

Contents: 


Mobile Country Code (MCC) followed by the Mobile Network Code (MNC).

Coding: 


according to TS 24.008 [47].

-
Access Technology:

Contents: The Access Technology of the HPLMN that the ME will assume when searching for the HPLMN, in priority order. The first Access Technology in the list has the highest priority.

Coding:

· See EFPLMNwACT for coding.
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