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4.2.1.4
EFECC (Emergency Call Codes)

Logically:


Emergency call code:




"122";


Emergency call code alpha identifier:
"TEST";


Emergency Service Category:


Mountain Rescue.

Coding:
B1
B2
B3
B4
B5
B6
B7
B8

Hex
21
1F
FF
54
45
53
54
10

Next Modified Clause

4.3.1.4
EFECC (Emergency Call Codes)

Logically:


Emergency call code:




"122";


Emergency call code alpha identifier:
"TEST";


Emergency Service Category:


Mountain Rescue.

Coding:
B1
B2
B3
B4
B5
B6
B7
B8

Hex
21
1F
FF
54
45
53
54
10

Next Modified Clause
6.2.1
Terminal and USIM with FDN enabled, EFADN readable and updateable

6.2.1.1
Definition and applicability

Fixed Dialling Numbers (FDN) is a service defined for the USIM. An enabled FDN service results in call restrictions for the UE. The call restrictions are controlled by the Terminal. To ascertain the type of USIM and state of FDN the UE runs the FDN capability request procedure during UICC-Terminal initialisation. During the initialisation the Terminal shall requests the Emergency call codes of the USIM EFUST. At the time an emergency call is performed using the emergency call code read from the EFECC, the UE shall use the category of the emergency service indicated.
This test applies to Terminals accessing UTRAN. Besides of that, this test is applicable only to those Terminals supporting FDN.

6.2.1.2
Conformance requirement

1)
Recognising the state of the USIM (FDN enabled) the UE shall perform the UICC initialisation procedure as specified.

2)
The UE allows call set-up to a directory number as stored in EFFDN.

3)
The UE allows call set-up to a directory number as stored in EFFDN and extended by digits in the end.

4)
The UE does not allow call set-up to a directory number stored in EFFDN but with missing digits at the end.

5)
The UE does not allow call set-up to a directory number having no reference in EFFDN.

6)
The UE allows call set-up of an emergency call using the emergency number stored in the Terminal.

7)
The UE allows call set-up of an emergency call using the emergency number stored in the USIM.
8)
The UE shall indicate the emergency service category as “Mountain Rescue”, when using the emergency number stored in the USIM.
Reference:

TS 22.101, clause 8 and annex A.24;

TS 31.102, subclause 4.4.2, 5.1.1 and 5.3.2;
TS 24.008, subclause 10.5.4.33.
6.2.1.3
Test purpose

1)
To verify that the Terminal allows call set-up to a FDN number.

2)
To verify that the Terminal allows call set-up to a FDN number extended by some digits in the end.

3)
To verify that the Terminal rejects call set-up to number having a reference in EFFDN.

4)
To verify that the Terminal rejects call set-up to a FDN number not completely corresponding to an entry in EFFDN.

5)
To verify that the Terminal allows emergency call set-up using the emergency number stored in the Terminal.

6)
To verify that the Terminal allows emergency call set-up using the emergency number stored in the UISM.
7)
To verify that the Terminal reads correctly the emergency service category.
6.2.1.4
Method of test

6.2.1.4.1
Initial conditions

The USS transmits on the BCCH, with the following network parameters

Attach/detach:



disabled

LAI (MCC/MNC/LAC):

246/081/0001

Access control:



unrestricted

The default FDN UICC with FDN service enabled and EFADN readable and updateable is installed into the Terminal.

6.2.1.4.2
Procedure

a)
The UE is powered on and PIN is entered.

b)
Using the MMI a call set-up to the fixed dialling number 1 (record 1) is attempted.

c)
Using the MMI a call set-up to the fixed dialling number 2 (record 2) extended by "123" in the end is attempted.

d)
Using the MMI a call set-up to a number which is equal to the fixed dialling number 3 (record 3) without the last digit is attempted, e.g. by recalling the fixed dialling number 3 and deleting the last digit (only in display).

e)
Using the MMI a call set-up to the number "1234567" is attempted.

f)
Using the MMI an emergency call set-up is attempted using the emergency call code stored in the Terminal.

g)
Using the MMI an emergency call set-up is attempted using the emergency call code stored in the USIM (i.e. "122").

NOTE:
For step f) one of the emergency call codes according to 22.101, subclause 8.1 shall be used (i.e. 000, 08, 112, 110, 911 or 999)

6.2.1.5
Acceptance criteria

1)
After step a) the UE is registered and in idle state.

2)
After steps b) and c) the UE shall allow call set-up and send the requested number across the air interface.

3)
After steps d) and e) the UE shall prevent call set-up.

4)
After steps f) and g) the UE shall allow emergency call by indicating the call setup as "Emergency Call".
5)
After step g) the UE shall send the emergency service category correctly as “Mountain Rescue”.
Next Modified Clause
6.3.1
Terminal and USIM with BDN enabled

6.3.1.1
Definition and applicability

Barred Dialling Numbers (BDN) is a service defined for the USIM. An enabled BDN service results in call restrictions for the UE. The call restrictions are controlled by the Terminal. To ascertain the type of USIM and state of BDN the UE runs the BDN capability request procedure during UICC-Terminal initialisation. At the time an emergency call is performed using the emergency call code read from the EFECC, the UE shall use the category of the emergency service indicated.
This test applies to Terminals accessing UTRAN. Besides of that, this test is applicable only to those Terminals supporting BDN.

6.3.1.2
Conformance requirement

1)
Recognising the state of the USIM (BDN enabled) the UE shall perform the UICC initialisation procedure as specified.

2)
The UE prevent call set-up to a any number stored in EFBDN.

3)
The UE allows call set-up of an emergency call, even if this number is stored in the USIM.

Reference:

TS 22.101, Annex 19;

TS 31.102, subclause 5.1.1 and 5.3.2;
TS 24.008, subclause 10.5.4.33.
6.3.1.3
Test purpose

1)
To verify that the Terminal rejects call set-up to any number that has an entry in EFBDN.

2)
To verify that the Terminal allows call set-up to any number other number not stored in EFBDN.

3)
To verify that the Terminal allows emergency call set-up even if the number is stored in EFBDN.

4)
To verify that the Terminal reads correctly the emergency service category stored in EFECC.
6.3.1.4
Method of test

6.3.1.4.1
Initial conditions

The USS transmits on the BCCH, with the following network parameters

Attach/detach:



disabled

LAI (MCC/MNC/LAC):

246/081/0001

Access control:



unrestricted

The default BDN UICC with BDN service enabled is installed into the Terminal.

6.3.1.4.2
Procedure

a)
The UE is powered on and PIN is entered.

b)
Using the MMI a call set-up to the barred dialling number 1 (record 1) is attempted.

c)
Using the ADN entry a call set-up to the abbreviated dialling number 1 (record 1) end is attempted.

d)
Using the MMI a call set-up to the number "123456" is attempted.

e)
Using the MMI an emergency call set-up is attempted using the emergency call code stored in the Terminal 

f)
Using the MMI an emergency call set-up is attempted using the emergency call code stored in the USIM (i.e. "122").

NOTE:
For step e) one of the emergency call codes according to 22.101, subclause 8.1 is used (i.e. 000, 08, 112, 110, 911 or 999)

6.3.1.5
Acceptance criteria

1)
After step a) the UE is registered and in idle state.

3)
After steps b) and c) the UE shall prevent call set-up.

2)
After step d) the UE shall allow call set-up and send the requested number across the air interface.

4)
After step e) and f) the UE shall allow emergency call by indicating the call setup as "Emergency Call".
5)
After step f) the UE shall send the emergency service category correctly as “Mountain Rescue”.
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