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4.2.58
EFPNN (PLMN Network Name)

This EF contains the full and short form versions of the network name for the registered PLMN. The ME shall use these versions in place of its own versions of the network name for the PLMN (stored in the ME's memory list), and also in place of the versions of the network name received when registered to the PLMN, as defined by TS 24.008 [9].

The first record in this EF is used for the default network name when registered to the HPLMN. Subsequent records are to be used for other network names.

	Identifier: '6FC5'
	Structure: linear fixed
	Optional

	SFI: '19' 
	

	Record length: X bytes, X >= 3
	Update activity: low

	Access Conditions:


READ
ALWAYS


UPDATE
ADM


ACTIVATE
ADM


DEACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to X
	Network name TLV objects
	M
	X bytes


-
Network name TLV objects.

The content and coding (Full name for network and Short name for network) is defined below, where the fields within the objects are defined in TS 24.008[9]:

Coding of the Network name TLV objects

	Length
	Description
	Status

	1 byte
	Full name for network IEI

 (This shall be the same as that used in the MM information message).
	M

	1 byte
	Length of Full name for network Name contents 
	M

	Y bytes
	Full name for network contents (Octets 3 to n of network name information element)
	M

	1 byte
	Short name for network IEI

(This shall be the same as that used in the MM information message).
	O

	1 byte
	Length of Short name for network 
	C1

	Z bytes
	Short name for network contents (Octets 3 to n of network name information element)
	C1

	C1: this field shall be present if the short name for network IEI is present


Unused bytes shall be set to 'FF'.

4.2.59
EFOPL (Operator PLMN List)

This EF contains a prioritised list of Location Area Information (LAI) identities that are used to associate a specific operator name contained in EFPNN with the LAI. The ME shall use this EF in association with the EFPNN in place of any network name stored within the ME's internal list and any network name received when registered to the PLMN, as defined by TS 24.008 [9].

If the EFPNN is not present then this file shall not be present.

	Identifier: '6FC6'
	Structure: linear fixed
	Optional

	SFI: '1A'
	

	Record length: 8 bytes
	Update activity: low

	Access Conditions:


READ
ALWAYS


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 7 
	Location Area Identity
	M
	7 bytes

	8
	PLMN Network Name Record Identifier
	M
	1 byte


-
Location Area Identity

Contents:
Location Area Information, this comprises of the MCC, MNC and LAC

Coding: 
PLMN : according to TS 24.008 [9]

A BCD value of 'D' in any of the MCC and/or MNC digits shall be used to indicate a "wild" value for that corresponding MCC/MNC digit


LAC : according to 3G TS 24.008 [9]

Two values for the LAC are stored in order to allow a range of LAC values to be specified for a given PLMN. A value of '0000' stored in bytes 4 to 5 and a value of 'FFFE' stored in bytes 6 to 7 shall be used to indicate the entire range of LACs for the given PLMN. In the case where only a single LAC value is to be specified then the value stored in bytes 4 to 5 shall be identical to the value stored in bytes 6 to 7 for the given PLMN. If a range of LAC values are to be specified, then the value stored in bytes 4 to 5 shall be the start of the LAC range and the value stored in bytes 6 to 7 shall be the end of the LAC range for the given PLMN.

-
PLMN Network Name Record Identifier

Contents:
Identifier of operator name to be displayed

Coding:
A value of '00' indicates that the name is to be taken from other sources, see TS 22.101 [24]

A value in the range '01' to 'FE' indicates the record number in EFPNN that shall be displayed as the registered PLMN name

NOTE:
The intent of this file is to provide exceptions to the other sources of a network name. Care should be taken not to introduce too many PLMN entries. An excessive number of entries could result in a longer initialisation period.

4.2.62
EFMBI (Mailbox Identifier)

This EF contains information to associate mailbox dialling numbers in EFMBDN with a message waiting indication group type and subscriber profile (as defined in TS 23.097 [36]). A message waiting indication group type may either be Voicemail, Fax, Electronic Mail or Other (as defined in TS 23.038 [5] for Data Coding Scheme).

This EF contains as many records as there are subscriber profiles (shall be record to subscriber profile). Each record contains references to mailbox dialling numbers in EFMBDN (one reference for each message waiting indication group type). 

This EF is mandatory if EFUST indicates that the Mailbox Dialling Numbers service is available.

	Identifier: '6FC9'
	Structure: linear fixed
	Optional

	Record length: 4 bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
PIN/ADM



(fixed during administrative management)


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Mailbox Dialling Number Identifier – Voicemail
	M
	1 byte

	2
	Mailbox Dialling Number Identifier – Fax
	M
	1 byte

	3
	Mailbox Dialling Number Identifier – Electronic Mail
	M
	1 byte

	4
	Mailbox Dialling Number Identifier – Other
	M
	1byte


‑
Mailbox Dialling Number Identifier (message waiting group type = Voicemail, Fax, Electronic Mail or Other).

Contents:


Identifies the mailbox dialling number to be associated with message waiting type.

Coding:
'00' – no mailbox dialling number associated with message waiting indication group type.
'xx' – record number in EFMBDN associated with message waiting indication group type.

4.2.63
EFMWIS (Message Waiting Indication Status)

This EF contains the status of indicators that define whether or not a Voicemail, Fax, Electronic Mail or Other message is waiting (as defined in TS 23.038 [5] for message waiting indication group types). The ME uses the status after re-activation to determine whether or not to display the respective message-waiting indication on its display.

This EF contains as many records as there are subscriber profiles (shall be record to subscriber profile) as defined in TS 23.097 [36] for MSP.

	Identifier: '6FCA'
	Structure: Linear fixed
	Optional

	Record length:5 bytes
	Update activity: high

	Access Conditions:


READ
PIN


UPDATE
PIN


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Message Waiting Indicator Status
	M
	1 byte

	2
	Number of Voicemail Messages Waiting
	M
	1 byte

	3
	Number of Fax Messages Waiting
	M
	1 byte

	4
	Number of Electronic Mail Messages Waiting
	M
	1 byte

	5
	Number of Other Messages Waiting
	M
	1 byte


Message Waiting Indication Status

Contents:


Indicates the status of the message-waiting indication.

Coding:

The indicator status for each indicator type is 1 bit long and set as follows:

bit = 1: Set Indication Active

bit = 0: Set Indication Inactive

	
	
	b8
	b7
	B6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Message Waiting Indication Status – Voicemail

	
	
	
	
	
	
	
	
	
	
	Message Waiting Indication Status – Fax

	
	
	
	
	
	
	
	
	
	
	Message Waiting Indication Status – Electronic Mail

	
	
	
	
	
	
	
	
	
	
	Message Waiting Indication Status – Other

	
	
	
	
	
	
	
	
	
	
	RFU


Number of Voicemail Messages Waiting

Contents:


Contains the number of voicemail messages waiting (see TS 23.040 [6]).

Coding:

Binary.

Number of Fax Messages Waiting

Contents:


Contains the number of fax messages waiting (see TS 23.040 [6]).

Coding:


Binary.

Number of Electronic Mail Messages Waiting

Contents:


Contains the number of electronic mail messages waiting (see TS 23.040 [6])

Coding:


Binary.

Number of Other Messages Waiting

Contents:


Contains the number of other messages waiting (see TS 23.040 [6]). 

Coding:


Binary.
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