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Following procedures on application selection by DF name are equivocal.

· The minumum length of partial DF name is clarified.
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Partial DF name selection is clarified 
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 Unselectable ADFs on mono or multi application card may occur by equivocal partial DF name selection.
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5.1
ISIM management procedures

5.1.1
Initialisation

5.1.1.1
ISIM application selection

If the Terminal wants to engage in IMS operation, then after UICC activation (see 3GPP TS 31.101 [3]), the Terminal shall select an ISIM application, if an ISIM application is listed in the EFDIR file, using the SELECT by DF name as defined in 3GPP TS 31.101. 

After a successful ISIM application selection, the selected ISIM (AID) is stored on the UICC. This application is referred to as the last selected ISIM application. The last selected ISIM application shall be available on the UICC after a deactivation followed by an activation of the UICC.

If a ISIM application is selected using partial DF name, the partial DF name supplied in the command shall uniquely identify an application of the "ISIM"  type (this means that the minimum length of the partial DF name should be 7 bytes, i.e., 3GPP-RID and ISIM App. Code.). Furthermore if a ISIM application is selected using a partial DF name as specified in TS 31.101 [3] indicating in the SELECT command the last occurrence the UICC shall select the ISIM application stored as the last ISIM application. If, in the SELECT command, the options first, next/previous are indicated, they have no meaning if an application has not been previously selected in the same session and shall return an appropriate error code.
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