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1 Scope
2 References

3 Definitions and abbreviations

3.1 Definitions

The definitions specified in GSM 11.10-1 [12] clause 3.3 shall apply, unless otherwise specified in the present clause.

Applet installation parameters: Default values for applet installation parameters.

Test Applet: Applet designed to test a specific functionality of the SIM API 03.19 specification.

Security parameters: Minimum security requirements defined for the applet installation process.

Applet loading script: File containing the APDU commands that will load and install the test applet in the card.

Initial Conditions: the defined state in which the SIM card shall be before the execution of the test procedure

Test procedure: the sequence of actions/commands that brings the SIM card from the initial, known state to the final, expected  state. 
Expected state: the state in which the SIM card is supposed to be after the execution of the test procedure applied on the relevant initial conditions
Test case: the set made up of initial conditions, test procedure and expected state.


Test Script file: File containing the APDU commands that will execute and verify the test results. 


Test Output file: TBD.
3.2 Abbreviations

For the purpose of the present document, the following abbreviations apply, in addition to those listed in GSM 01.04 [2]:

AC

Application Code

AID
Application Identifier

APDU
Application Protocol Data Unit

API
Application Programming Interface

CAD
Card Acceptance Device

FFS
For Further Study

IFD
Interface Device

JCRE
Java Card™ Run Time Environment

JVM
Java Virtual Machine

SIM
Subscriber Identity Module

SE

Sending Entity

4 Test Environment

This clause specifies requirements that shall be met and the testing rules that shall be followed during the test procedure.

4.1
Applicability

The tests defined in this specification shall be performed taking into account the services supported by the card as specified in the EF SST file.

4.2
Test environment description

The general architecture for the test environment is:
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4.3
Tests format

4.3.1
Test Area Reference: 


Each test area is referenced as follows:

API Testing::  'API_[package name]_[classname]_[methodname]' where

package name :
sim.access package: '1'

sim.toolkit package: '2'
class name:

yyy :  3 letters for each class.

See Annex A for full classes acronyms list.
method name:

zzzz[input parameters]:

See Annex A for full methods name acronyms list.
FWK : framework testing

[TBD]
LDR : loader testing

[TBD]

4.3.1.1
Conformance requirements

The conformance requirements are expressed in the following way:

-
Method prototype as listed in GSM03.19 specification.

-
Normal execution:

-
Contains normal execution and correct parameters limit values, each referenced as a Conformance Requirement Reference Normal (CRRN)
-
Parameters error:
-
Contains parameters errors and incorrect parameters limit values, each referenced as a Conformance Requirement Reference Parameter Error (CRRP)
-
Context error:
-
Contains errors due to the context the method is used in, each referenced as a Conformance Requirement Reference Context Error (CCRC)

4.3.1.2
Test Suite files

The files included in the Test Area use the following naming convention:
-
Test Script : 


[Test Area Reference]_[Test script number].scr

-
Test Applet: 


[Test Area Reference]_ [Test applet number].java

-
Installation parameter:
[Test Area Reference] _[Installation parameter script number].install

-
Load Script : 


[Test Area Reference] _[Load Script number].ldr
-
Conversion parameter: 
[Test Area Reference] _[Conversion parameters script number].cnv

The test script, applet, installation parameters, load script and conversion parameters numbers start from '1'

4.3.1.2.1
Test scripts

Each test script is divided into the following sections:

 1.
test execution

 2.
expected behavior checking

 3.
restore default initial conditions

Section 1 is the script implementation of the test procedures.

Section 2 checks that the expected state is the final state of the SIM card under test.

Section 3 restores the state of the SIM card to the default initial conditions. If the expected state coincides with the default initial conditions, this section may not be present.

4.3.1.3
Initial Conditions

Each test procedure shall be executed when the test environment is in a state that is known and controlled. We'll refer to this state as to "Initial conditions"

For each test case described in this document, the following rules apply to the Initial Conditions:

-
unless otherwise stated, the file system and the files' content shall be the ones described in the "Default prepersonalization" paragraph;

-
unless otherwise stated, before installing the applet(s) relevant to the current test procedure, no other applet shall be loaded onto the SIM.

When both statements apply, a test case is said to be in the "Default Initial Conditions" state.

4.3.1.4
Test Procedure

Each test procedure contains a table to indicate the expected responses form the API and/or the APDU level as follows:

Test Case

Id
Description
API Expectation
APDU Expectation


Test Case detailed description
API expected behavior.
Expected response at APDU level.






4.3.1.5
Test Coverage

The table at the end of each test procedure indicates the correspondence between the Conformance Requirements Reference (CRR) and the different test cases.

8
Annex B: Script file syntax description

CMD : Command to follow

RST : Resets and powers on the card

OFF : Powers off the card

REM : Uses for comments

'\n': Empty lines are accepted 

' ', '\t' : Can be used as separator

'\\' : Continues on next line

XXX : each line beginning with 3 characters indicates other tool command.


XX not to be checked


[] data to be checked, need to be present for an outgoing command


() status to be checked

REM this is an example

RST 

REM Case 1 example

CMD A0 C2 00 00 00 (91 33 , 69 XX)

REM Case 2 example

CMD A0 C2 00 00 B0 [XX XX XX 55 55 XX 55](91 33 , 69 XX)

CMD A0 C2 00 00 B0 [] (91 33 , 69 XX)

CMD A0 C2 00 00 B0  \



[XX XX XX 55
\



55 XX 55]

REM Case 3 example

CMD A0 C2 00 00 B0 D1 81 AE ... 33 (91 33)

OFF

9
Annex C: Script file structure description

REM SECTION 1: TEST EXECUTION

REM Envelope (SMS-PP)

CMD A0 C2 00 00 33 \

D1 31 82 02 83 81 06 05 80 11 22 33 44 8B 24 40 \

08 00 24 23 85 18 41 04 51 10 10 00 00 00 00 13 \

02 70 00 00 0E 0D 00 00 00 00 28 C9 85 00 00 00 \

00 00 00 \

(91 16)

REM Fetch (GET INPUT)

CMD A0 12 00 00 16 \

[D0 14 81 03 01 23 00 82 02 81 82 8D 05 04 54 65 \

78 74 91 02 00 FF ] \

(90 00)

REM Terminal Response (Text String Length 15)

CMD A0 14 00 00 1E \

01 03 01 23 00 02 02 82 81 03 01 00 0D 10 04 01 \

02 03 04 05 06 07 08 09 0A 0B 0C 0D 0E 0F \

(90 00)

REM SECTION 2: EXPECTED BEHAVIOR CHECKING

REM Select

CMD 00 A4 04 00 10 \

A0 00 00 00 09 00 02 FF FF FF FF 89 28 C9 85 02 \

(9F 29)

REM Get Response

CMD A0 C0 00 00 29 \

[10 A0 00 00 00 09 00 02 FF FF FF FF 89 28 C9 85 \

02 17 CC CC CC CC CC CC CC CC CC CC CC CC CC CC \

CC CC CC CC CC CC CC CC CC ] \

(90 00)

REM SECTION 3: RESTORE DEFAULT INITIAL CONDITION

REM TBD
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