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1.
Introduction

· [POST112-e][101][eMIMO] multi-CC simultaneous TCI activation with multi-TRP (Ericsson, Huawei)


Scope: Discuss whether to go for Alt1 or Alt3 and draft CRs and LS to RAN1 accordingly

Intended outcome: agreeable 321, 331 and 306 CRs in R2-2010806, R2-2010807 and R2-2010808 and LS in R2-2010799

Deadline: Wednesday 2020-11-19

2.
Discussion
2.2.
Clarification CC list operation for TCI state update MAC CE operation and related capability
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· Continue in a followup offline discussion 101

· revised in R2-2010806
R2-2010806
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· QC thinks both alternative 1 and 3 can work. 

· Ericsson prefers Alt3. QC is fine. Huawei as well. Samsung prefers Alt1

· Continue offline to discuss Alt 1 vs Alt3

· Continue with a 1-week email to finalize 321, 331, 306 CR and LS to RAN1
· [POST112-e][101][eMIMO] multi-CC simultaneous TCI activation with multi-TRP (Ericsson, Huawei)


Scope: Discuss whether to go for Alt1 or Alt3 and draft CRs and LS to RAN1 accordingly

Intended outcome: agreeable 321, 331 and 306 CRs in R2-2010806, R2-2010807 and R2-2010808 and LS in R2-2010799

Deadline: Wednesday 2020-11-19

During the meeting the following options were identified

The options discussed were:

· Option 1: If the indicated Serving Cell is configured as part of a simultaneousTCI-UpdateList1 or simultaneousTCI-UpdateList2, this MAC CE shall apply to the indicated Serving Cell only.

· Option 2: If the indicated Serving Cell is configured as part of a simultaneousTCI-UpdateList1 or simultaneousTCI-UpdateList2, this MAC CE applies to all the Serving Cells configured in the set simultaneousTCI-UpdateList1 or simultaneousTCI-UpdateList2, respectively;

Then, alternatives for defining the related capability that are under discussion are as follows: 

alt 1) 
The network can send the MAC CE with a cell in the list only if the UE supports option 2, as indicated in the capability, option 1 is never used. It means that if UE does NOT indicate support for the new capability, network should reconfigure the CC list to exclude the CC ID #1 (if CC ID #1 was in one CC list, for example), and send 6.1.3.24 MAC CE with CC ID #1 to UE, and this UE can enable single-DCI multi-TRP in CC ID #1. That is, if network wants to use CC list and 6.1.3.24 MAC CE and 6.1.3.14 MAC CE, e.g. for one CC but on different BWPs reconfigurations are needed every time the other MAC CE is suppose to be used.
alt 3) 
The network indicates in the configuration (at cell group level) whether option 1 or option 2 applies. The alternative 3 is defined if something else than alternative 1 is preferred, a solution aligned with usual practise would be to have a real configuration parameter, at cell group level, to indicate option 1 or option 2. 

Q3: Do you prefer alt1 or alt 3?
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3.
Conclusions





