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1. Overall Description:
RAN2 would like to thank RAN4 for their reply LS on configuring margin for 1 Rx RedCap UEs in R2-2211115/R4-2214484. 	Comment by Huawei-Yulong: Suggest to use separate paragraph.

For the list of cell-specific RSRP thresholds provided by RAN4, RAN2’s understanding is that the offset shall not apply to delta thresholds, i.e. s-SearchDeltaP-r16 and s-SearchDeltaP-Stationary-r17. .

For Rel-16/Rel-17 not-at-cell-edge criterion evaluation, RAN2 understands that the offset should not apply twice and RAN2 will work onupdate specifications update to avoid the double offset. 	Comment by Ericsson - Emre A. Yavuz: We suggest capturing which parameters RAN2 refers to with this agreement. If companies prefer to capture the related RAN2 agreement as well, that is fine, but the intended parameters should be captured explicitly for clarity. e.g., 

 s-SearchThresholdP-r16, 
s-SearchThresholdQ-r16,
s-SearchThresholdP2-r17, 
s-SearchThresholdQ2-r17.

	Comment by Liyanhua: Xiaomi:
RAN4 may not understand the “apply twice”.
Better to clarify:
the offset is applied to both cell selection thresholds (i.e. Qrxlevmin and Qqualmin) and Rel-16/Rel-17 not-at-cell-edge thresholds (i.e. SSearchThresholdP and SSearchThresholdQ) 	Comment by Huawei-Yulong: We prefer the wording from RAN2 agreement. Give more clear information that RAN2 can take care of the issue.

RAN2 understands that the offset should not apply twice in this case and we will update our specs to avoid the double offset.


RAN2 would also like to inform RAN4 that the following cell-specific RSRP thresholds used in RRC IDLE/INACTIVE state should be included in the list.	Comment by Huawei-Yulong: Prefer to remove this “used in RRC IDLE/INACTIVE state”

Proposal 4	For RedCap UEs with 1 Rx branch, the offset is applied to cell-specific RSRP thresholds rsrp-ThresholdSSB-SUL and rsrp-ThresholdMsg3.
Agreed
	Comment by Liyanhua: Xiaomi:
Included in the list for what？To add the purpose, e.g., “to apply the offset”.
· rsrp-ThresholdSSB-SUL
· rsrp-ThresholdMsg3

2. Actions:
To RAN4
ACTION: 	RAN2 respectfully asks RAN4 to take above information into account.

3. Date of Next TSG-RAN WG2 Meetings:
TSG-RAN WG2 Meeting #121                   27th February – 3rd March 2023		Athens, GR 
TSG-RAN WG2 Meeting #121bis-e	17th - 26th April 2023 		e-Meeting

