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1. Overall Description:

RAN2 has agreed to reuse SP Positioning SRS Activation/Deactivation MAC CE (TS38.321-i20, section 6.1.3.36) for Rel-17 INACTIVE SRS and Rel-18 INACTIVE SRS. RAN2 has also agreed to use Aggregated SP Positioning SRS Activation/Deactivation MAC CE (TS38.321-i20, section 6.1.3.83) for Rel-18 INACTIVE aggregated SRS.
Those two MAC CEs both contain spatial relation field to activate specific spatial relation for specific SRS resource (or specific aggregated SRS resource). In which, CSI-RS and SRS contains serving cell ID and BWP ID where the CSI-RS or the SRS is configured, see below:
	TS38.321-i20

6.1.3.36  SP Positioning SRS Activation/Deactivation MAC CE
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Figure 6.1.3.36-2: Spatial Relation for Resource IDi with NZP CSI-RS
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Figure 6.1.3.36-4: Spatial Relation for Resource IDi with SRS


In current spec, UE will store UE Inactive AS Context when transferring from RRC_CONNECTED to RRC_INACTIVE, and UE in RRC_INACTIVE state only works on single cell and single BWP. So it causes confusion that whether the CSI-RS or SSB configured in RRC_CONNECTED can be used as spatial relation RS in RRC_INACTIVE or not.
Therefore, RAN2 would like to invite RAN1 to answer the following questions:
Q1: When activating SRS in RRC_INACTIVE, whether UE can take the CSI-RS or SRS configuration (which were received in RRC_CONNECTED state) as the spatial relation RS to be applied in RRC_INACTIVE state?
Q2: Which situation(s) do your answer to Q1 applies to? i.e., Rel-17 INACTIVE SP-SRS activation, Rel-18 INACTIVE SP-SRS activation and/or Rel-18 aggregated INACTIVE SP-SRS activation?

2. Actions:

To RAN1
ACTION: RAN2 respectfully asks RAN1 to answer the above questions and provide feedback.
3. Date of Next TSG-WG2 Meetings:

TSG RAN WG2 Meeting #127-bis    
14th October– 18th October, 2024

Hefei, China
TSG RAN WG2 Meeting #128     
18th November– 22th November, 2024
           Orlando, USA
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