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1. Overall Description:
RAN2 thanks RAN1 for the LS on LP-WUS operation in CONNECTED mode.
RAN2 confirmed as the following 
For Option 1-1, UE monitors LP-WUS outside C-DRX active time at least when long DRX cycle is used. FFS whether short DRX cycle is used.	Comment by vivo-Chenli: We prefer to remove this agreement, as it is not related to the questions in RAN1 LS. 
If companies prefer to keep it, we suggest we could also add “For Option 1-2, UE monitors LP-WUS outside C-DRX active time”, which has been agreed before. 
Otherwise, this may cause mis-understanding to RAN1 as there is corresponding statement for option 1-2. 	Comment by SunYoung Lee (Nokia): We also agree that this agreement is not related to the question and suggest to remove. 	Comment by Kenichiro Aoyagi (青栁 健一郎): OK to remove the first agreement
RAN2 confirm the (Long) DRX command MAC CE can be used with option 1-1 to stop drx-onDurationTimer and drx-InactivityTimer.
RAN2 confirm the (Long) DRX command MAC CE can be used with option 1-2 to stop the new timer and drx-InactivityTimer.

RAN2 will continue to discuss the configuration and use of short DRX with Option 1-1 and Option 1-2.	Comment by CATT: Since RAN2 still have some discussion on short DRX, especially for Option 1-2, suggest maybe we can say something in the reply LS to let RAN1 know we are still under discussion.	Comment by NEC - Rao: Share the same view
As the usage of DRX command MAC CE could also trigger the start of short DRX cycle. In LP-WUS feature, we also need to discuss, for example, whether short DRX can be configured with LP-WUS in opt 1-2, or whether LP-WUS in opt 1-1 is also applied for short DRX cycle in addition to long DRX cycle, etc…	Comment by Ericsson Martin: We do not have a strong view on this, but there is already an FFS. In case this clarification is kept, we suggest to write: 
RAN2 will continue to discuss the configuration and use of short DRX with Option 1-1 and 1-2. 	Comment by vivo-Chenli: Agree to add the clarification on the short DRX part. We are fine with Ericsson’s suggestion. With this, the FFS in the first agreement should be removed. 	Comment by SunYoung Lee (Nokia): We’re also fine with the text from Ericsson.	Comment by Kenichiro Aoyagi (青栁 健一郎): Thanks! Updated to the text from Ericsson 	Comment by vivo-Chenli: In the RAN1 LS, there is a statement “When UE is not in C-DRX active time, UE monitors LP-WUS”, we think it is better to also confirm this understanding to RAN1.

Thus, we suggest to add:
In RAN2 understanding, if DRX command MAC CE is received, short DRX is used if the Short DRX cycle is configured, whether the UE monitor LP-WUS depends on whether LP-WUS can work with short DRX.	Comment by Jie Jie14 Hu: We prefer not to add above clarification in the reply LS, just keep current description is fine. Based on RAN2 discussion, RAN2 have only confirmed that’ UE monitors LP-WUS outside C-DRX active time at least when long DRX cycle is used’, all short DRX cycle related are FFS. However, above clarification assumed that short DRX cycle is used if configured and implies that the short DRX impacts on LP-WUS monitoring, which need further discussion in RAN2. 
2. Actions:
To RAN WG1
ACTION: RAN2 respectfully asks RAN1 to take the reply above into account.

3. Date of Next RAN WG2 Meetings:
TSG-RAN WG2 Meeting #129bis	April 7 to April 11, 2025			ChinaWuhan, CNChina
TSG-RAN WG2 Meeting #130	May 19 to May 23, 2025			St Julian, Malta, MT
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