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4	UE radio access capability parameters
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<Omitted unrelated text>
4.2.xx	AI/ML features
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	applicabilityReportingCSI-r19
Indicates whether the UE supports applicability reporting and/or its updates (via RRCReconfigurationComplete or via UEAssistanceInformation message) based on inference configuration provided via CSI-ReportConfig, as specified in TS 38.331 [9]. 
It is mandatory if UE supports at least one of aiml-BM-Case1-r19, aiml-BM-Case2-r19 and aiml-CSI-Prediction-r19.	Comment by NR_AIML_air_R2_131: RAN1 FG 58-1-2, 58-1-4, 58-3-1


	UE
	CY
	No
	No

	applicabilityReportingOther-r19
Indicates whether the UE supports applicability reporting and/or its updates (via RRCReconfigurationComplete or via UEAssistanceInformation message) based on inference configuration provided via OtherConfig, as specified in TS 38.331 [9]. The UE also supports providing updates of applicability reporting via UAI. 
It is mandatory if UE supports at least one of aiml-BM-Case1-r19 and aiml-BM-Case2-r19.


	UE
	CY
	No
	No

	dataThresholdAvailabilityIndication-r19
Indicates whether the UE supports triggering data availability indication via UEAssistanceInformation message when logged data for network data collection reaches a configured threshold.	Comment by ZTE-Fei Dong: Can add’via UAI’
A UE supporting this feature shall also indicate support of loggedDataCollection-r19.
	UE
	No
	No
	No

	eventBasedLoggedDataCollection-r19
Indicates whether the UE supports L3 measurement event-triggered logging of measurements for network data collection, as specified in TS 38.331 [9].
A UE supporting this feature shall also indicate support of loggedDataCollection-r19 and dataThresholdAvailabilityIndication-r19.
	UE
	No
	No
	No

	loggedDataCollection-r19
Indicates whether the UE supports periodical logging of measuements for network data collection, as specified in TS 38.331 [9]. The UE also supports providing full buffer indication and low power indication via UEAssistanceInformation message.	Comment by ZTE-Fei Dong: Can add ‘via UAI’
The minimum memory size of logged measurement of data collection for NW-side model is 64kB.
	UE
	No
	No
	No
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Annex: RAN2 UE capability feature list 
According to the following agreements made in RAN2#129bis (R2-2502767), RAN2 determined UE capabilities in the feature list format for TR 38.822 is included.
The 306 CRs shall include an annex containing the RAN2 determined UE capabilities in the feature list format (similar to annex containing RAN2 agreements), for easy compilation into the TR38.822 in the later stage (as agreed in RAN2 #116-e). The annex of RAN2 determined UE capabilities feature list should align with field description.

[bookmark: _Toc83759217]8.2.x		NR_AIML_air-Core
Table 8.2.x-1: Layer-2 and Layer-3 feature list for NR_AIML_air-Core
	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Field name in TS 38.331 [2]
	Parent IE in TS 38.331 [2]
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Note
	Mandatory/Optional

	X. NR_AIML_air-Core
	x-1
	Applicability reporting
	Indicates whether the UE supports applicability reporting based on inference configuration provided via CSI-ReportConfig, as specified in TS 38.331 [2]. The UE also supports providing updates of applicability reporting via UAI.
	at least one of RAN1 FG 58-1-2, 58-1-4, 58-3-1
	applicabilityReportingCSI-r19
	AIML-Parameters
	No
	No
	
	Conditional mandatory with capability signalling

	
	
	
	Indicates whether the UE supports applicability reporting based on inference configuration provided via OtherConfig, as specified in TS 38.331 [2]. The UE also supports providing updates of applicability reporting via UAI.
	at least one of RAN1 FG 58-1-2, 58-1-4, 58-3-1
	applicabilityReportingOther-r19
	AIML-ParametersAIML-Parameters
	No
	No
	
	Conditional mandatory with capability signalling

	
	x-2
	network data collection
	Indicates whether the UE supports periodical logging of measuements for network data collection, as specified in TS 38.331 [9]. The UE also supports providing full buffer indication and low power indication via UEAssistanceInformation message.
The minimum memory size of logged measurement of data collection for NW-side model is 64kB.

	
	loggedDataCollection-r19
	AIML-Parameters
	No
	No
	
	optional with capability signalling

	
	
	
	Indicates whether the UE supports L3 measurement event-triggered logging of measurements for network data collection, as specified in TS 38.331 [9].


	x-2, x-4
	eventBasedLoggedDataCollection-r19
	AIML-Parameters
	No
	No
	
	optional with capability signalling

	
	
	
	Indicates whether the UE supports triggering data availability indication when logged data for data collection for NW-side model reaches a configured threshold via UEAssistanceInformation message.
A UE supporting this feature shall also indicate support of loggedDataCollection-r19.

	x-2
	dataThresholdAvailabilityIndication-r19
	AIML-Parameters
	No
	No
	
	optional with capability signalling



