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for the ATG UE supporting antennaArrayType-r18 and CA shall mandatorily support Secondary Cell Measurement Skipping.


	
	

	Consequences if not approved:
	Can not support Secondary Cell Measurement Skipping for NR ATG UE supporting antennaArrayType-r18 and CA.

	
	

	Clauses affected:
	3.3
, 4.2.7.1


	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 38.331 CR 5477
TS 38.300 CR 1027



	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


<<<<<<<<<<<<<<<<<<<< First change begins >>>>>>>>>>>>>>>>>>>>

<<skipped>>

4.2.7.2
BandNR parameters
	Definitions for parameters
	Per
	M
	FDD-TDD

DIFF
	FR1-FR2

DIFF

	ack-NACK-FeedbackForMulticastWithDCI-Enabler-r17

Indicates whether the UE supports DCI-based enabling/disabling ACK/NACK based HARQ-ACK feedback configured per G-RNTI by RRC signalling via DCI format 4_2.

A UE supporting this feature shall also indicate support of ack-NACK-FeedbackForMulticast-r17 and dynamicMulticastDCI-Format4-2-r17.
	Band
	No
	N/A
	N/A

	ack-NACK-FeedbackForSPS-MulticastWithDCI-Enabler-r17

Indicates whether the UE supports DCI-based enabling/disabling ACK/NACK based HARQ-ACK feedback configured per G-CS-RNTI for multicast by RRC signalling via DCI format 4_2.

A UE supporting this feature shall also indicate support of ack-NACK-FeedbackForSPS-Multicast-r17 and sps-MulticastDCI-Format4-2-r17.
	Band
	No
	N/A
	N/A

	activeConfiguredGrant-r16

Indicates whether the UE supports up to 12 configured/active configured grant configurations in a BWP of a serving cell. This field includes the following parameters:

-
maxNumberConfigsPerBWP-r16 indicates the maximum number of configured/active configured grant configurations in a BWP of a serving cell.

-
maxNumberConfigsAllCC-r16 indicates the maximum number of configured/active configured grant configurations across all serving cells in a MAC entity, and across MCG and SCG in case of NR-DC.

The UE can include this feature only if the UE indicates support of either configuredUL-GrantType1 or configuredUL-GrantType1-v1650 and/or configuredUL-GrantType2 or configuredUL-GrantType2-v1650.

NOTE:

-
For all the reported bands in FR1, a same X1 value is reported for maxNumberConfigsAllCC-r16. For all the reported bands in FR2, a same X2 value is reported for maxNumberConfigsAllCC-r16.

-
The total number of configured/active configured grant configurations across all serving cells in FR1 is no greater than X1.

-
The total number of configured/active configured grant configurations across all serving cells in FR2 is no greater than X2.

-
If the CA have some serving cell(s) in FR1 and some serving cell(s) in FR2, the total number of configured/active configured grant configurations across all serving cells is no greater than max(X1, X2).
	Band
	No
	N/A
	N/A

	additionalActiveTCI-StatePDCCH

Indicates whether the UE supports one additional active TCI-State for control in addition to the supported number of active TCI-States for PDSCH. The UE can include this field only if maxNumberActiveTCI-PerBWP in tci-StatePDSCH is set to n1. Otherwise, the UE does not include this field.
	Band
	No
	N/A
	N/A

	antennaArrayType-r18

Indicates whether the UE supports the RF and RRM requirements with antenna array as specified in TS 38.101-1 [2] clause 6.1J, 7.1J and TS 38.133 [5]. If the field is absent, the RF and RRM requirements with omni-directional antenna applies as specified in TS 38.101-1 [2] clause 6.1J, 7.1J and TS 38.133 [5]. The UE indicating support of this feature shall also indicate support of airToGroundNetwork-r18. This field is only applicable for bands as specified for ATG in clause 5.2J of TS 38.101-1 [2].
A UE supporting this feature and more than one component carriers in ca-BandwidthClassDL-NR, as specified in TS 38.101-1 [2] and TS 38.101-2 [3] shall also indicate support of Secondary Cell Measurement Skipping

 for NR ATG.  
	Band
	CY
	N/A
	FR1 only

	aperiodicBeamReport

Indicates whether the UE supports aperiodic 'CRI/RSRP' or 'SSBRI/RSRP' reporting on PUSCH. The UE provides the capability for the band number for which the report is provided (where the measurement is performed).
	Band
	Yes
	N/A
	N/A


<<skipped>>

<<<<<<<<<<<<<<<<<< Change ends >>>>>>>>>>>>>>>>>>

�If this is draft CR, you could just use ‘draftCR’ in the CR number field.


�Couldn’t locate any change in 3.3


�4.2.7.2 or 1?


�Extra line space below this not needed


�Is it clear which capability this phrase refers to? I could not find a capability called “Secondary Cell Measurement Skipping for NR ATG”. Are you referring to NW configuration instead? In my understanding it is mandatory for ATG UE to support that configuration if the ATG UE supports antennaArrayType-r18 and more than one CC in ca BW class DL NR. 





Additionally “Secondary Cell Measurement Skipping” (with title cases) is not a well-defined feature in itself. So, it is better to align the wording with RRC wording. Then this statement should be edited as “A UE supporting this feature and more than one component carriers in ca-BandwidthClassDL-NR, as specified in TS 38.101-1 [2] and TS 38.101-2 [3] <<add comma here>> shall also indicate  support of Secondary Cell Measurement Skipping  for NR ATG skipping of neighbour cell measurements on the frequency configured by servingcellMO for Secondary Cell. “


�Text can be simplified and align to the style we use in 38306 as follows:





A UE supporting this feature and CA shall also support neighSCellMeasSkipping (see TS 38.331, [9]).  





We will also indicate corresponding proposed changes to 38331 CR





