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Title:	Draft LS on tree-like topologies for L2 based multi-hop U2N relay	Comment by Xiaomi-Shuai: Suggest to keep the title align with the email title “LS to SA2 on cross-path topologies for L2 based multi-hop U2N relay”	Comment by Qualcomm-Jianhua: The term “cross-path” is too generic, SA2 may not know what is exactly is. So it is better to tell them which to be supported. If companies do not like the term “tree-like”, then we don’t need to mention any term.
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1	Overall description
RAN2 discussed and agreed the topologyies for L2 based multi-hop U2N relay. In the tree-like topology and agreed that only tree-like topology is supported. In the tree-like topology:	Comment by OPPO: Should be removed?	Comment by Qualcomm-Jianhua: Yes	Comment by Xiaomi-Shuai: We suggest to copy paste RAN2 agreements here firstly, and then add some explanation for definition of tree-like topology if needed. Or else, SA2 will be confused.
Agreement:
LS to SA2 to notify them that RAN2 excludes cross-path topologies for L2 and that a UE should not attempt to function as an intermediate relay UE towards two different parent nodes.  Leave to SA2 the possible spec impact to reflect this.
	Comment by Qualcomm-Jianhua: The term “cross-path” is too generic, SA2 may not know what is exactly is. So it is better to tell them which to be supported. If companies do not like the term “tree-like”, then we don’t need to mention any term.
· One intermediate Relay UE connects with only one parent (upstream) Relay UE for L2 based multi-hop U2N relay operation.	Comment by OPPO: What is the difference between these 2 bullets?	Comment by LG: We think the first one is for excluding that one intermeidate Relay UE has different parent UE and the second one is for excluding one intermeidate Relay UE has different/several PC5 connections with the same parent UE.	Comment by Qualcomm-Jianhua: Yes, as LG explained. For the second bullet, even though it did not explicitly discussed in the meeting, but I understand RAN2 also has such restriction. So I add it here.
· One intermediate Relay UE has only one upstream PC5 connection towards the parent (upstream) Relay UE for L2 based multi-hop U2N relay operation.	Comment by CATT: Just wonder here what we talked about is PC5-S connection or PC5-RRC connection? 	Comment by Qualcomm-Jianhua: It should be same? PC5-S and PC5-RRC connection will always be together.
RAN2 kindly asks SA2 to take the above agreement into account and support tree-likethe above topology for L2 based multi-hop U2N relay. 
2	Actions
To SA2:
ACTION: RAN WG2 kindly asks SA2 to take the above agreement into account and support the above tree-like topology for L2 based multi-hop U2N relay. 	Comment by Xiaomi-Shuai: Same reason as above, should be revised to “exclude cross-path” topology	Comment by Qualcomm-Jianhua: As replied above. If companies do not like the term “tree-like”, then we don’t need to mention any term.
3	Dates of next TSG-RAN WG4 WG2 meetings	Comment by LG: Should be changed to “WG2”?
TSG-RAN WG2 Meeting #131bis	October 13 – October 17, 2025	Prague, CZ
TSG-RAN WG2 Meeting #132	November 17 – November 21, 2025	Dallas , , US	Comment by CATT: Redundant space should be deleted.
