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Abstract: This contribution provides 5G DDNMF – ProSe Application Server protocol stack into TS 23.304.
1.
Introduction
Based on the KI#1 conclusion of TR 23.752, this contribution added 5G DDNMF – ProSe Application Server protocol stack into TS 23.304.
2.
Proposal
It is proposed to capture the following changes into TR 23.304.
* * * * First change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".
[3]
3GPP TS 23.303: "Proximity-based services (ProSe); Stage 2".
[4]
3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".

[5]
3GPP TS 23.502: "Procedures for the 5G System (5GS); Stage 2".

[xx]
3GPP TS 29.343: "Proximity-services (Prose) Function to Proximity-services (ProSe) Application Server aspects (PC2); Stage 3".

[yy]
3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
* * * * Second change * * * *

6.1.1.6
ProSe Function - ProSe Application Server
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Legend:

-
PC2-AP is the PC2 Application Protocol and is specified in TS 29.343 [xx].
Figure 6.1.1.6-1: Control Plane for PC2 interface
The control plane protocol for the PC2 reference point is optional and used by 5G DDNMF to interact with legacy ProSe Application Server.
The control plane protocol for the service-based interface is defined in the TS 29.500 [yy]
* * * * End of changes * * * *[image: image2.png]
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