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Introduction
This contribution is to provide TP for [Z157] SCG configuration release in case of MCG LTM with SCG configuration, based on the option 2 below:
· Option 2: The network always sets mrdc-ReleaseAndAdd for MCG LTM with SCG configuration, but the UE shall not release the LTM configuration for the SCG if MR-DC release is triggered due to LTM cell switch execution for MCG LTM with SCG configuration.
TP for option 2
5.3.5.10
MR-DC release
The UE shall:
1>
as a result of MR-DC release triggered by E-UTRA or NR:

2>
release SRB3, if established, as specified in 5.3.5.6.2;

2>
release SRB5, if established, as specified in 5.3.5.6.2;
2>
release measConfig associated with SCG;

2>
if the UE is configured with NR SCG:
3>
release the SCG configuration as specified in clause 5.3.5.4;

3>
if this procedure is initiated due to the reception of mrdc-ReleaseAndAdd:

4> release otherConfig associated with the SCG except the successPSCell-Config configured by the source PSCell, if configured;

3>
else:

4>
release otherConfig associated with the SCG, if configured;

4>
release successPSCell-Config configured by the PCell in the otherConfig, if configured;

3>
stop timers T346a, T346b, T346c, T346d, T346e, T346j and T346k associated with the SCG, if running;

3>
release bap-Config associated with the SCG, if configured;

3>
release the BAP entity as specified in TS 38.340 [47], if there is no configured bap-Config;

3>
release iab-IP-AddressConfigurationList associated with the SCG, if configured;

3>
if this procedure is not initiated due to applying RRCReconfiguration contained in the LTM-Config IE including mrdc-ReleaseAndAdd (i.e. for MCG LTM with SCG configuration):
4> perform the LTM configuration release procedure for the SCG as specified in clause 5.3.5.18.7;

2>
else if the UE is configured with E-UTRA SCG:

3>
release the SCG configuration as specified in TS 36.331 [10], clause 5.3.10.19 to release the E-UTRA SCG;

