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1	Overall description
The mobility tab of the consolidated Rel-19 higher layers parameters list in R1-2508202 includes in LTM-Candidate:
· a new field ltm-CSI-IM-ResourceSetToAddModList-r19, which is a list of 1 to maxNrofCSI-IM-ResourceSets (which is 64) of CSI-IM-ResourceSet;
· a new field ltm-CSI-IM-ResourceToAddModList-r19, which is a list of 1 to maxNrofCSI-IM-Resources (which is 192) of CSI-IM-Resource.
However:
· the ltm-CSI-ReportConfig of an LTM-Candidate seems to be the only field that can refer to a CSI-IM-ResourceSet configured using ltm-CSI-IM-ResourceSetToAddModList-r19 in that LTM-Candidate;
· a CSI-IM-ResourceSet cannot refer to more than 8 CSI-IM-Resource.
Therefore, RAN2 would like to ask RAN1 whether it is the correct understanding that, in one LTM-Candidate, the network needs to configure at most one CSI-IM-ResourceSet and at most 8 CSI-IM-Resource.	Comment by Ericsson: I guess is better to be more explicit in what we are asking. Suggest:

RAN2 would like to ask RAN1 whether it is the correct understanding that network needs to configure only one CSI-IM-ResourceSet and 8 CSI-IM-Resource, even if current signalling allow for more flexibility.	Comment by Zonda-OPPO: I am wondering whether there is similar issue for NZP-CSI-RS-Resource.
In current structure or proposed new structure from Huawei, one LTM-CSI-ResourceConfigId-r18 is referred for NZP-CSI-RS-Resource. Then technically multiple NZP-CSI-RS-Resource defined within the same candidate cell will be configured for early CSI acquisition. The issue is that it is also not crystal clear how many NZP-CSI-RS-Resource need be configured for CSI acquisition for one candidate cell. Now if we send this LS to RAN1, maybe we can also ask the similar question.	Comment by Ericsson: NZI-CSI-RS can be used for both normal L1 measurements and early CSI acquisition, so there is no issue in this case.

The issue is only for CSI-IM resource since these ones can only be used for early CSI acquisition.	Comment by Huawei (David Lecompte): I adopted your suggestion (but it seems the same to me).	Comment by Huawei (David Lecompte): There can be up to 112 LTM-CSI-ResourceConfig since Rel-18, and in Rel-19 each can have 512 NZP CSI RS resources.

So there not seem to be any similar issue.
2	Actions
To: RAN1 
ACTION: RAN2 kindly asks RAN1 to answer the above question.
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