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	SGCS of Encoder + Decoder 
(N_TF, d_model, d_head, N_head, D_FF)  +  (N_TF, d_model, d_head, N_head, D_FF)
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	FFS E1/E2 + Baseline decoder
	Baseline encoder + FFS D1/D2
	FFS E1/E2 + FFS D1/D2
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	(4, 64,8,8,256) + (4, 64,8,8,256)
	(3, 64,8,8,256) + (4, 64,8,8,256)
	(2, 64,8,8,256) + (4, 64,8,8,256)
	(4, 64,8,8,256) + (4, 128,8,16,256)
	(4, 64,8,8,256) + (6, 64,8,8,256)
	(3, 64,8,8,256) + (4, 128,8,16,256)
	(3, 64,8,8,256) + (6, 64,8,8,256)
	(2, 64,8,8,256) + (4, 128,8,16,256)
	(2, 64,8,8,256) + (6, 64,8,8,256)
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	Note: 
FFS-E1 is the FFS encoder with hyperparameters (3, 64,8,8,256)
FFS-E2 is the FFS encoder with hyperparameters (2, 64,8,8,256)
FFS-D1 is the FFS deoder with hyperparameters (4, 128,8,16,256)
FFS-D2 is the FFS deoder with hyperparameters (6, 64,8,8,256)



