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	1st Change




4.14	Management of IAB-node
IAB architecture is specified in 3GPP TS 38.401 [4]. The management of IAB-node includes the IAB-node connectivity to management system as specified in TS 28.314 [13] and IAB-node configuration as specified in TS 28.531 [6].
In some procedures involving F1 as described in TS 38.401 [4] clause 8.9.15, the IAB-donor-CU may discover the NCI collision of the cells served by a mobile IAB-DU with cells of other gNB-DU. When such NCI collision occurs, the NCI can be reconfigured by the F1-terminating IAB-donor-CU serving the mobile IAB-DU, while the new value of cellLocalId pertaining to the NCI is determined by IAB-donor-CU.  Following NCI reconfiguration mobile IAB-DU notifies management system about the reconfigured cellLocalId(s) using notifications (e.g., notifyMOIAttributeValueChanges or notifyMOIChanges) as specified in 3GPP TS 28.532 [6].

	2nd Change



[bookmark: _Toc210119222]5.13	Requirements for management of IAB-node
REQ_IAB_NRM_1: The NR NRM definitions should support location information of IAB-node.
REQ_IAB_NRM_2: The NR NRM definitions should support IP configuration for IAB-node OAM connectivity.
REQ_IAB_NRM_3: The 3GPP management system should support IAB-donor-CU-based NR Cell Identity (NCI) (re-)configuration for IAB-node management.
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