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Comments
This contribution proposes some NRM attributes for LCM of NF Deployment.

Proposed Changes
* * * First Change * * * *
[bookmark: _Toc22745][bookmark: _Toc4070][bookmark: _Toc7688][bookmark: _Toc17619][bookmark: _Toc176960212][bookmark: _Toc176965560][bookmark: _Toc32542][bookmark: _Toc176958967][bookmark: _Toc8128][bookmark: _Toc176958729][bookmark: _Toc4657][bookmark: _Toc9570][bookmark: _Toc5535][bookmark: _Toc30039][bookmark: _Toc10068][bookmark: _Toc176956377]5.2.1.3	Potential solutions
Introduce a generic orchestration and management entity that interacts with 3GPP management system for LCM of NF Deployment instance via the new deployment management reference point.
The figure 5.2.1.3-1 below illustrates the interaction between 3GPP management system and orchestration and management entity in simplified view:
[image: A screenshot of a computer

Description automatically generated] 
Figure 5.2.1.3-1: Lifecycle management of NF Deployment instance
The deployment management reference point includes the interfaces that 3GPP supports today with ETSI NFV MANO but not limited to it, e.g. Kubernetes based API. For the case of NFV-MANO the deployment management reference point includes the exchange of information over the interfaces that 3GPP supports with ETSI NFV-MANO (ETSI GS NFV-IFA 013 [8] and ETSI GS NFV-IFA 008 [9]).
The conceptual relationship between the Managed Function and the NF Deployment can be as shown in Figure 5.2.1.3-X. The Managed Function can be associated to zero, one or more NF Deployment(s). Conversely, a single NF Deployment can be associated to zero, one or more Managed Function(s).
[image: ]
Figure 5.2.1.3-X: Conceptual Relationship between Managed Function and NF Deployment
Depending on the normative specification of the term “NF Deployment” and its relationship with “VNF” as currently defined in 3GPP specifications, a new attribute named NFDeploymentParametersList can be added to ManagedFunction IOC.


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	




	
	

	
	





	
	




	










* * * End of Changes * * * *
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