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1	Decision/action requested.
The group is asked to endorse the proposal.
2	References
None
3	Rationale
Page 1

This contribution provides a new UC and Requirements for CCL.
* * * First Change * * * *
[bookmark: _Toc129028393][bookmark: _Toc129029922][bookmark: _Toc133417745][bookmark: _Toc133482793][bookmark: _Toc133483885]5	Use cases, potential requirements and possible solutions
[bookmark: _Toc128685141][bookmark: _Toc129028394][bookmark: _Toc129029923][bookmark: _Toc133417746][bookmark: _Toc133482794][bookmark: _Toc133483886]5.1	CCL for network capacity optimization
5.1.1.2	Use cases
[bookmark: _GoBack]Celllular networks have multiple managed objects (existing in RAN, CN and OAM) running together to fulfill the required services. This group of managed objects (MO) need to be monitored to check if the existing capacity of the object is enough for the current or near future demands. Network monitoring mechanisms are used to monitor the network and then manage the avaliable capacity of the network. For example, if the current trends suggest the increase of traffic at a UPF in near future, an additional instance of the UPF is created to cater the increasing traffic demand. CCL can be used to automate this process and optimize the available capacity of the network.
[bookmark: _Toc120096677][bookmark: _Toc120097036][bookmark: _Toc128685146][bookmark: _Toc129028399][bookmark: _Toc129029928][bookmark: _Toc133417751][bookmark: _Toc133482799][bookmark: _Toc133483891]5.1.1.3	Potential requirements
REQ-EVENT-DATA-1: The 3GPP management system should be able to enable a CCL to optimize the avaliable capacity of the network.
[bookmark: _Toc120096678][bookmark: _Toc120097037][bookmark: _Toc128685147][bookmark: _Toc129028400][bookmark: _Toc129029929][bookmark: _Toc133417752][bookmark: _Toc133482800][bookmark: _Toc133483892]5.1.1.4	Possible solutions
TBD
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