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	[bookmark: OLE_LINK25][bookmark: OLE_LINK26]1st Change


[bookmark: _CR4_3_x95][bookmark: _Toc178092621][bookmark: _Toc203127806]4.3.95	NTNEntityConf <<dataType>>
[bookmark: _CR4_3_x95_1][bookmark: _Toc178092622][bookmark: _Toc203127807]4.3.95.1	Definition
This <<dataType>> defines configuration of specified parameters for the specified NTN MOI instances.  
The attribute nTNConfEntity specifies an NTN related MOI. The allowed values are defined by the IOC using this <<datatype>>.
The attribute nTNConfList optionally specifies configuration updates to be applied to the nTNConfEntity. If no updates are provided the value of nTNConfEntity is used without modification.
[bookmark: _CR4_3_x95_2][bookmark: _Toc178092623][bookmark: _Toc203127808]4.3.95.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	nTNConfEntity
	M
	T
	T
	F
	T

	nTNConfList
	CM
	T
	T
	F
	T



	Editor’s note: Role based attribute inside the dataType needs further work.
[bookmark: _CR4_3_x95_3][bookmark: _Toc178092624][bookmark: _Toc203127809]4.3.95.3	Attribute constraints
None.
	Name
	Definition

	nTNConfList
	Condition: partial configuration updates for the specified NTN MOI instance is supported



[bookmark: _CR4_3_xx95_4][bookmark: _Toc178092625][bookmark: _Toc203127810][bookmark: _GoBack]4.3.95.4	Notifications
The common notifications defined in clause 4.5 are valid for this IOC, without exceptions.
	End of Changes



