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5.4.X	UPF event exposure related measurements
[bookmark: _Toc202524835]5.4.X.1 Number of requested event exposure subscriptions
a)	This measurement provides the number of requested UPF event exposure subscriptions received by the UPF.
b)	CC.
c)	Receipt by the UPF of an Nupf_EventExposure_Subscribe message from a UPF event consumer (e.g. AF (when in trusted domain) or NEF) (see TS 23.502 [7]).
d)	A single integer value.
e)	UPF.EventExpSubs
f)	UPFFunction.
g)	Valid for packet switched traffic.
h)	5GS.

[bookmark: _Toc202524836]5.4.X.2 Number of successful event exposure subscriptions
a)	This measurement provides the number of successful event exposure subscriptions at the UPF.
b)	CC.
c)	Transmission of an Nupf_EventExposure_Subscribe response by the UPF to a UPF event consumer (e.g. AF (when in trusted domain) or NEF) indicating a successful event exposure subscription.
d)	A single integer value.
e)	UPF.EventExpSubsSucc
f)	UPFFunction.
g)	Valid for packet switched traffic.
h)	5GS.

[bookmark: _Toc202524843]5.4.X.3 Number of event exposure notifications
a)	This measurement provides the number of event exposure notifications sent by the UPF.
b)	CC
c)	Transmission of an Nupf_EventExposure_Notify message by the PCF to a UPF event consumer (e.g. AF (when in trusted domain) or NEF) (see TS 23.502 [7]).
d)	A single integer value.
e)	UPF.EventExpNotify
f)	UPFFunction.
g)	Valid for packet switched traffic.
h)	5GS.

[bookmark: _Toc202524839]5.4.X.4 Number of event exposure unsubscriptions
a)	This measurement provides the number of event exposure unsubscriptions received by the UPF.
b)	CC
c)	Receipt of an Nupf_EventExposure_UnSubscribe (Subscription Correlation ID) message by the UPF from an NF consumer or the SMF on behalf of other NF (see 3GPP TS 23.502 [7]).
d)	An integer value
e)	UPF.EventExpUnsubs
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
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[bookmark: _GoBack]A.X Monitoring of UPF event exposure
To get exposure data from UPF, NF consumer may use UPF event exposure service (Notify, Subscribe, UnSubscribe) for UPF data collection targets one UE, a group of UE or Any UE.
The NF consumer may use the events exposed by UPF for QoS Monitoring, User DataUsage Measures and User DataUsage Trends. Measurements of UPF event exposure can help operators for enhancing network operation and maintenance efficiency, optimizing service quality, and promoting business innovation, hence the performance of UPF event exposure needs to be monitored.
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