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Comments
Addressing an EN about configuration management when using VNF configuration manager function.

Proposed Changes
* * * First Change * * * *
[bookmark: _Toc7891][bookmark: _Toc176958944][bookmark: _Toc6002][bookmark: _Toc176965537][bookmark: _Toc28912][bookmark: _Toc176960189][bookmark: _Toc1213][bookmark: _Toc8874][bookmark: _Toc8596][bookmark: _Toc4795][bookmark: _Toc25271][bookmark: _Toc25662][bookmark: _Toc176958706][bookmark: _Toc24033][bookmark: _Toc9568]5.1.1.3.1	VNF Configuration Manager function
This solution introduces a platform entity that interacts with the 3GPP management system via a new reference point for performing the configuration management of cloud-native VNFs.
This solution proposes the use of the VNF Configuration Manager function defined in ETSI GS NFV-IFA 049 [2]. Some key functionalities supported by the VNF Configuration Manager function are the capability to convey configuration information to one or more cloud-native VNF/VNFC instances, the capability to perform pre-configuration actions (e.g. create configuration backup) and post-configuration actions (e.g. rollback running configuration) and the capability to query configuration information of cloud-native VNF/VNFC instances. 
From 3GPP management system perspective, MnS provisioning handles configuration of managed NFs defined by 3GPP, which include the necessary configuration related to the behavior and role of a NF (e.g., configuration of a gNB CU UP function). The 3GPP management system fully understands the semantics of this kind of configuration since it is needed to ensure that the 3GPP mobile network operates as intended by the network operator.
The VNF Configuration Manager does not understand the semantics of the configuration information that is conveyed to the cloud-native VNF/VNFC instances (both VNF application configuration parameters and VNF non-application configuration parameters).
Figure 5.1.1.3.1-1 depicts the interaction and reference point between 3GPP management system and the VNF Configuration Manager.


[bookmark: OLE_LINK25]Figure 5.1.1.3.1-1: Interaction and reference point between 3GPP management system and VNF Configuration Manager
The present solution addresses the potential requirements REQ-CVNF_CM-1 and REQ-CVNF_CM-2.
This potential solution related to option 2 in clause 5.1.5.
Editor’s Note: update the solution description to better reflect the impact to the 3GPP management system. 
* * * End of Changes * * * *
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