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[bookmark: _Toc90043665][bookmark: _Toc193453718]Start of First change
[bookmark: _Toc207369049][bookmark: _Toc207402193][bookmark: _Toc207444633][bookmark: _Toc208344496]6.3.12	CCLPurpose <<ProxyClassdataType>>
[bookmark: _Toc207369050][bookmark: _Toc207402194][bookmark: _Toc207444634][bookmark: _Toc208344497]6.3.12.1	Definition
This represents an <<IOC>> FaultManagement. 
If <<IOC>>FaultManagement is used, which means that CCL purpose is for Fault Management. data type represents a single purpose that describes what a CCL can do. The purpose is a list of characteristics that describe the capabilities of the CCL.
NOTE: This ProxyClass may be extended if new IOCs are specified for CCLPurpose in the present document.
[bookmark: _Toc207369051][bookmark: _Toc207402195][bookmark: _Toc207444635][bookmark: _Toc208344498]6.3.12.2	Attributes
Table 6.3.12.2-1: Void
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	
	
	
	
	
	

	Attributes related to role
	
	
	
	
	

	
	
	
	
	
	


See that defined in <<IOC>>FaultManagement.
[bookmark: _Toc207369052][bookmark: _Toc207402196][bookmark: _Toc207444636][bookmark: _Toc208344499]6.3.12.3	Attribute constraints
See that defined in <<IOC>>FaultManagement.
None.
[bookmark: _Toc207369053][bookmark: _Toc207402197][bookmark: _Toc207444637][bookmark: _Toc208344500]6.3.12.4	Notifications
See that defined in <<IOC>>FaultManagement.The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
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