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[bookmark: OLE_LINK134][bookmark: _Toc121161315][bookmark: _Toc161904943][bookmark: _Toc222864197]<< Start of Changes >>
9.1.5.5	CELL SWITCH NOTIFICATION
This message is sent by the source NG-RAN node to inform the target NG-RAN node about the initiation of the cell switch command to the UE.
[bookmark: _MCCTEMPBM_CRPT75870631___7]This message is also sent by the source S-NG-RAN node to the M-NG-RAN node or from the M-NG-RAN node to the target S-NG-RAN node to inform the target S-NG-RAN node about the initiation of the cell switch command to the UE.
Direction: source NG-RAN node  target NG-RAN node.
Direction: M-NG-RAN node  target S-NG-RAN node or source S-NG-RAN node  M-NG-RAN node (Dual Connectivity).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Source NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node.
	YES
	reject

	Target NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node.
	YES
	reject

	[bookmark: OLE_LINK129]Target Cell Global ID
	M
	
	Target Cell Global ID NR CGI
9.2.23.725
	Only the NR CGI is used in this version of the specification.
	YES
	reject

	LTM Cell Switch Information
	
	0..1
	
	
	YES
	ignore

	[bookmark: _MCCTEMPBM_CRPT75870632___2]>Joint or DL TCI State ID
	M
	
	OCTET STRING
	Include the TCI-StateId IE as defined in TS 38.331 [10].
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870633___2]>UL TCI State ID
	O
	
	OCTET STRING
	Includes the TCI-UL-StateId IE as defined in TS 38.331 [10].
	–
	

	LTM UE Association Information List
	
	0..1
	
	
	YES
	ignore

	[bookmark: _MCCTEMPBM_CRPT75870634___2]>LTM UE Association Item
	
	1.. <maxnoofLTMCells>
	
	
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870635___2]>>Candidate Cell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870636___2]>>Last Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	–
	

	Cell Switch TA Information List
	
	0..1
	
	
	YES
	ignore

	[bookmark: _MCCTEMPBM_CRPT75870637___2]>Cell Switch TA Information Item IEs
	
	1 .. <maxnoofTAList>
	
	
	EACH
	ignore

	[bookmark: _MCCTEMPBM_CRPT75870638___2]>>Candidate Cell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870639___2]>>TA Value
	M
	
	INTEGER (0..4095)
	Indicates the TA value as defined in TS 38.213 [40].
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870640___2]>>Tag ID Pointer
	O
	
	OCTET STRING
	Includes the tag-Id-ptr contained in the TCI-UL-State IE or the TCI-State IE, as defined in TS 38.331 [10].
	–
	





	


[bookmark: OLE_LINK128]-- **************************************************************
--
-- CELL SWITCH NOTIFICATION
--
-- **************************************************************

CellSwitchNotification ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{CellSwitchNotification-IEs}},
	...
}

CellSwitchNotification-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
[bookmark: OLE_LINK130]	{ ID id-targetCellGlobalID							CRITICALITY reject	TYPE Target-CGI										PRESENCE mandatory}|
	{ ID id-LTMCellSwitchInformation					CRITICALITY ignore	TYPE LTMCellSwitchInformation					PRESENCE optional }|
	{ ID id-LTMUEAssociationInformation-List			CRITICALITY ignore	TYPE LTMUEAssociationInformation-List		PRESENCE optional }|
	{ ID id-CellSwitchTAInformation-List				CRITICALITY ignore	TYPE CellSwitchTAInformation-List				PRESENCE optional },
	...
}

[…]

Target-CGI ::= CHOICE {
[bookmark: OLE_LINK135]	nr							NR-CGI,
	e-utra						E-UTRA-CGI,
	choice-extension			ProtocolIE-Single-Container { {TargetCGI-ExtIEs} }
}

TargetCGI-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


<< End of Changes >>
