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Article 26:
TSG and WG voting during a meeting

The following procedures apply for voting during a TSG or WG meeting:
· before voting, a clear definition of the issues shall be provided by the Chairman;

· Voting Members shall only be entitled to one vote;
· if a Voting Member has more than one representative present, only one representative may vote;

· each Voting Member may only cast the vote once;
· each Voting Member may carry proxy votes for up to five other Voting Members. All proxy votes shall be accompanied by a letter of authority from the authorising Voting Member. Proxies will not be taken into account when determining the quorum;

· the quorum required for voting during a TSG or WG meeting shall be 30% of the total number of Voting Member companies on the TSG or WG voting list;

· the result of the vote shall be recorded in the meeting report.

For the determination of the quorum, see annex X.
[…]
Article 35:
TSG and WG Voting Membership List

35.1
Voting list

Each TSG and WG shall maintain a list of Individual Members eligible to vote in that group.

The voting list shall be used to establish quorum and for determining those eligible to take part in a vote.

NOTE 1:
The term "membership list" has no particular significance in the context of TSG and WG meetings.  The term "attendance list" is used for a list of individuals who attend a given meeeting representing an Individual Member or other entity entitiled to participate in meetings – see annex F.

For the determination of the quorum, see annex X.
[…]
35.5
Meetings other than ordinary meetings

Any group that wants to call an electronic meeting (audio, video, document distribution by posting or e-mail, etc) may do so, although this works best with smaller groups. Therefore, all electronic meetings are allowed but only ordinary meetings (see annex F) count towards attendance. However, if a meeting is designated as face-to-face, provision of bridge and speakerphone capabilities for those requesting it would be at the discretion of the host. Those participating by speakerphone are not to be counted toward quorum or attendance, and are not allowed to vote.

For the determination of the quorum, see annex X.
[…]
Annex X:
Calculation of quorum in TSGs and WGs
Where calculation of a quorum is required in the context of a vote conducted in a TSG or a WG, the quorum shall be deemed to have been met if:
(B – P) / V >= Q
Where:

B is the number of ballot papers issued;
P is the number of proxy votes exercised (i.e. the number of ballot papers issued to delegates bearing authorization to cast votes by proxy);
V is the number of Individual Members having the right to vote at the meeting (including those with only the right to vote “in person” and not by proxy);
Q is the required quorum value given in article 26.
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