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�Foreword

This amendment to I-ETS 300 045-1 (1994) 2nd Edition has been produced by the Special Mobile Group (SMG) Technical Committee of the European Telecommunications Standards Institute (ETSI).

This amendment to I-ETS 300 045-1 (1994) 2nd Edition corresponds to the changes to GSM Technical Specification (GSM-TS) 11.11 from version 3.12.0 to version 3.14.0 by TC-SMG.

This amendment modifies pages 25 and 98 of I-ETS 300 045-1 (1994) 2nd edition.

Amendments

Page 25, subclause 3.5.

Add the following note at the bottom of page 25:

NOTE:	TS GSM 04.08 defines the value of n = 111 as "key not available". Therefore, the value "07", and not "FF", should be present following the administration phase.



Page 98.

Add the following new subclauses 6.2.6, 6.2.7, 6.2.8  following subclause 6.2.5:

6.2.6	Activation sequence of SIM contacts

When the MS is soft powered on, the contacts shall be activated according to ISO/IEC 7816�3:1989, section 5.1. For any voltage level, monitored during the activation sequence, the order of contact activation shall be respected.

6.2.7	De-activation sequence of SIM contacts

When the MS is soft powered off, the contacts shall be de-activated according to ISO/IEC 7816�3:1989, section 5.4. For any voltage level, monitored during the deactivation sequence, the order of contact deactivation shall be respected.

NOTE:	Soft power switching is defined in GSM-TS 02.07.

6.2.8	Inactive SIM/ME contacts

The voltages on contacts C1, C2, C3, C6 and C7 of the ME shall be between 0 and ± 0,4 volts referenced to ground (C5) when the ME is switched off with the power source connected to the ME. The measuring equipment shall have a resistance of 50 kohm when measuring the voltage on C2, C3, C6 and C7. The resistance shall be 10 kohm when measuring the voltage on C1.
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