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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document identifies the parameters of the access stratum part of the UE radio access capabilities. Furthermore, some reference configurations of these values are defined. The intention is that these configurations will be used for test specifications.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 25.323: "Packet Data Convergence Protocol (PDCP) specification".

[2]
3GPP TS 34.108: "Common Test Environments for User Equipment (UE) Conformance Testing".

[3]
3GPP TS 34.123-2: "User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) proforma specification".

[4]
3GPP TS 25.101 "UE Radio Transmission and Reception (FDD)".

[5]
3GPP TS 25.102 "UTRA (UE) TDD; Radio transmission and reception".

[6]
3GPP TS 25.215 "Physical layer; Measurements (FDD)".

[7]
RFC 2507: "IP Header Compression".

[8]
RFC 3095: "RObust Header Compression (ROHC): Framework and four profiles".
[9]
3GPP TS 25.321 "Medium Access Control (MAC) protocol specification".
[10]
3GPP TS 25.322 "Radio Link Control (RLC) protocol specification".
3
Void

4
UE radio access capability parameters

In the following the UE radio capability parameters are defined. When using the RRC configuration parameters, UTRAN needs to respect the UE capabilities. Only parameters for which there is a need to set different values for different UEs are considered as UE capability parameters. Therefore, the capabilities that are the same for all UEs, including baseline capabilities, are not listed here.

UTRAN needs to respect the UE capabilities when configuring the RBs. Actions in the UE when capabilities are in conflict with a UTRAN request are specified in RRC.

4.1
PDCP parameters

Support for RFC 2507

This parameter defines whether the UE supports header compression according to RFC 2507 as defined in [1] or not.

Support for RFC 3095

This parameter defines whether the UE supports header compression according to RFC 3095 as defined in [1] or not.
Support for RFC 3095 context relocation

This parameter defines whether the UE supports RFC 3095 context relocation as defined in [1] or not.
Support for loss-less SRNS relocation

Defines whether the UE supports loss-less SRNS relocation as defined in [1] or not.

Support for lossless DL RLC PDU size change
Defines whether the UE supports lossless DL RLC PDU size change as defined in [1] or not.
Maximum header compression context space

This parameter is only applicable if the UE supports header compression according to RFC 2507. It is defined as the maximum header compression context size supported by the UE for all RFC 2507 protocol entities for all RBs. UTRAN controls that the UE capability can be fulfilled through the following parameters:

1.
MAX_HEADER;

2.
TCP_SPACE;

3.
NON_TCP_SPACE;

The context space for a single RFC 2507 protocol entity calculates from:

(2 * (TCP_SPACE + 1 + NON_ TCP_SPACE + 1) * MAX_HEADER).

The following criterion must be fulfilled in the configuration:

Maximum header compression context space ( sum of context spaces for all RFC 2507 protocol entities for all RBs.
Maximum number of ROHC context sessions

This parameter is only applicable if the UE supports header compression according to RFC3095. It is defined as the maximum number of header compression context sessions supported by the UE.

Support for Reverse Decompression

This parameter determines whether reverse decompression is supported or not and the maximum number of packets that can be reverse decompressed by the decompressor in the UE.
4.2
Void

4.3
RLC and MAC-hs parameters

Total RLC AM and MAC-hs buffer size

When HS-DSCH is not configured this is defined as the maximum total buffer size across all RLC AM entities supported by the UE. When HS-DSCH is configured this is defined as the maximum total buffer size across all MAC-hs reordering entities and all RLC AM entities supported by the UE. The memory signalled in this capability can be dynamically shared by RLC AM entities and MAC-hs reordering entities at any time. UTRAN controls that the UE capability can be fulfilled through the following parameters:

1.
The number of RLC AM entities configured (no explicit RRC parameter);

2.
UL PDU size;

3.
DL PDU size;

4.
Transmission window size (in number of PDUs);

5.
Receiving window size (in number of PDUs);

The following criterion must be fulfilled in the configuration at all times:
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In order to evaluate memory consumption in the UE, it shall be assumed that a stored MAC-hs PDU of N bits requires a memory equal to (N – 10) bits. 

The UE shall only consider itself in a memory shortage situation as defined in [9] [10] when the amount of stored AM RLC PDUs and MAC-hs PDUs exceeds its capability. 

Maximum number of AM entities

This is defined as the maximum number of RLC AM entities supported by the UE.
Maximum RLC AM Window Size

This is defined as the maximum transmission and receiving window size of RLC AM entities supported by the UE.
4.4
Void

4.5
PHY parameters

4.5.1
Transport channel parameters in downlink

Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant

NOTE 1:
"Being received" refers to all bits in the active TFC within the TFCS over all simultaneous transport channels received by the UE. "Arbitrary time instant" means that the time instant corresponding to the highest sum of number of bits is relevant. This note also applies to similar parameter definitions below.
This parameter is defined as:


i(Ni)

where Ni is defined as the number of bits in transport block #i, and the sum is over all transport blocks being received at an arbitrary time instant. All transport blocks that are to be simultaneously received by the UE on DCH, FACH, PCH and DSCH transport channels are included in the parameter.

NOTE 2:
A UE does not need to support a TFC within the TFCS for which the sum of Number of Transport Blocks * Transport Block size over all simultaneous transport channels is larger than what the UE capability indicates.

This UE capability also limits the maximum number of bits before de-rate-matching as follows: The maximum number of bits before de-rate matching being received at an arbitrary time instant (DPCH, PDSCH, S-CCPCH) shall be less or equal to 6.6 times the Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant.

Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant.

This parameter is defined similar to the parameter above, but the sum includes only transport blocks that are to be convolutionally coded.

Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant.

This parameter is defined similar to the parameter above, but the sum includes only transport blocks that are to be turbo coded.

Maximum number of simultaneous transport channels

This is defined as the maximum number of downlink Transport Channels that the UE is capable to process simultaneously, not taking into account the rate of each Transport Channel.

NOTE:
The number of simultaneous transport channels affects how the total memory space and processing capacity can be shared among the transport channels. A UE does not need to support more simultaneous transport channels than the UE capability allows for.

Maximum number of simultaneous CCTrCH

This is defined as the maximum number of downlink CCTrCH that the UE is capable to process simultaneously. CCTrCH should be interpreted as consisting of DCH, FACH or DSCH.

Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval

All transport blocks that are to be simultaneously received by the UE on DCH, FACH, PCH and DSCH transport channels are included in the parameter.

NOTE:
Relates to processing requirements for CRC in downlink. A UE does not need to support a TFC within the TFCS for which the sum of Number of Transport Blocks is larger than what the UE capability indicates. In the case of several CCTrCHs, the combination of the TFCs within the respective TFCSs for simultaneous TTIs at an arbitrary time instant shall not exceed this parameter.

Maximum number of TFC

Defines the maximum number of transport format combinations the UE can store, where all transport format combinations for all downlink transport format combination sets are counted. Different channelisation code mapping shall be counted as separate TFC in case of DSCH.

Maximum number of TF

The maximum total number of downlink transport formats the UE can store, where all transport formats for all downlink transport channels are counted.

Support for turbo decoding

Defines whether turbo decoding is supported or not.

Maximum number of bits of an HS-DSCH transport block received within an HS-DSCH TTI

Defines the maximum number of bits of an HS-DSCH transport block received within an HS-DSCH TTI the UE is capable of receiving within a HS-DSCH TTI.

4.5.2
Transport channel parameters in uplink

Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant
NOTE 1:
"Being transmitted" refers to all bits in the active TFC within the TFCS over all simultaneous transport channels transmitted by the UE. "Arbitrary time instant" means that the time instant corresponding to the highest sum of number of bits is relevant. This note also applies to similar parameter definitions below.
This parameter is defined as:


i(Ni)

where Ni is defined as the number of bits in transport block #i, and the sum is over all transport blocks being transmitted at an arbitrary time instant.

NOTE 2:
This parameter is related to memory requirements for uplink data received from MAC before it can be transmitted over the radio interface. As shown in Figure 4.1 the worst case occurs for the maximum TTI. A UE does not need to support a TFC within the TFCS for which the sum of Number of Transport Blocks * Transport Block size over all simultaneous transport channels is larger than what the UE capability indicates.

Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant

This parameter is defined similar to the parameter above, but the sum includes only transport blocks that are to be convolutionally coded.

Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant

This parameter is defined similar to the parameter above, but the sum includes only transport blocks that are to be turbo coded.

Maximum number of simultaneous transport channels
This is defined as the maximum number of uplink transport channels that the UE is capable to process simultaneously, not taking into account the rate of each transport channel.
NOTE:
A UE does not need to support a TFC within the TFCS for which the sum of Number of Transport Blocks * Transport Block size over all simultaneous transport channels is larger than what the UE capability indicates.
Maximum number of simultaneous CCTrCH

This parameter is applicable for TDD only. For FDD there is always only one CCTrCH at a time. The parameter is defined as the maximum number of uplink CCTrCH that the UE is capable to process simultaneously.

Maximum total number of transport blocks transmitted within TTIs that start at the same time

Defines the maximum number of transport blocks that the UE is capable to transmit within TTIs that start at the same time. An example is shown in figure 4.1.

NOTE:
Relates to processing requirements for CRC in uplink.

Maximum number of TFC

Defines the maximum number of transport format combinations the UE can store, where all transport format combinations for all uplink transport format combination sets are counted.

Maximum number of TF

The maximum total number of uplink transport formats the UE can store, where all transport formats for all uplink transport channels are counted.

Support for turbo encoding

Defines whether turbo encoding is supported or not.
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Figure 4.1: UE transport channel processing limitations in uplink

4.5.3
FDD Physical channel parameters in downlink

Maximum number of DPCH codes to be simultaneously received

Defines the number of codes the UE is capable of receiving in parallel. For DPCH in soft/softer handover, each DPCH is only calculated once in this capability. The capability does not include codes used for S-CCPCH.

Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)

Defines the number of physical channel bits the UE is capable of receiving. For DPCH in soft/softer handover, each DPCH is only calculated once in this capability.

The number of DPCH channel bits indicates the capability of the UE when operating in non-compressed mode.

The parameter also indicates the capability of the UE to support compressed mode by spreading factor reduction as follows. The UE shall:
-
for parameter values up to and including 9600 bits:
-
support compressed mode by spreading factor reduction when operating at any value up to the reported capability.
-
for parameter values greater than 9600 bits:
-
support compressed mode by spreading factor reduction when operating at any value up to the greater of:
-
half the reported capability; or

-
9600bits.
NOTE:
Compressed mode by spreading factor reduction is not applicable when operating at spreading factor 4.

Support for SF 512 and 80 ms TTI for DPCH

Defines whether the UE supports spreading factor 512 and 80 ms TTI in downlink DPCH or not.

Support of HS-PDSCH

Defines whether the UE supports HS-PDSCH or not.

Maximum number of HS-DSCH codes received

Defines the maximum number of HS-DSCH codes the UE is capable of receiving.

Total number of soft channel bits in HS-DSCH

Defines the maximum number of soft channel bits over all HARQ processes. When explicit signalling is used, UTRAN configures Process Memory Size for each HARQ process so that the following criterion must be fulfilled in the configuration:

Total number of soft channel bits in HS-DSCH ( sum of Process Memory Size of all the HARQ processes.
Minimum inter-TTI interval in HS-DSCH

Defines the distance from the beginning of a TTI to the beginning of the next TTI that can be assigned to the UE.

4.5.4
FDD physical channel parameters in uplink

Maximum number of DPDCH bits per 10 ms

Defines the maximum number of the DPDCH bits the UE is capable to transmit per 10 ms.

If the reported capability is lower than 9600, the number of DPDCH channel bits indicates the capability of the UE when operating in non-compressed mode; if the reported capability is equal to or greater than 9600 it indicates the maximum capability of the UE considering both compressed and non compressed mode operation.
NOTE 1:
This capability combines the 'Max number of DPDCH' and 'Minimum SF' capabilities into one capability. Note that no flexibility is lost due to this, as multiple DPDCH is only used for SF = 4, i.e. when the number of DPDCH bits exceed a certain value.

NOTE 2:
Compressed mode by spreading factor reduction is not applicable when operating at spreading factor 4.

4.5.5
TDD physical channel parameters in downlink

4.5.5.1
3.84 Mcps TDD physical channel parameters in downlink

Maximum number of timeslots per frame

Defines the maximum number of timeslots per frame that the UE can receive.

Maximum number of physical channels per frame

This parameter defines how many physical channels can be received during one frame. The distribution of the received physical channels on the received timeslots can be arbitrary.

Minimum SF
Defines the minimum SF supported by the UE.
Support of PDSCH

Defines whether PDSCH is supported or not.
Support of HS-PDSCH

Defines whether the UE supports HS-PDSCH or not.
Maximum number of physical channels per timeslot

This parameter defines how many physical channels can be received within one timeslot.
Maximum number of HS-DSCH codes per timeslot

This is the maximum number of channelisation codes that can be used for the HS-DSCH in a given downlink timeslot. Where the parameter "Maximum number of physical channels per timeslot" is larger than "Maximum number of HS-DSCH codes per timeslot", this indicates that the UE is able to receive HS-SCCH or associated DPCH transmissions in the same timeslot as HS-PDSCHs, even if the maximum HS-DSCH code allocation for that slot is being used.

Maximum number of HS-DSCH timeslots per TTI

This is the maximum number of timeslots in a given 10 ms frame that can be used for HS-DSCH transmissions.

Maximum number of bits of an HS-DSCH transport block received within an HS-DSCH TTI

Defines maximum number of bits of an HS-DSCH transport block received within an HS-DSCH TTI the UE is capable of receiving within an HS-DSCH TTI.

Total number of soft channel bits

Defines the maximum number of soft channel bits over all HARQ processes.
4.5.5.2
1.28 Mcps TDD physical channel parameters in downlink

Maximum number of timeslots per subframe

Defines the maximum number of timeslots per subframe that the UE can receive.

Maximum number of physical channels per subframe

This parameter defines how many physical channels can be received during one subframe. The distribution of the received physical channels on the received timeslots can be arbitrary.

Minimum SF
Defines the minimum SF supported by the UE.
Support of PDSCH

Defines whether PDSCH is supported or not.
Support of HS-PDSCH

Defines whether the UE supports HS-PDSCH or not.
Maximum number of physical channels per timeslot

This parameter defines how many physical channels can be received within one timeslot.

Support of 8PSK

Defines whether 8PSK modulation is supported or not.
Maximum number of HS-DSCH codes per timeslot

This is the maximum number of channelisation codes that can be used for the HS-DSCH in a given downlink timeslot. Where the parameter "Maximum number of physical channels per timeslot" is larger than "Maximum number of HS-DSCH codes per timeslot", this indicates that the UE is able to receive HS-SCCH or associated DPCH transmissions in the same timeslot as HS-PDSCHs, even if the maximum HS-DSCH code allocation for that slot is being used.

Maximum number of HS-DSCH timeslots per TTI

This is the maximum number of timeslots in a given 5 ms subframe that can be used for HS-DSCH transmissions.

Maximum number of bits of an HS-DSCH transport block received within an HS-DSCH TTI

Defines maximum number of bits of an HS-DSCH transport block received within an HS-DSCH TTI the UE is capable of receiving within an HS-DSCH TTI.

Total number of soft channel bits

Defines the maximum number of soft channel bits over all HARQ processes.
4.5.6
TDD physical channel parameters in uplink

4.5.6.1
3.84 Mcps TDD physical channel parameters in uplink

Maximum Number of timeslots per frame

Defines the maximum number of timeslots per frame that the UE can transmit.
Maximum number of physical channels per timeslot

Defines the maximum number physical channels transmitted in parallel during one timeslot.

Minimum SF
Defines the minimum SF supported by the UE.
Support of PUSCH

Defines whether PUSCH is supported or not.

4.5.6.2
1.28 Mcps TDD physical channel parameters in uplink

Maximum Number of timeslots per subframe

Defines the maximum number of timeslots per subframe that the UE can transmit.
Maximum number of physical channels per timeslot

Defines the maximum number of physical channels transmitted in parallel during one timeslot.

Minimum SF
Defines the minimum SF supported by the UE.
Support of PUSCH

Defines whether PUSCH is supported or not.

Support of 8PSK

Defines whether 8PSK modulation is supported or not.

4.5.7
RF parameters

UE power class

Indicates the UE power class as defined in [4] for FDD and [5] for TDD.

Radio frequency bands

This parameter is only applicable for TDD. It defines the uplink and downlink frequency bands supported by the UE as defined in [5].

Tx/Rx frequency separation

This parameter is only applicable for FDD and only if the UE is operating in frequency band a as defined in [4]. It defines the uplink/downlink frequency separations supported by the UE.

4.6
Multi-mode related parameters

Support of UTRA FDD

Defines whether UTRA FDD is supported.

There is no explicit configuration parameter.

Support of UTRA TDD 3.84 Mcps

Defines whether UTRA TDD 3.84 Mcps is supported.

There is no explicit configuration parameter.

Support of UTRA TDD 1.28 Mcps

Defines whether UTRA TDD 1.28 Mcps is supported.

There is no explicit configuration parameter.

4.7
Multi-RAT related parameters

Support of GSM

Defines whether GSM is supported or not. There is a separate parameter for each GSM frequency band.

Support of multi-carrier

Defines whether multi-carrier is supported or not.
Support of UTRAN to GERAN NACC

Defines whether UTRAN to GERAN NACC is supported or not.

4.7a
Security parameters

Ciphering algorithm capability

This capability defines the ciphering algorithms supported by the UE. In this version of the protocol, the UE shall support UEA0 and UEA1.

Integrity protection algorithm capability

This capability defines the integrity protection algorithms supported by the UE. In this version of the protocol, the UE shall support UIA1.
4.8
UE positioning related parameters
Standalone location method(s) supported

Defines if a UE can measure its location by some means unrelated to UTRAN (e.g. if the UE has access to a standalone GPS receiver).

OTDOA UE based method supported

Defines if a UE supports the OTDOA UE based schemes.

Network Assisted GPS support

Defines if a UE supports either of the two types of assisted GPS schemes, namely "Network based", "UE based", "Both", or "none".

GPS reference time capable

Defines if a UE has the capability to measure GPS reference time as defined in [6].

Support for IPDL

Defines if a UE has the capability to use IPDL to enhance its "SFN-SFN observed time difference –type 2" measurement.

Support for Rx-Tx time difference type 2

Defines if a UE has the capability to perform the Rx-Tx time difference type 2 measurement.

Support for UE Positioning assisted GPS measurement validity in CELL_PCH and URA_PCH RRC states
Defines if UE Positioning measurements using the assisted GPS method are valid in CELL_PCH and URA_PCH RRC states.
Support for SFN-SFN observed time difference type 2 measurement

Defines if the UE has the capability to perform the SFN-SFN observed time difference type 2 measurement.
4.9
Measurement related capabilities

Need for downlink compressed mode

Defines whether the UE needs compressed mode in the downlink in order to perform inter-frequency or inter-RAT measurements. There are separate parameters for measurements on each UTRA mode, on each RAT, and in each frequency band.

Need for uplink compressed mode

Defines whether the UE needs compressed mode in the uplink in order to perform inter-frequency or inter-RAT measurements. There are separate parameters for measurements on each UTRA mode, on each RAT, and in each frequency band.
4.10
General capabilities

Access stratum release indicator

This is defined as the release of the UTRA layer 1, 2, and 3 specifications that is applicable for the UE e.g. R'99, Rel-4.
4.11
DL capabilities with simultaneous HS-DSCH

DL capability with simultaneous HS-DSCH configuration

Defines the modification of reception capabilities in downlink in terms of DPCH in case an HS-DSCH is configured simultaneously. The parameter values in table 4.11-1 replace the signalled values in case an HS-DSCH is configured simultaneously depending on the setting of the parameter DL DPCH capability with simultaneous HS-DSCH configuration. Other parameters are valid irrespective whether HS-DSCH is configured simultaneously or not.

Table 4.11-1: DL capabilities with simultaneous HS-DSCH

	DL DPCH capability with simultaneous HS-DSCH configuration
	32 kbps 
	64 kbps 
	128 kbps 
	384 kbps 

	Transport channel parameters
	
	
	
	

	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant
	640
	3840
	3840
	6400 

	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant
	640
	640
	640
	640

	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant
	NA
	3840
	3840
	6400

	Maximum number of simultaneous transport channels
	8
	8
	8
	8

	Maximum number of simultaneous CCTrCH (FDD)
	1
	1
	1
	1

	Maximum number of simultaneous CCTrCH (TDD)
	2
	3
	3
	3

	Maximum total number of transport blocks received within TTIs that end at the same time
	8
	8 
	16 
	32

	Maximum number of TFC
	32
	48
	96
	128

	Maximum number of TF
	32
	64
	64
	64

	Support for turbo decoding
	No
	Yes
	Yes
	Yes

	Physical channel parameters (FDD)
	
	
	
	

	Maximum number of DPCH codes to be simultaneously received
	1
	1
	1
	3

	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH).
	1200
	2400
	4800
	19200


	Physical channel parameters (TDD 3.84 Mcps)
	
	
	
	

	Maximum number of timeslots per frame
	1
	2
	4
	5

	Maximum number of physical channels per frame
	8
	9
	14
	28

	Support of PDSCH
	No
	No
	No
	No

	Maximum number of physical channels per timeslot
	8
	9
	9
	9

	Physical channel parameters (TDD 1.28 Mcps)
	
	
	
	

	Maximum number of timeslots per subframe
	1
	2
	3
	4

	Maximum number of physical channels per subframe
	8
	12
	18
	43

	Support of PDSCH
	No
	No
	No
	No

	Maximum number of physical channels per timeslot
	8
	11
	14
	14


5
Possible UE radio access capability parameter settings

5.1
Value ranges

Table 5.1: UE radio access capability parameter value ranges
	
	UE radio access capability parameter
	Value range

	PDCP parameters
	Support for RFC 2507
	Yes/No

	
	Support for RFC 3095
	Yes/No

	
	Support for RFC 3095 context relocation
	Yes/No

	
	Support for loss-less SRNS relocation
	Yes/No

	
	Support for loss-less DL RLC PDU size change
	Yes/No

	
	Maximum header compression context space
	1024, 2048, 4096, 8192, 16384, 32768, 65536, 131072 bytes

	
	Maximum number of ROHC context sessions
	2, 4, 8, 12, 16, 24, 32, 48, 64, 128, 256, 512, 1024, 16384

	
	Support for Reverse Decompression
	Not supported, 1..65535

	RLC and MAC-hs parameters
	Total RLC AM and MAC-hs buffer size
	2, 10, 50, 100, 150, 200, 300, 400, 500, 750, 1000 kBytes

	
	Maximum number of AM entities
	3, 4, 5, 6, 8, 16, 30

	
	Maximum RLC AM window size
	2047, 4095

	PHY parameters
	Transport channel parameters in downlink
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum number of simultaneous transport channels
	4, 8, 16, 32

	
	
	Maximum number of simultaneous CCTrCH 
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval
	4, 8, 16, 32, 48, 64, 96, 128, 256, 512

	
	
	Maximum number of TFC
	16, 32, 48, 64, 96, 128, 256, 512, 1024

	
	
	Maximum number of TF
	32, 64, 128, 256, 512, 1024

	
	
	Support for turbo decoding
	Yes/No

	
	Transport channel parameters in uplink
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum number of simultaneous transport channels
	2, 4, 8, 16, 32

	
	
	Maximum number of simultaneous CCTrCH of DCH type (TDD only) 
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum total number of transport blocks transmitted within TTIs that start at the same time
	2, 4, 8, 16, 32, 48, 64, 96, 128, 256, 512

	
	
	Maximum number of TFC
	4, 8, 16, 32, 48, 64, 96, 128, 256, 512, 1024

	
	
	Maximum number of TF
	32, 64, 128, 256, 512, 1024

	
	
	Support for turbo encoding
	Yes/No

	
	FDD Physical channel parameters in downlink
	Maximum number of DPCH codes to be simultaneously received
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	600, 1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800

	
	
	Support for SF 512 and 80 ms TTI for DPCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	FDD Physical channel parameters in uplink
	Maximum number of DPDCH bits transmitted per 10 ms
	600, 1200, 2400, 4800, 9600, 19200, 28800, 38400, 48000, 57600

	
	TDD 3.84 Mcps physical channel parameters in downlink
	Maximum number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per frame
	1, 2, 3..224

	
	
	Minimum SF
	16, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..16

	
	TDD 3.84 Mcps physical channel parameters in uplink
	Maximum Number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	16, 8, 4, 2, 1

	
	
	Support of PUSCH
	Yes/No

	
	TDD 1.28 Mcps physical channel parameters in downlink
	Maximum number of timeslots per subframe
	1..6

	
	
	Maximum number of physical channels per subframe
	1, 2, 3, …, 96

	
	
	Minimum SF
	16, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..16

	
	
	Support 8PSK
	Yes/No

	
	TDD 1.28 Mcps physical channel parameters in uplink
	Maximum number of timeslots per subframe
	1..6

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	16, 8, 4, 2, 1

	
	
	Support of 8PSK
	Yes/No

	
	
	Support of PUSCH
	Yes/No

	RF parameters
	FDD RF parameters
	UE power class


	3, 4

NOTE:
Only power classes 3 and 4 are part of this release of the specification

	
	
	Tx/Rx frequency separation


	190 Mhz
174.8 MHz to 205.2 MHz
134.8 MHz to 245.2 MHz

	RF parameters
	TDD 3.84 Mcps RF parameters
	UE power class
	2, 3

NOTE:
Only power classes 2 and 3 are part of this release of the specification



	
	
	Radio frequency bands
	a), b), c), a+b), a+c), b+c), a+b+c)

	
	TDD 1.28 Mcps RF parameters 
	UE power class
	2, 3

	
	
	Radio frequency bands
	a), b), c), a+b), a+c), b+c), a+b+c)

	Multi-mode related parameters
	Support of UTRA FDD
	Yes/No

	
	Support of UTRA TDD 3.84 Mcps
	Yes/No

	
	Support of UTRA TDD 1.28 Mcps
	Yes/No

	Multi-RAT related parameters
	Support of GSM
	Yes/No (per GSM frequency band)

	
	Support of multi-carrier
	Yes/No

	
	Support of UTRAN to GERAN Network Assisted Cell Change
	Yes/No

	Security parameters
	Support of ciphering algorithm UEA0
	Yes

	
	Support of ciphering algorithm UEA1
	Yes

	
	Support of integrity protection algorithm UIA1
	Yes

	UE positioning related parameters
	Standalone location method(s) supported
	Yes/No

	
	Network assisted GPS support
	Network based / UE based / Both/ None

	
	GPS reference time capable
	Yes/No

	
	Support for IPDL
	Yes/No

	
	Support for OTDOA UE based method
	Yes/No

	
	Support for Rx-Tx time difference type 2 measurement
	Yes/No

	
	Support for UE Positioning assisted GPS measurement validity in CELL_PCH and URA_PCH RRC states
	Yes

	
	Support for SFN-SFN observed time difference type 2 measurement
	Yes/No

	Measurement related capabilities 
	Need for downlink compressed mode
	Yes/No (per frequency band, UTRA mode and RAT)

	
	Need for uplink compressed mode
	Yes/No (per frequency band, UTRA mode and RAT)

	General capabilities
	Access Stratum release indicator
	R99, REL-4, REL-5

	DL capabilities with simultaneous HS-DSCH
	DL capability with simultaneous HS-DSCH configuration
	32 kbps, 64 kbps, 128 kbps, 384 kbps


Table 5.1a: FDD HS-DSCH physical layer categories
	HS-DSCH category
	Maximum number of HS-DSCH codes received
	Minimum inter-TTI interval
	Maximum number of bits of an HS-DSCH transport block received within

an HS-DSCH TTI
	Total number of soft channel bits


	Category 1
	5
	3
	7298
	19200

	Category 2 
	5
	3
	7298
	28800

	Category 3
	5
	2
	7298
	28800

	Category 4
	5
	2
	7298
	38400

	Category 5 
	5
	1
	7298
	57600

	Category 6
	5
	1
	7298
	67200

	Category 7
	10
	1
	14411
	115200

	Category 8
	10
	1
	14411
	134400

	Category 9
	15
	1
	20251
	172800

	Category 10
	15
	1
	27952
	172800

	Category 11
	5
	2
	3630
	14400

	Category 12
	5
	1
	3630
	28800



UEs of Categories 11 and 12 support QPSK only.
Table 5.1b: RLC and MAC-hs parameters for FDD HS-DSCH physical layer categories

	HS-DSCH category
	Maximum number of AM RLC entities 
	Minimum total RLC AM and MAC-hs buffer size [kBytes] 

	Category 1
	6
	50

	Category 2
	6
	50

	Category 3
	6
	50

	Category 4
	6
	50

	Category 5 
	6
	50

	Category 6
	6
	50

	Category 7
	8
	100

	Category 8
	8
	100

	Category 9
	8
	150

	Category 10
	8
	150

	Category 11
	6
	50

	Category 12
	6
	50


Table 5.1c: 1.28 Mcps TDD HS-DSCH physical layer categories

	HS-DSCH category
	Maximum number of HS-DSCH codes per timeslot
	Maximum number of HS-DSCH timeslots per TTI
	Maximum number of HS-DSCH transport channel bits that can be received within an HS-DSCH TTI
	Total number of soft channel bits

	Category 1
	12
	5
	7008
	28160

	Category 2
	12
	5
	7008
	56320

	Category 3
	12
	5
	7008
	84480

	Category 4
	16
	5
	7008
	28160

	Category 5
	16
	5
	7008
	56320

	Category 6
	16
	5
	7008
	84480

	Category 7
	12
	5
	10204
	40944

	Category 8
	12
	5
	10204
	81888

	Category 9
	12
	5
	10204
	122832

	Category 10
	16
	5
	10204
	40944

	Category 11
	16
	5
	10204
	81888

	Category 12
	16
	5
	10204
	122832

	Category 13
	16
	5
	14043
	56320

	Category 14
	16
	5
	14043
	112640

	Category 15
	16
	5
	14043
	168960


Table 5.1d: RLC and MAC-hs parameters for 1.28 Mcps TDD HS-DSCH physical layer categories

	HS-DSCH category
	Maximum number of AM RLC entities 
	Minimum total RLC AM and MAC-hs buffer size [kBytes]

	Category 1
	6
	50

	Category 2
	6
	50

	Category 3
	6
	50

	Category 4
	6
	50

	Category 5
	6
	50

	Category 6
	6
	50

	Category 7
	6
	50

	Category 8
	6
	50

	Category 9
	6
	50

	Category 10
	6
	50

	Category 11
	6
	50

	Category 12
	6
	50

	Category 13
	6
	100

	Category 14
	6
	100

	Category 15
	6
	100


Table 5.1e: 3.84 Mcps TDD HS-DSCH physical layer categories

	HS-DSCH category
	Maximum number of HS-DSCH codes per timeslot
	Maximum number of HS-DSCH timeslots per TTI
	Maximum number of HS-DSCH transport channel bits that can be received within an HS-DSCH TTI
	Total number of soft channel bits

	Category 1
	16
	2
	12000
	52992

	Category 2
	16
	12
	12000
	52992

	Category 3
	16
	4
	24000
	105984

	Category 4
	16
	12
	24000
	105984

	Category 5
	16
	6
	36000
	158976

	Category 6
	16
	12
	36000
	158976

	Category 7
	16
	12
	53000
	211968

	Category 8
	16
	12
	73000
	264960

	Category 9
	16
	12
	102000
	317952


Table 5.1f: RLC and MAC-hs parameters for 3.84 Mcps TDD HS-DSCH physical layer categories

	HS-DSCH category
	Maximum number of AM RLC entities 
	Minimum total RLC AM and MAC-hs buffer size [kBytes]

	Category 1
	6
	50

	Category 2
	6
	50

	Category 3
	6
	50

	Category 4
	6
	50

	Category 5
	6
	100

	Category 6
	6
	100

	Category 7
	6
	150

	Category 8
	8
	150

	Category 9
	8
	200


5.2
Reference UE radio access capability combinations

Based on required UE radio access capabilities to support reference RABs as defined in [2], this clause lists reference UE Radio Access capability combinations. Subclause 5.2.1 defines reference combinations of UE radio access capability parameters common for UL and DL. Subclauses 5.2.2 and 5.2.3 define reference combinations of UE radio access capability parameters that are separate for DL and UL respectively. A reference combination for common UL and DL parameters, one combination for UL parameters and one combination for DL parameters together relate to a UE with a certain implementation complexity, that allows support for one or several combined reference RABs. Combinations for UL and DL can be chosen independently. The bit rate supported by the selected combination of common UL and DL parameters needs to be at least as high as the maximum out of the supported bit rates of the selected combination of DL parameters and the selected combination of UL parameters. Different combinations have different levels of implementation complexity.

For defined reference RABs, it is possible to require a UE to meet a certain reference UE radio access capability combination. Each UE needs to have capabilities complying with a given reference radio access capability combination. Each individual radio access capability parameter as defined in subclause 5.1 shall be signalled.

The reference combination numbers shall not be used in the signalling of UE radio access capabilities between the UE and UTRAN. Reference UE radio access capability combinations provide default configurations that should be used as a basis for conformance testing against reference RABs. 

The UE shall support at least the UE radio access capability parameter values as specified for the 12kbps UE reference class for both UL and DL.
Allowed values of UE capability parameters are limited by the defined range and granularity of values in subclause 5.1. Values might change depending on further definition of reference RABs for testing.
5.2.1
Combinations of common UE Radio Access Parameters
for UL and DL

NOTE:
Measurement-related capabilities are not included in the combinations. These capabilities are independent from the supported RABs.

Table 5.2.1.1: UE radio access capability parameter combinations,
parameters common for UL and DL

	Reference combination of UE Radio Access capability parameters common for UL and DL
	12 kbps class
	32 kbps class
	64 kbps class
	128 kbps class
	384 kbps class
	768 kbps class
	2048 kbps class

	PDCP parameters
	
	
	
	
	
	
	

	Support for RFC 2507
	No
	No
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1

	Support for RFC 3095
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1
	No/Yes
NOTE 1

	Support for RFC 3095 context relocation
	No/Yes

NOTE 1

	Support for loss-less SRNS relocation
	No/Yes

NOTE 1

	Maximum header compression context space
	Not applicable for conformance testing



	Maximum number of ROHC context sessions
	Not applicable for conformance testing

	Support for Reverse decompression
	No/Yes

NOTE 1

	RLC parameters
	
	
	
	
	
	
	

	Total RLC AM buffer size (kbytes)
	10
	10
	10
	50
	50
	100
	500

	Maximum number of AM entities

	4
	4
	4
	5
	6
	8
	8

	Maximum RLC AM window size
	2047/4095

NOTE 1
	2047/4095
NOTE 1
	2047/4095

NOTE 1
	2047/4095

NOTE 1
	2047/4095

NOTE 1
	2047/4095

NOTE 1
	2047/4095

NOTE 1

	Multi-mode related parameters
	

	Support of UTRA FDD
	Yes/No

NOTE 1

	Support of UTRA TDD 3.84 Mcps
	Yes/No

NOTE 1

	Support of UTRA TDD 1.28 Mcps
	Yes/No

NOTE 1

	Multi-RAT related parameters
	

	Support of GSM
	Yes/No
NOTE 1

	Support of multi-carrier
	Yes/No

NOTE 1

	Support of UTRAN to GERAN Network Assisted Cell Change
	Yes/No



	Security parameters
	

	Support of ciphering algorithm UEA0
	Yes

	Support of ciphering algorithm UEA1
	Yes

	Support of integrity protection algorithm UIA1
	Yes

	UE positioning related parameters
	

	Standalone location method(s) supported
	Yes/No

NOTE 1

	Network assisted GPS support
	Network based / UE based / Both/ None

NOTE 1

	GPS reference time capable
	Yes/No

NOTE 1

	Support for IPDL
	Yes/No

NOTE 1

	Support for OTDOA UE based method
	Yes/No

NOTE 1

	Support for Rx-Tx time difference type 2 measurement
	Yes/No

NOTE 1

	Support for UE Positioning assisted GPS measurement validity in CELL_PCH and URA_PCH RRC states
	Yes



	Support for SFN-SFN observed time difference type 2 measurement
	Yes/No

NOTE 1

	RF parameters for FDD
	

	UE power class
	3 / 4
NOTE 1

	Tx/Rx frequency separation
	190 MHz

	RF parameters for TDD 3.84 Mcps
	

	Radio frequency bands
	A / b / c / a+b / a+c / b+c / a+b+c

NOTE 1

	UE power class
	2 / 3

NOTE 1

	RF parameters for TDD 1.28 Mcps
	

	Radio frequency bands
	A / b / c / a+b / a+c / b+c/ a+b+c

NOTE 1

	UE power class
	2 / 3

NOTE 1


NOTE 1:
Options represent different combinations that should be supported with Conformance Tests.

5.2.2
Combinations of UE Radio Access Parameters for DL

Table 5.2.2.1: UE radio access capability parameter combinations, DL parameters

	Reference combination of UE Radio Access capability parameters in DL
	12 kbps class
	32 kbps class
	64 kbps class
	128 kbps class
	384 kbps class
	768 kbps class
	2048 kbps class

	Transport channel parameters
	
	
	
	
	
	
	

	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant
	640 (FDD)

1280(TDD)
	1280
	3840
	3840
	6400 
	10240
	20480

	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant
	640
	640
	640
	640
	640
	640
	640

	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant
	NA (FDD)

1280(TDD)
	1280
	3840
	3840
	6400
	10240
	20480(1)

10240(2)

NOTE 5

	Maximum number of simultaneous transport channels
	4
	8
NOTE 4
	8
NOTE 4
	8

NOTE 4
	8
NOTE 4
	8
NOTE 4
	16
NOTE 4

	Maximum number of simultaneous CCTrCH (FDD)
	1
	1
NOTE 3
	1

NOTE 3
	1

NOTE 3
	1

NOTE 3
	1

NOTE 3
	1

NOTE 3

	Maximum number of simultaneous CCTrCH (TDD)
	1

NOTE 3
	2
NOTE 3
	3
NOTE 3
	3
NOTE 3
	3
NOTE 3
	4
NOTE 3
	4
NOTE 3

	Maximum total number of transport blocks received within TTIs that end at the same time
	4
	8
	8 
	16 
	32
	64 
	96 

	Maximum number of TFC
	16
	32
	48
	96


	128
	256
	1024

	Maximum number of TF
	32
	32
	64
	64
	64
	128
	256

	Support for turbo decoding
	No (FDD)

Yes (TDD)
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	Support for loss-less DL RLC PDU size change
	No
	No
	Yes/No
	Yes/No
	Yes/No
	Yes/No
	Yes/No

	Physical channel parameters (FDD)
	
	
	
	
	
	
	

	Maximum number of DPCH codes to be simultaneously received
	1
	1
	1


	1


	3
	3
	3

	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH).
	1200
	1200
	2400


	4800


	19200

	28800
	57600

	Support for SF 512 and 80 ms TTI for DPCH
	No 
	No 
	No 
	No 
	No 
	No 
	No 

	Support of HS-PDSCH


	No


	No


	Yes/No

NOTE 1
	Yes/No

NOTE 1
	Yes/No

NOTE 1
	Yes/No

NOTE 1
	Yes/No

NOTE 1

	Physical channel parameters (TDD 3.84 Mcps)
	
	
	
	
	
	
	

	Maximum number of timeslots per frame
	1
	1
	2
	4
	5
	10
	12

	Maximum number of physical channels per frame
	5
	8
	9
	14
	28
	64
	136

	Minimum SF
	16
	16
	16
	16
	1/16

NOTE 1
	1/16

NOTE 1
	1/16

NOTE 1

	Support of PDSCH
	No
	Yes/No

NOTE 1
	Yes
	Yes
	Yes
	Yes
	Yes

	Support of HS-PDSCH


	No
	No


	Yes/No

NOTE 1
	Yes/No

NOTE 1
	Yes/No

NOTE 1
	Yes/No

NOTE 1
	Yes/No

NOTE 1

	Maximum number of physical channels per timeslot
	5
	8
	9
	9
	9
	9
	13

	Physical channel parameters (TDD 1.28 Mcps)
	
	
	
	
	
	
	

	Maximum number of timeslots per subframe
	1
	1
	2
	3
	4
	6
	6

	Maximum number of physical channels per subframe
	5
	8
	12
	18
	43
	77
	77

	Minimum SF
	16
	16
	16
	16
	1/16

NOTE 1
	1/16

NOTE 1
	1

	Support of PDSCH
	No
	Yes/No NOTE 1
	Yes
	Yes
	Yes
	Yes
	Yes

	Support of HS-PDSCH


	No
	No


	Yes/No

NOTE 1
	Yes/No

NOTE 1
	Yes/No

NOTE 1
	Yes/No

NOTE 1
	Yes/No

NOTE 1

	Maximum number of physical channels per timeslot
	5
	8
	11
	14
	14
	14
	14

	Support of 8PSK
	No
	No
	No
	No
	No
	No
	Yes


NOTE 1:
Options represent different combinations that should be supported with conformance tests.

NOTE 3:
The given number does not contain the BCH CCTrCH of the current cell nor of the neighbour cells.

NOTE 4:
The given number does not contain the BCH of the neighbour cell.

NOTE 5:
(1) For FDD and 3.84 Mcps TDD (2) For 1.28 Mcps TDD.
The reference combinations for HS-DSCH capabilities are shown in tables 5.2.2.2, 5.2.2.3 and 5.2.2.4.
Table 5.2.2.2: FDD UE radio access capability parameter combinations, DL HS-DSCH parameters

	Reference combination 
	1.2 Mbps class
	3.6 Mbps class
	7 Mbps class
	10 Mbps class

	FDD HS-DSCH category
	Category 1
	Category 5
	Category 7
	Category 9


Table 5.2.2.3: 1.28 Mcps TDD UE radio access capability parameter combinations, DL HS-DSCH parameters

	Reference combination
	1.4 Mbps class
	2.0 Mbps class
	2.8 Mbps class

	1.28 Mcps TDD HS-DSCH Category
	Category 1
	Category 7
	Category 13


Table 5.2.2.4: 3.84 Mcps TDD UE radio access capability parameter combinations, DL HS-DSCH parameters

	Reference combination 
	1.2 Mbps class
	2.4 Mbps class
	3.6 Mbps class
	7.3 Mbps class
	10.2 Mbps class

	3.84Mcps TDD HS-DSCH category
	Category 1
	Category 3
	Category 5
	Category 8
	Category 9


5.2.3
Combinations of UE Radio Access Parameters for UL

Table 5.2.3.1: UE radio access capability parameter combinations, UL parameters

	Reference combination of UE Radio Access capability parameters in UL 
	12 kbps class
	32 kbps class
	64 kbps class
	128 kbps class
	384 kbps class
	768 kbps class

	Transport channel parameters
	
	
	
	
	
	

	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant
	640
	640(FDD)

1280 (TDD)
	3840
	3840


	6400 
	10240

	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant 
	640
	640
	640
	640
	640
	640

	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant 
	NA
	NA(FDD)

1280 (TDD)
	3840
	3840
	6400
	10240

	Maximum number of simultaneous transport channels
	4
	4
	8
	8
	8 
	8

	Maximum number of simultaneous CCTrCH(TDD only)
	1

NOTE 3
	1
NOTE 3
	2
NOTE 3
	2
NOTE 3
	2
NOTE 3
	2
NOTE 3

	Maximum total number of transport blocks transmitted within TTIs that start at the same time
	4
	4
	8 
	8 
	16
	32 

	Maximum number of TFC
	16 
	16 
	32
	48
	64
	128

	Maximum number of TF
	32
	32
	32
	32
	32
	64

	Support for turbo encoding
	No
	No (FDD)

Yes (TDD)
	Yes
	Yes
	Yes
	Yes

	Physical channel parameters (FDD)
	
	
	
	
	
	

	Maximum number of DPDCH bits transmitted per 10 ms
	600
	1200
	2400
	4800
	9600
	19200

	Physical channel parameters (TDD 3.84 Mcps)
	
	
	
	
	
	

	Maximum Number of timeslots per frame
	1
	1
	2
	3
	7
	9

	Maximum number of physical channels per timeslot
	1
	1
	1
	1
	1
	2

	Minimum SF
	8
	4
	2
	2
	2
	2

	Support of PUSCH
	No
	Yes/No

NOTE 1
	Yes
	Yes
	Yes
	Yes

	Physical channel parameters (TDD 1.28 Mcps)
	
	
	
	
	
	

	Maximum Number of timeslots per subframe
	1
	1
	2
	3
	5
	5

	Maximum number of physical channels per timeslot
	1
	1
	1
	1
	1
	2

	Minimum SF
	8
	4
	2
	2
	2
	2

	Support of PUSCH
	No
	Yes/No

NOTE 1
	Yes
	Yes
	Yes
	Yes

	Support of 8PSK
	No
	No
	No
	No
	No
	No


NOTE 1:
Options represent different combinations that should be supported with conformance tests.

NOTE 3:
This number does not contain the RACH CCTrCH.
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