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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

This document is related to the technical report for physical layer aspect of the study item “Study on New Radio Access Technology” [1]. The purpose of this TR is to help TSG RAN WG1 to define and describe the potential physical layer evolution under consideration and compare the benefits of each evolution techniques, along with the complexity evaluation of each technique.
This activity involves the Radio Access work area of the 3GPP studies and has impacts both on the Mobile Equipment and Access Network of the 3GPP systems.
This document is intended to gather all information in order to compare the solutions and gains vs. complexity, and draw a conclusion on way forward.

This document is a ‘living’ document, i.e. it is permanently updated and presented to TSG-RAN meetings.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP RP-160671, “New SID Proposal: Study on New Radio Access Technology”
3
Definitions, symbols and abbreviations
Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
Introduction
At the 3GPP TSG RAN #71 meeting, the Study Item description on " New SID Proposal: Study on New Radio Access Technology " was approved [1]. The study item covers technology components to be considered for new radio access technologies, e.g. to fulfil the requirements on IMT-2020. This technical report covers the physical-layer aspects of these technology components.
5
General description of layer 1
5.1
Duplexing
NR supports paired and unpaired spectrum and strives to maximize commonality between the technical solutions, allowing FDD operation on a paired spectrum, different transmission directions in either part of a paired spectrum, TDD operation on an unpaired spectrum where the transmission direction of time resources is not dynamically changing, and TDD operation on an unpaired spectrum where the transmission direction of most time resources can be dynamically changing. It is noted that transmission directions include all of downlink, uplink, sidelink, and backhaul link. NR supports at least semi-statically assigned DL/UL transmission direction as gNB operation, i.e., the assigned DL/UL transmission direction can be signaled to UE by higher layer signaling. 
5.2
Forward compatibility

Forward compatibility of NR shall ensure smooth introduction of future services and features while efficient access of the earlier services and UEs in the same spectrum is still ensured.
5.3
Numerologies and frame structure
Multiple numerologies are supported, derived by scaling a basic subcarrier spacing by an integer N. The numerology used can be selected independently of the frequency band although it is assumed not to use a very low subcarrier spacing at very high carrier frequencies. Flexible NW and UE channel bandwidth is supported.
 The largest component carrier bandwidth not smaller than 80 MHz for at least one numerology is supported. 
A UE has one reference numerology in a given NR carrier which defines subframe duration for the given NR carrier, i.e.,  a subframe duration is defined by the duration of x OFDM symbols given a reference numerology.
 With the same CP overhead, a single value of x is supported irrespective of the subcarrier spacing value chosen for the reference numerology. Subframe duration in ms for a reference numerology with subcarrier spacing 
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kHz is exactly 1/2m ms where m is an integer. For the numerology with 15 kHz and larger subcarrier spacing,1 msec alignment is supported.

No explicit DC subcarrier is reserved both for downlink and uplink.
A slot can contain all downlink, all uplink, or {at least one downlink part and at least one uplink part}

6
DL concepts

Editor’s notes: FDD and TDD, and licensed and unlicensed bands will be considered. If there are specific transmission schemes or technical features for the specific usage case, new section(s) and/or subsection(s) will be created. 
6.1
Basic transmission scheme
The downlink transmission scheme is based on OFDM. 




6.1.1
Modulation scheme
6.1.2
Physical layer channel 
NR defines physical resource block (PRB) where the number of subcarriers per PRB is the same
 for all numerologies. 
6.1.2.1
Physical resource multiplexing

Multiplexing different numerologies within a same NR carrier bandwidth (from the network perspective) is supported. From UE perspective, multiplexing different numerologies is performed in TDM and/or FDM manner within/across (a) subframe duration(s). In one carrier when multiple numerologies are time domain multiplexed, RBs for different numerologies are located on a fixed grid relative to each other. For subcarrier spacing of 
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kHz, subcarriers are mapped on the subset/superset of those for subcarrier spacing of 15kHz in a nested manner in the frequency domain and the PRB grids are defined as the subset/superset of the PRB grid for subcarrier spacing of 15kHz in a nested manner in the frequency domain.

6.1.2.1
Data channel
6.1.2.2

Control channel
6.1.2.3

Basic reference signal 
6.1.3
Waveform

OFDM-based waveform is supported. 
6.1.4
Multiple access scheme
Synchronous/scheduling-based orthogonal multiple access is supported for DL transmissions, at least targeting for eMBB. 
6.1.5
Channel coding
Channel coding techniques for NR should support info block size K flexibility and codeword size flexibility where basic code design with rate matching (i.e., puncturing and/or repetition) supports 1-bit granularity in codeword size. Channel coding technique(s) designed for data channels of NR support both Incremental Redundancy (IR) (or similar) and Chase Combining (CC) HARQ. 
6.1.6
Multi-antenna scheme
6.1.6.1
Beam management
In NR, beam management is defined as follows:
· Beam management:  a set of L1/L2 procedures to acquire and maintain a set of TRP(s) and/or UE beams that can be used for DL and UL transmission/reception, which include at least following aspects:
· Beam determination: for TRP(s) or UE to select of its own Tx/Rx beam(s).
· Beam measurement: for TRP(s) or UE to measure characteristics of received beamformed signals

· Beam reporting: for UE to report information a property/quality of of beamformed signal(s) based on beam measurement

· Beam sweeping: operation of covering a spatial area, with beams transmitted and/or received during a time interval in a predetermined way.

The following DL L1/L2 beam management procedures are supported within one or multiple TRPs:

· P-1: is used to enable UE measurement on different TRP Tx beams to support selection of TRP Tx beams/UE Rx beam(s)

For beamforming at TRP, it typically includes a intra/inter-TRP Tx beam sweep from a set of different beams. For beamforming at UE, it typically includes a UE Rx beam sweep from a set of different beams.
· P-2: is used to enable UE measurement on different TRP Tx beams to possibly change inter/intra-TRP Tx beam(s)

From  a possibly smaller set of beams for beam refinement than in P-1. Note that P-2 can be a special case of P-1.
· P-3: is used to enable UE measurement on the same TRP Tx beam to change UE Rx beam in the case UE uses beamforming
6.1.6.2
MIMO schemes
DL DMRS based spatial multiplexing (SU-MIMO/MU-MIMO) is supported. 

Dynamic switching between transmission methods/schemes is supported.

6.1.6.3
CSI acquisition
For NR, DL CSI measurement with X
 antenna ports is supported.
6.1.6.4
Reference signal related to multi-antenna scheme

All physical channels and reference signals in NR are transmitted using antenna ports
 NR supports NR RS configured on a per UE basis.

6.1.6.5
Quasi-colocation
Definition of quasi-colocation (QCL) is that two antenna ports are said to be quasi co-located if properties of the channel over which a symbol on one antenna port is conveyed can be inferred from the channel over which a symbol on the other antenna port is conveyed.
6.2
Physical layer procedure
6.2.1
HARQ
Asynchronous DL HARQ is supported. From UE perspective, HARQ ACK/NACK feedback for multiple DL transmissions in time can be transmitted in one UL data/control region. Timing between data transmission and corresponding HARQ ACK/NACK is indicated dynamically and/or semi-statically. 
6.2.2
Initial access and mobility
6.2.2.1
Synchronization signal and DL broadcast signal/channel structure
NR synchronization signal is based on CP-OFDM.

6.2.2.2
Initial access procedure
6.2.2.3
Mobility
For RRM measurement in NR, DL measurement is supported with the consideration on both single-beam based operation and multi-beam based operation
6.3
Physical layer measurements
7
Evaluation of DL techniques
7.1
Performance evaluation
7.1.1
Performance evaluation of waveform

Four evaluation cases for the downlink and uplink are used in link level simulation depending on evaluation purposes of each usage scenario, which are 

· Case 1a, 1b: single numerology case

· 1a: Downlink 

· 1b: Uplink, only one UE with narrow bandwidth is located at the edge of wide frequency band. It is assumed that no wide-band filter upon the whole frequency band. 

· Case 2: DL mixed numerology case 

· Case 3: UL single numerology case (asynchronous reception between UEs)

· Case 4: UL mixed numerology case (synchronous reception between UEs)
(also refer to these illustrations in pages 5 – 9 in R1-163558)
For each waveform, the RF nonlinearity is considered in the evaluation.
 General evaluation assumptions are provided in Annex. A.1. In order to assess the candidate techniques, the following performance metrics are considered.

· User spectrum efficiency as performance metric
· Take into account guard band and time domain overhead. The values and their calculation method of guard band and time domain overhead should be reported.
· BLER vs SNR should be reported for calibration

· OOBE level is reported (Similar to ACLR but applied to adjacent sub-band/UE instead of carrier)

· EVM (FFS: clear definition)

· PAPR/Cubic metric

· UE Complexity (FFS: how to quantify) 

· The following is also reported

· Receiver waveform design

· Rx processing delay (FFS:  definition)

· Power spectral density

UE spectrum efficiency is defined as follows.
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where ( denotes the number of correctly received information bits by target user, T is the transmission time of the target user.For Case 1a, ( =BWcarrier is the whole bandwidth including system guard band. For Case 1b, 2, 3, and 4,  ( is the data bandwidth plus guard tone of the target UE. General evaluation assumptions are provided in Annex. A.1

7.1.2
Performance evaluation of multiple access
Evaluation for multiple access schemes consider the following usage scenario families defined in [TR38.913]. 
· eMBB: dense urban, urban macro, rural, indoor

· mMTC: urban coverage for massive connection
· URLLC: FFS

Link-level simulation and system-level simulation are used for multiple access evaluation. Link level simulation is used for feasibility investigation of new multiple access proposals, comparison of different proposals in typical scenarios. System level simulation is used for comparison of proposals, and verification with traffic/scheduling/multi-cell interference dynamics. Note that link level simulation includes link level simulation with optional analytical model. For link level simulation, the following evaluation metrics are considered.

· BLER vs SNR reported for UL and DL calibration 

· BS and UE receiver complexity reported

· Sum rate region
· Optional metrics:
· Sum normalized user throughput (normalized by throughput in orthogonal case); Sum throughput with minimum throughput constraint for some users
For system level simulation, the following are used as evaluation metrics

· eMBB: TRP spectrum efficiency and 5th percentile user spectrum efficiency; user experienced data rate and area traffic capacity; signaling overhead

· mMTC: Connection density with “connection efficiency” reported; latency for infrequent small packets; signaling overhead

· URLLC: Reliability for a target latency

 General evaluation assumptions are provided in Annex. A.1.

7.1.3
Performance evaluation of channel coding
Evaluations for channel coding candidates with similar code rates and block sizes.are conducted for each usage case of eMBB, mMTC and URLLC. General evaluation assumptions are provided in Annex. A.1.
7.2
Analysis of UE complexity

7.3
Analysis of Node B impacts

8
UL concepts

Editor’s notes: FDD and TDD, and licensed and unlicensed bands will be considered. If there are specific transmission schemes or technical features for the specific usage case, new section(s) and/or subsection(s) will be created. 
8.1
Basic transmission scheme 
The uplink transmission scheme is based on OFDM. 

8.1.1
Modulation scheme
8.1.2
Waveform

OFDM-based waveform is supported.
8.1.3
Multiple access scheme

Synchronous/scheduling-based orthogonal multiple access is supported for UL transmissions, at least targeting for eMBB. Note that synchronous means that timing offset between UEs is within cyclic prefix by e.g. timing alignment.
8.1.4
Channel coding

8.1.5
Multi-antenna scheme
8.1.5.1
Beam management

8.1.5.2
MIMO schemes

UL DMRS based spatial multiplexing (SU-MIMO/MU-MIMO) is supported.
8.2
Physical layer procedure
8.2.1
Random access procedure
8.2.1.1
Preamble 

8.2.1.2
Procedure
RACH procedure including RACH preamble (Msg. 1), random access response (Msg. 2), message 3, and message 4 is assumed for NR from physical layer perspective.
8.2.2
Scheduling
Timing between UL assignment and corresponding UL data transmission is indicated dynamically and/or semi-statically.

8.2.3
HARQ
Asynchronous UL HARQ is supported.
8.3
Physical layer measurements
9
Evaluation of UL techniques
9.1
Performance evaluation
9.1.1
Performance evaluation of waveform

Evaluation cases, i.e., Case 3 and 4, and performance metrics for the uplink are described in Section 7.1.1. General evaluation assumptions are provided in Annex. A.1.
9.1.2
Performance evaluation of multiple access

Evaluation cases and performance metrics for the uplink are followed by those for the downlink described in Section 7.1.2. For link level simulation, the following evaluation metrics are considered.

· BLER vs SNR reported for UL and DL calibration 
· BS and UE receiver complexity reported

· Sum throughput v.s. SNR at given BLER level under different overloading factor.
· Overload factor is defined as

· For spreading case:  number of data layers (users) / spreading length (number of REs)

· For non-spreading case: number of data layers (users) on each RE

· Link budget (MCL with specific data rate)
· Other metrics FFS (e.g., Maximum overloading factor v.s. SNR at given user throughput)
For system level simulation, the same evaluation metrics described in Section 9.1.2 are applicable. General evaluation assumptions are provided in Annex. A.1. For the SLS evaluation for grant-free UL multiple access schemes applied to mMTC, packet drop rate vs. packet arrival rate per cell curve is used, where packet drop rate is defined as (Number of packet in outage) / (number of generated packets), where a packet is in outage if this packet failed to be successfully received by destination receiver beyond “Packet dropping timer” The UL traffic model to use for evaluation of grant-free UL multiple access applied to mMTC is also shown in Annex A.2.
The baseline multiple access scheme to assess the candidate techniques is described in Table A.9.1.2-1.
Table A.9.1.2-1: Baseline scheme for evaluation of grant-free UL multiple access schemes.
	Attributes
	Assumptions

	Waveform
	CP-OFDM as the UL waveform 
• UL DMRS overhead, 1 OFDM symbol out of 7 OFDM symbols 

	Resource allocation
	A UE selects a MA physical resource randomly from a pool of orthogonal MA physical resources There is no partial overlapping between the MA physical resources selected by more than one UE All orthogonal MA physical resources are of same size 
Total allocated bandwidth: 6RB, 4RB (optional) for calibration purpose only

Bandwidth per user per transmission: 1 RB

	Receiver
	MMSE-IRC, assuming ideal channel estimation for calibration purpose only 

 •  2Rx 

 •  No blind decoding assumed

	MCS
	Same for all UEs 
•Derived by the bandwidth per user of 1 RB and TB size of 160 bits per transmission 

•QPSK 

	Power control
	Open loop power control: Alpha=1, P0= -90 dBm 


	Packet size
	Fixed by 20 bytes
TB size with CRC included 

	HARQ retransmission
	No. of transmission is 1 (i.e., no repetition or retransmission)

	Traffic model
	FTP 3 with fixed TB size

	Average no. of users per sector
	20 assuming 3 sectors/cell, total 57 sectors 

	Channel code
	LTE Turbo


9.1.3
Performance evaluation of channel coding

9.2
Analysis of UE complexity

9.3
Analysis of Node B impacts

10
SL concepts
Editor’s notes: FDD and TDD, and licensed and unlicensed bands will be considered. If there are specific transmission schemes or technical features for the specific usage case, new section(s) and/or subsection(s) will be created. 
10.1
Basic transmission scheme
Efficient same frequency operation is supported between the access link and backhaul link. Efficient operation where the backhaul link and access link are on different frequencies is also considered, including operation of backhaul link and access link on different frequencies in the same band and operation of backhaul link and access link in different bands. 
10.2
Physical layer procedure
10.3
Physical layer measurements
11
Evaluation of SL techniques
11.1
Performance evaluation

11.2
Analysis of UE complexity

11.3
Analysis of Node B impacts

12
Evaluation common for UL/DL

12.1
Performance evaluation related to eMBB
12.2
Performance evaluation related to URLLC
Evaluation metric and evaluation method for URLLC are defined as follows.
· User plane latency : 

· Definition: Follow the definition in TR38.913, target value is 0.5ms one way, without reliability requirement.

· Evaluation method: Analytical; re-transmission is considered, but scheduling / queuing delay is not included in analytical evaluation

· Reliability  

· Definition: Reliability is defined as the success probability R of transmitting X bits within L seconds, which is the time it takes to deliver a small data packet from the radio protocol layer 2/3 SDU ingress point to the radio protocol layer 2/3 SDU egress point of the radio interface, at a certain channel quality Q (e.g., coverage-edge).

· Denoted as R(L, Q, SE), where SE is the required spectral efficiency and SE=X/L/B where B (in Hz) is the user bandwidth that is allocable to one device.

· The latency bound L includes transmission latency, processing latency, retransmission latency and queuing/scheduling latency (including scheduling request and grant reception if any)

· Evaluation method: Link level simulation as start point

· URLLC capacity and URLLC / eMBB multiplexing capacity

· Definition: URLLC system capacity is calculated as follows:
· C(L, R) is the maximum offered cell load under which Y% of UEs in a cell operate with target link reliability R under L latency bound

· X = (100 – Y) % is the percentage of UEs in outage

· A UE in outage is defined as the UE can not meet latency L and link reliability R bound

· Companies report their assumption on X

· Evaluation method: System level evaluation method is used for URLLC system capacity study to analyze impact from inter-cell interference, queueing and scheduling latency, multiplexing with other services.
The corresponding evaluation assumptions are provided in Annex A.2.
12.3
Performance evaluation related to mMTC
12.4
Performance evaluation related to eV2X
13
UE capability

Annex A: simulation scenarios and assumptions
A.1
Link level simulation assumptions

A.1.1
Simulation assumption for evaluation of waveform
This section describes the link level simulation assumptions used for evaluating waveform candidates. The link level simulation assumption at the carrier frequencies of 4GHz is provided in Table A.1.1-1 and A.1.1-2 and that for 30GHz and 70GHz is also given in Table A.1.1-3. The evaluation assumptions for high speed scenario is provided in Table A.1.1-4.
Table A.1.1-1: Evaluation assumptions for waveform (4GHz, Cases 1a, 1b and 2)

	Assumptions
	Value

	Carrier frequency 
	4GHz 

	Duplex 
	FDD/TDD 

	System Bandwidth 
	10 MHz 

	TTI length 
	1 ms as baseline, other TTI length is FFS (e.g.  short TTI ) 

	Subcarrier spacing 
	Single numerology case: 15KHz as baseline, 

Mixed numerology case: one is 15KHz, and the other subcarrier spacing should be selected by companies from the agreed numerologies (30 kHz for calibration purpose). 

	Guard time interval 
	4.7us (interval of LTE normal CP) as baseline, other interval is FFS 

	FFT size 
	e.g. 1024 for 15KHz subcarrier spacing 

	Data transmission bandwidth 
	Single numerology case: 4※ and/or 1 PRBs for the bandwidth of target UE in case 1b 

Mixed numerology case: 

At least two candidate BWs for target UE.

At least two candidate BWs for interfering subband 

At least two numerologies.

The values are FFS 

	Guard tone number 
	[0~12] subcarriers for the mixed numerology case (60 kHz for calibration)

	Antenna  configuration 
	1T1R or 2T2R or 4T4R, other is not precluded 

	MIMO mode 
	If companies bring results for MIMO, it is recommended to use at least one constant modulus precoding scheme in cases 1a, 1b and 2. Other precoding scheme is not precluded. Companies need to provide their CSI and precoding assumptions for MIMO evaluations. MIMO correlation matrices should be low correlation (i.e. uncorrelated) for RAN1#85 in case of MIMO simulations.

	Rank per UE 
	Fixed rank 

	MCS 
	Fixed. 16QAM: 1/2 or 2/3; 64QAM: 1/2※ or 3/4; 256 QAM: 1/2 or 3/4 

	Control Overhead 
	Zero 

	Channel estimation * 
	Ideal 

	Channel Model ** 
	•
All values of DS {10, 30, 100, 300, 1000} ns are evaluated with the selected TDL-DS combinations, i.e. TDL-A for DS {10,30}ns, TDL-B for DS {100 }ns, TDL-C for DS {300※,1000}ns. Companies are allowed to choose additional combination(s) of other DS values and TDL–A and/or TDL-C in TR38.900.

•
ETU/EPA/EVA are optional.

•
Mobility: 3km/h※ or 30 km/h or 120 km/h, higher speed is not precluded.


Table A.1.1-2: Evaluation assumptions for waveform (4GHz, Cases 3 and 4)

	Assumptions
	Value

	Carrier frequency 
	4GHz 

	Duplex 
	FDD /TDD 

	Subframe duration 
	1 ms as baseline, other duration is FFS (short duration could be considered) 

	Subcarrier spacing 
	Case  3: 15KHz as baseline, 
Case 4: Target UE: 15KHz; Interferer pair: {30KHz※, 30KHz※}, {7.5KHz, 7.5KHz} other value for interferers is not precluded.

	Guard time interval 
	6.7% overhead as baseline, other interval is FFS (depend on numerology progress )

	System bandwidth & FFT size 
	10 MHz, 1024 for 15KHz subcarrier spacing 

	UE bandwidth (data transmission bandwidth plus guard tone  bandwidth of the desired UE)
	Case3:  -720 KHz (48 Subcarriers per user allocated for both target UE and interferer UEs) 
Case4:
     Config1※:    Target UE:          - 720KHz (48 Subcarrier allocated)
                          Interferer users:  - 720KHz (per UE) 
     Config2:       Target UE:         - 2880KHz (192 subcarrier allocated)
                          Interferer users:  -2880KHz (per  UE)

	Bandwidth of guard tones between neighboring UEs
	{0, 15, 30, 45, 60※, 90, 120, 180}KHz

	Number of uplink users 
	3 (1 target user and 2 interferer users) 

	Power offset of the interferer user
	0 dB, 5 dB, 10 dB※, 20 dB

	Antenna configuration 
	1T1R※ , other configuration that captures MIMO aspect is TBD

	MIMO mode
	If companies bring results for MIMO, it is recommended to use at least one constant modulus precoding scheme. Companies need to provide their CSI and precoding assumptions for MIMO evaluations. MIMO correlation matrices should be low correlation (i.e. uncorrelated) for RAN1#86 in case of MIMO simulations.

	MCS 
	Fixed. 16QAM: 1/2 or 2/3;  64QAM: 1/2※ or 3/4; other is not precluded

	Control  overhead 
	Zero

	Time offset of interfering user
	Case 3: fixed offset {0, 128※, 512} samples (for 15 KHz subcarrier spacing with 1024 FFT size) 
Case 4: 0

	Channel estimation *
	Ideal※, realistic

	Channel model  **
	TDL model 
All values of DS {10, 30, 100, 300, 1000} ns are evaluated with the selected TDL-DS combinations, i.e. TDL-A for DS {10,30}ns, TDL-B for DS {100 }ns, TDL-C for DS {300※,1000}ns. Companies are allowed to choose additional combination(s) of other DS values and TDL–A and/or TDL-C in TR38.900.
ETU/EVA/EPA are optional.
Mobility: 3km/h※ or 30 km/h or 120 km/h, higher speed is not precluded.


NOTE: * For realistic channel estimation, the current LTE DL/UL DMRS is recommended, and the applied DMRS pattern as well as CE implementation have to be described. Pilot overheads should be considered into the calculation of user spectrum efficiency.

            * *   Power-delay profiles of TDL-{A,B,C} are scenario agnostic.

           ※     All marked values are  recommended for calibration purpose.

Table A.1.1-3: Evaluation assumptions for waveform (30 GHz and 70 GHz)
	Assumptions ,
	Value

	Carrier frequency
	30 GHz & 70 GHz 

	Duplexing 
	TDD

	Simulation case
	Case 1a /1b

	System bandwidth 
	30 GHz: 80 MHz or above,   70 GHz: 640MHz or above, other values are not precluded.

	Data bandwidth
	DL: 90% of system bandwidth

UL: 4PRBs (48 subcarriers) or 90% of system bandwidth

	Numerology
	FFS: Depend on numerology progress (subframe duration, guard time interval, # of symbols per subframe, subcarrier spacing if needed)

	UE antenna model
	(M,N,P,Mg,Ng) = (2, 4, 2, 1, 1) or (2, 2, 2, 1, 1)

	TRP antenna model
	(M,N,P,Mg,Ng) = (8, 8, 2, 1, 1) for 30GHz, (8,16,2,1,1) for 70GHz.
Option 1: a single TXRU is mapped per panel per polarization. DFT vector is used to map TXRU to antenna elements. Per antenna element pattern is in [1]

	Phase noise model
	Follow the agreement in R1-165685

	Channel coding
	LTE Turbo code, other coding scheme is not precluded

	Rank per UE
	Rank 1 or 2

	MCS 
	BPSK(pi/2) 1/2, QPSK(pi/4) 1/3, QPSK: 1/2, 16QAM: 1/2 or 2/3; 64QAM: 1/2 or 3/4; 256QAM ¾

	Channel estimation 
	Ideal, Realistic* (Pilot pattern to be given in the case of real channel estimation)

	Channel model
	CDL-{A,B,C} in TR 38.900 with {50, 300***, 800} ns DS, with 15 degrees AoD spread for TRP, 45 degrees AoA for UE

3km/h,  30km/h (optional)
Beam forming scheme used for spatial filtering needs to be reported


NOTE: * For realistic channel estimation, the current LTE DL/UL DMRS is recommended. Pilot overheads should be  considered into the calculation of user spectrum efficiency.

            * * CDLs are scenario agnostic.
*** Recommended for calibration
[1] TR36.873_v210 table 7.1.1  Antennal element vertical & horizontal  radiation pattern 
Table A.1.1-4: Evaluation assumptions for high speed scenario for waveform 
	Assumptions 
	Value 

	Carrier frequency
	4GHz 

	Duplex 
	FDD/TDD

	System Bandwidth 
	10 MHz 

	TTI length 
	1 ms

	Subcarrier spacing 
	Single numerology case. Companies should report the selected value

	Guard time interval
	4.7us (interval of LTE normal CP) as baseline, other interval is not precluded 

	FFT size 
	e.g. 1024 for 15KHz subcarrier spacing

	Data transmission bandwidth 
	Single numerology case: 50, 4 PRBs

	Antenna  configuration
	1T1R, 2T2R 

	MIMO mode
	Open loop [Companies should describe precoding scheme] 

	Rank per UE
	Fixed rank

	MCS 
	Fixed. QPSK: 1/2, 16QAM: 1/2

	Performance metric
	User Spectral efficiency (bps/Hz)*

	Control Overhead 
	Zero

	Channel estimation
	Ideal, Realistic (describe pilot arrangement)

	Channel Model
	ITU Rural Macro CDL, other channel models not precluded

	Mobility
	Up to 500 Km/h


* Computed according to R1-163897

A.1.2
Simulation assumption for evaluation of multiple access

This section describes the link level simulation assumptions used for evaluating multiple access candidates. The general link level simulation assumptions for the uplink and downlink are provided in Tables A.1.2-1 and A1.2-2, respectively.
Table A.1.2-1: Simulation assumptions for UL multiple access scheme
	Parameters 
	Values or assumptions 

	Carrier Frequency 
	2 GHz 

	Waveform 
	OFDM /SC-FDMA 
Other waveform is not precluded 

	Channel coding
	LTE Turbo as start point, other coding schemes are not precluded.

	Numerology 
	Same as Release 13 

	System Bandwidth 
	10 MHz 

	Total allocated bandwidth for transmission 
	Companies need to report this value.

	Overhead 
	2 DMRS symbols, no SRS, i.e., 144 available RE per RB for data transmission, or equivalent overhead 

	Target spectral efficiency 
	Proponents report per UE spectral efficiency and the number of UEs multiplexed if multi-UEs LLS is assumed 

	BS antenna configuration 
	2/4 Rx as baseline 
8Rx optional 

	UE antenna configuration 
	1Tx 

	Transmission mode 
	TM1 (refer to TS36.213) 

	SNR distribution of Multiple UEs 
	Proponents report if single-user or multi-user LLS is used, and what SNR distribution is assumed. 

	Suggested SNR distribution of multiple UEs 
	Equal average SNR (short-term variation remains) 
Unequal average SNR (the SNR distribution is FFS, e.g., uniformly distributed within a range of 3dB, and proponents should report their assumption) 

	Propagation channel & UE velocity NOTE2
	TDL for in TR38.900 as mandatory 
EPA, EVA, ETU as optional 
3km/h, 30km/h, 120km/h 

	Max number of HARQ transmission 
	1, 4 

	Given BLER level (to calculate sum throughput) 
	0.1 for 1 transmission as starting point, other numbers not precluded, e.g.,

0.01 for 1 transmission 

	Overloading factor

(Optional, definition refers to R1-163881)
	Some example values:

100%, 150%, 200%, 300% 


Table A.1.2-2: Simulation assumptions for DL multiple access scheme
	Parameters
	Values or assumptions

	Carrier Frequency 
	2 GHz 

	Waveform 
	OFDM 
Other waveform is not precluded 

	Channel coding
	LTE Turbo as starting point, other coding schemes are not precluded.

	Numerology 
	Same as Release 13 

	System Bandwidth 
	10 MHz 

	Total allocated bandwidth for transmission 
	Companies need to report this value. 

	Overhead 
	2 PDCCH symbols, 2 CRS ports for TM2 , i.e., 132 REs per RB for data transmission, or equivalent overhead 

	Target spectral efficiency 
	Proponents report per UE spectral efficiency and the number of UEs multiplexed if multi-UEs LLS is assumed 

	BS antenna configuration 
	2/4 Tx as baseline 
8Tx optional 

	UE antenna configuration
	2 Rx 

	Transmission mode 
	TM2 as starting point (refer to TS36.213) 

	SNR distribution of Multiple UEs 
	Fixed gap {0, 5, 10, 15, 20} dB between UEs 

	Number of UEs
	2 UEs as start point 

	SNR of the reference UE 
	0dB

(The SNR of the other UE would be 0, 5, 10, 15, or 20dB)

	Power allocation between UEs 
	Dynamic 

	Propagation channel & UE velocity NOTE2
	CDL in TR38.900 as mandatory 
EPA, EVA, ETU as optional 
3km/h, 30km/h, 120km/h 

	Max number of HARQ transmission 
	1, 4 

	Given BLER level (to calculate sum rate region) 
	0.1 for 1 transmission as starting point 


A.1.3
Simulation assumption for evaluation of channel coding

This section describes the link level simulation assumptions used for evaluating channel coding candidates. The general link level simulation assumptions for eMBB, mMTC, and URLLC are provided in Tables A.1.3-1 and A.1.3-2 to evaluate the BLER performance versus SNR. The general link level simulation assumptions for control channel for eMBB are also provided in A.1.3-3.
Table A.1.3-1: Simulation assumptions for eMBB
	Parameters
	Values or assumptions

	Channel*

	AWGN

	Modulation
	QPSK, 64QAM

	Coding Scheme
	  Turbo
	LDPC
	Polar

	Code rate 
	1/5, 1/3, 2/5, 1/2, 2/3, 3/4, 5/6, 8/9

	Decoding algorithm**

	Max-log-MAP
	min-sum
	List-X

	Info. block length***
 (bits w/o CRC)
	100, 400, 1000, 2000, 4000, 6000, 8000 
Optional(12K, 16K, 32K, 64K)


Table A.1.3-2: Simulation assumptions for URLLC and mMTC
	Parameters
	Values or assumptions

	Channel*

	AWGN

	Modulation 
	QPSK, 16 QAM

	Coding Scheme
	Convolutional codes
	LDPC
	Polar
	Turbo

	Code rate 
	 1/12, 1/6, 1/3

	Decoding algorithm
**
	List-X Viterbi
	min-sum
	List-Y 
	Max-log-MAP

	Info. block length***
 (bits w/o CRC)
	20, 40, 200, 600, 1000


Table A.1.3-3: Simulation assumptions for control channel targeting eMBB
	Channel
	AWGN

	Modulation 
	QPSK

	Coding Scheme
	Repetition
	Simplex
	TBCC
	Turbo
	LDPC
	Reed-Muller
	Polar 

	Code rate (for evaluation purposes)
	1/24*, 1/12, 1/6, 1/3, 1/2, 2/3 

	Decoding algorithm** 
	ML
	ML
	List-Viterbi
	Scaled max log MAP
	Adjusted

min-sum 
	FHT
	SC list 

	Info. block length (bits w/o CRC) (for evaluation purposes)  *** 
	1, 2, 4, 8, 16, 32, 48, 64, 80, 120, 200


* Code rate 1/24 is valid for info block length of 1-2 bits

** Other variants of agreed algorithms can be used for encoding and decoding (Complexity details should be illustrated) 

*** Each of these info. block lengths shall be evaluated at at least one of the code rates. Other info. block lengths and code rates are not precluded. Similar info. and encoded block lengths should be used for the evaluation. Total coded bits = info. Block length/code rate. Note: these info. block length and code rate are only for initial performance evaluations. They are not interpreted as design targets or assumptions for complexity analysis. 
A.1.4
Simulation assumption related to URLLC evaluation

This section describes the simulation assumptions used for evaluating URLLC capacity.
Table A.1.4-1: Simulation assumptions for URLLC
	Attributes
	Values or assumptions

	Carrier Frequency
	700MHz and 4 GHz (FDD and TDD)

	Modulation and coding rate
	QPSK, 16QAM, 64QAM

1/12, 1/6, 1/3

Other MCS not precluded

Comparison should be made for the same spectrum efficiency

	User bandwidth
	Companies report

	Latency bound
 
	1ms 

Other values are not precluded

Companies report delay assumptions according to Table 1 in R1-166485


	SINR range
	-5dB to 20dB

Larger range is not precluded

	Sub-carrier spacing
	Companies report

	TTI length
	Companies report

	OFDM symbols per TTI
	Companies report

	Channel model
	TDL/CDL in TR38.900; user speed = 3km/h, 15km/h (other user speed is not precluded)

	BS antenna configuration
	2/4/8 Tx/Rx ports as start point

Other values (i.e., up to 256)  are not precluded

	UE antenna elements
	2/4 Tx/Rx ports as start point

Other values (i.e., up to 8) are not precluded

	Packet arrive rate


	Option 1: periodically

Option 2: Poisson arrival with arrival rate 


	PHY Packet size
	32 byte, 50 byte, 200 byte 

Other values are not precluded.

	ACK Feedback assumption
	Ideal as start point

NOTE: It is also possible that no ACK feedback is needed, 

	Channel estimation
	Ideal as start point; Realistic is not precluded when RS design is ready

	CQI feedback assumption
	Companies report the feedback scheme if any


NOTE: control channels including DL assignment/UL grant/ACK/NACK are to be evaluated further.
A.1.5
Simulation assumption for evaluation related to initial access 

This section describes the link level simulation assumptions used for evaluating physical layer signals/channels related to initial access. The link level evaluations for synchronization signal/channels and RACH are respectively provided in Table A.1.5-1 and Table A.1.5-2.
Table A.1.5-1: Simulation assumptions for synchronization signals/channels
	
	Below 6GHz
	Above 6GHz

	Carrier Frequency
	4 GHz
	30, 70 GHz

	Channel Model
	CDL-C for 4 and 30 GHz, and CDL-D for 70 GHz (other CDL models are not precluded), AWGN

· with delay scaling values of 100 ns for 4 GHz, 30 ns for 30/70 GHz

· with combination of ASA and ASD scaling values in sec. 7.7.5.1 in 38.900, for above 6 GHz cases

	Subcarrier Spacing(s)
	15, 30, 60, 120, 240, or 480 kHz (to be clarified by each proponent; other values are not precluded)

	SNR range
	> -6dB
	> -18dB

	Search window
	The time window to search (correlate) NR-PSS. It depends on the periodicity of NR-SS transmission. The value needs to be provided by each proponent

	Antenna Configuration at the TRP
	(1,1,2) with omni-directional antenna element
	(4,8,2), with directional antenna element (HPBW=650, directivity 8dB)

	Antenna Configuration at the UE
	(1,1,2) with omni-directional antenna element
	(2,4,2), with directional antenna element (HPBW=900, directivity 5dB)

	Antenna port virtualization
	Clarified by each proponent in simulation assumptions 

(e.g. the beamforming method, beam directions, number of beams)

	Frequency Offset
	· Initial acquisition

· TRP: uniform distribution +/- 0.05 ppm

· UE: uniform distribution +/- 5, 10, 20  ppm (each company to choose one)

· Non-initial acquisition

· TRP: uniform distribution +/- 0.05 ppm

· UE: uniform distribution +/- 0.1 ppm

	Number of interfering TRPs 
	1. 0 TRP: mandatory

2. 2 interfering TRPs (1st SIR = 0dB, 2nd SIR = -3dB; SIR is defined as the ratio of power between a reference cell and interfered cell) – timing arrival differences from TRPs are provided by each proponent: optional
	1. 0 TRP




Table A.1.5-2: Simulation assumptions for RACH
	
	Below 6GHz
	Above 6GHz

	Carrier Frequency
	4 GHz
	30, 70 GHz

	Channel Model
	CDL-C for 4 and 30GHz, CDL-D for 70 GHz (other CDL models are not precluded), AWGN
· with delay scaling values of 100 ns for 4 GHz, 30 ns for 30/70 GHz
· with combination of ASA and ASD scaling values in sec. 7.7.5.1 in 38.900, for above 6 GHz cases

	Antenna Configuration at the TRP
	(1,1,2) with omni-directional antenna element
	(4,8,2), with directional antenna element (HPBW=650, directivity 8dB)

	Antenna Configuration at the UE
	(1,1,2) with omni-directional antenna element
	(2,4,2), with directional antenna element (HPBW=900, directivity 5dB)

	Antenna port virtualization
	Clarified by each proponent in simulation assumptions 
(e.g. the beamforming method, beam directions, number of beams)

	Frequency Offset
	· +/- 0.05 ppm at TRP ,  +/-0.1 ppm at UE

	UE speed
	· 3km/h, 120km/h
· Other values are not precluded
	· 3km/h
· Other values are not precluded

	UE movement modeling
	· FFS

	Initial timing Offset
	· Timing uncertainty derived from cell radius 
· (e.g. for below 6 GHz, [-10us, +10us] for 3km cell radius)
· Companies report the assumed cell radius


A.2
System level simulation assumptions
A.2.1
General assumption
This section describes the reference deployment scenarios for the different system evaluations. The general system evaluation assumptions for Indoor hotspot, Dense urban, Rural, Urban macro, and High-speed train are provided in Tables A.2.1-1, A.2.1-2, and A2.1-3. 
The BS and UE antenna configurations are also provided in Table A.2.1-4 - A2.1-8.
For Indoor hotspot, ceiling mounted TRP deployment is adopted. The following three options can be considered.
· Option 1 (baseline at least for calibration): Boresight direction is perpendicular to the ceiling. Antenna model is taken from Wall-mount (90 degree HPBW in azimuth and zenith) in Table A.2.1.7.
· The number of sites is 3 and 12. Placement of 12 sites is the same as TR 38.900. Placement of 3 sites is according to Figure A.2.1-1.
· Antenna array baseline configuration:
·  (M,N,P,Mg,Ng) = (4, 4, 2, 1, 1) , dH = dV = 0.5 lambda for 4GHz
·  (M,N,P,Mg,Ng) = (4, 8, 2, 1, 1) , dH = dV = 0.5 lambda for 30GHz
·  (M,N,P,Mg,Ng) = (8, 16, 2, 1, 1), dH = dV = 0.5 lambda for 70 GHz
· Option 2: Three sectors (example below). Antenna model is taken from 3-sector in Table A.2.1.7. (65 degree HPBW in Azimuth and zenith).
· Used antenna tilt should be reported by each company. 

· The number of sites is 3 and 12. Placement of 12 sites is the same as TR 38.900. Placement of 3 sites is according to Figure A.2.1-1.

· Antenna array baseline configuration:

· Same as Option 1

· Boresight direction is according to TR 38.900
· Option 3 : Boresight direction is perpendicular to the ceiling. Omni antenna model is applied for 4 GHz.

· The number of sites is 3 and 12. Placement of 12 sites is the same as TR 38.900. Placement of 3 sites is according to Figure A.2.1-1.

· Antenna array baseline configuration:

· (M,N,P,Mg,Ng) = (1, 1, 2, 1, 1) for 4GHz.
For Dense urban, the following Option 1 and Option 2 are adopted with one sector deployment for micro cell TRP deployment in dense urban scenario, i.e.,
· Option 1 : Omni in horizontal, directional in vertical (5dBi gain, HPBW 400, vertical tilt 900, Am=20dB, SLAv=30dB) 
· Dropping in the center of the hotspot area
· Option 2: Directional in horizontal, directional in vertical (8dBi gain, HPBW = 650, vertical tilt 900 , Am=30dB, SLAv=30dB )
· One-sector deployment
· Dropping of TRP and TRP antenna orientation according to TR 36.897 (non co-channel hetnet deployment)

· Number of Tx antennas at micro cell TRP: 
· Baseline: (M,N,P,Mg,Ng) = (8,8,2,1,1), (0.5, 0.8)λ for 4GHz
The distance (din+dout) from a UE to the closest TRP shall not exceed R (UE dropping radius). The minimum distance between Macro TRP and UE is 10m and that between Micro TRP and UE is 10m. The minimum distance between TRPs and UE cluster radius are also defined in Table A.2.1-9.
Table A.2.1-1: System level evaluation assumptions for Indoor hotspot, Dense urban, Rural, and Urban macro
	Parameters
	Indoor hotspot
	Dense urban
	Rural
	Urban macro

	Layout
	Single layer

Indoor floor: (12BSs per 120m x 50m)
Candidate TRP numbers: 3, 6, 12
	Single layer:

Macro layer: Hex. Grid

Two layer

Macro layer: Hex. Grid

Micro layer: Random drop (All micro BSs are all outdoor)

· 3 micro BSs per macro BS
· 6, or 9 micro BSs per macro BS (optional)
See Figures A.2.1-3, A.2.1-4 and Table A.2.1-8
	Single layer

Macro layer: Hex. Grid


	Single layer
Macro layer: Hex. Grid

	Inter-BS distance 
	20m
	Macro layer: 200m
	1732m for 4GHz and 1732m and 5km for 700 MHz
	500m

	Carrier frequency 
	4GHz, 30GHz, and 70GHz 
	Macro layer: 4GHz and 30GHz
Micro layer: 30GHz and 4GHz; 70 GHz (optional)
	4GHz and 700MHz
	4 GHz and 30GHz

	Aggregated system 
bandwidth
	4GHz: Up to 200MHz (DL+UL)
30GHz or 70GHz: Up to 1GHz (DL+UL) 
	4GHz: Up to 200MHz (DL+UL) 
30GHz and 70 GHz: Up to1GHz (DL+UL)
	700MHz: Up to 20MHz(DL+UL)
4GHz: Up to 200MHz (DL+UL)
 (Consider larger aggregated system bandwidth if 20MHz 
cannot meet requirement)
	4GHz: Up to 200 MHz (DL+UL)
30GHz: Up to 1GHz (DL+UL)

	Simulation bandwidth
	20MHz per CC below 6GHz and 80 MHz  per CC above 6GHz 
Note: For FDD, simulation BW is split equally between UL and DL
Note: UE TX power scaling will impact final results

	Channel model
	Below 6GHz: ITU InH
Above 6 GHz: 5GCM office 

Note: When 5GCM is found to be applicable to below 6GHz, 5GCM  should be used 
	Below 6GHz: 3D UMa (Macro layer) and 3D UMi (Micro layer)

Above 6GHz: 5GCM UMa (Macro layer) and 5GCM UMi (Micro layer)

Note: When 5GCM is found to be applicable to below 6GHz, 5GCM  should be used
	ITU Rural
	Below 6GHz: 3D UMa
6 GHz: 5GCM UMa

Note: When 5GCM is found to be applicable to below 6GHz, 5GCM  should be used

	BS Tx power 
	Below 6GHz: 24dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 24dBm

Above 6GHz: 23 dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 23dBm

EIRP should not exceed 58 dBm(*)
	Macro layer:

Below 6GHz: 44 dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 44 dBm
Micro layer:

4 GHz:  33dBm for 20MHz system bandwidth

Above 6GHz: 33 dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 33 dBm. 

EIRP should not exceed 73 dBm and 68 dBm for the macro and micro layers respectively(*)
	49dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 49dBm


	Below 6GHz: 49dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 49dBm

Above 6GHz: 43dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 43dBm

EIRP should not exceed 78 dBm (*)

	UE Tx power 
	Below 6GHz: 23dBm

30GHz: 23dBm
70GHz: 21dBm
EIRP should not exceed 43 dBm (*)

	BS antenna configurations
	See Table A.2.1-4.

	BS antenna height 
	3m
	25m for macro cells and 10m for micro cells
	35 m
	25 m

	BS antenna element gain + connector loss
	See Table A.2.1-4

	BS receiver noise figure
	Below 6GHz: 5dB

Above 6GHz: 7dB

	UE antenna configuration
	See Table A.2.1-4.

	UE antenna height
	Follow TR36.873 

	UE antenna gain
	Follow the modeling of TR36.873

	UE receiver noise figure
	Below 6GHz: 9dB
Above 6GHz: 13dB (baseline performance), 10dB (high performance)

	Traffic model
	Full buffer and FTP model 1/2/3 with packet size 0.1 and 0.5Mbytes (other value is not precluded). 
Other traffic models are not precluded.

	Traffic load (Resource utilization)
	For baseline scheme: 25, 50 and 80% (other value is not precluded)

	UE distribution
	100% Indoor, 3km/h,
10 users per BS for full buffer traffic
	Step1 (**): Uniform/macro TRP (10 users per TRP for full buffer traffic) 

Step2  (**): Uniform/macro TRP + Clustered/micro TRP (10 users per TRP associated with macro cell geographical area for full buffer traffic. 2/3 users randomly and uniformly dropped within the clusters, 1/3 users randomly and uniformly dropped throughout the macro geographical area for FTP model 1/2/3, and 60 users for FTP model 2/3) (***) 

- 80% indoor (3km/h), 20% outdoor (30km/h) 

- In the case of full buffer, 10 users per TRP is the baseline. 20 users per TRP is not precluded.
- In case of outdoor (30km/h), penetration loss in-car is 9 dB (LN, σ = 5 dB).
Mix of O2I penetration loss models for higher carrier frequency

• Option1

– Low loss model – 80%

– High-loss model – 20%

• Option2

– Low loss model – 50%

– High-loss model – 50%
	50% outdoor vehicles (120km/h) and 50% indoor (3km/h)

10 users per TRP for full buffer traffic

User distribution: Uniform
	20% Outdoor in cars: 30km/h,

80% Indoor in houses: 3km/h

10 users per TRP for full buffer traffic

(10 users per TRP is the baseline with full buffer traffic. 20 users per TRP with full buffer traffic is not precluded.)
Mix of O2I penetration loss models for higher carrier frequency

• Option1

– Low loss model – 80%

– High-loss model – 20%

• Option2

– Low loss model – 50%

– High-loss model – 50%

	UE receiver
	MMSE-IRC as the baseline receiver
Note: Advanced receiver is not precluded.

	Feedback assumption
	Realistic

	Channel estimation
	Realistic


 (*): See Appendix in R1-164383 and R1-167533 for the derivation of maximum allowed EIRP. EIRP limit is only used for evaluation purpose in RAN1.
(**): Step 1 shall be used for the evaluation of spectral efficiency KPIs. Step2 shall be used for the evaluation of the other deployment scenario dependant KPIs.
(***): Companies are encouraged to investigate the ratio of UEs between the macro and micro cell geographical area depending on options for micro cell dropping (See Figures A.2.1-3 and A.2.1-4 and Table A.2.1-8)

Table A.2.1-2: System level evaluation assumptions for High-speed train, Urban grid for eV2X, and Highway for eV2X
	Parameters
	High Speed Train
	Urban grid for eV2X
	Highway for eV2X

	Layout
	Option 1: Macro only （Dedicated linear deployment along railway line）

Option 2: Macro + relay nodes （Dedicated linear deployment along railway line）

Option 1 is prioritized for evaluation.
Parameter values related to train:

Train length: 400m

Num of users per train: 1000

UE distribution: Uniform in train

For Option 1 and Option 2, both SFN scenario and non-SFN scenario are considered.

For Option1 or Option 2 Alt.1, 4GHz 

Parameter Value for SFN scenario:

  RRH Railway track distance: 100m

  Num of RRHs connected to one BBU: 6

Parameter Value for non-SFN scenario:

  RRH Railway track distance: 100m

  Num of RRHs connected to one BBU: 2

For Option 2 Alt. 2, For BS to relay 30GHz, SFN/non-SFN

  RRH Railway track distance: 5m

  Num of RRHs connected to one BBU: 3

See Figure A.2.1-5 and A.2.1-6
Note: The key characteristics of high speed train scenario are consistent user experience with very high mobility.
	Option 1: Macro only (with the road configuration in Figure 6.1.10-1 in TR38.913)

Option 2: Macro +  RSUs (with the road configuration in Figure 6.1.10-1 in TR38.913)

Note: An RSU can be a BS type RSU or UE type RSU 

Out of coverage can be evaluated assuming eNB or RSU to be disabled.

Sidelink evaluation with partly out of coverage UEs and partly in coverage UEs are FFS.
	Option 1: Macro only (straightline eNB placement with Road configuration in TR36.885)

Option 2: Macro + RSUs  (straightline eNB with Road configuration  in TR36.885)

Note: An RSU can be a BS type RSU or UE type RSU 

Out of coverage can be evaluated assuming eNB or RSU to be disabled.

Sidelink evaluation with partly out of coverage UEs and partly in coverage UEs are FFS.

	Inter-BS distance 
	1732m
NOTE:

For Option1 or Option 2 Alt.1, 4GHz - 1732m between RRH

For Option 2 Alt. 2, For BS to relay 30GHz,  SFN/non-SFN - 1732m between BBU,  (3RRHs in a cell connected to 1 BBU, inter RRH distance (580, 580, 572))
	Inter Macro: 500m

Inter RSU: RSU is dropped at each intersection
	Inter Macro: 1732m, 500m (optional) 
Inter RSU: Uniform allocation with 100m spacing in the middle of the highway 

	Carrier frequency 
	4 GHz for macro only, 4GHz and 30GHz for BS to relay
	Macro to/from vehicle/pedestrian UE : 4 GHz 
Between vehicle/pedestrian UE: 6 GHz
BS-type-RSU to/from vehicle/pedestrian UE : 4 GHz 

UE-type-RSU to/from vehicle/pedestrian UE: 6 GHz 
Note: Agreed value does not mean non-ITS band is precluded for real deployment for sidelink
	Macro to/from vehicle/pedestrian UE : 2 GHz  or 4GHz
Between vehicle/pedestrian UE: 6 GHz
BS-type-RSU to/from vehicle/pedestrian UE : 4 GHz
UE-type-RSU to/from vehicle/pedestrian UE: 6 GHz
Note: Agreed value does not mean non-ITS band is precluded for real deployment for sidelink

	Aggregated system bandwidth
	4GHz: Up to 200 MHz (DL+UL) 30GHz or 70GHz: Up to 1GHz (DL+UL)
	Up to 200 MHz (DL+UL)
Up to 100 MHz (SL) 
	Up to 200 MHz (DL+UL)
Up to 100 MHz (SL) 

	Simulation bandwidth
	Option 2: 80 MHz

Other values greater than 80MHz can be considered
	20 or 40 MHz (DL+UL) 

10 or 20 MHz (SL) 
	20 or 40 MHz (DL+UL)
10 or 20 MHz (SL) 

	Channel model
	Option 1, Option 2 Alt 1: ITU Rural as the starting point.
Note: When 5GCM is found to be applicable, 5GCM should be used.

Option 2 Alt 2: 
- CDL-D, with DS=10 ns and K-factor = {7, 13.3}* dB with the following scaling angle spreads
- Parameter set #1: 5(ASD), 5(ASA), 1(ZSA), 1(ZSD)
- Parameter set #2: 5(ASD), 15(ASA), 5(ZSA), 1(ZSD)
- ZoD and ZoA for cluster #1 are fixed at 90 degrees

- TDL-D with DS=10ns and K-factor = {7, 13.3}* dB
* Other values are not precluded. “K-factor” here refers to K_desired in Section 7.7.6 in TR38.900, or “per-channel K factor” in R1-165440. For other candidate values for K-factor, the values in Table 7.5-6 in TR38.900 can also be used as a reference.
Note: The values in the parameter set #1 and #2 are used for AS_desired in the scaling function in Section 7.7.5.1 in TR38.900. Calculation of AS_model in the scaling function is defined in Annex A of TR 25.996. Baseline values for per cluster spread cASD, cASA, cZSD, cZSA are defined in Table 7.7.1-4 in TR38.900. If different values are selected for the per cluster spreads, companies should provide justification. Examples of CDL-D tables for all combinations are shown in R1-168174
	Macro to/from vehicle/pedestrian UE : 3D UMa 
Between vehicle/pedestrian UE: V2X Channel model in TR36.885
RSU to/from vehicle/pedestrian UE : V2X Channel model in TR36.885
	Macro to/from vehicle/pedestrian UE: 
3D UMa for 500m ISD 
3D RMa for 1732m ISD (2D RMa may be used until 3D RMa is complete)
Between vehicle/pedestrian UE: V2X Channel model in TR36.885
RSU to/from vehicle/pedestrian UE : V2X Channel model in TR36.885

	BS Tx power 
	BS:
  Below 6GHz: 49dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 49dBm
  Above 6GHz:  30dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 30dBm
EIRP should not exceed 69dBm (*).
Relay： 27dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 27dBm
EIRP should not exceed 43dBm (*)
	Macro BS: 49dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 49dBm [TBD for TDD]
BS-type-RSU: 24dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 24dBm
Vehicle/pedestrian UE or UE type RSU: 23dBm
Note: 33dBm for RSU is not precluded
	Macro BS: 49dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 49dBm [TBD for TDD]
BS-type-RSU: 24dBm PA scaled down with simulation BW when system BW is higher than simulation BW. Otherwise, 24dBm
Vehicle/pedestrian UE or UE type RSU: 23dBm
Note: 33dBm for RSU is not precluded

	UE Tx power 
	Below 6GHz: 23dBm

Above 6GHz: 21dBm
EIRP should not exceed 43dBm (*)

	Vehicle/pedestrian UE or UE type RSU: 23dBm
Note: 33dBm is not precluded 
	Vehicle/pedestrian UE or UE type RSU: 23dBm
Note: 33dBm is not precluded 

	BS antenna configurations
	See Table A.2.1-5.

	BS antenna height 
	For Option1 or Option 2 Alt.1, 4GHz, 35m
For Option 2 Alt. 2, 30GHz,  SFN/non-SFN, RRH 2.5m, relay 2.5m
	Macro BS: 25m 
BS-type-RSU: 5m 
	Macro BS: 
35m for ISD 1732m
25m for ISD 500m
BS-type-RSU: 5m 

	BS antenna element gain + connector loss
	See Table A.2.1-5
	Macro BS: 8dBi
BS-type-RSU: 8dBi 
	Macro BS: 8dBi
BS-type-RSU: 8dBi 

	BS receiver noise figure
	Below 6GHz: 5dB

Above 6GHz: 7dB
RRH and Relay for option 2 Alt.2: 7dB
	Below 6GHz: 5dB

Above 6GHz: 7dB

	Below 6GHz: 5dB

Above 6GHz: 7dB


	UE antenna configurations
	See Table A.2.1-5

	UE antenna height
	Follow TR36.873
	Vehicle/pedestrian UE: 1.5m
UE-type-RSU: 5 m 
	Vehicle/pedestrian UE: 1.5m
UE-type-RSU: 5 m 

	UE antenna gain
	Follow the modeling of TR36.873
	Vehicle UE: 3dBi
Pedestrian UE: 0dBi 
UE-type RSU: 3dBi 
	Vehicle UE: 3dBi
Pedestrian UE: 0dBi 
UE-type RSU: 3dBi 

	UE receiver noise figure
	Below 6GHz: 9 dB
Above 6GHz: 13dB (baseline performance), 10dB (high performance)

	Traffic model
	Full buffer and FTP model 1/2/3 with packet size 0.1 and 0.5 Mbytes (other value is not precluded). Other traffic models are not precluded.
	[50 messages] per 1 second with [60km/h], [10 messages] per 1 second with [15km/h] in TR38.913 
Note: This value is tentative. After SA1 input, it can be modified. 
	[50 messages] per 1 second with absolute average speed of [100-250 km/h] (relative speed: 200 – 500km/h) in TR38.913 
Note: This value is tentative. After SA1 input, it can be modified. 

	Traffic load (Resource utilization)
	For baseline scheme: 25, 50, and 80% (other value is not precluded)
	FFS
	FFS

	UE distribution
	100% of users in train
[300] UEs per macro cell (assuming 1000 passengers per high-speed train and at least 30% activity ratio)
Maximum mobility speed: 500km/h
Note: Physical mobility of UE is to be modeled for option 1, and physical mobility of relay node is to be modelled for option 2
	Urban grid model (car lanes and pedestrian/bicycle sidewalks are placed around a road block. 2 lanes in each direction, 4 lanes in total, 1 sidewalk, one block size: 433m x 250m) in TR38.913
Average inter-vehicle distance (between two vehicles’ center) in the same lane is [1sec * average vehicle speed ] (average speed [15 – 120km/h]) in TR38.913
Vehicle UE location update in TR36.885 should be used for the evaluation of PRR in sidelink or communication interruption in uplink/downlink. Vehicle UE location update may not be assumed for the evaluation of PRR in uplink/downlink
Note: Inter-vehicle distance is tentative. After SA1 input, it can be modified.
Pedestrian UE distribution: Inter-pedestrian distance 20m, which is tentative. After SA1 input, it can be modified.
	Average inter-vehicle distance (between two vehicles’ center) in the same lane is [0.5 sec or 1sec * average vehicle speed] (average speed: [100-250 km/h]) in TR38.913
Vehicle UE location update in TR36.885 should be used for the evaluation of PRR in sidelink or communication interruption in uplink/downlink. Vehicle UE location update may not be assumed for the evaluation of PRR in uplink/downlink

Note: Inter-vehicle distance is tentative. 
* After SA1 input, only one value will be selected.

	UE receiver
	MMSE-IRC as the baseline receiver
Note: Advanced receiver is not precluded.

	Feedback assumption
	Realistic
	FFS
	FFS

	Channel estimation
	Realistic

	Others
	Option 2, alt. 2

  Phase noise model: Follow the agreement in R1-165685
	


(*): See Appendix in R1-164383 for the derivation of maximum allowed EIRP
Table A.2.1-3: System level evaluation assumptions for urban coverage for massive connection and extreme long coverage

	Parameters
	Urban coverage for massive connection (Uplink)
	Extreme Long Range

	Layout
	Single layer 
 - Macro layer: Hex. Grid 
	Single layer: Isolated Macro cells

	Inter-BS distance 
	1732m, 500m (optional) 
	N/A since single cell 

Cell radius 100km


Feasibility of Higher Range shall be evaluated through Link level evaluation (for example in some scenarios ranges up to 150-300km may be required).

	Carrier frequency 
	700MHz 
	700MHz

	Aggregated system 
bandwidth
	Companies report aggregated bandwidth used in evaluation
	40MHz (DL+UL)

	Simulation bandwidth
	Companies report simulation bandwidth used in evaluation
	40MHz (DL+UL)

	Channel model
	3D UMa 
Take 5GCM output into account if applicable
	LLS
For link level modelling and simple system-level modelling, use TDL-A and CDL-A with the following delay and angle scaling:
- DS = [100 ns], ASD = [1°], ASA = [30°], ZSD = [0.1°], ZSA = [1°]
- The absolute propagation delay is added to all tap delays
SLS
PL Model
PL = 52.44 + 20*lgo10(d_km) + 20*log(fc_MHz)
d_km is distance in km
fc_MHz is the carrier frequency in MHz

Shadowing model
Log normal with standard deviation: 4dB 

Fast fading channel model 
Option 1
Use LLS but with the mean AOD,ZOD,AOA,ZOD for each link are determined from the geometry assuming LOS propagation

Option 2
2D-RMa

	BS Tx power 
	-
	BS: 49dBm

	UE Tx power 
	Max 23dBm or optional 10dBm
	23dBm

	BS antenna configurations
	Rx: 2 and 4 ports (8 as optional) 
	Up to 256 Tx/Rx
Following the modelling of TR36.873

	BS antenna height 
	25m
	N/A

	BS antenna element gain + connector loss
	8 dBi, including 3dB cable loss 
	8dBi

	BS receiver noise figure
	Below 6GHz: 5dB

Above 6GHz: 7dB
	5dB


	UE antenna configuration
	See Table A.2.1-4.
	Up to 8 Tx/Rx

	UE antenna height
	1.5m
	1.5m

	UE antenna gain
	-4dBi
	0dBi

	UE receiver noise figure
	Below 6GHz: 9 dB
Above 6GHz: 13dB (baseline performance), 10dB (high performance)

	Traffic model
	Non-full buffer small packet. 
Consider future trend of mMTC traffic 

NOTE: minimum packet size is [20] bytes 
	FTP Model 3 with packet size 600kbit, Poisson packet arrival rate of 0.05 packets/second

Target user experienced data rate: to be provided based on link budget analysis

	Traffic load (Resource utilization)
	FFS
	· 

	UE distribution
	Follow the modeling of TR36.873 
	10% UE 160km/h and 90% UE 0km/h
95% of UEs uniformly distributed up to 50 km from the basestation and 5% of UEs at an extreme range distance, 100km.
Evaluate how many users can be served per cell site when the range edge users are serviced with the target user experience data rate

Target user experienced data rate: up to 2 Mbps DL while stationary and 384 kbps DL while moving

	BS receiver
	MMSE-IRC as the baseline receiver
Note: Advanced receiver is not precluded.-
	MMSE-IRC as the baseline receiver
Note: Advanced receiver is not precluded.

	UE receiver
	-
	MMSE-IRC as the baseline receiver
Note: Advanced receiver is not precluded.

	Feedback assumption
	· 
	Realistic

	Channel estimation
	Realistic


Table A.2.1-4: Antenna configurations for below and above 6GHz

	
	Below 6GHz (700MHz, 4GHz)
	Above 6GHz (30GHz, 70GHz)

	TXRU mapping
	Per panel, reuse models in TR 36.897. Other mappings are FFS.

Consider the following a TXRU to antenna elements mapping as examples

4GHz: the same as TR36.897
	Per panel, reuse models in TR 36.897. Other mappings are FFS

Consider the following a TXRU to antenna elements mapping as examples

30GHz and 70GHz: 

Option 1: a single TXRU is mapped per panel per polarization.

Option 2: a single TXRU is mapped per panel per subarray per polarization, 

- E.g., where a subarray consists of consecutive M/2 vertical antennas and N/2 horizontal antennas with the same polarization.

- Other subarray configurations are not precluded. 

Option 3: Fully connected TXRU mapping within a panel per polarization.

- Other Fully connected TXRU mapping is not precluded.  

For evaluating multi beam based approaches at 30GHz and 70GHz, consider the following:

- TXRU to antenna mapping weights are adjustable and used to steer the panel beam direction in multi beam based approaches in time domain.

	Number of BS antenna elements across all panels
	700MHz: Up to 64 Tx /Rx antenna elements 

4GHz: Up to 256 Tx /Rx antenna elements 

Note: Same as TR38.913
	30GHz: Up to 256 Tx /Rx antenna elements 
Note: Same as TR38.913
70GHz: Up to 1024 Tx /Rx antenna elements

	Number of UE antenna elements
	700MHz: Up to 4 Tx /Rx antenna elements 

4GHz: Up to 8 Tx /Rx antenna elements 

Note: Same as TR38.913
	30GHz: Up to 32 Tx /Rx antenna elements 

70GHz: Up to 32 Tx /Rx antenna elements

Note: Same as TR38.913

	BS (M,N,P,Mg,Ng)
	4GHz:

Dense urban and Urban macro:

- Baseline: (M,N,P,Mg,Ng) = (8,8,2,1,1).

- Note that for Urban macro, companies are also encouraged optionally to investigate larger panels, e.g. (8,16,2,1,1)

Indoor hotspot:

- FFS
	30GHz:

Dense urban and Urban macro:

- Baseline: (M,N,P,Mg,Ng) = (4,8,2,2,2). 

Indoor hotspot:

- FFS
70GHz:

Dense urban:

- Baseline: (M,N,P,Mg,Ng) = (8,16,2,2,2). 

Indoor hotspot:

- FFS

	BS (dH,dV,dH,g,dV,g)
	4GHz:

Dense urban and Urban macro:

- Baseline: (dH,dV) = (0.5, 0.8)λ.

Indoor hotspot:

- FFS
	30GHz:

Dense urban and Urban macro:

- Baseline: (dH,dV) = (0.5, 0.5)λ. (dg,H,dg,V) = (4.0, 2.0)λ.

Indoor hotspot:

- FFS
70GHz:

Dense urban:

- Baseline: (dH,dV) = (0.5, 0.5)λ. (dg,H,dg,V) = (8.0, 4.0) λ. 

Indoor hotspot:

- FFS

	UE antenna model parameters
	Panel model 1: Mg = 1, Ng = 1, P =2, dH=0.5

M, N is FFS
	For UE with (Mg, Ng) directional antenna panels.

- Introduce (Ωmg,ng, Θmg,ng) for orientation of the panel (mg, ng), 0≤mg<Mg, 0≤ng<Ng,  where the orientation of the first panel (Ω0,0, Θ0,0) is the same as UE orientation, Ωmg,ng is the array bearing angle and Θmg,ng is the array downtilt angle defined in [TR 36.873].
- For NR MIMO evaluation: 

  - Config 1: (Mg, Ng) = (1, 2); Θmg,ng=90; Ω0,1=Ω0,0+180; (dgH, dgV)=(0,0)

  - Config 2: (Mg, Ng ) = (1, 4); Θmg,ng=90; Ω0,1=Ω0,0+90; Ω0,2=Ω0,0+180; Ω0,3=Ω0,0+270; (dgH, dgV)=(0,0)

  - Other configurations can have panel specific position offset (dgH, mg, ng, dgV, mg, ng). Note in this case the notation of (Mg, Ng) does not leads to rectangular shape.

- UE orientation for mobile device (Ω0,0, Θ0,0)=(U(0,360), 90); UE orientation for customer premise equipment (CPE) can be optimized 

- Each antenna array has shape dH=dV=0.5λ

  - Config 1 can be used with config a/b; Config 2 can be used with config c/d/e

  - Config a: (M, N, P) = (2, 4, 2), the polarization angles are 0 and 90

  - Config b: (M, N, P) = (4, 4, 1) , the polarization angle for even panel is 0 and for odd panel is 90

  - Config c: (M, N, P) = (2, 2, 2), the polarization angles are 0 and 90

  - Config d: (M, N, P) = (2, 4, 1) , the polarization angle for even panel is 0 and for odd panel is 90

  - Config e: (M, N, P) = (1, 4, 2), the polarization angles are 0 and 90

  - FFS: Other configurations, e.g. (M, N, P) = (4, 4, 2) or (M, N, P) = (4, 8, 1) can be considered for 70GHz band, without exceeding the limit on the maximum number of UE antenna elements
- The antenna elements of the same polarization of the same panel is virtualized into one TXRU

- FFS: one TXRU can connect to different subarrays dynamically
- Note: The channel coefficients for each UE panel can be generated using spatial channel model

	BS antenna element gain pattern
	According to TR36.873
	See Table A.2.1-6 and Table A.2.1-7

	UE antenna element gain pattern
	Omnidirectional
	See Table A.2.1-8

	Number of TXRUs
	FFS
	FFS

	Others
	TXRUs within a panel can be assumed to be synchronized and phase-calibrated (at least to the same level as in LTE).
It should be possible as one option to assume QCL between ports of two different panels of the same transmission points
Distances (dg,H, dg,V) between panels should be limited to at most [FFS] metres. 
NR evaluations may consider both cases of phase-calibration and no phase-calibration between panels


Table A.2.1-5: Antenna configurations for high speed train, urban grid for eV2X, and highway for eV2X
	
	High Speed Train
	Urban grid for eV2X 
	Highway for eV2X 

	TXRU mapping
	-
	-
	-

	Number of BS antenna elements across all panels
	For Option 2 Alt. 2
  Relay: Up to 256 Tx /Rx antenna elements
  Note: The antenna of the relay for RRH-to-Relay is located outside of a train
  RRH: Up to 256 Tx /Rx antenna elements
  Note: The above values are shown in TR 38.913
	Macro BS: Up to 256 TX/RX antenna elements
BS-type-RSU: Up to 8 TX/RX antenna elements 
	Macro BS: Up to 256 TX/RX antenna elements
BS-type-RSU: Up to 8 TX/RX antenna elements 

	Number of UE antenna elements
	
	Vehicle/pedestrian UE: Up to 8 TX/RX antenna elements
UE-type RSU: Up to 8 TX/RX antenna elements 
	Vehicle/pedestrian UE: Up to 8 TX/RX antenna elements. 
UE-type RSU: Up to 8 TX/RX antenna elements 

	BS (M,N,P,Mg,Ng)
BS (dH,dV,dH,g,dV,g)
	For Option 2 Alt. 2
RRH: 
dH=dV=0.5 
- For unidirectional beam: (M,N,P,Mg,Ng) = (8, 16, 2, 1, 1), 
Other configurations such as (8,8,2,1,1) or (4,8,2,2,2) with dH,g=8.0,dV,g=4.0 are not precluded for unidirectional beam
- For bidirectional beam: (M,N,P,Mg,Ng) = (4,8,2,2,2) with dH,g=8.0,dV,g=4.0

Relay: 
dH=dV=0.5 
- For unidirectional beam: (M,N,P,Mg,Ng) = (8, 16, 2, 1, 1), 
Other configurations such as (8,8,2,1,1) or (4,8,2,2,2) with dH,g=8.0,dV,g=4.0 are not precluded for unidirectional beam
- For bidirectional beam: (M,N,P,Mg,Ng) = (4,8,2,2,2) with dH,g=8.0,dV,g=4.0
	
	

	UE antenna model parameters
	
	
	

	BS antenna element gain pattern
	See Table A.2.1-10
	Macro BS: Follow the modeling of TR 36.873
BS-type RSU: Follow the modeling of TR 36.873
Note: Further study if needed, e.g., vertical beamforming, vehicle-to-vehicle channel. 
	Macro BS: Follow the modeling of TR 36.873
BS-type RSU: Follow the modeling of TR 36.873
Note: Further study if needed, e.g., vertical beamforming effect, vehicle-to-vehicle channel. 

	UE antenna element gain pattern
	See Table A.2.1-10
	Vehicle/pedestrian UE: Half spherically uniform distribution with upper direction
UE-type-RSU: Half spherically uniform distribution with bottom direction

Note: directional antenna pattern is not precluded 
Note: uniform antenna models should be used for 2-D channel models
	Vehicle/pedestrian UE: Half spherically uniform distribution with upper direction
UE-type-RSU: Half spherically uniform distribution with bottom direction

Note: directional antenna pattern is not precluded 
Note: uniform antenna models should be used for 2-D channel models

	Number of TXRUs
	
	
	

	Others
	TXRUs within a panel can be assumed to be synchronized and phase-calibrated (at least to the same level as in LTE).
It should be possible as one option to assume QCL between ports of two different panels of the same transmission points
Distances (dg,H, dg,V) between panels should be limited to at most [FFS] metres. 
NR evaluations may consider both cases of phase-calibration and no phase-calibration between panels


Table A.2.1-6: 3-Sector BS antenna radiation pattern for above 6GHz
	Parameter
	Values

	Antenna element vertical radiation pattern (dB)
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	Antenna element horizontal radiation pattern (dB)
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	Combining method for 3D antenna element pattern (dB)
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	Maximum directional gain of an antenna element GE,max
	8dBi


Table A.2.1-7: Indoor BS antenna radiation pattern for above 6GHz
	Parameter
	Values

	Single sector
	Antenna element vertical radiation pattern (dB)
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	Antenna element horizontal radiation pattern (dB)
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	Combining method for 3D antenna element pattern (dB)
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	Maximum directional gain of an antenna element GE,max
	[5dBi]

	
	Electric tilting
	FFS

	3-sector
	Antenna element vertical radiation pattern (dB)
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	Antenna element horizontal radiation pattern (dB)
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	Combining method for 3D antenna element pattern (dB)
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	Maximum directional gain of an antenna element GE,max
	[8dBi]

	
	Electric tilting
	[110] degree 

	Wall-mount
	Antenna element vertical radiation pattern (dB)
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	Antenna element horizontal radiation pattern (dB)
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	Combining method for 3D antenna element pattern (dB)
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	Maximum directional gain of an antenna element GE,max
	5dBi

	
	Electric tilting
	FFS

	Ceiling-mount
	Antenna element vertical radiation pattern (dB)
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	Antenna element horizontal radiation pattern (dB)
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	Combining method for 3D antenna element pattern (dB)
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	Maximum directional gain of an antenna element GE,max
	5dBi

	
	Electric tilting
	


Table A.2.1-8: UE antenna radiation pattern model 1
	Parameter
	Values

	Antenna element radiation pattern in [image: image21.png]8"
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	Antenna element radiation pattern in [image: image24.png]
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	Combining method for 3D antenna element pattern (dB)
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	Maximum directional gain of an antenna element GE,max
	5dBi
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Figure A.2.1-1: Indoor hotspot 3-site deployment.
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Figure A.2.1-2: Three sector antenna placement.
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Figure A.2.1-3: Cell layout for dense urban (3 Micro TRPs per Macro TRP)
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Figure A.2.1-4: Cell layout for dense urban (9 Micro TRPs per Macro TRP)

Table A.2.1-9: Minimum distance between TRPs and UE cluster radius
	Number of the micro TRPs per macro TRP
	Minimum distance between Micro TRPs (m)
	Radius of UE dropping within a cluster: R (m)

	3
	40
	50

	6
	32
	50

	9
	25
	50
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Figure A.2.1-5: Cell layout for High Speed Train (4GHz)
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Figure A.2.1-6: Cell layout for High Speed Train (30 GHz)

Table A.2.1-10: RRH and Relay antenna radiation pattern for high speed train option 2, alt. 2
	Parameter
	Values

	Antenna element vertical radiation pattern (dB)
	RRH
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	Relay (Optional)
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	Antenna element horizontal radiation pattern (dB)
	RRH
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	Relay
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	Relay (Optional)
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	Combining method for 3D antenna element pattern (dB)
	RRH
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	Relay
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	Relay (Optional)
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	Maximum directional gain of an antenna element GE,max
	RRH
	8dBi

	
	Relay
	8dBi

	
	Relay (Optional)
	5dBi


The system level evaluation parameters specific to flexible duplex evaluation which are not covered by Table A.2.1-1is also given in Table A.2.1-11. 
Table A.2.1-11: Evaluation parameters specific to flexible duplex
	Parameters
	Dense urban
	Urban macro
	Indoor hotspot

	Minimum BS-UE (2D) distance
	Macro-to-UE: 35m [TR36.897]

Micro-to-UE: 10m [TR36.897]
	35m [TR36.897]
	0m [TR38.900]

	Minimum UE-UE (2D) distance
	3m [TR36.843]

	Carrier frequency
	Macro layer: 4 GHz, 30 GHz [TR38.913]

Micro layer: 4 GHz, 30 GHz
	2GHz [TR38.913], 4 GHz, 30 GHz
	4 GHz, 30 GHz

	
	For 30GHz: Un-paired spectrum is preferred.

For 2GHz: paired spectrum is preferred.

For 4GHz: both paired and un-paired spectrum can be considered.

	Aggregated system 
bandwidth
	4GHz: Up to 200MHz (DL+UL) 
30GHz: Up to1GHz (DL+UL)
	2GHz: Up to 40 MHz (DL+UL)
4GHz: Up to 200 MHz (DL+UL)
30GHz: Up to 1GHz (DL+UL)
	4GHz: Up to 200MHz (DL+UL)
30GHz: Up to 1GHz (DL+UL)

	Simulation bandwidth
	20MHz per CC below 6GHz and 80 MHz  per CC above 6GHz 
Note: For FDD, simulation BW is split equally between UL and DL
Note: UE TX power scaling will impact final results

	Fast fading parameters
	· Below 6GHz:
· - Macro-to-UE: 3D Uma
· - Micro-to-UE: 3D Umi
· - Macro to Macro: 3D UMa O-to-O (h_UE=25m); ASA and ZSA statistics(*) updated to be the same as ASD and ZSD; ZoD offset = 0
· - Macro to Micro: 3D Uma O-to-O
· - Micro to Micro: 3D Umi O-to-O (h_UE=10m); ASA and ZSA statistics updated to be the same as ASD and ZSD; ZoD offset = 0
· - UE to UE: InH for indoor to indoor, and 3D Umi for other cases. ASD and ZSD statistics updated to be the same as ASA and ZSA. Dual mobility support. 
· Above 6GHz:
· - Macro-to-UE: 5GCM Uma
· - Micro-to-UE: 5GCM Umi
· - Macro to macro: 5GCM UMa O-to-O (h_UE=25m); ASA and ZSA statistics updated to be the same as ASD and ZSD; ZoD offset = 0
- Macro to micro: 5GCM UMa O-to-O
- Micro to Micro: 5GCM UMi O-to-O (h_UE=10m); ASA and ZSA statistics updated to be the same as ASD and ZSD; ZoD offset = 0
- UE to UE: 5GCM UMi; ASD and ZSD statistics updated to be the same as ASA and ZSA. Dual mobility support. 
	· Below 6GHz:
· - TRP-to-UE: ITU InH 
· - TRP-to-TRP: ITU InH (h_UE=3m), ASA statistics updated to be the same as ASD
· - UE-to-UE: A.2.1.2 in TR36.843 (ITU InH), ASD statistics updated to be the same as ASA.
· Above 6GHz:
· - TRP-to-UE: 5GCM Indoor-office
- TRP-to-TRP: 5GCM Indoor-office (h_UE=3m), ASA and ZSA statistics* updated to be the same as ASD and ZSD
- UE-to-UE: 5GCM Indoor-office (h_BS=1.5m), ASD and ZSD statistics updated to be the same as ASA and ZSA

	Large-scale channel parameters
	FFS

	Fast fading parameters
	FFS

	Traffic model
	Baseline: 
·  FTP traffic model 3 with packet size 0.1 and 0.5Mbytes 
· Ratio of DL/UL traffic = {2:1}, {4:1} and {1: 1} for optional [TR36.828]


(*): Statistics of ASA/ASD and ZSA/ZSD include its mean, standard variance, correlation distance in the horizontal plane, and in-cluster angular spread (e.g., cluster ASA/ASD).
A.2.2
Simulation assumption for evaluation of multiple access scheme
This section describes the system level evaluation assumptions in order to assess multiple access schemes. The system level evaluation assumptions for multiple access schemes are provided in Table A.2.2-1. Table A.2.2-2 provides UL traffic model for mMTC which is only applied to multiple access evaluation.
Table A.2.2-1: Evaluation assumptions for multiple access schemes targeting eMBB

	Parameters
	Dense urban (eMBB)
	Rural

	Layout
	Signal layer
Two layers not precluded
	Single layer
Macro layer: Hex. Grid

	Inter-BS distance 
	Macro layer: 200m
	1732m

	Carrier frequency 
	4 GHz for the single layer
	700MHz

	BS antenna configuration
	4, 8, 16, 32 TXRUs
	2, 4, 8 ports 

	BS scheduler
	Both subband and wideband scheduler can be considered

	UE antenna configuration
	2, 1 TXUs
2, 4 RXUs
	2Tx, 1Tx port
2Rx, 4Rx ports

	Traffic model
	Full buffer model for spectral efficiency
FTP model 1/3 for user experienced data rate

NOTE: full buffer evaluation is not used for technical scheme down selection

	Traffic load (Resource utilization)
	50%, 80%
25% (optional)

	UE density for full buffer model
	10 UE per TRP
20 or other values are not precluded
	10 UE per TRP
other values are not precluded


Table A.2.2-2: UL traffic model for mMTC applied to multiple access evaluation
	Parameters
	Values/assumptions

	Data packet arrival rate per UE
	Poisson arrival with arrival rate  λ

	Number of UEs per cell
	Companies report the number of UEs per cell 

	Packet size
	Option 1: Follow TR45.820 

Option 2: Fix 40 Bytes 


	Simulation Bandwidth 
	Companies report the simulation bandwidth

	Target packet drop rate
	0.01

	Packet dropping timer
	Baseline: 1s, 10s 

Other values are not precluded. 


A.2.3
Simulation assumption related to initial access

This section describes the simulation assumptions for evaluating initial access. Table A.2.3-1 shows the evaluation assumption for synchronization signal related to initial access. 
Table A.2.3-1: Simulation assumptions for synchronization signals/channels
	
	Below 6GHz
	Above 6GHz

	Scenario
	Urban Macro (ISD = 500m), Macro only scenario in dense urban (ISD = 200m)

	Carrier Frequency
	4 GHz
	30, 70 GHz

	Channel Model
	TR 36.873
	TR 38.900

	UE dropping
	According to TR 36.873

	Subcarrier Spacing(s)
	15, 30, 60, 120, 240, or 480 kHz (to be clarified by each proponent; other values are not precluded)

	Network Synchronization
	TRPs are synchronized, propagation delay difference between TRPs is modelled based on the free space assumption.

	Search window
	The time window to search (correlate) NR-PSS. It depends on the periodicity of NR-SS transmission. The value needs to be provided by each proponent

	Antenna Configuration at the TRP
	(8,1,2) with directional antenna element (HPBW=650, directivity 8dB)
	(4,8,2), with directional antenna element (HPBW=650, directivity 8dB)

	Antenna Configuration at the UE
	(1,1,2) with omni-directional antenna element
	(2,4,2), with directional antenna element (HPBW=900, directivity 5dB)

	Antenna port virtualization
	Clarified by each proponent in simulation assumptions 
(e.g. the beamforming method, beam directions, number of beams)

	Frequency Offset
	· Initial acquisition
· TRP: uniform distribution +/- 0.05 ppm
· UE: uniform distribution +/- 5, 10, 20  ppm (each company to choose one)
· Non-initial acquisition
· TRP: uniform distribution +/- 0.05 ppm
· UE: uniform distribution +/- 0.1 ppm

	PHY Abstraction
	No PHY Abstraction. All the links shall be explicitly implemented in the system level platform.

Note: Proponents are allowed to provide PHY abstraction details if used


Tables A.2.3-2 – A.2.3.4 provided the evaluation assumption for evaluation of DL and UL mobility for dense urban, rural and high-speed train scenarios, respectively. Only the parameters which are different from Table A.2.1-1 and Table A.2.1-2 are provided. For dense urban, a UE speed of up to 60km/h is considered for macro-only evaluation while a UE speed of up to 30km/h is considered for dual layer evaluation. 
Table A.2.3-2: Simulation assumptions for DL and UL mobility (Dense urban)
	Parameters
	Values or assumptions

	Layout
	Two layer
Macro layer: Hex. Grid
Micro layer: Random drop 9 micro BSs per macro BS

	Carrier frequency 
	4 GHz

	BS antenna configurations
	(8,1,2) with directional antenna element (HPBW=650, directivity 8dB)
other values are not precluded

	UE distribution
	10 users per macro TRP, 10 users per micro TRP
100% outdoor,30km/h (basleine), 3, 60 km/h (optional)
Simultaneous UEs within a slot
UE location/movement direction randomly chosen


Table A.2.3-3: Simulation assumptions for DL and UL mobility (Rural)
	Parameters
	Values or assumptions

	Carrier frequency 
	4GHz

	Channel model
	3D UMa

	BS antenna configurations
	(8,1,2) with directional antenna element (HPBW=650, directivity 8dB)
other values are not precluded

	UE distribution
	Outdoor vehicles 120km/h
10 UEs per TRPs
UE location/movement direction randomly chosen


Table A.2.3-4: Simulation assumptions for DL and UL mobility (High-speed train)
	Parameters
	Values or assumptions

	BS antenna configurations
	(8,1,2) with directional antenna element (HPBW=650, directivity 8dB)
other values are not precluded

	UE distribution
	1000 UEs per train and 30% active UEs
100% of users in train at 480 km/h

Each company should open how to model NW configuration


Annex B: Change history

	Change history
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	TSG #
	TSG Doc.
	CR
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	Subject/Comment
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	New

	2016-04
	RAN1#84b
	R1-163376
	-
	-
	Draft Skeleton TR
	-
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	2016-05
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	R1-165216
	-
	- 
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	0.0.2
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	RAN1#85
	R1-165889
	-
	-
	Inclusion of agreements made at RAN1#84b on introduction, evaluation assumptions and methodologies
	0.0.2
	0.0.3

	2016-08
	RAN1#86
	R1-168526
	-
	- 
	Inclusion of agreements made at RAN1#85 on forward compatibility, UL multiple access scheme, and updated evaluation assumptions
	0.0.3
	0.1.0

	2016-10
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	-
	-
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�[Editor's note] Details regarding BW is still FFS.


�[Editor's note] Value of x needs to be further discussed.


[Editor's note] S�lot needs to be clearly defined.


[Editor's note]� Details regarding BW is still FFS.


�[Editor'note ]The sentences are moved to Section 5 as they are considerd to be common to both DL and UL.


�TBD [12 or 16 ]


�[Editor's note] Mulitplexing different numerologies are catpured in this sub-section.


�[Editor's note]RB is modified to PRB


�FFS: TRP Tx beam and UE Rx beam can be determined jointly or sequentially


[Editor's note] �Is this applied to DL only?


[Editor's note] The value of X is under investigation, as


�Study the values of X = 1, 2 ,4,8,12,16,20,24,28,32


�[Editor's note] definition of antenna port is working assumption at RAN1#86


�[Editor's note] Naming of NR-RS needs to be checked later.


�[Editor's note] The detailed modeling of RF nonlinearity will be added after RAN1 receive LS reply from RAN4.


[Editor's note]� This will be moved to Section 7.2 when details are clarified


�[Editor's note] Other scenarios (e.g., eV2X) are not precluded


�[Editor's note] This will be moved to Section 7.2 and 7.3 when details are clarified


�[Editor's note] Agreed link level assumptions are provided. System level evaluation assumptions will also be added when agreed.


�[Editor's note] Additional low PAPR/CM technique(s), if specified, are added when agreed. Also, the waveform above 40GHz and for mMTC is to be added if agreed.


�UE beam-forming for UL transmission will be catpured in this section


�[Editor's note] This will be moved to Section 9.2 and 9.3 when details are clarified


�[Editor's note] Companies are encouraged to provide calibration results for both values, Either value can be used for later evaluation of the proposed MA scheme





�[Editor's note] A few companies share different views. This power control setting for evaluation can be discussed later.


�[Editor's note] Fading channels will be simulated in the next stage


�[Editor's note] These algorithms are starting points for further study. Other variants of agreed algorithms can be used for encoding and decoding (Complexity details should be illustrated) 


�[Editor's note] At least these info. block length and code rate shall be evaluated. Other info. block lengths and code rates are not precluded. Similar info. and encoded block lengths should be used for the evaluation. Total coded bits = info. Block length/code rate. Note: these info. block length and code rate are only for initial performance evaluations. They are not interpreted as design targets or assumptions for complexity analysis.


�[Editor's note] Fading channels will be simulated in the next stage


�[Editor's note] These algorithms are starting points for further study. Other variants of agreed algorithms can be used for encoding and decoding (Complexity details should be illustrated)


�At least these info. block length and code rate shall be evaluated. Other info. block lengths and code rates are not precluded. Similar info and encoded block lengths should be used for the evaluation. Total coded bits = info. Block length/code rate. Note: these info. block length and code rate are only for initial performance evaluations. They are not interpreted as design targets or assumptions for complexity analysis.


[�Editor's note] Proponents are encouraged to report under what SINR the proposed scheme could achieve 99.999% reliability within the latency bound





�[Editor's note] For calibration purpose only, the entries 1.1 and 1.4 of the Table 1 are assumed to be zero. In addition, each company reports the max number of HARQ re-transmissions


�[Editor's note] Companies report the used option, and are encouraged to provide how to exploit arrival rate for Option 2


�[Editor's note] Companies report the option used, but are encouraged to evaluate both options. Decide on which option(s) is used to draw the conclusion of MA at RAN1#86bis meeting


Companies report details on packet segmentation assumption
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