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INTRODUCTION

This document contains the proposed modifications to  version 1.4.0 of the CAMEL stage 1 specification, phase 1

The requirements for the first phase of CAMEL are specified in this document.

In addition requirements for CAMEL phase 2 are collected in Annex 1 (they are to be considered when starting with phase 2). Annex 2 (informative) includes some general principles and working assumptions. Annex 3 includes the open items which shall be discussed at the next SMG1-WPA meeting. Annex 4 is an overview of annex 1. 

CAMEL stage 1 does not comprise any of the annexes.
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Scope

This standard specifies the stage 1 description for the first phase of the CAMEL feature (Customised Applications for Mobile network Enhanced Logic) which provides the mechanisms to support services consistently independently of the serving network. The CAMEL features shall facilitate service control of operator specific services external from the serving PLMN. The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to provide the subscribers with the operator specific services even when roaming outside the HPLMN.

The CAMEL feature is applicable to mobile originated and mobile terminated call related activities.

The mechanism described addresses especially the need for information exchange among the VPLMN, HPLMN and the CAMEL Service Environment (CSE) for support of such operator specific services. Any user procedures for operator specific services are outside the scope of this standard.

The specification of operator specific services in HPLMN are outside the scope of this standard. This specification describes only the interactions between the VPLMN, HPLMN, IPLMN and the CSE.

References

This ETS incorporates by dated and undated reference, provisions from other publications. These normative references are cited at the appropriate places in the text and the publications are listed hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to this ETS only when incorporated in it by amendment or revision. For undated references, the latest edition of the publication referred to applies.

[1]	GSM 01.04 (ETR 100): "European digital cellular telecommunication system (Phase 2); Definitions, abbreviations and acronyms".

[2]	GSM 02.04 (ETS 300 503): "European digital cellular telecommunication system (Phase 2); General on supplementary services".

TO BE INCLUDED.

Definitions and abbreviations

Operator Specific Service (OSS): Any service offered on a PLMN that is not fully standardized by the GSM ETSs.

Interrogating PLMN (IPLMN): This is the PLMN that performs the interrogation of the HPLMN for information on the treatment of the terminating call.

CAMEL Service Environment (CSE):	A CSE is a logical entity which processes administration activites and activities related to certain Operator Specific Services (OSS).

Service event:	A specific event of a telecommunication service that can also be used in conjunction with other telecommunication services/service events as part of an operator specific service.

Service procedure:	A part of the CAMEL feature to be used to detect a specific CAMEL event. if needed?

CAMEL Subscription Information (CSI):	The CSI identifies the subscriber as requiring CAMEL support and also contains the identity of the CSE. The CSI may also contain further information (e.g., initial service events to be supported) related to the OSS of the subscriber.

Location Information:	The location information shall be an unambiguous identification of the geographical location of the served subscriber. The indication of the geographical location of a subscriber shall be in coordinates which are independent of the Location Area or Cell numbering plan. The location information shall contain an indication of the uncertainty of the location. 

The following location information should be sent to the CSE (if available):

-	Geographical information

-	Longitude

-	Latitude

-	resolution

-	Cell ID

-	VLR number

-	Location status

-	Time stamp (latest location update)

-	Location number



The geographical information (longitude and latitude) is calculated (when the Cell ID or Location Area Code is known) as the nominal central point of the cell or of the location area. The resolution shows the accuracy of the indicated location.

VLR number is the number stored in the HPLMN.

Location status indicates whether or not the location information has been confirmed by radio contact. If the location information has not been confirmed by radio contact a time stamp is sent indicating the latest location update for the subscriber.

Location number is the number received on the incoming circuit (for an incoming call) or to be sent on the outgoing circuit (for an outgoing call).

[Editors note: Existing or emerging standards should be used for this purpose.]

[Editors note: The rapporteur of the ”Location service”, shall be informed about the requirements above.]

Description

The CAMEL network feature enables the use of Operator Specific Services (OSS) by a subscriber even when roaming outside the HPLMN.

Provision of CAMEL

The CAMEL Subscription Information (CSI) is provided when needed for the support of Operator Specific Services.

General Procedures

Each GSM process is made up of a series of telecommunication events, some of which are service events. At any service event, the IPLMN or VPLMN may suspend the process and make contact with a CSE to ask for instructions or to send a notification.The list of possible initial service events, and the corresponding CSE identitiyes, which can provoke contact with the CSE is defined in the CAMEL Subscription Information.

The CSE shall be capable of responding to the CAMEL request with instructions on how to resume the suspended GSM process. It shall be possible for the CSE to instruct the IPLMN or VPLMN to:

-	Activate further service events for potential invocation. These events shall remain active only for the life-time of the telecommunication service;

-	Alter information relating to the suspended process;

-	Alter information relating to the parties involved in the process;

-	Indicate which of the possible parts of the process should occur next (e.g. terminate the call).



CAMEL features shall form an integral part of the following GSM processes:

-	MT call

-	MO call



As part of an OSS it shall be possible for the CSE to interrogate for information about a particular subscriber at any time.



Applicability of CAMEL to Basic Services

CAMEL procedures are applicable to all circuit switched Basic Services without distinction (except Emergency calls).

Procedures for Mobile Originated Calls and Forwarded Calls

Call setup request procedure

The purpose of this procedure is to detect a call setup request and allow the CSE to modify the handling of the call setup request.

If (according to the CSI) the subscriber is provisioned with a CAMEL based service which uses this procedure then when the call setup request event occurs the VPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE if available:

-	Event met;

-	Calling party IMSI;

-	Calling party MSISDN;

-	Location information of the calling subscriber;

-	ISDN Bearer Capability;

-	High Layer Compatibility;

-	Called Party Number (for originating calls this contains the dialled number);

-	Redirecting Number;

-	Redirecting Info (this contains redirecting counter (including the last forwarding));



When the VPLMN has made contact with  the CSE, the CSE shall be able to instruct the VPLMN to act as described below.

-	bar the call (i.e. release the call prior to connection) and (at the option of the CSE) notify the calling party of  the cause. 

-	allow the call processing to continueproceed as originally requested.

-	allow the call processing to proceed with modified information (e.g. change the called party number).

-	perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.

-	activate other control service events for the duration of that call attempt. If these active service events are subsequently encountered, the VPLMN shall suspend call processing, make contact with the CSE and await further instructions.



Called party connection procedure

The purpose of this procedure is to 
monitor and 
manage an outgoing call setup from the time when the 
called party address is known until the point where the 
called party answers and the call is successfully established.

If the CSE has activated this service event for this call then  when the called party connection event occurs the VPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE:

-	Event met;





When the VPLMN has made contact with the CSE, the CSE shall be able to instruct the VPLMN to act as described below.

-	allow the call processing to continue unchangedto proceed as originally requested.

-	perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.

-	activate other control service events for the duration of that call
 attempt
. If these active service events are subsequently encountered, the VPLMN shall suspend call processing, make contact with the CSE and await further instructions or send a notification and continue.

-	release the established call and inform both parties of the cause. This can either be done immediately or at any time prior to the termination of the call.



Call terminating procedure

The purpose of this procedure is to manage the actions on termination of an established call.

If the CSE has activated this service event for this call then when the call termination event occurs the VPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE:

-	Event met;

-	Termination reason. 



When the VPLMN has made contact with  the CSE, the CSE shall be able to instruct the VPLMN to act as described below.

-	allow the 
call 
processing to 
continue unchanged, i.e to release 
the call.
proceed as originally requested.


-	perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.





Procedures for Mobile Terminated Calls

General Handling

The CAMEL feature is applicable if CSI is received (from the HPLMN) in the result of the routing information interrogation.

Incoming call request procedure

The purpose of this procedure is to detect an incoming call request and allow the CSE to modify the handling of the incoming call.

If (according to the CSI) the subscriber is provisioned with a CAMEL based service which uses this procedure then when the incoming call request event occurs the IPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE if available:

-	Event met

-	ISDN Bearer Capability;

-	High Layer Compatibility 

-	Called Party Number; 

-	Redirecting Number;

-	Redirecting Info; 

-	Called party IMSI;

-	Location information of the calling subscriber;

-	Location information of the called subscriber;

-	Calling party number
.
;


-	Timer value for no answer. 




When contact with the CSE has been made, the CSE shall be able to give instructions as described below.

-	bar the call (i.e. release the call prior to connection) and (at the option of the CSE) notify the calling party of  the cause. 

-	allow the call processing to continue unchangedto proceed as originally requested.

-	allow the call processing to proceed with modified information (e.g. change the called party number).

-	perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.

-	activate other control service events for the duration of that call attempt. If these active service events are subsequently encountered, the IPLMN shall suspend call processing, make contact with the CSE and await further instructions.



[
-	suppress tones and announcements to the calling party.
 Editors note shall be addressed during the 
meeting]
 




Called party connection procedure

The purpose of this procedure is 
to monitor and 
manage a
n
 
incoming 
call setup 
at
from
 the time when the 
called party address is known until the point where the 
called party answers and the call is successfully established.

If the CSE has activated this service event for this call then then when the called party connection event occurs the IPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE:

-	Event met;



When contact with the CSE has been made, the CSE shall be able to give instructions as described below.

-	allow the call processing to continue unchangedto proceed as originally requested.

-	perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.

-	activate other control service events for the duration of that call attempt. If these active service events are subsequently encountered, the IPLMN shall suspend call processing, make contact with the CSE and await further instructions.

-	release the established call and inform both parties of the cause. This can either be done immediately or at any time prior to the termination of the call.



Call terminating procedure

The purpose of this procedure is to manage the actions on termination of an established call.

If the CSE has activated this service event for this call then when the call termination event occurs the IPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE:

-	Event met;

-	Termination reason.



When contact with the CSE has been made, the CSE shall be able to give instructions as described below.

-	
allow the call processing to continue unchanged, i.e to release the call.



-	
perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.



Any Time Interrogation

It shall be possible for the CSE (as part of an OSS, including special handling of mobile terminating calls) to interrogate  
for information about a particular subscriber, who shall belong to the same HPLMN as the CSE.. This may be information from the list below:

-	subscriber status (idle, busy, detached)

-	location information




Suppression of Announcements


For mobile terminated calls it shall be possible for the HPLMN to suppress any tones or announcements 
in the VPLMN for the call. 


If tones and announcements are suppressed, then in the event of a unsuccesful call setup, the VPLMN shall release the call indicating the appropriate cause value.





Subscriber Interactions with the CSE


[
A 
C
A
M
E
L
 
subscriber 
subscribing to a CAMEL based service 
and a 
OSS
Customer Application
 shall be capable of interacting
 based on USSD
 in order to utilise any user control function provided by the 
OSS at the CSE
Custom Application
. This facility shall be supported by the transfer of text between the MS and CSE in a non-call related mode. 
Both the MS and the CSE shall be capable of initiating the dialogue.
]



[Editors note: Contributions request in this area]






 Exceptional procedures or unsuccessful outcome

Roaming in non-supporting networks



The HPLMN shall control handling of roaming, when a CAMEL subscriber attempts to register in a network not supporting CAMEL without relying on extra functionality in network entities not supporting CAMEL. The HPLMN shall have the capability to decide on a per subscriber basis whether to allow or to deny MO calls and/or MT calls (e.g. applying ODB, denying location up-date).

If the HPLMN allows MO calls, the originating OSSs are not supported for the roaming subscriber.

If the HPLMN allows MT calls, the terminating OSSs are not always (fully) supported for the roaming subscriber.

Call Set-up from a non-supporting interrogating PLMN

In case the CAMEL feature is not supported in the IPLMN the following shall happen:

-	Mobile originating calls:

	Not applicable.



-	Mobile terminating calls:

	Mobile terminating OSSs are not supported (in the IPLMN). 



Interactions with supplementary services

General

This section defines the interaction between GSM supplementary services and the CAMEL feature. However, it should be noted that the most effective way to control those service interactions is through managing the provisioning of services. Where possible, subscribers provisioned with services using the CAMEL feature shall not be provisioned with GSM services having an adverse interaction with the CAMEL based services. GSM supplementary services shall not have any knowledge of CAMEL based services.



Line Identification

Calling Line Identification Presentation (CLIP)

The CSE shall be able to change the calling line identities, at both the originating and the terminating side. The CLIP service will not be changed when introducing CAMEL.

Calling Line Identification Restriction (CLIR)

No interaction. The restriction indicator shall not be changed by the CSE. This requirement shall not be enforced by GSM network entities.

Connected Line Identification Presentation (COLP)

No interaction. The CSE is not able to change the connected line identity.

Connected Line Identification Restriction (COLR)

No interaction. The CSE is not able to change the restriction indicator.

Call Forwarding

Call Forwarding Unconditional (CFU)

The Call Forwarding Unconditional service will be invoked after any terminating CAMEL based service. Any forwarded call resulting from a GSM Call Forwarding supplementary service may cause invocation of any mobile originated CAMEL based services.

Call Forwarding Busy (CFB)

As for Call Forwarding Unconditional (see � REF _Ref351221564 \n �
0
11.3.1�10.3.1).

Call Forwarding on No Reply (CFNRy)

As for Call Forwarding Unconditional (see � REF _Ref351221564 \n �
0
11.3.1�10.3.1).

Call Forwarding on Not Reachable (CFNRc)

As for Call Forwarding Unconditional (see � REF _Ref351221564 \n �
0
11.3.1�10.3.1).

Call Completion

Call Hold (CH)

No interaction. For terminating calls, the Call Hold service is invoked after the CAMEL feature is invoked. A call created when a call has been put on hold may be subject to the CAMEL feature in the same way as a normal mobile originating call.

Call Waiting (CW)

No interaction. Incoming, waiting calls are treated by the CSE as any other mobile terminating calls which encounter an idle subscriber.

Multi Party (MPTY)

No interaction. A multi party call may include one or more calls subject to the CAMEL feature.

Closed User Group (CUG)

The Closed User Group supplementary service shall be invoked before any originating or terminating CAMEL based service. 

[If a terminating CAMEL based service modifies the called party address, the Closed User Group is not guaranteed to work correctly. It is recommended that subscribers are not provisioned with Closed User Group and any terminating CAMEL based service for which there is an adverse interaction.] 


[Editors note: The second paragraph
 should be further studied]

No interaction. [Editors note: This will be addressed during the next meeting]

Advice of Charge (AoC)

Advice of Charge is not guaranteed to operate correctly for calls subject to CAMEL based services. It is recommended that subscribers are not provisioned with Advice of Charge and any CAMEL based service for which there is an adverse interaction.

Call Barring

Barring of all outgoing calls

No interaction. The Barring of all outgoing calls supplementary service will be invoked. Thus, originating CAMEL based services will not be invoked. 

Barring of outgoing international calls

No interaction. Any originating CAMEL based services shall be invoked before the Barring of outgoing international calls supplementary service.

Barring of outgoing international calls except those directed to the HPLMN country

As for Barring of outgoing international calls (see � REF _Ref347030796 \n �
0
11.8.20�).

Barring of all incoming calls

No interaction. The Barring of all incoming calls supplementary service shall be invoked. Thus, terminating CAMEL based services will not be invoked.

Barring of incoming calls when roaming

Same as Barring of all incoming calls (see � REF _Ref347027633 \n �
0
11.8.40�). 

Explicit Call Transfer (ECT)

No interaction.

Completion of Call to Busy Subscriber (CCBS)


The CCBS call shall treated as normal originating call.



There will be no interaction in case of the called party address is not change by any CAME
L based service. 


In case of a terminating CAMEL based service changes the c
alled party address, then a 
CCBS supplementary service activation shall not be allowed.






[
Editors note:
 Contribution in the area is invited]



F
F
S
.
 


Interactions with Operator Determined Barring (ODB)

[Editors note: New ODB categories must be included].

Barring of all outgoing calls

Same principle as for � REF _Ref347041849 \n �
0
11.8.10�.

Barring of all outgoing international calls

Same principle as for � REF _Ref347030796 \n �
0
11.8.20�.

Barring of all outgoing international calls except those directed to the home PLMN country

Same principle as for � REF _Ref347041998 \n �
0
11.8.30�.

Barring of outgoing calls when roaming outside the home PLMN country

If the subscriber is outside her home PLMN country the Barring of outgoing calls when roaming outside the home PLMN country service will be invoked. Thus, originating CAMEL based services will not be invoked.

Barring of outgoing premium rate calls

Same principle as for � REF _Ref347042280 \n �
0
12.30�. The handling will be the same both for Premium rate information and Premium rate entertainment.

Barring of incoming calls

Same principle as for � REF _Ref347027633 \n �
0
11.8.40�.

Barring of incoming calls when roaming outside the home PLMN country

Same principle as for � REF _Ref347042433 \n �
0
12.60�.

Operator Specific Barring

No interaction. Any originating or terminating CAMEL based services shall be invoked before Operator Specific Barring of type 1,2,3,4. Operator Specific Barring is only applicable when registered in HPLMN.

Note: Operators should be aware if this interaction when defining Operator Specific ODB categories.

Barring of Supplementary Services Management

No interaction. 

Interactions with Optimal Routing (OR)

Invocation of OR should not have any impact of any CAMEL based service. 

If OR is applied to a late forwarded mobile terminated call then the interrogating PLMN shall invoke a mobile orginated CAMEL based service, if required for the forwarded by the served subscriber.

Specific interaction is described in ref [”GSM 02.79”].

Support of Optimal Routing (SOR)

No impact, since all CAMEL call set-up handling events shall be completed prior to the invocation of Optimal Routing.

[Editor 2's note: this statement may need some consideration.]

Optimal routing can be divided into two parts:

1)	optimal routing of conditionally forwarded calls

2)	optimal routing (also including originating calls directed to mobile users)



Optimal routing for conditionally forwarded calls

If OR is applied to a conditionally call forwarded mobile terminated call then the VPLMN shall instruct the interrogating PLMN to establish the CAMEL dialogue. Therefore, the necessary information (e.g. CSM-MT, call status etc) shall be transferred by the VPLMN to the interrogating PLMN.

Interworking Considerations

FFS

Cross Version Compatibility With Future Versions of CAMEL, and Optionality Within this Version

Where different entities support different versions of CAMEL it shall be possible to operate at the highest common version should the custom application wish to do so.

[SMG1 would prefer cross version compatibility mechanisms apply to a complete CAMEL phase but recognise that in practice networks may not support all of a CAMEL phase. The requirements above are left vague at this moment to allow SMG3 to study the topic and provide feedback.]

FFS.

�Annex 1 (CAMEL phase 2)

Scope

This standard specifies the stage 1 description of the second phase of the CAMEL feature (Customised Applications for Mobile network Enhanced Logic) which provides the mechanisms to support services consistently independantly of the serving network.

The CAMEL feature is applicable to mobile originated calls, mobile terminated calls and call independent activities.

The mechanism described addresses especially the need for information exchange among the VPLMN, HPLMN and the CAMEL Service Environment (CSE) for support of such operator specific services. Any user procedures for the control of operator specific services are outside the scope of this standard.

The CAMEL features shall facilitate service control external from the serving PLMN.

The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to provide the subscribers with the operator specific services even when roaming outside the HPLMN.

The specification of operator specific services in HPLMN are outside the scope of this standard. This specification describes only the interactions between the VPLMN, HPLMN, IPLMN and the CSE.

General Procedures

CAMEL features shall form (in addition to the phase 1 implementation) an integral part of the following GSM processes;

-	Location management dialogues;

-	Supplementary Service activity;

-	Mobile independent activity.





Mobile Originated Service Features

Call setup monitoring until failure procedures

The purpose of these procedures is to monitor and manage an outgoing call setup from the time when the called party address is known until the point where it is known that the called party will not answer the call.

The following different procedures for Call Setup Monitoring until Failure are defined:

-	Network error in establishing connection;

-	Called party not reachable;

-	Called party busy;

-	No called party answer within a specified time period;

-	Incoming calls of this kind barred to called party;

-	Calling party clear before answer;



If (according to the CSI) the subscriber is provisioned with a CAMEL based service which uses any of these procedures then when the relevant call setup failure event occurs the VPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE if available:

-	Event met;

-	Calling party IMSI;

-	Calling party MSISDN;

-	Location information of the calling subscriber;

-	Bearer Capability;

-	Called Party Number (for originating calls this contains the dialled number);

-	Redirecting Number;

-	Redirecting Info (this contains redirecting counter (including the last forwarding));



When the VPLMN has made contact with  the CSE, the CSE shall be able to instruct the VPLMN to act as described below.

-	bar the call (i.e. release the call prior to connection) and (at the option of the CSE) notify the calling party of  the cause. 

-	allow the call to proceed as originally requested (i.e. release the call).

-	allow the call to proceed with modified information (e.g. change the called party number).

-	perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.

-	activate other control service events for the duration of that call attempt. If these active service events are subsequently encountered, the VPLMN shall suspend call processing, make contact with the CSE and await further instructions.



Change of parameters of established call procedure

The purpose of this procedure is to allow the VPLMN to detect a change of tariff rate related to an established call and request instructions from the CSE for further handling of the call.

If (according to the CSI) the subscriber is provisioned with a CAMEL based service which uses this procedure then when the change of parameters occurs the VPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE if available:

-	Event met

-	Calling party IMSI;

-	Calling party MSISDN;

-	Location information of the calling subscriber;

-	Bearer Capability;

-	Called Party Number (for originating calls this contains the dialled number);

-	Redirecting Number;

-	Redirecting Info (this contains redirecting counter (including the last forwarding));



When the VPLMN has made contact with  the CSE, the CSE shall be able to instruct the VPLMN to act as described below.

-	allow the call to proceed as originally requested.

-	allow the call to proceed with modified information (e.g. change the called party number).

-	perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.

-	activate other control service events for the duration of that call attempt. If these active service events are subsequently encountered, the VPLMN shall suspend call processing, make contact withthe CSE and await further instructions.

-	release an established call and inform both parties of the cause.





Called party connection feature

The purpose of this feature is to monitor and manage an outgoing call setup up until the point where the called party answers and the call is succesfully established.

Conditions:

	-	Called party number known;

	-	Network error in establishing connection;

	-	Called party not reachable;

	-	Called party busy;

	-	Called party does not answer within a specified time period;

	-	The calling party clears call prior to answer;

	-	The called party answers and call is established.



Parameters:



	-	Calling party IMSI

	-	The service event is met;

	-	Bearer capability requested;

	-	Supplementary service information associated with call;

	-	Location information of the subscriber;

	-	Called-party number;

	-	Nature of connection error (if any);

	-	Timer value for no answer. 





Call terminating feature

The purpose of this feature is to manage the actions on termination of a call.

Conditions:

	-	The call is terminated by the calling party;

	-	The call is terminated by the called party;

	-	The call is terminated abnormally.



Parameters:



	-	Calling party IMSI

	-	The service event is met;

	-	Bearer capability of that call;

	-	Location information of the subscriber;

	-	Called-party number;

	-	(local) Time when call was established;

	-	(local) time when a change in call status occured;

	-	(local) time when a report is made;

	-	Charging information;

	-	(local) time when call was terminated;

	-	Termination reason.



In-Call modification alert feature

The purpose of this feature is to report the use of in-call call related events. This feature is applicable during active calls.

Conditions:

	-	A known supplementary service request is received;

	-	An unknown supplementary service request is received (e.g. USSD).

	-	A request for in-call modification is recieved

	-	Change of tariff-rate. 



Parameters:



	-	Calling party IMSI

	-	The service event is met;

	-	Bearer capability of ongoing call;

	-	Location information of the subscriber;

	-	Called-party number;

	-	SS requested;

	-	Dialled digits (if not understood);

	-	Charging information.



Instructions Issued by the CSE after service condition is met

Once a service condition is met  the CSE shall be able to instruct the VPLMN to act as described below.

[The list below should be studied !]

-	connect  to / disconnect from resources determined by the CSE thus enabling for example: 			-	the initiation of OSS announcements and tones.

-	the OSS to obtain additional information from the calling and/or called party via MMI e.g. PIN, password etc.

-	activate other control service events for the duration of that call attempt. If these active service events are subsequently encountered, the VPLMN shall stop call processing, inform the CSE and await instructions. (Details are FFS)

-	transfer specified information (as defined in the section "Information for CSE") immediately



Procedures for Mobile Terminated Calls

Call setup monitoring until failure procedures

The purpose of these procedures is to monitor and manage an incoming call setup from the time when the called party address is known until the point where it is known that the called party will not answer the call.

The following different procedures for Call Setup Monitoring until Failure are defined:

-	Network error in establishing connection;

-	Called party not reachable;

-	Called party busy;

-	Called party does not answer within a specified time period;

-	The called party has incoming calls of this kind barred;

-	The calling party clears call prior to answer;



If (according to the CSI) the subscriber is provisioned with a CAMEL based service which uses any of these procedures then when the relevant call setup failure event occurs the IPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE if available:

-	Event met;

-	Called party IMSI;

-	Called party MSISDN;

-	Bearer Capability;

-	Called Party Number [as this may be different from the MSISDN];

-	Redirecting Number;

-	Redirecting Info;

-	Location information of the called subscriber;

-	Location information of the calling subscriber;

-	Calling party number;



When the contact with the CSE has been made, the CSE shall be able to give instructions as described below.

-	bar the call (i.e. release the call prior to connection) and (at the option of the CSE) notify the calling party of  the cause. 

-	allow the call to proceed as originally requested.

-	allow the call to proceed with modified information (e.g. change the called party number).

-	perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.

-	activate other control service events for the duration of that call attempt. If these active service events are subsequently encountered, the  call processing shall be suspended, and the CSE shall be contacted for  further instructions.

Change of parameters of established call procedure

The purpose of this procedure is to allow the IPLMN to detect a change of tariff rate related to an established call and request instructions from the CSE for further handling of the call.

If (according to the CSI) the subscriber is provisioned with a CAMEL based service which uses this procedure then when the change of parameters occurs the VPLMN shall suspend call processing, make contact with the CSE and await further instructions.



The following information shall be provided to the CSE if available:

-	Event met;

-	Called party IMSI;

-	Called party MSISDN;

-	Bearer Capability;

-	Called Party Number [as this may be different from the MSISDN];

-	Redirecting Number;

-	Redirecting Info;

-	Location information of the called subscriber;

-	Location information of the calling subscriber;

-	Calling party number;



When contact with the CSE has been made, the CSE shall be able to give instructions as described below.

-	bar the call (i.e. release the call prior to connection) and (at the option of the CSE) notify the calling party of  the cause. 

-	allow the call to proceed as originally requested.

-	allow the call to proceed with modified information (e.g. change the called party number).

-	perform subscriber charging activities. It shall be possible for the CSE to send free-format (fixed length) information to be included in the charging record.

-	activate other control service events for the duration of that call attempt. If these active service events are subsequently encountered, the call processing shall be suspended, and the CSE shall be contacted for further instructions.

-	release an established call and inform both parties of the cause.





Call terminating feature

The purpose of this feature is to manage the actions on termination of a call.

Conditions:

	-	The call is terminated by the calling party

	-	The call is terminated by the called party

	-	The call is terminated abnormally



Parameters:



	-	Called party IMSI

	-	The service event is met;

	-	MSISDN used by the calling party to address the called party;

	-	Bearer capability of that call;

	-	Location information of the subscriber;

	-	Calling party number if available;

	-	(local) Time when call was established;

	-	(local) time when a change in call status occured;

	-	(local) time when a report is made;

	-	Charging information;

	-	(local) time when call was terminated;

	-	Termination reason.



In-Call modification alert

The purpose of this feature is to report the use of in-call call related events. This feature is applicable during active calls.

Conditions:

	-	A known supplementary service request is received;

	-	An unknown supplementary service request is received (e.g. USSD).

	-	A request for in-call modification is recieved

	-	Change of tariff-rate. 



Parameters:



	-	Called party IMSI;

	-	The service event is met;

	-	MSISDN used by the calling party to address the called party;

	-	Bearer capability of ongoing call;

	-	Location information of the subscriber;

	-	Calling party number if available;

	-	SS requested;

	-	Dialled digits (if not understood);

	-	Charging information.



Instructions Issued by the CSE after service condition is met

Once a service condition is met the CSE shall be able to instruct the VPLMN or interrogating PLMN to act as described below.

[The list below should be studied !]

-	connect  to / disconnect from resources determined by the CSE thus enabling for example: 			-	the initiation of OSS announcements and tones.

-	the OSS to obtain additional information from the calling and/or called party via MMI e.g. PIN, password etc.

-	perform subscriber charging activities (billing, AoC) according to information (e.g. the e-parameters) provided by the CSE.

-	transfer specified information (as defined in the section "Information for CSE") immediately





Procedures for Call Indepenent Activities

General Handling

For call indepedent activities the CAMEL feature shall enable execution of Operator Specific Services requiring support by (and/or information from) the VPLMN. This requires communication between the CSE and the VPLMN.  A list of call indepedent Service events has been defined. At the first Service event the VPLMN shall suspend normal GSM procedures, establish a connection to the CSE and send the required information. After suspending the normal GSM procedures the VPLMN shall wait for instructions from the CSE on how to proceed.

Call Independent Service events (mobile dependent)

[Call independent Service events are FFS. A proposal is shown below. Alternativley, many of these Service events could be replaced by a single Service event that detects CM-Service Request for any type of call indepenent event].

IMSI detach

This service event informs the CSE that the MS has initiated IMSI detach. This Service event causes immediate communication with CSE upon receipt of the indication from the MS that it wants to detach.

Conditions:

-	An lMSI detach is requested by the MS.



Parameters:



	-	MS IMSI

	-	The service event and condition met;

	-	Location information of the subscriber;

	-	The MS classmark;

	-	Nature of error (if any).



[Ed Note: Should this CDP be before or after authentication, ciphering etc?]

Mobile Station Leaves VLR

This service event informs the CSE that the HLR has notified the VLR that the MS has moved to a new VLR.

Conditions:

-	A deregistration is received from the HLR (see editor's note below).



Parameters:



	-	MS IMSI

	-	The service event and condition met;

	-	Location information of the subscriber;

	-	The MS classmark;

	-	Nature of error (if any).



[Ed note: Is in intended that this message will originate from the HLR, from the old VLR or from the new VLR?]

Location Update

This service event informs the CSE that the MS has initiated a location update. This Service event causes immediate communication with CSE upon receipt of the indication from the MS that it wants to update.

Conditions:

-	A location update is received from the HLR.



Parameters:



	-	MS IMSI

	-	The service event and condition met;

	-	Location update information;

	-	The MS classmark;

	-	Nature of error (if any).



[Ed Note: Should this CDP be before or after authentication, ciphering etc?]

Call Independent Supplementary Service Operations

[FFS]

The purpose of this feature is to report the use of supplementary service request. This feature is applicable outside and active calls.

Conditions:

-	A known supplementary service registration, activation, or invocation request is received;

-	A known supplementary service erasure, or deativation request is received;

-	A known supplementary service interrogation request is received;

-	An unknown supplementary service request is received (e.g. USSD).



Parameters:



	-	IMSI

	-	The service event and condition met;

	-	The supplementary service;

	-	The information supplied from the MS associated to the SS request;

	-	Location information of the subscriber;

	-	Dialled digits (if not understood);

	-	The MS classmark.



USSD

[FFS]

Encountering first Armed Service event

Upon encountering the first active Service event, the GSM network shall:

-	suspend normal GSM procedures 

-	inform the CSE that the Service event has been encountered, and provide additional information as defined by the parameters associated with that Service event.

-	await instructions from the CSE.



In the initial contact with the CSE, the MSC shall provide the following information:

-	The Service Key from the CSM of the subscriber

-	basic MSISDN of the subscriber

-	calling party category

-	for CISS operations and USSD additional information from the contents of the operation is needed]



Instructions Issued by the CSE After Initial Service event

-	bar the operation, terminate the activity and notify the requesting party of the cause

-	allow the operation as originally requested without change.

-	allow the operation with modified information

-	activate other control Service eventsts for the duration of that call attempt. If these active Service events are subsequently encountered, the VPLMN shall stop SS request processing, inform the CSE and await instructions. (Details are FFS)

-	other actions (eg use of USSD) are FFS

-	In the case of location updating only: deny the location update attempt with approriate cause value. 



Call Independent Service events (mobile independent)

[Call independent Service events are FFS. Some proposals are shown below. Alternativley, many of these Service events could be replaced by a single Service event that detects CM-Service Request for any type of call indepenent event].



HPLMN originated activites

e.g. Subscription changes.

FFS.

Change of Subscription/Registration data in the HLR

[What is this and how will it be used?]

Encountering first Armed Service event

Upon encountering the first active Service event, the GSM network shall:

-	suspend normal GSM procedures 

-	inform the CSE that the Service event has been encountered, and provide additional information as defined by the parameters associated with that Service event.

-	await instructions from the CSE.



In the initial contact with the CSE, the MSC shall provide the following information:

-	The Service Key from the CSM of the subscriber

-	basic MSISDN of the subscriber

-	calling party category

-	for CISS operations and USSD additional information from the contents of the operation is needed]



Instructions Issued by the CSE After Initial Service event

-	bar the operation, terminate the activity and notify the requesting party of the cause

-	allow the operation as originally requested without change.

-	allow the operation with modified information

-	activate other control Service eventsts for the duration of that call attempt. If these active Service events are subsequently encountered, the VPLMN shall stop SS request processing, inform the CSE and await instructions. (Details are FFS)

-	other actions (eg use of USSD) are FFS

-	In the case of location updating only: deny the location update attempt with approriate cause value. 





Subscriber Interactions

A subscriber shall be capable of interacting with a Custom Application in order to utilise any user control function provided by the Custom Application. It shall be possible to support user interactions in both call related and non�call related modes.

For non�call related interactions a dedicated signalling mechanism is required (USSD) between the Serving Network and the CAMEL Service Environment.

For call related interactions a variety of in band communication techniques shall be available:

-	Bearer based cummuniation (Data connection)

-	Tone based communication (DTMF)

-	Verbal based communication (Speech announcement)





Service event reporting

The purpose of this feature is to monitor and record detailed information related to the call in progress. This feature is applicable before or after from the point where the called party answers and the call is succesfully established.

Any event which is part of the proceeding sections can be reported whithout suspending processing.

Information for CSE

[Editors note: This chapter has only been partially reviewed]

The VPLMN shall, upon request by the CSE provide information on the following status, e.g. 



[Ed note: The call state can be determined by the knowing the CDP]



-	call history, including:



-	call start-time, call end-time

[Ed note: The cause of release can be determined by knowing the CDP (what does this mean?]

-	charging information, including:

[-	hot billing information]

-	record of e-parameters used [including time information] 

-	location information 

	(note: The resolution or granularity of the location information shall be no worse than that of cell area but with the cell-size indicated by the three classes Class A  < 3 Km, Class B < 10 Km and Class C < 35 Km.)

Charging requirements

[Editors note: This chapter has only been partially reviewed]As a principle no additional charging shall be levied against the CAMEL feature marked subscriber for mobile originated or terminated calls unless an OSS supported by CAMEL is invoked; it is the OSS supported by CAMEL which may incur specific charges.

It shall be possible to include OSS-Specific information (eg Service Key) in the call records produced in the VPLMN. This will simplify the determination of the charge in post-processing systems in the HPLMN.

[A mechanism is required to change the "e" parameters for AoC for calls controlled by the CSE]

Note:	This charging principle may change if signalling becomes subject to charging.

Note:	Inter-PLMN-accounting of the signalling overhead associated with the CAMEL feature is out of scope of this document. 

Interaction with Advice of Charge

The supplementary service Advice of Charge shall appropriately reflect the charge levied to the subscriber. The VPLMN shall perform AoC according to the charging information (e-parameters) if provided by the CSE via the CAMEL feature.

�Annex 2 (informative)

General Principles

-	SMG1's role is also to define services for operators as well as subscribers;

-	The services running on CAMEL are out of scope of CAMEL, though operators are free to identify the services they wish to implement as examples (independent stage 1s should be provided for well known services which have been identified as being implmented by CAMEL eg Enhanced Call Forwarding)

-	Where appropriate SMG 1 should align with IN, and use IN terminology and concepts. Where it is decided they we should deviate from IN we may invent our own concepts and terminology;

-	Related to specification of requirements on location information SMG1 shall align this with emerging standards (and requirements) on GPRS;

-	CAMEL should be defined in plain language based on user actions and/or network events

-	The CAMEL feature shall be defiend in a phased approach, and the short term solution shall be a subset of the long term solution

-	The goal for the long term should be a complete alignment of IN and CAMEL



Working Assumptions

For the time being, the subscriber may be offered service from only ONE CSE [SMG1's working assumption is that the VPLMN shall be informed about one CSE address per subscriber (might be a "transit CSE" within the HPLMN), e.g. to prevent problems related to interactions between different services, however a HPLMN may have different CSE's for different subscribers. (This may, however, change later) 

Ed NOTE:	It has not been discussed if a CSE can be defined against each basic service and/or condition for CAMEL phase 2.

SMG1-WPA has no requirements for CAMEL escape codes. (As it has been discussed earlier, the statement is ”subscriber shall not be aware of the CAMEL feature”.)

It is agreed that the location information will be formatted in a specific way (format of coordinates) for CAMEL phase 1. If coordinates are not available, the cell ID and VLR number will be included as location information. SMG3 has to investigate the optimized network solution]

Conditions (detection point criteria) will be removed from the first phase of CAMEL stage 1.

CUG information shall not be exchanged with the CSE.

�Annex 3 (Open items for the next SMG1-WPA meeting)

Considerations related to optimal routing (if needed)

It could be useful to have access to the subscriber status, in the CSE, for terminating calls. 

The handling of interaction with CUG must be clarified!



The justiffication of suppresion of tones and announcements 
per call basis.


��INBÄDDA MSDraw   \* kopplaform���

 Annex 4 (Overview of Potential CAMEL Phase 2 Features)



This annex is an overview of the annex 1 in the GSM 02.78 version 1.4.0. The annex 1 contains the requirements that has been removed from phase 1 of CAMEL. For further information, the annex 1 of the stage 1 of CAMEL should be studied. 

The requirements can be divided in the following areas.

-	Call dependent actvivties

-	Location management

-	Call independent Supplementary Service activity

-	Subscriber interaction

-	Information for CSE

-	Charging requirements



 Call Dependent Activiteis

 Mobile Originating and Terminating Procedures

Call setup monitoring until failure procedures

The purpose of these procedures is to monitor and manage an outgoing call setup from the time when the called party address is known until the point where it is known that the called party will not answer the call.

 Enhancements of Called Party Connection Procedure

E.g, the CSE shall be able to activate this procedure independent of any other procedure.

 Enhancements of Call Termination Procedure

E,g, the CSE shall be able to activate this procedure independent of any other procedure.



 Change of parameters of established call procedure

The purpose of this procedure is to report the use of in-call call related events. This feature is applicable during active calls, e.g supplementary service, change of tariff rate, USSD, etc.

Service event reporting

The purpose of this feature is to monitor and record detailed information related to the call in progress. This feature is applicable before or after from the point where the called party answers and the call is succesfully established.

Location Management

IMSI detach

This service event informs the CSE that the MS has initiated IMSI detach. This Service event causes immediate communication with CSE upon receipt of the indication from the MS that it wants to detach.

Mobile Station Leaves VLR

This service event informs the CSE that the HLR has notified the VLR that the MS has moved to a new VLR.

Location Update

This service event informs the CSE that the MS has initiated a location update. This Service event causes immediate communication with CSE upon receipt of the indication from the MS that it wants to update.

Call Independent Supplementary Service Operations

The purpose of this feature is to report the use of both known and unknown supplementary service request, e.g registration, invocation, activation, etc. This feature is applicable outside and active calls. 

 HPLMN originated activites

e.g. Subscription changes.

 Subscriber Interactions

A subscriber shall be capable of interacting with a Custom Application in order to utilise any user control function provided by the Custom Application. It shall be possible to support user interactions in both call related and non�call related modes, e.g USSD for non-call related modes and bearer- (data), tone- (DTMF) verbal- (speech announcement) based communicatio for call-related modes.

Information for CSE

The CSE shall be able to request the VPLMN for information, e.g call history, charging information, hot billing information, etc. 

 Charging requirements

It shall be possible to include OSS-Specific information (eg Service Key) in the call records produced in the VPLMN. This will simplify the determination of the charge in post-processing systems in the HPLMN.

Interaction with Advice of Charge. 

The supplementary service Advice of Charge shall appropriately reflect the charge levied to the subscriber. The VPLMN shall perform AoC according to the charging information (e-parameters) if provided by the CSE via the CAMEL feature.
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