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Foreword
This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
[bookmark: _Toc528832035][bookmark: _Toc528832225][bookmark: _Toc536270530][bookmark: _Toc536270837][bookmark: _Toc9812291][bookmark: _Toc9812535][bookmark: _Toc9813537][bookmark: _Toc2842938]Introduction
In order to ensure efficient use and deployment of V2X applications on 3GPP networks an architecture for V2X application layer consisting of V2X application enabler is specified in this document. 
The V2X application enabler capabilities takes into consideration the study in 3GPP TR 23.795 [9], the existing stage 1 and stage 2 work within 3GPP related to V2X in 3GPP TS 22.185 [2], 3GPP TS 22.186 [3] and 3GPP TS 23.285 [5], as well as V2X application standards defined outside 3GPP (e.g. ETSI, SAE).
[bookmark: _Toc528832036][bookmark: _Toc528832226][bookmark: _Toc536270531][bookmark: _Toc536270838][bookmark: _Toc9812292][bookmark: _Toc9812536][bookmark: _Toc9813538][bookmark: _Toc2842939]
1	Scope
The present document specifies the functional architecture, procedures and information flows for V2X application enabler layer. This specification includes the capabilities of the application layer support for V2X services that are necessary to ensure efficient use and deployment of V2X services over 3GPP systems. The VAE capabilities applies to EPS.
[bookmark: _Toc528832037][bookmark: _Toc528832227][bookmark: _Toc536270532][bookmark: _Toc536270839][bookmark: _Toc9812293][bookmark: _Toc9812537][bookmark: _Toc9813539][bookmark: _Toc2842940]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 22.185: "Service requirements for V2X services; Stage 1".
[3]	3GPP TS 22.186: "Enhancement of 3GPP support for V2X scenarios; Stage 1".
[4]	3GPP TS 23.280: "Common functional architecture to support mission critical services".
[5]	3GPP TS 23.285: "Architecture enhancements for V2X services".
[6]	3GPP TS 23.434: "Service enabler architecture layer for verticals; Functional architecture and information flows; Stage 2".
[7]	3GPP TS 23.468: "Group Communication System Enablers for LTE (GCSE_LTE); Stage 2".
[8]	3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications".
[9]	3GPP TR 23.795: "Study on application layer support for V2X services".
[10]	3GPP TS 26.346: "Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs".
[11]	3GPP TS 26.348: "Northbound Application Programming Interface (API) for Multimedia Broadcast/Multicast Service (MBMS) at the xMB reference point".
[12]	3GPP TS 29.214: "Policy and Charging Control over Rx reference point".
[13]	3GPP TS 29.468: "Group Communication System Enablers for LTE (GCSE_LTE); MB2 Reference Point; Stage 3".
[14]	3GPP TS 36.300: " Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".
[15]	ETSI EN 302 637-3 (V1.3.1): "Intelligent Transport Systems (ITS); Vehicular Communications; Basic Set of Applications; Part 3: Specifications of Decentralized Environmental Notification Basic Service".
[16]	ETSI TS 102 894-2  (V1.2.1): "Intelligent Transport Systems (ITS); Users and applications requirements; Part 2: Applications and facilities layer common data dictionaryMultimedia Broadcast/Multicast Service (MBMS); Protocols and codecs".
[1617]	ETSI TS 102 965 (V1.4.1): "Intelligent Transport Systems (ITS); Application Object Identifier (ITS-AID); Registration".
[1718]	ISO TS 17419: "Intelligent Transport Systems - Cooperative systems - Classification and management of ITS applications in a global context".
[bookmark: _Toc528832038][bookmark: _Toc528832228][bookmark: _Toc536270533][bookmark: _Toc536270840][bookmark: _Toc9812294][bookmark: _Toc9812538][bookmark: _Toc9813540][bookmark: _Toc2842941]3	Definitions and abbreviations
[bookmark: _Toc528832039][bookmark: _Toc528832229][bookmark: _Toc536270534][bookmark: _Toc536270841][bookmark: _Toc9812295][bookmark: _Toc9812539][bookmark: _Toc9813541][bookmark: _Toc2842942]3.1	Definitions
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4][bookmark: OLE_LINK5]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
V2X group: A defined set of V2X UEs configured for specific purpose in V2X service.
V2X dynamic group: A V2X group where the V2X UEs are determined dynamically corresponding to a group criteria (e.g. proximity).
[bookmark: _Toc528832040][bookmark: _Toc528832230][bookmark: _Toc536270535][bookmark: _Toc536270842]V2X service: A service offered by a V2X application which supports the related communications between two entities (e.g. V2X UE and V2X UE, V2X UE and V2X application server).
[bookmark: _Toc9812296][bookmark: _Toc9812540][bookmark: _Toc9813542][bookmark: _Toc2842943]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AS	Application Server
AID	Application Object Identifier
E-UTRAN	Evolved Universal Terrestrial Radio Access Network
EPS	Evolved Packet System
ETSI	European Telecommunications Standards Institute
LTE	Long-Term Evolution
MBMS	Multimedia Broadcast Multicast Service
PSID	Provider Service Identifier
SAE	Society of Automotive Engineers
SCEF	Service Capability Exposure Function
SCS	Services Capability Server
UE	User Equipment
V2I	Vehicle-to-Infrastructure
V2N	Vehicle-to-Network
V2P	Vehicle-to-Pedestrian
V2V	Vehicle-to-Vehicle
V2X	Vehicle-to-Everything
VAE	V2X Application Enabler

[bookmark: _Toc475064958][bookmark: _Toc478400624][bookmark: _Toc528832041][bookmark: _Toc528832231][bookmark: _Toc536270536][bookmark: _Toc536270843][bookmark: _Toc9812297][bookmark: _Toc9812541][bookmark: _Toc9813543][bookmark: _Toc2842944]4	Architectural requirements
[bookmark: _Toc478400625][bookmark: _Toc528832042][bookmark: _Toc528832232][bookmark: _Toc536270537][bookmark: _Toc536270844][bookmark: _Toc9812298][bookmark: _Toc9812542][bookmark: _Toc9813544][bookmark: _Toc2842945]4.1	General
[bookmark: _Toc478400626][bookmark: _Toc528832043][bookmark: _Toc528832233][bookmark: _Toc536270538][bookmark: _Toc536270845][bookmark: _Toc9812299][bookmark: _Toc9812543][bookmark: _Toc9813545][bookmark: _Toc2842946]4.1.1	Description
This subclause specifies the general requirements for V2X application layer functional architecture.
[bookmark: _Toc528832044][bookmark: _Toc528832234][bookmark: _Toc536270539][bookmark: _Toc536270846][bookmark: _Toc9812300][bookmark: _Toc9812544][bookmark: _Toc9813546][bookmark: _Toc2842947]4.1.2	Requirements
[AR-4.1.2-a] The VAE client and the VAE server shall support one or more V2X applications.
[AR-4.1.2-b] The VAE capabilities should be offered as APIs to the V2X applications.
[bookmark: _Toc526019521][bookmark: _Toc528832045][bookmark: _Toc528832235][bookmark: _Toc536270540][bookmark: _Toc536270847][AR-4.1.2-c] The VAE capabilities shall enable V2X UEs to obtain the address of available V2X application servers associated with served geographical area information.
[AR-4.1.2-d] The VAE capabilities shall enable V2X UEs to obtain the information of available V2X services (e.g. identified by PSID or ITS-AIDsbyV2X service ID).
[AR-4.1.2-e] The VAE capabilities shall support obtaining information of the available V2X services (e.g. identified by V2X service ID) from the V2X application.
[AR-4.1.2-f] The VAE capabilities shall support obtaining information of the associated geographical area from the V2X application.
[AR-4.1.2-g] The VAE client shall be able to communicate to multiple VAE servers.
[bookmark: _Toc9812301][bookmark: _Toc9812545][bookmark: _Toc9813547][bookmark: _Toc2842948]4.2	V2X group communication
[bookmark: _Toc526019522][bookmark: _Toc528832046][bookmark: _Toc528832236][bookmark: _Toc536270541][bookmark: _Toc536270848][bookmark: _Toc9812302][bookmark: _Toc9812546][bookmark: _Toc9813548][bookmark: _Toc2842949]4.2.1	Description
This subclause specifies the V2X group communication related requirements.
[bookmark: _Toc526019523][bookmark: _Toc528832047][bookmark: _Toc528832237][bookmark: _Toc536270542][bookmark: _Toc536270849][bookmark: _Toc9812303][bookmark: _Toc9812547][bookmark: _Toc9813549][bookmark: _Toc2842950]4.2.2	Requirements
[AR-4.2.2-a] The VAE capabilities shall enable configuring ProSe group communication parameters to the VAE clients.
[AR-4.2.2-b] The VAE capabilities shall enable broadcast of the group communication parameters.
[AR-4.2.2-c] The VAE capabilities shall enable VAE clients to generate the group communication parameters.
[AR-4.2.2-d] The VAE capabilities shall enable to prevent overlapping of group communication.
[bookmark: _Toc528832048][bookmark: _Toc528832238][bookmark: _Toc536270543][bookmark: _Toc536270850][bookmark: _Toc9812304][bookmark: _Toc9812548][bookmark: _Toc9813550][bookmark: _Toc2842951]4.3	V2X dynamic groups
[bookmark: _Toc528832049][bookmark: _Toc528832239][bookmark: _Toc536270544][bookmark: _Toc536270851][bookmark: _Toc9812305][bookmark: _Toc9812549][bookmark: _Toc9813551][bookmark: _Toc2842952]4.3.1	Description
This subclause specifies the V2X dynamic groups related requirements.
[bookmark: _Toc528832050][bookmark: _Toc528832240][bookmark: _Toc536270545][bookmark: _Toc536270852][bookmark: _Toc9812306][bookmark: _Toc9812550][bookmark: _Toc9813552][bookmark: _Toc2842953]4.3.2	Requirements
[AR-4.3.2-a] The VAE capabilities shall enable V2X dynamic groups formation.
[AR-4.3.2-b] The VAE capabilities shall enable configuring dynamic group communication parameters to the VAE client.
[AR-4.3.2-c] The VAE capabilities shall enable switching from Uu to PC5-based communication.
[AR-4.3.2-d] The VAE capabilities shall enable determining V2X UEs in the proximity.
[AR-4.3.2-e] The VAE capabilities shall enable V2X dynamic group management (e.g. joining, adding or removing V2X UEs, split or merge).
[bookmark: _Toc528832051][bookmark: _Toc528832241][bookmark: _Toc536270546][bookmark: _Toc536270853][bookmark: _Toc9812307][bookmark: _Toc9812551][bookmark: _Toc9813553][bookmark: _Toc2842954]4.4	File distribution capability
[bookmark: _Toc528832052][bookmark: _Toc528832242][bookmark: _Toc536270547][bookmark: _Toc536270854][bookmark: _Toc9812308][bookmark: _Toc9812552][bookmark: _Toc9813554][bookmark: _Toc2842955]4.4.1	Description
This subclause specifies the architectural requirements for file distribution.
[bookmark: _Toc528832053][bookmark: _Toc528832243][bookmark: _Toc536270548][bookmark: _Toc536270855][bookmark: _Toc9812309][bookmark: _Toc9812553][bookmark: _Toc9813555][bookmark: _Toc2842956]4.4.2	Requirements
[AR-4.4.2-a] The VAE capabilities shall also be able to support delivery of large files using unicast. 
[AR-4.4.2-b] The VAE capabilities shall also be able to support delivery of large files using MBMS.
[AR-4.4.2-c] The VAE server shall enable the re-use of MBMS capabilities for file distribution.
[bookmark: _Toc528832054][bookmark: _Toc528832244][bookmark: _Toc536270549][bookmark: _Toc536270856][bookmark: _Toc9812310][bookmark: _Toc9812554][bookmark: _Toc9813556][bookmark: _Toc2842957]4.5	V2X application message distribution
[bookmark: _Toc528832055][bookmark: _Toc528832245][bookmark: _Toc536270550][bookmark: _Toc536270857][bookmark: _Toc9812311][bookmark: _Toc9812555][bookmark: _Toc9813557][bookmark: _Toc2842958]4.5.1	Description
This subclause specifies the V2X (e.g. ETSI ITS, SAE) message distribution requirements.
[bookmark: _Toc528832056][bookmark: _Toc528832246][bookmark: _Toc536270551][bookmark: _Toc536270858][bookmark: _Toc9812312][bookmark: _Toc9812556][bookmark: _Toc9813558][bookmark: _Toc2842959]4.5.2	Requirements
[AR-4.5.2-a] The VAE server shall provide a mechanism to distribute V2X messages to all registered receivers in targeted geographical areas.
[AR-4.5.2-b] The VAE server shall enable the delivery of several V2X messages over the same connection. 
[AR-4.5.2-c] The VAE client shall have the capability to register to V2X messages within one or more geographical area.
[AR-4.5.2-d] The VAE server shall have the capability to only forward V2X messages to authorized V2X UEs in target geographical areas.
[AR-4.5.2-e] The VAE server shall provide a mechanism for priority support of different V2X messages (e.g. safety message).
[bookmark: _Toc528832057][bookmark: _Toc528832247][bookmark: _Toc536270552][bookmark: _Toc536270859][bookmark: _Toc2842960]4.x	<Requirement type x>
Editor's note:	Provide a suitable title for the requirements.
[AR-4.5.2-f] The VAE capabilities shall support the transmission of V2X messages from the V2X UE to the V2X application server. 
[bookmark: _Toc478400629][bookmark: _Toc528832060][bookmark: _Toc528832250][bookmark: _Toc536270555][bookmark: _Toc536270862][bookmark: _Toc2819232][bookmark: _Toc9812313][bookmark: _Toc9812557][bookmark: _Toc9813559][bookmark: _Toc478400627][bookmark: _Toc528832058][bookmark: _Toc528832248][bookmark: _Toc536270553][bookmark: _Toc536270860][bookmark: _Toc2842961]4.x6	Service continuity
[bookmark: _Toc2819233][bookmark: _Toc9812314][bookmark: _Toc9812558][bookmark: _Toc9813560]4.6.1	Description
Editor's note:	This subclause will describe the requirement for application layer support aspectspecifies the V2X service continuity related requirements.
[bookmark: _Toc2819234][bookmark: _Toc9812315][bookmark: _Toc9812559][bookmark: _Toc9813561][bookmark: _Toc478400628][bookmark: _Toc528832059][bookmark: _Toc528832249][bookmark: _Toc536270554][bookmark: _Toc536270861][bookmark: _Toc2842962]4.x6.2	Requirements
Editor's note:	This subclause will describe the architectural requirements.
[AR-4.6.2-a] The VAE capabilities shall enable V2X UEs to continue receiving V2X service when changing geographical area.
[bookmark: _Toc9812316][bookmark: _Toc9812560][bookmark: _Toc9813562][bookmark: _Toc2842963]5	Involved business relationships
[bookmark: _Toc528832061][bookmark: _Toc528832251]Figure 5-1 shows the business relationships that exist and that are needed to support a single V2X user. 


Figure 5-1: Business relationships for V2X services
The V2X user belongs to a V2X service provider based on a V2X service agreement between the V2X user and the V2X service provider. The V2X service provider can have V2X service agreements with several V2X users. The V2X user can have V2X service agreements with several V2X service providers.
The V2X service provider and the home PLMN operator can be part of the same organization, in which case the business relationship between the two is internal to a single organization.
The home PLMN operator can have PLMN operator service arrangements with multiple V2X service providers and the V2X service provider can have PLMN operator service arrangements with multiple home PLMN operators. As part of the PLMN operator service arrangement between the V2X service provider and the home PLMN operator, PLMN subscription arrangements can be provided which allows the V2X UEs to register with home PLMN operator network.
The home PLMN operator can have PLMN roaming agreements with multiple visited PLMN operators and the visited PLMN operator can have PLMN roaming agreements with multiple home PLMN operators.
[bookmark: _Toc536270556][bookmark: _Toc536270863][bookmark: _Toc9812317][bookmark: _Toc9812561][bookmark: _Toc9813563][bookmark: _Toc2842964]6	Functional model
[bookmark: _Toc528832062][bookmark: _Toc528832252][bookmark: _Toc536270557][bookmark: _Toc536270864][bookmark: _Toc9812318][bookmark: _Toc9812562][bookmark: _Toc9813564][bookmark: _Toc2842965]6.1	General
The functional model for the V2X application layer is organized into functional entities to describe a functional architecture which addresses the application layer support aspects for V2X applications.
[bookmark: _Toc528832063][bookmark: _Toc528832253][bookmark: _Toc536270558][bookmark: _Toc536270865][bookmark: _Toc9812319][bookmark: _Toc9812563][bookmark: _Toc9813565][bookmark: _Toc2842966]6.2	Functional model description
Figure 6.2-1 illustrates the simplified architectural model for the V2X application layer. It utilizes the architectural reference model specified in subclause 4.2 in 3GPP TS 23.285 [5] which have impact on the application layer support aspects.


Figure 6.2-1: Simplified architectural model for the V2X application layer
The V2X UE1 communicates with V2X application server over V1 reference point. The V2X UE1 and V2X UE2 communicate over V5 reference point. V2X UE1 can also act as a UE-to-network relay, to enable V2X UE2 to access the V2X application server over V1 reference point.
The reference point V1 supports the V2X application related interactions between V2X UE and V2X AS and is specified in 3GPP TS 23.285 [5]. This reference point is supported for both unicast and multicast delivery modes. The reference point V5 supports the interactions between the V2X UEs and is specified in 3GPP TS 23.285 [5].
Figure 6.2-2 illustrates the detailed V2X application layer functional model. It enhances the simplified architectural model for the V2X application layer by specifying the functional entities at the V2X application layer.


Figure 6.2-2: V2X application layer functional model
The V2X application layer functional entities for the V2X UE and the V2X application server are grouped into the V2X application specific layer and the VAE layer. The VAE layer offers the VAE capabilities to the V2X application specific layer. The V2X application layer functional model utilizes the SEAL services as specified in 3GPP TS 23.434 [6].
The VAE server is located in the VAE layer. The SEAL services utilized by VAE layer are location management, group management, configuration management, identity management, key management and network resource management. The V2X application specific layer consists of the V2X application specific functionalities.
NOTE 1:	The functionalities of the V2X application specific layer are out of scope of the present document.
The V2X application server consists of the VAE server, the SEAL servers and the V2X application specific server. The VAE server provides the V2X application layer support functions to the V2X application specific server over Vs reference point.
The V2X UEs consist of the VAE client, the SEAL clients and the V2X application specific client. The VAE client provides the V2X application layer support functions to the V2X application specific client over Vc reference point.
NOTE 2:	In some deployments, the client and server entities of SEAL can be part of VAE client and VAE server respectively.
The VAE client acts as a VAL client for its interaction with the SEAL clients as specified in 3GPP TS 23.434 [6]. The VAE server acts as a VAL server for its interaction with the SEAL servers as specified in 3GPP TS 23.434 [6].
In the VAE layer, the VAE client communicates with the VAE server over V1-AE reference point. In the V2X application specific layer, the V2X application specific client communicates with V2X application specific server over V1-APP reference point.
NOTE 3:	The V1-APP reference point is out of scope of the present document.
In the VAE layer, the VAE client of V2X UE2 communicates with VAE client of V2X UE1 over V5-AE reference point. In the V2X application specific layer, the V2X application specific client of V2X UE2 communicates with VAE client of V2X UE1 over V5-APP reference point.
NOTE 4:	The V5-APP reference point is out of scope of the present document.
The following SEAL services for V2X applications are supported:
-	Location management as specified in 3GPP TS 23.434 [6];
-	Group management as specified in 3GPP TS 23.434 [6];
-	Configuration management as specified in 3GPP TS 23.434 [6];
-	Identity management as specified in 3GPP TS 23.434 [6];
-	Key management as specified in 3GPP TS 23.434 [6]; and
-	Network resource management as specified in 3GPP TS 23.434 [6].
The VAE client interacts with SEAL clients over the SEAL-C reference point specified for each SEAL service. The VAE server interacts with SEAL servers over the SEAL-S reference point specified for each SEAL service. The interaction between the SEAL clients is supported by SEAL-PC5 reference point specified for each SEAL service. The interaction between a SEAL client and the corresponding SEAL server is supported by SEAL-UU reference point specified for each SEAL service.
NOTE 5:	The SEAL-C, SEAL-S, SEAL-PC5, SEAL-UU reference points for each SEAL service is specified in 3GPP TS 23.434 [6].
To support distributed VAE server deployments, the VAE server interacts with another VAE server over VAE-E reference point.
V2X UE1 can also act as a UE-to-network relay,
-	to enable VAE client on V2X UE2 to access VAE server over V1-AE reference point; and
-	to enable V2X application specific client on V2X UE2 to access V2X application specific server over V1-APP reference point.
A V1-AE message can be sent over unicast, transparent multicast via xMB, transparent multicast via MB2. The non-transparent multicast via xMB (as specified in 3GPP TS 26.348 [11]) is triggered by a V1-AE message. Multicast distribution can be supported by both transparent and non-transparent multicast modes.
The VAE server interacts with the 3GPP network system over V2, MB2, xMB, Rx and T8 reference points. The EPS is considered as the 3GPP network system.
[bookmark: _Toc528832064][bookmark: _Toc528832254][bookmark: _Toc536270559][bookmark: _Toc536270866][bookmark: _Toc9812320][bookmark: _Toc9812564][bookmark: _Toc9813566][bookmark: _Toc2842967]6.3	Functional entities description
[bookmark: _Toc521435171][bookmark: _Toc528832065][bookmark: _Toc528832255][bookmark: _Toc536270560][bookmark: _Toc536270867][bookmark: _Toc9812321][bookmark: _Toc9812565][bookmark: _Toc9813567][bookmark: _Toc2842968]6.3.1	General
Each subclause is a description of a functional entity corresponding to V2X application layer and does not imply a physical entity.
[bookmark: _Toc521435172][bookmark: _Toc528832066][bookmark: _Toc528832256][bookmark: _Toc536270561][bookmark: _Toc536270868][bookmark: _Toc9812322][bookmark: _Toc9812566][bookmark: _Toc9813568][bookmark: _Toc2842969]6.3.2	V2X application specific client
The V2X application specific client provides the client side functionalities corresponding to the V2X applications (e.g. platooning client). The V2X application specific client utilizes the VAE client for the V2X application layer support functions.
NOTE:	The details of the V2X application specific client is out of scope of the present document.
[bookmark: _Toc521435174][bookmark: _Toc528832068][bookmark: _Toc528832258][bookmark: _Toc536270563][bookmark: _Toc536270870][bookmark: _Toc9812323][bookmark: _Toc9812567][bookmark: _Toc9813569][bookmark: _Toc2842970]6.3.3	V2X application specific server
The V2X application specific server provides the server side functionalities corresponding to the V2X applications (e.g. platooning server). The V2X application specific server utilizes the VAE server for the V2X application layer support functions.
NOTE:	The details of the V2X application specific server is out of scope of the present document.
[bookmark: _Toc521435175][bookmark: _Toc528832069][bookmark: _Toc528832259][bookmark: _Toc536270564][bookmark: _Toc536270871][bookmark: _Toc521435173][bookmark: _Toc528832067][bookmark: _Toc528832257][bookmark: _Toc536270562][bookmark: _Toc536270869][bookmark: _Toc9812324][bookmark: _Toc9812568][bookmark: _Toc9813570][bookmark: _Toc2842971]6.3.4	VAE client
The VAE client provides the client side V2X application layer support functions as below:
-	registration of VAE clients for receiving V2X messages;
-	receiving V2X messages from the VAE server and the delivery to V2X application specific client(s) according to the application typeV2X service ID;
-	perform the role of the MBMS client for multicast file transfer using xMB APIs;
-	receiving network monitoring reports from the VAE server;
-	supports switching the modes of operations for V2V communications (e.g. between direct and in-direct V2V communications);
-	providing application level locations to the VAE server (e.g. tile, geo-fence);
-	receiving 3GPP system configuration information (e.g. V2X USD, PC5 parameters) from the VAE server; and
Editor's note:	The functionalities of the VAE client is based on the procedures and is FFS.
-	supporting dynamic group management.
The VAE client supports interactions with the V2X application specific client(s).
[bookmark: _Toc9812325][bookmark: _Toc9812569][bookmark: _Toc9813571][bookmark: _Toc2842972]6.3.5	VAE server
The VAE server acts as a GCS AS as described in 3GPP TS 23.468 [7] or acts as a content provider as described in 3GPP TS 26.346 [10].
The VAE server provides the server side V2X application layer support functions as below:
-	communicating with the underlying 3GPP network system (EPS) for unicast and multicast network resource management;
-	receiving monitoring reports/events from the underlying 3GPP network system (EPS) regarding network situation corresponding to RAN and core network;
-	supporting registration of V2X UEs;
-	tracking the application level geographic location of the V2X UEs;
-	supporting V2X message distribution for the V2X applications;
-	supporting provisioning of 3GPP system configuration information (e.g. V2X USD, PC5 parameters);
-	perform the role of content provider for multicast file transfer using xMB APIs;
-	providing network monitoring reports to the V2X UEs;
-	communicating V2X service requirements to the underlying 3GPP network system (EPS);
Editor's note:	The functionalities of-	maintaining the VAE server is based onmapping between the proceduresV2X user ID and is FFSthe V2X UE ID;
-	providing V2X service discovery;
-	supporting V2X service continuity; and
-	supporting V2X application resource adaptation.
[bookmark: _Toc528832070][bookmark: _Toc528832260][bookmark: _Toc536270565][bookmark: _Toc536270872][bookmark: _Toc9812326][bookmark: _Toc9812570][bookmark: _Toc9813572][bookmark: _Toc2842973]6.3.6	SEAL client
[bookmark: _Toc528832071][bookmark: _Toc528832261][bookmark: _Toc536270566][bookmark: _Toc536270873]The following SEAL clients for V2X applications are supported:
-	Location management client as specified in 3GPP TS 23.434 [6];
-	Group management client as specified in 3GPP TS 23.434 [6];
-	Configuration management client as specified in 3GPP TS 23.434 [6];
-	Identity management client as specified in 3GPP TS 23.434 [6];
-	Key management client as specified in 3GPP TS 23.434 [6]; and
-	Network resource management client as specified in 3GPP TS 23.434 [6].
[bookmark: _Toc9812327][bookmark: _Toc9812571][bookmark: _Toc9813573][bookmark: _Toc2842974]6.3.7	SEAL server
[bookmark: _Toc424654374][bookmark: _Toc428364963][bookmark: _Toc433209563][bookmark: _Toc453260081][bookmark: _Toc453260968][bookmark: _Toc453279705][bookmark: _Toc459375043][bookmark: _Toc468105277][bookmark: _Toc468110372][bookmark: _Toc525308934][bookmark: _Toc528832072][bookmark: _Toc528832262][bookmark: _Toc536270567][bookmark: _Toc536270874]The following SEAL servers for V2X applications are supported:
-	Location management server as specified in 3GPP TS 23.434 [6];
-	Group management server as specified in 3GPP TS 23.434 [6];
-	Configuration management server as specified in 3GPP TS 23.434 [6];
-	Identity management server as specified in 3GPP TS 23.434 [6];
-	Key management server as specified in 3GPP TS 23.434 [6]; and
-	Network resource management server as specified in 3GPP TS 23.434 [6].
[bookmark: _Toc528832076][bookmark: _Toc528832266][bookmark: _Toc536270577][bookmark: _Toc536270884][bookmark: _Toc9812328][bookmark: _Toc9812572][bookmark: _Toc9813574][bookmark: _Toc2842975]6.4	Reference points description
[bookmark: _Toc521435177][bookmark: _Toc528832077][bookmark: _Toc528832267][bookmark: _Toc536270578][bookmark: _Toc536270885][bookmark: _Toc9812329][bookmark: _Toc9812573][bookmark: _Toc9813575][bookmark: _Toc2842976]6.4.1	General
The reference points for the V2X application layer are described in the following subclauses.
[bookmark: _Toc521435178][bookmark: _Toc528832078][bookmark: _Toc528832268][bookmark: _Toc536270579][bookmark: _Toc536270886][bookmark: _Toc9812330][bookmark: _Toc9812574][bookmark: _Toc9813576][bookmark: _Toc2842977]6.4.2	V1-AE
The interactions related to V2X application layer support functions between VAE client and VAE server are supported by V1-AE reference point. This reference point is an instance of V1 reference point as described in 3GPP TS 23.285 [5]. This reference point is supported for both unicast and multicast delivery modes.
[bookmark: _Toc521435179][bookmark: _Toc528832079][bookmark: _Toc528832269][bookmark: _Toc536270580][bookmark: _Toc536270887][bookmark: _Toc9812331][bookmark: _Toc9812575][bookmark: _Toc9813577][bookmark: _Toc2842978]6.4.3	V1-APP
The interactions related to V2X applications between V2X application specific client and V2X application specific server are supported by V1-APP reference point. This reference point is an instance of V1 reference point described in 3GPP TS 23.285 [5]. The details of V1-APP reference point is out of scope of the present document.
[bookmark: _Toc521435180][bookmark: _Toc528832080][bookmark: _Toc528832270][bookmark: _Toc536270581][bookmark: _Toc536270888][bookmark: _Toc9812332][bookmark: _Toc9812576][bookmark: _Toc9813578][bookmark: _Toc2842979]6.4.4	V5-AE
The interactions related to V2X application layer support functions between the VAE clients are supported by V5-AE reference point. This reference point is an instance of V5 reference point as described in 3GPP TS 23.285 [5].
[bookmark: _Toc521435181][bookmark: _Toc528832081][bookmark: _Toc528832271][bookmark: _Toc536270582][bookmark: _Toc536270889][bookmark: _Toc9812333][bookmark: _Toc9812577][bookmark: _Toc9813579][bookmark: _Toc2842980]6.4.5	V5-APP
The interactions related to V2X applications between V2X application specific clients are supported by V5-APP reference point. This reference point is an instance of V5 reference point described in 3GPP TS 23.285 [5]. The details of V5-APP reference point is out of scope of the present document.
[bookmark: _Toc521435182][bookmark: _Toc528832082][bookmark: _Toc528832272][bookmark: _Toc536270583][bookmark: _Toc536270890][bookmark: _Toc9812334][bookmark: _Toc9812578][bookmark: _Toc9813580][bookmark: _Toc2842981]6.4.6	Vs
The interactions related to V2X application layer support functions between the VAE server and the V2X application specific server are supported by Vs reference point.
[bookmark: _Toc521435183][bookmark: _Toc528832083][bookmark: _Toc528832273][bookmark: _Toc536270584][bookmark: _Toc536270891][bookmark: _Toc9812335][bookmark: _Toc9812579][bookmark: _Toc9813581][bookmark: _Toc2842982]6.4.7	Vc
The interactions related to V2X application layer support functions between the VAE client and the V2X application specific client are supported by Vc reference point.
Editor's note:	Whether Vc reference point is required to be addressed in this document is FFS.
[bookmark: _Toc521435184][bookmark: _Toc528832084][bookmark: _Toc528832274][bookmark: _Toc536270585][bookmark: _Toc536270892][bookmark: _Toc9812336][bookmark: _Toc9812580][bookmark: _Toc9813582][bookmark: _Toc2842983]6.4.8	SEAL-C
[bookmark: _Toc528832085][bookmark: _Toc528832275][bookmark: _Toc536270586][bookmark: _Toc536270893]The following SEAL-C reference points for V2X applications are supported:
-	LM-C reference point for location management as specified in 3GPP TS 23.434 [6];
-	GM-C reference point for group management as specified in 3GPP TS 23.434 [6];
-	CM-C reference point for configuration management as specified in 3GPP TS 23.434 [6];
-	IM-C reference point for identity management as specified in 3GPP TS 23.434 [6];
-	KM-C reference point for key management as specified in 3GPP TS 23.434 [6]; and
-	NRM-C reference point for network resource management as specified in 3GPP TS 23.434 [6].
[bookmark: _Toc9812337][bookmark: _Toc9812581][bookmark: _Toc9813583][bookmark: _Toc2842984]6.4.9	SEAL-S
[bookmark: _Toc528832086][bookmark: _Toc528832276][bookmark: _Toc536270587][bookmark: _Toc536270894]The following SEAL-S reference points for V2X applications are supported:
-	LM-S reference point for location management as specified in 3GPP TS 23.434 [6];
-	GM-S reference point for group management as specified in 3GPP TS 23.434 [6];
-	CM-S reference point for configuration management as specified in 3GPP TS 23.434 [6];
-	IM-S reference point for identity management as specified in 3GPP TS 23.434 [6];
-	KM-S reference point for key management as specified in 3GPP TS 23.434 [6]; and
-	NRM-S reference point for network resource management as specified in 3GPP TS 23.434 [6].
[bookmark: _Toc9812338][bookmark: _Toc9812582][bookmark: _Toc9813584][bookmark: _Toc2842985]6.4.10	SEAL-PC5
[bookmark: _Toc528832087][bookmark: _Toc528832277][bookmark: _Toc536270588][bookmark: _Toc536270895]The following SEAL-PC5 reference points for V2X applications are supported:
-	LM-PC5 reference point for location management as specified in 3GPP TS 23.434 [6];
-	GM-PC5 reference point for group management as specified in 3GPP TS 23.434 [6];
-	CM-PC5 reference point for configuration management as specified in 3GPP TS 23.434 [6];
-	IM-PC5 reference point for identity management as specified in 3GPP TS 23.434 [6];
-	KM-PC5 reference point for key management as specified in 3GPP TS 23.434 [6]; and
-	NRM-PC5 reference point for network resource management as specified in 3GPP TS 23.434 [6].
[bookmark: _Toc9812339][bookmark: _Toc9812583][bookmark: _Toc9813585][bookmark: _Toc2842986]6.4.11	SEAL-UU
[bookmark: _Toc536270589][bookmark: _Toc536270896]The following SEAL-UU reference points for V2X applications are supported:
-	LM-UU reference point for location management as specified in 3GPP TS 23.434 [6];
-	GM-UU reference point for group management as specified in 3GPP TS 23.434 [6];
-	CM-UU reference point for configuration management as specified in 3GPP TS 23.434 [6];
-	IM-UU reference point for identity management as specified in 3GPP TS 23.434 [6];
-	KM-UU reference point for key management as specified in 3GPP TS 23.434 [6]; and
-	NRM-UU reference point for network resource management as specified in 3GPP TS 23.434 [6].
[bookmark: _Toc528832090][bookmark: _Toc528832280][bookmark: _Toc536270596][bookmark: _Toc536270903][bookmark: _Toc9812340][bookmark: _Toc9812584][bookmark: _Toc9813586][bookmark: _Toc2842987]6.4.12	VAE-E
The interactions related to V2X application supports functions between the VAE servers in a distributed deployment are supported by VAE-E reference point.
Editor's note:	The reference point VAE-E is FFS.
[bookmark: _Toc536270597][bookmark: _Toc536270904][bookmark: _Toc9812341][bookmark: _Toc9812585][bookmark: _Toc9813587][bookmark: _Toc2842988]6.5	External reference points
[bookmark: _Toc521435185][bookmark: _Toc528832091][bookmark: _Toc528832281][bookmark: _Toc536270598][bookmark: _Toc536270905][bookmark: _Toc9812342][bookmark: _Toc9812586][bookmark: _Toc9813588][bookmark: _Toc2842989]6.5.1	General
The reference points between the V2X application layer and the 3GPP network system (EPS) are described in the following subclauses.
[bookmark: _Toc521435186][bookmark: _Toc528832092][bookmark: _Toc528832282][bookmark: _Toc536270599][bookmark: _Toc536270906][bookmark: _Toc9812343][bookmark: _Toc9812587][bookmark: _Toc9813589][bookmark: _Toc2842990]6.5.2	V2
The reference point V2 supports the interactions between V2X AS and the V2X control function of the EPS and is specified in 3GPP TS 23.285 [5].
[bookmark: _Toc521435187][bookmark: _Toc528832093][bookmark: _Toc528832283][bookmark: _Toc536270600][bookmark: _Toc536270907][bookmark: _Toc9812344][bookmark: _Toc9812588][bookmark: _Toc9813590][bookmark: _Toc2842991]6.5.3	Rx
The reference point Rx supports the interactions between the V2X AS and the PCRF and is specified in 3GPP TS 29.214 [12]. The functions for Rx reference point are supported by the network resource management server of the SEAL.
[bookmark: _Toc521435188][bookmark: _Toc528832094][bookmark: _Toc528832284][bookmark: _Toc536270601][bookmark: _Toc536270908][bookmark: _Toc9812345][bookmark: _Toc9812589][bookmark: _Toc9813591][bookmark: _Toc2842992]6.5.4	MB2-C
The reference point MB2-C supports the control plane interactions between the V2X AS and the BM-SC and is specified in 3GPP TS 29.468 [13]. The functions for MB2-C reference point are supported by the network resource management server of the SEAL.
[bookmark: _Toc521435189][bookmark: _Toc528832095][bookmark: _Toc528832285][bookmark: _Toc536270602][bookmark: _Toc536270909][bookmark: _Toc9812346][bookmark: _Toc9812590][bookmark: _Toc9813592][bookmark: _Toc2842993]6.5.5	MB2-U
The reference point MB2-U supports the user plane interactions between the V2X AS and the BM-SC and is specified in 3GPP TS 29.468 [13]. The functions for MB2-U reference point are supported by the VAE server.
[bookmark: _Toc536270603][bookmark: _Toc536270910][bookmark: _Toc9812347][bookmark: _Toc9812591][bookmark: _Toc9813593][bookmark: _Toc2842994]6.5.6	xMB-C
The reference point xMB-C supports the control plane interactions between the V2X AS and the BM-SC and is specified in 3GPP TS 26.346 [10]. The functions for xMB reference point are supported by the network resource management server of the SEAL.
[bookmark: _Toc521435190][bookmark: _Toc528832096][bookmark: _Toc528832286][bookmark: _Toc536270604][bookmark: _Toc536270911][bookmark: _Toc9812348][bookmark: _Toc9812592][bookmark: _Toc9813594][bookmark: _Toc2842995]6.5.7	xMB-U
The reference point xMB-U supports the user plane interactions between the V2X AS and the BM-SC and is specified in 3GPP TS 26.346 [10]. The functions for xMB-U reference point are supported by the VAE server.
[bookmark: _Toc536270605][bookmark: _Toc536270912][bookmark: _Toc9812349][bookmark: _Toc9812593][bookmark: _Toc9813595][bookmark: _Toc2842996]6.5.8	T8
The reference point T8 supports the interactions between the V2X AS and the SCEF and is specified in 3GPP TS 23.682 [8]. The functions of T8 interface are supported by VAE server and the functions related to location management of T8 are supported by the location management server.
[bookmark: _Toc528832097][bookmark: _Toc528832287][bookmark: _Toc536270606][bookmark: _Toc536270913][bookmark: _Toc9812350][bookmark: _Toc9812594][bookmark: _Toc9813596][bookmark: _Toc2842997]7	Deployment models
[bookmark: _Toc528832098][bookmark: _Toc528832288][bookmark: _Toc536270607][bookmark: _Toc536270914][bookmark: _Toc9812351][bookmark: _Toc9812595][bookmark: _Toc9813597][bookmark: _Toc2842998]7.1	General
This clause describes deployments of the functional model specified in clause 6.
NOTE:	The representation of SEAL functionalities in the vertical deployment is specified in 3GPP TS 23.434 [6].
[bookmark: _Toc528832099][bookmark: _Toc528832289][bookmark: _Toc536270608][bookmark: _Toc536270915][bookmark: _Toc9812352][bookmark: _Toc9812596][bookmark: _Toc9813598][bookmark: _Toc2842999]7.2	Deployment of VAE server
The VAE server deployments can be centralized and distributed.
[bookmark: _Toc528832100][bookmark: _Toc528832290][bookmark: _Toc521435193][bookmark: _Toc536270609][bookmark: _Toc536270916][bookmark: _Toc9812353][bookmark: _Toc9812597][bookmark: _Toc9813599][bookmark: _Toc2843000]7.2.1	Centralized deployments
A centralized deployment is where a single VAE server offers the VAE capabilities to one or more V2X application specific server. The VAE server and the V2X application specific server may be co-located in a single physical entity. The VAE server may be deployed either in the PLMN operator domain or deployed in the V2X service provider domain. The VAE server connects with the 3GPP network system (EPS) in one or more PLMN operator domain. When VAE server and V2X application specific server are co-located in a single physical entity, the Vs reference point between the VAE server and the V2X application enabler server may not be used.
Figure 7.2.1-1 illustrates a deployment of the VAE server and the V2X application specific server in a single physical entity and deployed in V2X service provider domain. The VAE server may be deployed in a separate physical entity from the V2X application specific server in the V2X service provider domain. In such deployments, the Vs reference point is used for the communication between the VAE server and the V2X application specific server.


Figure 7.2.1-1: VAE server co-located with V2X application specific server in a single physical entity
Figure 7.2.1-2 illustrates a deployment of the VAE server in the PLMN operator domain and the V2X application specific server in the V2X service provider domain. The Vs reference point is used for the communication between V2X application specific server and the VAE server. The VAE server may support multiple V2X application specific servers.


Figure 7.2.1-2: VAE server deployed in the PLMN operator domain
Figure 7.2.1‑3 illustrates a deployment of the VAE server which connects to the 3GPP network system (EPS) in multiple PLMN operator domain. The VAE server may be co-located with the V2X application specific server in a single physical entity or deployed in different physical entities.


Figure 7.2.1-3: Deployment of VAE server with connections to 3GPP network system (EPS) in multiple PLMN operator domains
[bookmark: _Toc521435194]Figure 7.2.1‑4 illustrates a deployment of the VAE server which provides VAE capabilities to multiple V2X application specific servers over Vs reference point and connects to the 3GPP network system (EPS) in multiple PLMN operator domain.


Figure 7.2.1-4: Deployment of VAE server with connections to multiple V2X application specific servers
[bookmark: _Toc536270610][bookmark: _Toc536270917][bookmark: _Toc9812354][bookmark: _Toc9812598][bookmark: _Toc9813600][bookmark: _Toc2843001]7.2.2	Distributed deployment
The distributed deployment is where multiple VAE servers are deployed either in the V2X service provider domain or in the PLMN operator domain. The distributed deployment of the VAE servers provide geographical coverage or support multiple PLMN operator domains in a geographical location. The VAE servers interconnect via VAE-E and the Vs reference point is used for interaction between V2X application specific server and the VAE server.
Figure 7.2.2-1 illustrates the deployment of VAE servers in multiple PLMN operator domain and provides VAE capabilities to the V2X application specific server deployed in the V2X service provider domain. The V2X application specific server connects via Vs to the VAE servers.


Figure 7.2.2-1: Distributed deployment of VAE servers in multiple PLMN operator domain without interconnection between VAE servers
Figure 7.2.2-2 illustrates the deployment of multiple VAE servers deployed in multiple PLMN operator domains. The V2X application specific server connects via Vs to the VAE server. The interconnection between VAE servers is via VAE-E and supports the V2X applications for the V2X UEs connected to the VAE servers in multiple PLMN operator domains.


Figure 7.2.2-2: Distributed deployment of VAE servers in multiple PLMN operator domain with interconnection between VAE servers
Figure 7.2.2-3 illustrates the deployment of multiple VAE servers in PLMN operator domain based on geographical coverage. The V2X application specific server connects via Vs to the VAE server 1. The VAE servers interconnect via VAE-E and support the V2X communications to the V2X UEs connected to the VAE servers.


Figure 7.2.2-3: Distributed deployment of VAE servers in PLMN operator domain
Figure 7.2.2-4 illustrates the deployment of multiple VAE servers in the V2X service provider domain where VAE server 1 and VAE server 2 connect with 3GPP network system of PLMN operator domain 1 and PLMN operator domain 2 respectively. The PLMN operator domains provide coverage to different geographical areas. The V2X application specific server connects via Vs to the VAE server 1. The VAE servers interconnect via VAE-E and support the V2X applications for the V2X UEs connected via both the PLMN operator domains.


Figure 7.2.2-4: Distributed deployment of VAE servers in V2X service provider domain
Editor's note:	The distributed deployment of VAE servers with VAE-E interconnection is FFS.
[bookmark: _Toc536270611][bookmark: _Toc536270918][bookmark: _Toc9812355][bookmark: _Toc9812599][bookmark: _Toc9813601][bookmark: _Toc2843002]8	Identities
[bookmark: _Toc536270612][bookmark: _Toc536270919][bookmark: _Toc9812356][bookmark: _Toc9812600][bookmark: _Toc9813602][bookmark: _Toc2843003]8.1	V2X user identity (V2X user ID)
The V2X user ID can be an instance of the VAL user ID as specified in 3GPP TS 23.434 [6]. The V2X user ID is a globally unique identifier within the V2X service that represents the V2X user. The V2X user ID shall be a URI. The V2X user ID is used for authentication and authorization purposes for providing the V2X service towards the V2X user via the V2X UE. The V2X user ID also indicates the V2X service provider with whom the V2X user has a V2X service agreement. The V2X user may have V2X service agreement with several V2X service providers and thus will have obtained unique V2X user ID per V2X service provider.
Based on the service agreement, each V2X user ID is mapped to a V2X UE ID.
Editor's note:	Maintaining the mapping between the V2X user ID and the V2X UE ID is FFS.
[bookmark: _Toc536270613][bookmark: _Toc536270920][bookmark: _Toc9812357][bookmark: _Toc9812601][bookmark: _Toc9813603][bookmark: _Toc2843004]8.2	V2X UE identity (V2X UE ID)
The V2X UE ID can be an instance of the VAL UE ID as specified in 3GPP TS 23.434 [6]. The V2X UE ID is a unique identifier within the V2X service that represents the V2X UE. The V2X UE ID is mapped to thean application specific UE identity (e.g. StationID as specified in ETSI TS 102 894-2 [15].16]). Due to privacy considerations, the V2X UE ID may be changed. The V2X UE ID is used to address the V2X UE in order to send V2X messages.
[bookmark: _Toc536270614][bookmark: _Toc536270921][bookmark: _Toc9812358][bookmark: _Toc9812602][bookmark: _Toc9813604]Editor's note:	The privacy aspects of mapping V2X UE ID to Station ID is FFS.
[bookmark: _Toc2843005]8.3	V2X service identity (V2X service ID)
The V2X service ID can be an instance of the VAL service ID as specified in 3GPP TS 23.434 [6]. The V2X service ID is a globally unique identifier that represents the V2X service. A V2X application server provides a list of V2X services towards the V2X UE. Each V2X service is uniquely identified by a V2X service ID, which is an identifier of the V2X application. The V2X service ID can be used for policy mapping, QoS handling for V2X communication and V2X message distribution, as specified in 3GPP TS 23.285 [5]. An identifier of a V2X service, e.g. ITS-AID or PSID specified in ETSI TS 102 965 [1617] and ISO TS 17419 [1718], can be used as a V2X service ID.
Editor's note:	The relationship between V2X service and V2X application is FFS.
[bookmark: _Toc536270615][bookmark: _Toc536270922][bookmark: _Toc9812359][bookmark: _Toc9812603][bookmark: _Toc9813605][bookmark: _Toc2843006]8.4	V2X group identity (V2X group ID)
The V2X group ID is a globally unique identifier within the V2X service that represents a set of V2X users and the corresponding V2X UE. The set of V2X users may belong to the same or different V2X service provider. It indicates the V2X application server where the group is defined.
[bookmark: _Toc536270616][bookmark: _Toc536270923][bookmark: _Toc9812360][bookmark: _Toc9812604][bookmark: _Toc9813606][bookmark: _Toc2843007]8.5	Geographical area identity (GEO ID)
Editor's note:	The definition of geographical area identifiers is FFS.
[bookmark: _Toc536270617][bookmark: _Toc536270924]The V2X service provider defined identity of a geographical area. The GEO ID supports different representations of geographical area (e.g. geo-fence, tile identifiers). The VAE server maintains the mapping of the GEO ID with the location corresponding to one or more V2X UE IDs.
The GEO ID may support the format of a URI.
[bookmark: _Toc9812361][bookmark: _Toc9812605][bookmark: _Toc9813607][bookmark: _Toc2843008]9	Procedures and information flows
[bookmark: _Toc528832101][bookmark: _Toc528832291][bookmark: _Toc536270618][bookmark: _Toc536270925][bookmark: _Toc2843009][bookmark: _Toc464463369][bookmark: _Toc475064963][bookmark: _Toc478400633][bookmark: _Toc464463365][bookmark: _Toc475064959][bookmark: _Toc478400630]9.x	<Feature x>
Editor's note:	Provide a suitable title for the feature (e.g. group management, monitoring, V2X message distribution).
[bookmark: historyclause][bookmark: _Toc528832106][bookmark: _Toc528832296][bookmark: _Toc536270624][bookmark: _Toc536270931][bookmark: _Toc536270653][bookmark: _Toc536270960][bookmark: _Toc9812362][bookmark: _Toc9812606][bookmark: _Toc9813608]9.1	Usage of SEAL services
[bookmark: _Toc9812363][bookmark: _Toc9812607][bookmark: _Toc9813609][bookmark: _Toc528832102][bookmark: _Toc528832292][bookmark: _Toc536270619][bookmark: _Toc536270926][bookmark: _Toc2843010]9.x1.1	Group management service
[bookmark: _Toc536270654][bookmark: _Toc536270961][bookmark: _Toc9812364][bookmark: _Toc9812608][bookmark: _Toc9813610]9.1.1.1	General
The VAE capabilities (VAE client and VAE server) utilize the group management service procedures (e.g. creation, join, leave) of SEAL based on the group configuration information (e.g. group join policy, group leader) provided by the V2X application specific layer. The decisions and corresponding triggers (e.g. group creation, join, leave) for group management are responsibility of the V2X application specific layer and the details of the group management are abstracted by the VAE capabilities. Editor's note:	This subclause will provide a general description of the features
The group management service of SEAL provides support for platooning groups and pre-arranged groups for V2X communications.
[bookmark: _Toc536270655][bookmark: _Toc536270962][bookmark: _Toc9812365][bookmark: _Toc9812609][bookmark: _Toc9813611][bookmark: _Toc536270620][bookmark: _Toc536270927][bookmark: _Toc2843011]9.x1.1.2	Information flows
Editor's note:	This subclause will describe the The following information flow tables usedflows of group management service of SEAL as specified in the procedures
[bookmark: _Toc536270621][bookmark: _Toc536270928][bookmark: _Toc2843012]9.x.3	<Procedure3GPP TS 23.434 [6] are applicable for feature x>the V2X applications:
[bookmark: _Toc464463366]Editor's note:	Provide a suitable title for the procedure related to feature x. Additional subclauses can be added for more procedures related to feature x.
[bookmark: _Toc475064960][bookmark: _Toc478400631][bookmark: _Toc528832103][bookmark: _Toc528832293][bookmark: _Toc536270622][bookmark: _Toc536270929][bookmark: _Toc2843013]9.x.3.1	General
Editor's note:	This-	Group creation request specified in subclause 10.3.2.1;
-	Group creation response specified in subclause 10.3.2.2;
-	Group creation notify specified in subclause will provide a general description of the procedure.

[bookmark: _Toc528832105][bookmark: _Toc528832295][bookmark: _Toc536270623][bookmark: _Toc536270930][bookmark: _Toc2843014]9.x 10.3.2	Procedure.3;
Editor's note:	This subclause will describe the detailed procedure with associated diagram.

9.1	V2X UE -	Group information query request specified in subclause 10.3.2.4;
-	Group information query response specified in subclause 10.3.2.5;
-	Group membership update request specified in subclause 10.3.2.6;
-	Group membership update response specified in subclause 10.3.2.7;
-	Group membership notification specified in subclause 10.3.2.8;
-	Group deletion request specified in subclause 10.3.2.9;
-	Group deletion response specified in subclause 10.3.2.10;
-	Group deletion notification specified in subclause 10.3.2.11;
-	Group information request specified in subclause 10.3.2.12;
-	Group information response specified in subclause 10.3.2.13;
-	Group information subscribe request specified in subclause 10.3.2.14;
-	Group information subscribe response specified in subclause 10.3.2.15;
-	Group information notify request specified in subclause 10.3.2.16;
-	Group information notify response specified in subclause 10.3.2.17;
-	Store group configuration request specified in subclause 10.3.2.18;
-	Store group configuration response specified in subclause 10.3.2.19;
-	Get group configuration request specified in subclause 10.3.2.20;
-	Get group configuration response specified in subclause 10.3.2.21;
-	Subscribe group configuration request specified in subclause 10.3.2.22;
-	Subscribe group configuration response specified in subclause 10.3.2.23;
-	Notify group configuration request specified in subclause 10.3.2.24;
-	Notify group configuration response specified in subclause 10.3.2.25;
-	Group announcement specified in subclause 10.3.2.26;
-	Group registration request specified in subclause 10.3.2.27;
-	Group registration response specified in subclause 10.3.2.28;
The usage of the above information flows are clarified as below:
-	The identity list is the list of V2X UE IDs. 
--	During group creation the identity list contains the list of V2X UE IDs that are part of the group to be created. If the group member list is empty, an empty group is created; and
-	The VAL service ID list is the list of V2X service IDs whose service communications are to be enabled on the group.
-	Table 9.1.1.2.1-1 describes the VAL service specific information corresponding to the V2X applications.
Table 9.1.1.2.1-1: V2X service specific information for group creation request
	Information element
	Status
	Description

	V2X group ID
	O
	The group ID to be used for the V2X group. If group ID is not provided then the group ID should be allocated by group management server.

	Group join policy
	O (NOTE)
	The policy information to be enforced by the group management server for members joining the group.

	Group leader ID
	O (NOTE)
	The identity information of the V2X user to be used for user controlled group join.

	NOTE:	If the information elements, identity list specified in 3GPP TS 23.434 [6] is empty and group leader ID is not included, then group join policy information element must be included.



-	The VAL group ID is the V2X group ID.
-	The identity is the V2X UE ID;
-	The VAL server is the VAE server;
-	The VAL group configuration information is the V2X group configuration information;
-	The VAL group configuration data is the V2X group configuration information;
-	The VAL group information reference is the V2X group information reference; and
-	The VAL services requested is the V2X service IDs.
[bookmark: _Toc536270659][bookmark: _Toc536270966][bookmark: _Toc9812366][bookmark: _Toc9812610][bookmark: _Toc9813612]9.1.1.3	Procedures
The following procedures of group management service of SEAL as specified in 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Group creation specified in subclause 10.3.3;
--	Group creation support is provided for the V2X applications (e.g. platooning and cooperative short distance grouping) to provide a dedicated group for the V2X UEs to communicate with each other. The group creation supports group without any group members to enable group member joining.
-	Group information query specified in subclause 10.3.4;
-	Group membership specified in subclause 10.3.5;
-	Group configuration management specified in subclause 10.3.6;
[bookmark: _Toc536270662][bookmark: _Toc536270969]-	Group announcement and join specified in subclause 10.3.8;
[bookmark: _Toc9812367][bookmark: _Toc9812611][bookmark: _Toc9813613]9.1.2	Configuration management service
[bookmark: _Toc536270663][bookmark: _Toc536270970][bookmark: _Toc9812368][bookmark: _Toc9812612][bookmark: _Toc9813614]9.1.2.1	General
The VAE capabilities (VAE client and VAE server) utilize configuration management service procedures of SEAL to support V2X services for unicast and multicast delivery over LTE-Uu. The configuration management service of SEAL is utilized for offline configuration (before the V2X UE is receiving the V2X service from the V2X application specific server) and online configuration (during the V2X UE is receiving the V2X service from the V2X application specific server).
[bookmark: _Toc536270664][bookmark: _Toc536270971][bookmark: _Toc9812369][bookmark: _Toc9812613][bookmark: _Toc9813615]9.1.2.2	Information flows
[bookmark: _Toc536270665][bookmark: _Toc536270972]The following information flows of configuration management service are applicable for the V2X applications:
-	Get VAL UE configuration request specified in subclause 11.3.2.1 of 3GPP TS 23.434 [6];
-	Get VAL UE configuration response specified in subclause 11.3.2.2 of 3GPP TS 23.434 [6];
The usage of the above information flows are clarified as below:
-	The VAL UE ID is the V2X UE ID;
-	VAL service ID is the V2X service ID; and
-	VAL UE configuration data is the V2X UE configuration data. The V2X UE configuration data includes:
--	V2X server USD information as specified in 3GPP TS 23.285 [5]; and 
--	V2X application server address information as specified in 3GPP TS 23.285 [5] and transport port for unicast.
[bookmark: _Toc536270667][bookmark: _Toc536270974][bookmark: _Toc9812370][bookmark: _Toc9812614][bookmark: _Toc9813616]9.1.2.3	Procedures
The following procedures of configuration management service are applicable for the V2X applications:
-	VAL UE configuration data specified in subclause 11.3.3 of 3GPP TS 23.434 [6].
--	Once the V2X UEs are connected to the serving PLMN, the V2X UE is configured with configuration data (e.g. local service information) for receiving V2X services.
[bookmark: _Toc2843016][bookmark: _Toc521435199][bookmark: _Toc536270684][bookmark: _Toc536270991][bookmark: _Toc9812371][bookmark: _Toc9812615][bookmark: _Toc9813617]9.19.1.3	Location management service
[bookmark: _Toc536270685][bookmark: _Toc536270992][bookmark: _Toc9812372][bookmark: _Toc9812616][bookmark: _Toc9813618]9.1.3.1	General
The VAE capabilities (VAE client and VAE server) utilize location management (e.g. network location of UEs) service procedures of SEAL to support V2X services.
[bookmark: _Toc536270686][bookmark: _Toc536270993][bookmark: _Toc9812373][bookmark: _Toc9812617][bookmark: _Toc9813619]9.1.3.2	Information flows
[bookmark: _Toc433379667][bookmark: _Toc460616210][bookmark: _Toc460617071][bookmark: _Toc465162697][bookmark: _Toc468105533][bookmark: _Toc468110628][bookmark: _Toc525309272][bookmark: _Toc536270687][bookmark: _Toc536270994]The following information flows of location management service of SEAL as specified in 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Location reporting configuration specified in subclause 9.3.2.1;
-	Location information report specified in subclause 9.3.2.2;
-	Location information request specified in subclause 9.3.2.3;
-	Location information subscription request specified in subclause 9.3.2.5;
-	Location information subscription response specified in subclause 9.3.2.6;
-	Location information notification specified in subclause 9.3.2.7;
The usage of the above information flows are clarified as below:
-	The identity is the V2X UE ID or V2X group ID;
-	The set of identities is the V2X UE ID;
-	The identity list or identities list is the list of V2X UE IDs; and
-	The VAL server is the VAE server.
[bookmark: _Toc536270689][bookmark: _Toc536270996][bookmark: _Toc9812374][bookmark: _Toc9812618][bookmark: _Toc9813620]9.1.3.3	Procedures
The following procedures of location management service of SEAL as specified in 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Event-triggered location reporting procedure specified in subclause 9.3.3;
-	On-demand location reporting procedure specified in subclause 9.3.4;
-	Location reporting event triggers configuration cancel specified in subclause 9.3.6;
-	Location information subscription procedure specified in subclause 9.3.7;
-	Event-trigger location information notification procedure specified in subclause 9.3.8;
-	On-demand usage of location information procedure specified in subclause 9.3.9;
[bookmark: _Toc9812375][bookmark: _Toc9812619][bookmark: _Toc9813621]9.1.4	Identity management service
[bookmark: _Toc9812376][bookmark: _Toc9812620][bookmark: _Toc9813622]9.1.4.1	General
The VAE capabilities (VAE client and VAE server) utilizes identity management service procedures (e.g. authentication and authorization of UEs) of SEAL to support V2X services. 
[bookmark: _Toc9812377][bookmark: _Toc9812621][bookmark: _Toc9813623]9.1.4.2	Information flows
The following information flows of identity management service specified in subclause 12.3.2 of 3GPP TS 23.434 [6] are applicable for the V2X applications:
Editor's note:	The information flows of identity management service utilized by V2X services is FFS.
[bookmark: _Toc9812378][bookmark: _Toc9812622][bookmark: _Toc9813624]9.1.4.3	Procedures
The following procedures of identity management service are applicable for the V2X applications:
-	General user authentication and authorization for VAL services specified in subclause 12.3.3 of 3GPP TS 23.434 [6].
[bookmark: _Toc9812379][bookmark: _Toc9812623][bookmark: _Toc9813625]9.1.5	Key management service
[bookmark: _Toc9812380][bookmark: _Toc9812624][bookmark: _Toc9813626]9.1.5.1	General
The VAE capabilities (VAE client and VAE server) utilizes key management service procedures of SEAL to support V2X services.
[bookmark: _Toc9812381][bookmark: _Toc9812625][bookmark: _Toc9813627]9.1.5.2	Information flows
The following information flows of key management service specified in subclause 13.3.2 of 3GPP TS 23.434 [6] are applicable for the V2X applications:
Editor's note:	The information flows of key management service utilized by V2X services is FFS.
[bookmark: _Toc9812382][bookmark: _Toc9812626][bookmark: _Toc9813628]9.1.5.3	Procedures
The following procedures of key management service specified in subclause 13.3 of 3GPP TS 23.434 [6] are applicable for the V2X applications:
Editor's note:	The procedures of key management service utilized by V2X services is FFS.
[bookmark: _Toc9812383][bookmark: _Toc9812627][bookmark: _Toc9813629]9.1.6	Network resource management service
[bookmark: _Toc9812384][bookmark: _Toc9812628][bookmark: _Toc9813630]9.1.6.1	General
The VAE capabilities (VAE client and VAE server) utilizes network resource management service procedures of SEAL to support V2X services.
[bookmark: _Toc9812385][bookmark: _Toc9812629][bookmark: _Toc9813631]9.1.6.2	Information flows
The following information flows of network resource management service of SEAL specified in 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Network resource adaptation request specified in subclause 14.3.2.1;
-	Network resource adaptation response specified in subclause 14.3.2.2;
-	MBMS bearer announcement specified in subclause 14.3.2.3;
-	MBMS listening status report specified in subclause 14.3.2.4; and
-	MBMS suspension reporting instruction specified in subclause 14.3.2.5.
[bookmark: _Toc9812386][bookmark: _Toc9812630][bookmark: _Toc9813632]9.1.6.3	Procedures
The following procedures of network resource management service of SEAL specified 3GPP TS 23.434 [6] are applicable for the V2X applications:
-	Request for unicast resources at VAL service communication establishment specified in subclause 14.3.3.2.1;
-	Request for modification of unicast resources specified in subclause 14.3.3.2.2;
-	Network resource adaptation specified in subclause 14.3.3.3.1;
-	Use of pre-established MBMS bearers specified in subclause 14.3.4.2;
-	Use of dynamic MBMS bearer establishment specified in subclause 14.3.4.3;
-	MBMS bearer announcement over MBMS bearer specified in subclause 14.3.4.4;
-	MBMS bearer quality detection specified in subclause 14.3.4.5;
-	Service continuity in MBMS scenarios specified in subclause 14.3.4.6;
-	MBMS suspension notification specified in subclause 14.3.4.7; and
-	MBMS bearer event notification specified in subclause 14.3.4.8.
[bookmark: _Toc9812387][bookmark: _Toc9812631][bookmark: _Toc9813633]9.2	V2X UE registration
[bookmark: _Toc528832107][bookmark: _Toc528832297][bookmark: _Toc536270625][bookmark: _Toc536270932][bookmark: _Toc9812388][bookmark: _Toc9812632][bookmark: _Toc9813634]9.2.1	General
The VAE capabilities provide support for registering V2X UEs at the VAE server. The VAE server uses the registration information to distribute V2X messages to the appropriate V2X UEs.
[bookmark: _Toc536270626][bookmark: _Toc536270933][bookmark: _Toc9812389][bookmark: _Toc9812633][bookmark: _Toc9813635][bookmark: _Toc2843017]9.12.2	Information flows
[bookmark: _Toc536270627][bookmark: _Toc536270934][bookmark: _Toc9812390][bookmark: _Toc9812634][bookmark: _Toc9813636][bookmark: _Toc2843018]9.12.2.1	Registration request
Table 9.12.2.1-1 describes the information flow for a VAE client to register for specific V2X messages at the VAE server.
Table 9.12.2.1-1: Registration request
	Information element
	Status
	Description

	V2X UE ID
	M
	Identifier of the V2X UE (e.g. StationID specified in ETSI TS 102 894-2 [1516])

	PSID or ITS-AIDV2X service ID
	M
	PSID or ITS-AIDV2X service ID, the V2X UE is interested in receiving (e.g. PSID or ITS AID of ETSI ITS DENM, ETSI ITS CAM)



Editor's note:	It is FFS if the application type is also included in the information flow.
[bookmark: _Toc536270628][bookmark: _Toc536270935][bookmark: _Toc9812391][bookmark: _Toc9812635][bookmark: _Toc9813637][bookmark: _Toc2843019]9.1.2.2.2	Registration response
Table 9.12.2.2-1 describes the information flow for VAE server to respond for registration request from the VAE client.
Table 9.12.2.2-1: Registration response
	Information element
	Status
	Description

	Result
	M
	Result from the VAE server in response to registration request indicating success or failure



[bookmark: _Toc536270629][bookmark: _Toc536270936][bookmark: _Toc9812392][bookmark: _Toc9812636][bookmark: _Toc9813638][bookmark: _Toc2843020]9.12.2.3	Deregistration request
Table 9.12.2.3-1 describes the information flow for a VAE client to deregister from receiving specific V2X messages from the VAE server.
Table 9.12.2.3-1: Deregistration request
	Information element
	Status
	Description

	V2X UE ID
	M
	Identifier of the V2X UE 

	V2X MSG Type 
	M
	V2X message types the V2X UE is no longer interested in receiving (e.g. ETSI ITS DENM, ETSI ITS CAM)



[bookmark: _Toc536270630][bookmark: _Toc536270937][bookmark: _Toc9812393][bookmark: _Toc9812637][bookmark: _Toc9813639][bookmark: _Toc2843021]9.12.2.4	Deregistration response
Table 9.12.2.4-1 describes the information flow for VAE server to respond for deregistration request from the VAE client.
Table 9.12.2.4-1: Deregistration response
	Information element
	Status
	Description

	Result
	M
	Result from the VAE server in response to the deregistration request 



[bookmark: _Toc536270631][bookmark: _Toc536270938][bookmark: _Toc9812394][bookmark: _Toc9812638][bookmark: _Toc9813640][bookmark: _Toc2843022]9.12.3	V2X UE registration for receiving V2X messages
[bookmark: _Toc528832108][bookmark: _Toc528832298][bookmark: _Toc536270632][bookmark: _Toc536270939][bookmark: _Toc9812395][bookmark: _Toc9812639][bookmark: _Toc9813641][bookmark: _Toc2843023]9.12.3.1	General
This subclause describes the procedures for V2X UE to register for receiving V2X messages from the V2X AS. The process is triggered by the V2X UE who is interested in receiving certain V2X messages. 
[bookmark: _Toc528832112][bookmark: _Toc528832302][bookmark: _Toc536270633][bookmark: _Toc536270940][bookmark: _Toc9812396][bookmark: _Toc9812640][bookmark: _Toc9813642][bookmark: _Toc2843024]9.12.3.2	Procedure
Pre-condition:
-	The VAE client has discovered the VAE server and is aware of the address of the VAE server (e.g. FDQN).


Figure 9.12.3.2-1: Procedure for registering the VAE client at the VAE server
1.	The VAE client sends a registration request to the VAE server.
2.	The VAE server sends an acknowledgement to the VAE client.
[bookmark: _Toc528832113][bookmark: _Toc528832303][bookmark: _Toc536270634][bookmark: _Toc536270941][bookmark: _Toc9812397][bookmark: _Toc9812641][bookmark: _Toc9813643][bookmark: _Toc2843025]9.12.4	V2X UE deregistration from receiving V2X messages
[bookmark: _Toc528832114][bookmark: _Toc528832304][bookmark: _Toc536270635][bookmark: _Toc536270942][bookmark: _Toc9812398][bookmark: _Toc9812642][bookmark: _Toc9813644][bookmark: _Toc2843026]9.12.4.1	General
This subclause describes the procedures for V2X UE to deregister from receiving V2X messages from the V2X AS. The process is triggered by the V2X UE who is no longer interested in receiving certain V2X messages. 
[bookmark: _Toc528832118][bookmark: _Toc528832308][bookmark: _Toc536270636][bookmark: _Toc536270943][bookmark: _Toc9812399][bookmark: _Toc9812643][bookmark: _Toc9813645][bookmark: _Toc2843027]9.12.4.2	Procedure
Pre-condition:
-	The VAE client has already registered with the VAE server as described in subclause 9.12.3.


Figure 9.12.4.2-1: Procedure for deregistering the VAE client at the VAE server
1.	The VAE client sends a deregistration request to the VAE server.
2.	The VAE server sends a deregistration response to the VAE client.
[bookmark: _Toc528832119][bookmark: _Toc528832309][bookmark: _Toc536270637][bookmark: _Toc536270944][bookmark: _Toc9812400][bookmark: _Toc9812644][bookmark: _Toc9813646][bookmark: _Toc2843028]9.23	Application level location tracking
[bookmark: _Toc528832120][bookmark: _Toc528832310][bookmark: _Toc536270638][bookmark: _Toc536270945][bookmark: _Toc9812401][bookmark: _Toc9812645][bookmark: _Toc9813647][bookmark: _Toc2843029]9.23.1	General
The VAE capabilities provide support for location tracking of the VAE client(s) as per the geographical information provided by the V2X application specific layer.
[bookmark: _Toc536270639][bookmark: _Toc536270946][bookmark: _Toc9812402][bookmark: _Toc9812646][bookmark: _Toc9813648][bookmark: _Toc2843030]9.23.2	Information flows
[bookmark: _Toc536270640][bookmark: _Toc536270947][bookmark: _Toc9812403][bookmark: _Toc9812647][bookmark: _Toc9813649][bookmark: _Toc2843031]9.23.2.1	Subscription request
Table 9.23.2.1-1 describes the information flow for a VAE client to subscribe to a geographical area at the VAE server.
Table 9.23.2.1-1: Subscription request
	Information element
	Status
	Description

	V2X UE ID
	M
	Identifier of the V2X UE 

	GEO ID
	M
	Geographical area identifier (e.g. subscription URI, tile identifier, geo-fence tile identifier)



Editor's note:	The definition of geographical area identifiers is FFS.
[bookmark: _Toc536270641][bookmark: _Toc536270948][bookmark: _Toc9812404][bookmark: _Toc9812648][bookmark: _Toc9813650][bookmark: _Toc2843032]9.23.2.2	Subscription response
Table 9.23.2.2-1 describes the information flow for VAE server to respond for geographical area subscription request from the VAE client.
Table 9.23.2.2-1: Subscription response
	Information element
	Status
	Description

	Result
	M
	Result from the VAE server in response to subscription request indicating success or failure 



[bookmark: _Toc536270642][bookmark: _Toc536270949][bookmark: _Toc9812405][bookmark: _Toc9812649][bookmark: _Toc9813651][bookmark: _Toc2843033]9.23.2.3	Unsubscription request
Table 9.23.2.3-1 describes the information flow for a VAE client to unsubscribe from a geographical area at the VAE server.
Table 9.23.2.3-1: Unsubscription request
	Information element
	Status
	Description

	V2X UE ID
	M
	Identifier of the V2X UE 

	GEO ID
	M
	Geographical area identifier (e.g. subscription URI, tile identifier, geo-fence tile identifier)



[bookmark: _Toc536270643][bookmark: _Toc536270950][bookmark: _Toc9812406][bookmark: _Toc9812650][bookmark: _Toc9813652][bookmark: _Toc2843034]9.23.2.4	Unsubscription response
Table 9.23.2.4-1 describes the information flow for VAE server to respond for geographical area unsubscription request from the VAE client.
Table 9.23.2.4-1: Unsubscription response
	Information element
	Status
	Description

	Result
	M
	Result from the VAE server in response to unsubscription request 



[bookmark: _Toc536270644][bookmark: _Toc536270951][bookmark: _Toc9812407][bookmark: _Toc9812651][bookmark: _Toc9813653][bookmark: _Toc2843035]9.23.3	Tracking geographical location at the VAE server
[bookmark: _Toc528832121][bookmark: _Toc528832311][bookmark: _Toc536270645][bookmark: _Toc536270952][bookmark: _Toc9812408][bookmark: _Toc9812652][bookmark: _Toc9813654][bookmark: _Toc2843036]9.23.3.1	General
This subclause describes the procedures for tracking V2X UEs geographical location at the VAE server. The V2X UE provides geographical area information to the VAE server upon moving to a new geographical area. This information is used by the VAE server to create and update the mapping between the geographical location and the identification of the V2X UE. 
[bookmark: _Toc528832127][bookmark: _Toc528832317][bookmark: _Toc536270646][bookmark: _Toc536270953][bookmark: _Toc9812409][bookmark: _Toc9812653][bookmark: _Toc9813655][bookmark: _Toc2843037]9.23.3.2	Procedure
Pre-conditions:
1.	The VAE client is provisioned with GEO ID information;
Editor's note:	The granularity of network-based tracking identifiers is FFS.
2.	The VAE client has registered with the VAE server as described in subclause 9.12.3; and
3.	The VAE client has subscribed to a certain geographical area identifier group (GEO ID A) in order to receive V2X messages for this area.




Figure 9.23.3.2-1: Procedure for tracking the client geographical area at the VAE server
1.	Upon entering a new geographical area, the client subscribes to the geographic area Geo ID B.
2.	The VAE server sends a subscription response to the VAE client.
3.	The VAE server stores the new geographical area information GEO ID B with the client identification information V2X UE ID.
4.	The client unsubscribes from the old geographical area GEO ID A.
Editor's note:	It is FFS if an unsubscription step is required.
5.	The VAE server sends an unsubscription response to the VAE client.
6.	The VAE server removes the old geographical area information GEO ID A associated with the client identification information V2X UE ID.
[bookmark: _Toc528832128][bookmark: _Toc528832318][bookmark: _Toc536270647][bookmark: _Toc536270954][bookmark: _Toc9812410][bookmark: _Toc9812654][bookmark: _Toc9813656][bookmark: _Toc2843038]9.34	V2X message distributiondelivery
[bookmark: _Toc528832129][bookmark: _Toc528832319][bookmark: _Toc536270648][bookmark: _Toc536270955][bookmark: _Toc9812411][bookmark: _Toc9812655][bookmark: _Toc9813657][bookmark: _Toc2843039]9.34.1	General
The VAE capabilities provide support for V2X message distribution originated from the V2X application specific layer. The message communication corresponding V2X applications and services are the responsibility of the V2X application specific layer entities. The VAE capabilities abstract the message distribution aspects from the V2X application specific layer.
[bookmark: _Toc536270649][bookmark: _Toc536270956][bookmark: _Toc9812412][bookmark: _Toc9812656][bookmark: _Toc9813658][bookmark: _Toc2843040]9.34.2	Information flows
[bookmark: _Toc536270650][bookmark: _Toc536270957][bookmark: _Toc9812413][bookmark: _Toc9812657][bookmark: _Toc9813659]Editor's note:	This subclause will describe9.4.2.1	V2X message
Table 9.4.2.1-1 describes the information flow tablesfor a VAE server to deliver a V2X message to the VAE client.
Table 9.4.2.1-1: V2X message
	Information element
	Status
	Description

	V2X UE ID
	M
	Identifier of the destination V2X UE 

	V2X message payload (see NOTE)
	M
	V2X message payload carried by the V2X message (e.g. ETSI ITS DENM [15])

	V2X service ID
	M
	The V2X service ID to which the V2X message belongs to

	GEO ID
	O
	Geographical area identifier 

	Reception report required
	O
	Indicates whether a reception report is required for the V2X message

	NOTE:	The V2X message is V2X application/service specific and is not specified in this specification.



[bookmark: _Toc9812414][bookmark: _Toc9812658][bookmark: _Toc9813660]9.4.2.2	V2X message reception report
Table 9.4.2.2-1 describes the information flow for VAE client to respond to reception of a V2X message from the VAE server.
Table 9.4.2.2-1: V2X message reception report
	Information element
	Status
	Description


[bookmark: _Toc2843041]9.
	Result
	M
	Result from the VAE client in response to V2X message reception indicating success or failure



[bookmark: _Toc9812415][bookmark: _Toc9812659][bookmark: _Toc9813661]9.4.2.3	V2X group message
Table 9.4.2.3-1 describes the information flow for a VAE server to deliver a V2X message to a group of VAE clients.
Table 9.4.2.3-1: V2X group message
	Information element
	Status
	Description

	V2X group ID
	M
	The group ID for which the V2X message is addressed.

	V2X message payload (see NOTE)
	M
	V2X message payload carried by the V2X message (e.g. ETSI ITS DENM [15]). 

	V2X service ID
	M
	The V2X service ID to which the V2X group message belongs to.

	Geo ID
	O
	Geographical area identifier 

	NOTE:	The V2X message is V2X application/service specific and is not specified in this specification.



[bookmark: _Toc9812416][bookmark: _Toc9812660][bookmark: _Toc9813662]9.4.2.4	V2X uplink message
Table 9.4.2.4-1 describes the information flow for a VAE client to transmit a V2X message to the VAE server.
Table 9.4.2.4-1: V2X uplink message
	Information element
	Status
	Description

	V2X UE ID
	M
	Identifier of the sender V2X UE 

	V2X message payload (see NOTE)
	M
	V2X message payload carried by the V2X uplink message (e.g. ETSI ITS DENM [15])

	V2X service ID
	M
	V2X service ID, the V2X UE is sending to the V2X AS 

	GEO ID (s)
	O
	Geographical area identifier of the originating V2X message from the V2X UE

	Reception report required
	O
	Indicates whether a reception report is required for the uplink V2X message

	NOTE:	The V2X message payload is V2X application/service specific and is not specified in this specification.



[bookmark: _Toc9812417][bookmark: _Toc9812661][bookmark: _Toc9813663]9.4.2.5	V2X uplink message reception report
Table 9.4.2.5-1 describes the information flow for a VAE server in response to a received V2X message from the VAE client.
Table 9.4.2.5-1: V2X uplink message reception report
	Information element
	Status
	Description

	Result
	M
	Result from the VAE server in response to V2X message indicating success or failure



[bookmark: _Toc9812418][bookmark: _Toc9812662][bookmark: _Toc9813664]9.4.3	Message delivery to target geographical areas from the VAE server
[bookmark: _Toc528832130][bookmark: _Toc528832320][bookmark: _Toc536270651][bookmark: _Toc536270958][bookmark: _Toc9812419][bookmark: _Toc9812663][bookmark: _Toc9813665][bookmark: _Toc2843042]9.34.3.1	General
This subclause describes the procedures for delivering V2X messages to registered V2X UEs at the VAE server in targeted geographical areas. 
[bookmark: _Toc528832132][bookmark: _Toc528832322][bookmark: _Toc536270652][bookmark: _Toc536270959][bookmark: _Toc9812420][bookmark: _Toc9812664][bookmark: _Toc9813666][bookmark: _Toc2843043]9.34.3.2	Procedure
Pre-conditions:
1.	One or more VAE clients have registered with the VAE server as described in subclause 9.12.3;
2.	One or more VAE clients have subscribed to geographical area GEO ID; and
3.	The VAE server has created a mapping between geographical area information and client identification as described in subclause 9.23.3.




Figure 9.34.3.2-1: Procedure for delivering messages to target geographical areas from the VAE server
[bookmark: _Hlk526765810]1.	The application-specific server sends a V2X message of a service with V2X MSGService ID (e.g. ETSI ITS DENM, ETSI ITS CAM) with target geographical area GEO ID.
2.	The VAE server retrieves the list of registered and subscribed clients for the V2X message targeting geographical area GEO ID and determines the clients' identification V2X UE ID.
3.	The VAE server transmits the message to each VAE client using the client identification.
4.	The VAE client provides the V2X message to the application-specific client.
[bookmark: _Toc528832133][bookmark: _Toc528832323][bookmark: _Toc536270670][bookmark: _Toc536270977][bookmark: _Toc2843044]9.4	Group management
5.	The VAE client provides a V2X message reception report to the VAE server if indicated in the V2X message.
[bookmark: _Toc9812421][bookmark: _Toc9812665][bookmark: _Toc9813667]9.4.4	V2X group message distribution
[bookmark: _Toc9812422][bookmark: _Toc9812666][bookmark: _Toc9813668][bookmark: _Toc2843045]9.4.4.1	General
The VAE capabilities provides support for group management (e.g. creation, join, leave) based on the group configuration information (e.g. group join policy, group leader) provided by the V2X application specific layer. The decisions and corresponding triggers (e.g. group creation, join, leave) for group management are responsibility of the V2X application specific layer and the details of the group management are abstracted by the VAE capabilities. The group management provides support for platooning groups and pre-arranged groups for V2X communications.
NOTE:	The group management procedures specified in 3GPP TS 23.280 [4] can be re-used for the VAE layer.
[bookmark: _Toc2843046]9.4.2	Information flows
[bookmark: _Toc525309110][bookmark: _Toc536270656][bookmark: _Toc536270963][bookmark: _Toc2843047]9.4.2.1	Group creation request
Table 9.4.2.1-1This subclause describes the information flowprocedures for V2X group creation requestdelivery from the group management VAE server to the VAE clients. 
[bookmark: _Toc9812423][bookmark: _Toc9812667][bookmark: _Toc9813669]9.4.4.2	Procedure
Pre-conditions:
1.	The VAE client to the group management server.has registered for receiving V2X group messages as described in in subclause 10.3.8 of 3GPP TS 23.434 [6].

Table
Figure 9.4.4.2.-1-: Procedure for delivering V2X group messages to VAE clients
1:.	The V2X application-specific server provides a V2X message for distribution to V2X group with V2X Group creation requestID.
	Information element
	Status
	Description

	Group member list
	O (NOTE)
	List of V2X UE IDs that are part of the group to be created. If group member list is not included, an empty group is created.


2.	The VAE server delivers the V2X message to all registered VAE clients with V2X Group ID.
3.	The VAE client provides the V2X message to the V2X application-specific client.
	V2X group ID
	O
	The group ID to be used for the V2X group. If group ID is not provided then the group ID should be allocated by group management server.

	Group join policy
	O (NOTE)
	The policy information to be enforced by the group management server for members joining the group.

	Group leader ID
	O (NOTE)
	The identity information of the V2X user to be used for user controlled group join.

	NOTE:	If the information elements, group member list and group leader ID are not included, then group join policy information element must be included.



[bookmark: _Toc433209706][bookmark: _Toc453260206][bookmark: _Toc453261093][bookmark: _Toc453279838][bookmark: _Toc459375176][bookmark: _Toc468105420][bookmark: _Toc468110515][bookmark: _Toc525309111][bookmark: _Toc536270657][bookmark: _Toc536270964][bookmark: _Toc2843048]9.4.2.2	Group creation response
[bookmark: _Toc9812424][bookmark: _Toc9812668][bookmark: _Toc9813670]Table 9.4.2.2-15	Uplink V2X message delivery 
[bookmark: _Toc9812425][bookmark: _Toc9812669][bookmark: _Toc9813671]9.4.5.1	General
This subclause describes the information flow group creation responseprocedures for delivering V2X messages from the group management server to the group management client.
Table 9.4.2.2-1: Group creation response
	V2X UEInformation element
	Status
	Description

	Result
	M
	Indicates the success or failure of group regroup teardown

	V2X group ID
	M (NOTE)
	V2X group ID of the group

	NOTE:	If the Result information element indicates failure then the value of V2X group ID information element has no meaning or can be the V2X group ID provided in the request.



[bookmark: _Toc433209711][bookmark: _Toc453260211][bookmark: _Toc453261098][bookmark: _Toc453279843][bookmark: _Toc459375181][bookmark: _Toc468105425][bookmark: _Toc468110520][bookmark: _Toc525309116][bookmark: _Toc536270658][bookmark: _Toc536270965][bookmark: _Toc2843049]9.4.2.3	Group creation notify
Table 9.4.2.3-1 describes the information flow group creation notify from the group management server to the group management client.
Table 9.4.2.3-1: Group creation notify
	Information element
	Status
	Description

	V2X group ID
	M
	V2X group ID of the group

	V2X group configuration information
	M
	V2X group configuration information corresponding to the V2X group ID



[bookmark: _Toc2843050]9.4.3	Group creation
[bookmark: _Toc536270660][bookmark: _Toc536270967][bookmark: _Toc2843051]9.4.3.1	General
Group creation support is provided for the V2X applications (e.g. platooning and cooperative short distance grouping) to provide a dedicated group for the V2X UEs to communicate with each other. The group creation supports group without any group members to enable group member joining.
[bookmark: _Toc536270661][bookmark: _Toc536270968][bookmark: _Toc2843052]9.4.3.2	Procedure
The procedure for group creation is illustrated in figure 9.4.3.2-1.
Pre-condition:
-	The group management client 1 has received a trigger for group creation from the V2X application specific client 1.server. 


[bookmark: _Toc9812426][bookmark: _Toc9812670][bookmark: _Toc9813672]Figure 9.4.35.2-1: Group creation	Procedure
Pre-conditions:
1.	The group management VAE client 1 sends group creation request to has discovered the group management VAE server as described in subclause 9.1.2.
2.	The group management server checks whether group management client 1 is authorized. If authorized, the group management server checks the group policy (e.g. limit for the maximum number of members allowed for the group if a V2X UE list is included in step 1, limit for maximum number of groups that the group management client 1 can create). If allowed, the group management server allocates a unique group identity, creates and stores the information of the group and the associated ProSe layer-2 group identity used for ProSe direct communication within the group.
3.	The group management server sends the group creation response to the group management client 1 with the group information and the associated ProSe layer-2 group identity. The group management server provides the group information (e.g. group identity) to the corresponding V2X application specific server and the VAE server responsible for the V2X message distribution. Upon receiving the group information from the group management server, the group management client 1 provides the group information to the corresponding V2X application specific client 1.
4.	If group members information is available, the group management server sends the group creation notify to the group management clients corresponding to the group members.
[bookmark: _Toc2843053]9.5	Configuration management
[bookmark: _Toc2843054]9.5.1	General
The VAE capabilities provides support for configuration management (e.g. V2X server USD provisioning, V2X application server address information) of V2X services for unicast and multicast delivery over LTE-Uu. The configuration management supports offline configuration (before the V2X UE is receiving the V2X service from the V2X application specific server) and online configuration (during the V2X UE is receiving the V2X service from the V2X application specific server).
NOTE:	The configuration management procedures specified in 3GPP TS 23.280 [4] can be re-used for the VAE layer.
[bookmark: _Toc2843055]9.5.2	Information flows
[bookmark: _Toc2843056]9.5.2.1	Get V2X UE configuration request
Table 9.5.2.1-1 describes the information flow get V2X UE configuration request from the configuration management client to the configuration management server.
Table 9.5.2.1-1: Get V2X UE configuration request
2.	The VAE client has registered to a V2X service identified by a V2X Service ID as described in subclause 9.2.


Figure 9.4.5.2-1: Procedure for delivering messages from V2X UE to the V2X application server
1.	The V2X application-specific client sends a V2X uplink message to the VAE client.  
2.	The VAE client determines the VAE server for receiving the V2X uplink message with V2X Service ID.
3.	The VAE client transmits the V2X uplink message to the VAE server.
4.	The VAE server provides the V2X uplink message to the application-specific server.
5.	The VAE server may provide a V2X uplink message reception report to the VAE client if indicated in the V2X uplink message.
	Information element
	Status
	Description

	V2X UE ID
	M
	Identify of the V2X UE requesting the configuration information.



[bookmark: _Toc9812427][bookmark: _Toc9812671][bookmark: _Toc9813673][bookmark: _Toc536270666][bookmark: _Toc536270973][bookmark: _Toc2843057]9.5.2.2	Get V2X UE configuration response
Table 9.5.2.2-1 describes the information flow get V2X UE configuration response from the configuration management server to the configuration management client.
Table 9.5.2.2-1: Get V2X UE configuration response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of getting the configuration information

	V2X UE configuration data
	O (NOTE)
	The V2X UE configuration data includes:
-	V2X server USD information as specified in 3GPP TS 23.285 [5] 
-	V2X application server address information as specified in 3GPP TS 23.285 [5] and transport port for unicast

	NOTE:	If the Result information element indicates failure then V2X UE configuration data information element is not included.



[bookmark: _Toc2843058]9.5.3	V2X UE configuration
[bookmark: _Toc536270668][bookmark: _Toc536270975][bookmark: _Toc2843059]9.5.3.1	General
Once the V2X UEs are connected to the serving PLMN, the V2X UE is configured with configuration data (e.g. local service information) for receiving V2X services.
[bookmark: _Toc536270669][bookmark: _Toc536270976][bookmark: _Toc2843060]9.5.3.2	Procedure
The procedure for V2X UE obtaining the V2X UE related configuration data is illustrated in figure 9.5.3.2-1.
Pre-condition:
-	The V2X UE has the secure access to the configuration management server.


Figure 9.5.3.2-1: V2X UE obtains the configuration data
1.	The configuration management client sends a get V2X UE configuration request to the configuration management server for obtaining V2X UE configuration data.
2.	The configuration management server sends get V2X UE configuration response to the configuration management client. This message carries the V2X UE configuration data.
[bookmark: _Toc2843061]9.6	File Distribution
[bookmark: _Toc536270671][bookmark: _Toc536270978][bookmark: _Toc9812428][bookmark: _Toc9812672][bookmark: _Toc9813674][bookmark: _Toc2843062]9.65.1	General
The VAE capabilities provide support for file distribution to the V2X application specific layer. The VAE capabilities abstract the aspects like file chunking, QoE management, file delivery from the V2X application specific layer.
[bookmark: _Toc9812429][bookmark: _Toc9812673][bookmark: _Toc9813675][bookmark: _Toc2843063]9.65.2	Use of MBMS "files" session type
The VAE server acts as a content provider and the VAE client acts as an MBMS client in the xMB reference model (subclause 4.1 in 3GPP TS 26.348 [11]).
The VAE server makes use of the xMB procedures from 3GPP TS 26.348 [11] to create MBMS sessions whose type is set to "files" and to request the delivery of files over these sessions. Before provisioning files to the BM‑SC, the VAE server prepares the file for distribution, which may include partition of large files into smaller files or encryption.
The VAE server is responsible for translating the parameters related to the V2X application triggering the file delivery into corresponding xMB parameters. Table 9.6.1.15.2-1 describes the mapping between the V2X parameters and the xMB API properties specified in 3GPP TS 26.348 [11].
Table 9.6.1.15.2-1: Mapping between V2X parameters and xMB APIs
	V2X parameter
	Corresponding xMB API property

	File transfer session indicator
	Session Type: Files

	List of files to be sent by the VAE server and their locations
	File List

	Target geographical area for the V2X Ues
	Geographical Area

	Information about the V2X application (e.g., software update, HD map download)
	Service Class

	Maximum bitrate for the V2X application
	Max Bitrate

	Maximum delay for the V2X application
	Max Delay

	QoE metrics the VAE server is interested in receiving about the V2X application
	QoE Reporting



NOTE:	The list of V2X parameters needed for file delivery is not exhaustive and can be updated based on the specific V2X application requirements.
[bookmark: _Toc496103337][bookmark: _Toc536270672][bookmark: _Toc536270979][bookmark: _Toc9812430][bookmark: _Toc9812674][bookmark: _Toc9813676][bookmark: _Toc2843064]9.76	Provisioning 3GPP system information by VAE server
[bookmark: _Toc536270673][bookmark: _Toc536270980][bookmark: _Toc9812431][bookmark: _Toc9812675][bookmark: _Toc9813677][bookmark: _Toc2843065]9.76.1	General
The VAE server can provision network related information like multicast (e.g. V2X USD) to the V2X UE to further enable V2X UE to consume V2X service based on the location and connection with the VAE server. 
[bookmark: _Toc536270674][bookmark: _Toc536270981][bookmark: _Toc9812432][bookmark: _Toc9812676][bookmark: _Toc9813678][bookmark: _Toc2843066]9.76.2	Information flows
[bookmark: _Toc536270675][bookmark: _Toc536270982][bookmark: _Toc9812433][bookmark: _Toc9812677][bookmark: _Toc9813679][bookmark: _Toc2843067]9.76.2.1	V2X USD announcement
Table 9.76.2.1-1 describes the information flow V2X USD announcement from the VAE server to the VAE client.
Table 9.76.2.1-1: V2X USD announcement
	Information element
	Status
	Description

	V2X UE ID
	O
	Identity of the V2X UE to which the configuration is required

	V2X USD configuration data
	M
	The V2X USD configuration data as specified in 3GPP TS 23.285 [5]



[bookmark: _Toc536270676][bookmark: _Toc536270983][bookmark: _Toc9812434][bookmark: _Toc9812678][bookmark: _Toc9813680][bookmark: _Toc2843068]9.76.2.2	Set PC5 parameters request
Table 9.76.2.2-1 describes the information flow set PC5 parameters request from the VAE server to the VAE client.
Table 9.76.2.2-1: Set PC5 parameters request
	Information element
	Status
	Description

	V2X UE ID
	O
	Identity of the V2X UE to which the configuration is required

	PC5 parameters configuration data
	M
	The PC5 parameters configuration data as specified in 3GPP TS 23.285 [5]



[bookmark: _Toc536270677][bookmark: _Toc536270984][bookmark: _Toc9812435][bookmark: _Toc9812679][bookmark: _Toc9813681][bookmark: _Toc2843069]9.76.2.3	Set PC5 parameters response
Table 9.76.2.3-1 describes the information flow set PC5 parameters response from the VAE client to the VAE server.
Table 9.76.2.3-1: Set PC5 parameters response
	Information element
	Status
	Description

	Result
	M
	The result whether setting the PC5 parameters received by the VAE server was successful or not.



[bookmark: _Toc536270678][bookmark: _Toc536270985][bookmark: _Toc9812436][bookmark: _Toc9812680][bookmark: _Toc9813682][bookmark: _Toc2843070]9.76.3	V2X USD provisioning
[bookmark: _Toc536270679][bookmark: _Toc536270986][bookmark: _Toc9812437][bookmark: _Toc9812681][bookmark: _Toc9813683][bookmark: _Toc2843071]9.76.3.1	General
This subclause describes the procedure for VAE server provisioning the V2X USD information to V2X UE via V1-AE reference point for V2X communication using MBMS. 
[bookmark: _Toc2843072]9.7.3.2	Procedure
[bookmark: _Toc536270680][bookmark: _Toc536270987][bookmark: _Toc9812438][bookmark: _Toc9812682][bookmark: _Toc9813684]9.6.3.2	Procedure
Figure 9.76.3.2-1 illustrates the procedure for provisioning V2X USD to the V2X UE via V1-AE reference point.
Pre-conditions:
1.	The V2X UE has connected to the VAE server.
2.	If multicast delivery mode is used, the MBMS bearer being used is activated by the VAE server.


Figure 9.76.3.2-1: V2X USD provisioning
1.	The VAE server is triggered for providing V2X USD to V2X UE. 
2.	The VAE server sends the V2X USD announcement to the VAE client in the V2X UE with the information of the V2X USDs corresponding to the V2X applications. The V2X USD information consists of TMGI, list of SAIs, frequency and SDP information for V2X applications' communication using MBMS. The details of V2X USD are specified in subclause 4.4.7.2 in 3GPP TS 23.285 [5]. This message can be sent via unicast or multicast.
3.	Upon receiving the V2X USD announcement, the VAE client of the V2X UE stores the received V2X USDs.
NOTE:	The principles for storing and applying precedence when V2X USD is configured via different mechanisms (e.g. MBMS service announcement or pre-configuration or by VAE server via V1‑AE reference point) is as per V2X service provider's policy.
4.	The VAE client of the V2X UE provides an acknowledgement to the VAE server of the V2X AS.
[bookmark: _Toc536270681][bookmark: _Toc536270988][bookmark: _Toc9812439][bookmark: _Toc9812683][bookmark: _Toc9813685][bookmark: _Toc2843073]9.76.4	PC5 parameters provisioning
[bookmark: _Toc536270682][bookmark: _Toc536270989][bookmark: _Toc9812440][bookmark: _Toc9812684][bookmark: _Toc9813686][bookmark: _Toc2843074]9.76.4.1	General
This subclause describes the procedure for the VAE server provisioning the PC5 parameter provisioning information to the V2X UE via V1-AE reference point for V2X communication on PC5. The configuration information includes the configuration parameters specified in 3GPP TS 23.285 [5] and additional application related configuration parameters.
[bookmark: _Toc2843075]9.7.4.2	Procedure
[bookmark: _Toc536270683][bookmark: _Toc536270990][bookmark: _Toc9812441][bookmark: _Toc9812685][bookmark: _Toc9813687]9.6.4.2	Procedure
Figure 9.76.4.2-1 illustrates the procedure for provisioning PC5 parameters to the V2X UE via V1 reference point.
Pre-conditions:
1.	The V2X UE has discovered and connected to the VAE server.
2.	If multicast delivery mode is used, the MBMS bearer being used is activated by the VAE server.


Figure 9.76.4.2-1: PC5 parameters provisioning
1.	The VAE server sends the set PC5 parameters request to the VAE client with the information of the PC5 parameters. The PC5 parameters information are specified in subclause 4.4.1.1.2 in 3GPP TS 23.285 [5]. This message can be sent via unicast or multicast.
2.	Upon receiving the set PC5 parameters request, the VAE client stores the received PC5 parameters in the V2X UE.
3.	The VAE client provides an acknowledgement by sending the set PC5 parameters response to the VAE server.
[bookmark: _Toc536270698][bookmark: _Toc536271005][bookmark: _Toc9812442][bookmark: _Toc9812686][bookmark: _Toc9813688][bookmark: _Toc2843076]9.8	Location management
[bookmark: _Toc2843077]9.8.1	General
The VAE capabilities provides support for location management (e.g. network location of UEs) for V2X services. Location information of V2X UEs shall be provided by the location management client to the location management server. The location information reporting triggers are based on the location reporting configuration. Different types of location information can be provided. The VAE capabilities also support the location information from the underlying 3GPP network via T8 reference point.
[bookmark: _Toc2843078]9.8.2	Information flows
[bookmark: _Toc2843079]9.8.2.1	Location reporting configuration request
Table 9.8.2.1-1 describes the information flow from the location management server to the location management client for the location reporting configuration. This information flow may be sent individually addressed or group addressed on unicast or multicast.
Table 9.8.2.1-1: Location reporting configuration 
	Information element
	Status
	Description

	V2X UE ID or V2X group ID
	M
	Identity of the V2X UE or V2X group to which the location reporting configuration is targeted.

	Triggering criteria
	O (NOTE)
	Identifies when the location management client will send the location report

	Minimum time between consecutive reports
	O (NOTE)
	Defaults to 0 if absent 

	NOTE:	If none of the information element is present, this represents a cancellation for location reporting.



[bookmark: _Toc460616211][bookmark: _Toc460617072][bookmark: _Toc465162698][bookmark: _Toc468105534][bookmark: _Toc468110629][bookmark: _Toc525309273][bookmark: _Toc536270688][bookmark: _Toc536270995][bookmark: _Toc2843080]9.8.2.2	UE location report
Table 9.8.2.2-1 describes the information flow from the location management client to the location management server for the location information reporting.
Table 9.8.2.2-1: Location information report
	Information element
	Status
	Description

	V2X UE ID
	M
	Identity of the V2X UE

	Triggering event
	M
	Identity of the event that triggered the sending of the report

	Location Information
	M
	Location information



[bookmark: _Toc2843081]9.8.3	Location reporting event triggers configuration
[bookmark: _Toc536270690][bookmark: _Toc536270997][bookmark: _Toc2843082]9.8.3.1	General
This procedure is used for configuring the location reporting event triggers from the location management server to the location management client. This procedure is also applied for the location reporting event triggers update.
[bookmark: _Toc536270691][bookmark: _Toc536270998][bookmark: _Toc2843083]9.8.3.2	Procedure
Figure 9.8.3.2-1 illustrates the procedure for location reporting event triggers configuration.
Pre-condition:
-	If multicast delivery mode is used, the MBMS bearer being used is activated by the location management server.


Figure 9.8.3.2-1: Location reporting event triggers configuration
1.	The location management server sends the location reporting configuration request to the location management client including the initial location reporting event triggers configuration (or a subsequent update), e.g. minimum time between consecutive reports, SAI changes, or ECGI changes. This message can be sent via unicast or multicast.
2.	The location management client stores or updates the location reporting event triggers configuration. 
3.	The location management client sends the location reporting configuration response to the location management server.
[bookmark: _Toc521435200][bookmark: _Toc536270692][bookmark: _Toc536270999][bookmark: _Toc2843084]9.8.4	Location reporting event triggers configuration cancel
[bookmark: _Toc536270693][bookmark: _Toc536271000][bookmark: _Toc2843085]9.8.4.1	General
This procedure is used for cancelling the location reporting event triggers configuration at the VAE client.
[bookmark: _Toc536270694][bookmark: _Toc536271001][bookmark: _Toc2843086]9.8.4.2	Procedure
Figure 9.8.4.2-1 illustrates the procedure for location reporting event triggers configuration cancel.
Pre-conditions:
1.	The location management server has subscribed the location management client location with the location reporting event triggers.
2.	If multicast delivery mode is used, the MBMS bearer being used is activated by the location management server.


Figure 9.8.4.2-1: Location reporting event triggers configuration cancel
1.	The location management server sends the location reporting configuration cancel request to the location management client to stop receiving the UE location information. This message can be sent via unicast or multicast.
2.	The location management client invalidates the location reporting event triggers configuration and no longer reports its location to the location management server. 
3.	The location management client sends the location reporting configuration cancel response to the location management server.
[bookmark: _Toc521435201][bookmark: _Toc536270695][bookmark: _Toc536271002][bookmark: _Toc2843087]9.8.5	Location reporting 
[bookmark: _Toc536270696][bookmark: _Toc536271003][bookmark: _Toc2843088]9.8.5.1	General
This procedure is used for UE location reporting over V1-LM reference point.
[bookmark: _Toc536270697][bookmark: _Toc536271004][bookmark: _Toc2843089]9.8.5.2	Procedure
Figure 9.8.5.2-1 illustrates the procedure for location reporting.
Pre-condition:
-	UE is configured to report location based on event trigger or periodically.


Figure 9.8.5.2-1: UE location reporting
1.	The location management client sends UE location report with UE location information to the location management server when the configured location reporting events occurs. 
2.	The location management server may return a UE location report response if requested in UE location report message.
[bookmark: _Toc2843090]9.97	Network monitoring by the V2X UE
[bookmark: _Toc536270699][bookmark: _Toc536271006][bookmark: _Toc9812443][bookmark: _Toc9812687][bookmark: _Toc9813689][bookmark: _Toc2843091]9.97.1	General
The V2X UE subscribes for network monitoring information from the VAE server. Such network monitoring information may be used by the V2X UE for network connectivity adaptations (e.g. switching between different modes of operations for V2V communications).
[bookmark: _Toc536270700][bookmark: _Toc536271007][bookmark: _Toc9812444][bookmark: _Toc9812688][bookmark: _Toc9813690][bookmark: _Toc2843092]9.97.2	Information flows
[bookmark: _Toc536270701][bookmark: _Toc536271008][bookmark: _Toc9812445][bookmark: _Toc9812689][bookmark: _Toc9813691][bookmark: _Toc2843093]9.97.2.1	Network monitoring information subscription request
Table 9.97.2.1-1 describes the information flow network monitoring information subscription request from the VAE client to the VAE server.
Table 9.97.2.1-1: Network monitoring information subscription request
	Information element
	Status
	Description

	V2X UE ID
	M 
	Identity of the V2X UE subscribing for the network monitoring information



[bookmark: _Toc536270702][bookmark: _Toc536271009][bookmark: _Toc9812446][bookmark: _Toc9812690][bookmark: _Toc9813692][bookmark: _Toc2843094]9.97.2.2	Network monitoring information subscription response
Table 9.97.2.2-1 describes the information flow network monitoring information subscription response from the VAE server to the VAE client.
Table 9.97.2.2-1: Network monitoring information subscription response
	Information element
	Status
	Description

	V2X UE ID
	M
	Identity of the V2X UE

	Result
	M 
	Indicates success or failure



[bookmark: _Toc533164900][bookmark: _Toc536270703][bookmark: _Toc536271010][bookmark: _Toc9812447][bookmark: _Toc9812691][bookmark: _Toc9813693][bookmark: _Toc2843095]9.97.2.3	Network monitoring information notification
Table 9.97.2.3-1 describes the information flow network monitoring information notification from the VAE server to the VAE client.
Table 9.97.2.3-1: Network monitoring information notification
	Information element
	Status
	Description

	V2X UE ID
	M
	Identity of the V2X UE

	Network monitoring information
	M
	This includes information on network status, and may include the following parameters:
- Number of connected UEs in a geographical area 
- Access network congestion Level (e.g. RAN User-place Congestion Information (RUCI))
- Geographical Area (cell area or TA for which the monitoring applies)
- Time Validity (the period for which the monitoring applies)
- Coverage level and bearer level events (optionally, for MBMS)



[bookmark: _Toc536270704][bookmark: _Toc536271011][bookmark: _Toc9812448][bookmark: _Toc9812692][bookmark: _Toc9813694][bookmark: _Toc2843096]9.97.3	V2X UE subscription for network monitoring information
[bookmark: _Toc536270705][bookmark: _Toc536271012][bookmark: _Toc9812449][bookmark: _Toc9812693][bookmark: _Toc9813695][bookmark: _Toc2843097]9.97.3.1	General
This subclause describes the procedure for V2X UE subscription for network monitoring information.
[bookmark: _Toc536270706][bookmark: _Toc536271013][bookmark: _Toc9812450][bookmark: _Toc9812694][bookmark: _Toc9813696]9.7.3.2	Procedure
[bookmark: _Toc2843098]9.9.3.2	Procedure
Figure 9.97.3.2-1 illustrates the procedure where the V2X UE subscribes for the network monitoring information from the VAE server.
Pre-condition:
-	The VAE client of the V2X UE is connected to the VAE server and is authorized to access the network monitoring information.



Figure 9.97.3.2-1: V2X UE subscription for network monitoring information 
1.	The VAE client sends a network monitoring information subscription request to the VAE server.
2.	The VAE server checks for the authorization of the VAE client to access the network monitoring information and if allowed, stores the subscription information corresponding to the V2X UE.
3.	The VAE server sends a network monitoring information subscription response to the VAE client including the result of the subscription (i.e. success or failure).
[bookmark: _Toc533164901][bookmark: _Toc536270707][bookmark: _Toc536271014][bookmark: _Toc9812451][bookmark: _Toc9812695][bookmark: _Toc9813697][bookmark: _Toc2843099]9.97.4	Notifications for network monitoring information
[bookmark: _Toc536270708][bookmark: _Toc536271015][bookmark: _Toc9812452][bookmark: _Toc9812696][bookmark: _Toc9813698][bookmark: _Toc2843100]9.97.4.1	General
This subclause describes the procedure for notification of network monitoring information from the VAE server.
[bookmark: _Toc536270709][bookmark: _Toc536271016][bookmark: _Toc9812453][bookmark: _Toc9812697][bookmark: _Toc9813699]9.7.4.2	Procedure
[bookmark: _Toc2843101]9.9.4.2	Procedure
Figure 9.97.4.2-1 illustrates the procedure where the VAE server sends notification of the network monitoring information to the V2X UEs.
Pre-conditions:
1.	The VAE server acting as a SCS/AS is configured with the SCEF information and is authorized to exchange information with the SCEF as specified in subclause 4.9 in 3GPP TS 23.682 [8];
2.	The V2X UE1 and V2X UE2 have subscribed for the network monitoring information at the VAE server.


Figure 9.97.4.2-1: Notifications for network monitoring information
1.	The VAE server communicates with the SCEF to receive network monitoring information as per the procedure in subclause 4.9 of 3GPP TS .23.682 [8].
2.	The monitoring information (e.g. uplink or downlink link degradations, congestions, overload) available at the VAE server about the on-going V2V session(s) is sent to the subscribed V2X UEs via network monitoring information notification.
[bookmark: _Toc536270710][bookmark: _Toc536271017][bookmark: _Toc9812454][bookmark: _Toc9812698][bookmark: _Toc9813700][bookmark: _Toc2843102]9.108	Switching modes of operations for V2V communications
The V2X services need to support different modes of operation for V2V (PC5 and Uu) communications. The V2X UE makes the decision to switch between different modes of operation for V2V communications considering the V2V service KPIs as specified in 3GPP TS 22.186 [3]. The V2X application layer may provide the network monitoring information to assist the V2X UE in making the switching decision for the operation modes selection.
The V2X UE determines switching of the mode of operation for V2V sessions based on several factors including the received network monitoring information as specified in subclause 9.97 and the PC5 communication quality information. The V2X UE switches the mode of operation and engages in either direct (PC5) or indirect (Uu) session as specified in subclause 23.14 of 3GPP TS 36.300 [14].
[bookmark: _Toc536270711][bookmark: _Toc536271018][bookmark: _Hlk1119559][bookmark: _Toc9812455][bookmark: _Toc9812699][bookmark: _Toc9813701][bookmark: _Toc2843103]9.119	V2X service discovery
[bookmark: _Toc9812456][bookmark: _Toc9812700][bookmark: _Toc9813702][bookmark: _Toc2843104]9.119.1	General
The VAE server provides service information (e.g. available V2X services) to the V2X UE to enable the V2X UE to register and receive V2X services over LTE-Uu. The V2X services are identified by V2X service IDs.
[bookmark: _Toc9812457][bookmark: _Toc9812701][bookmark: _Toc9813703][bookmark: _Toc2843105]9.119.2	Information flows
[bookmark: _Toc9812458][bookmark: _Toc9812702][bookmark: _Toc9813704][bookmark: _Toc2843106]9.119.2.1	Get V2X UE service discovery request
Table 9.119.2.1-1 describes the information flow get V2X UE service discovery request from the VAE client to the VAE server.
Table 9.119.2.1-1: Get V2X UE service discovery request
	Information element
	Status
	Description

	V2X UE ID
	M
	Identity of the V2X UE requesting the service discovery information.



[bookmark: _Toc9812459][bookmark: _Toc9812703][bookmark: _Toc9813705][bookmark: _Toc2843107]9.119.2.2	Get V2X UE service discovery response
Table 9.119.2.2-1 describes the information flow get V2X UE service discovery response from the VAE server to the VAE client.
Table 9.119.2.2-1: Get V2X UE service discovery response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of getting the service discovery information

	V2X UE service discovery information 
	O (NOTE)
	The V2X UE service discovery data includes:
- List of available V2X services identified by V2X service IDs 
- Mapping of the V2X services to V2X application server address as specified in 3GPP TS 23.285 [5]

	NOTE:	If the Result information element indicates failure then V2X UE service discovery information element is not included.



[bookmark: _Toc9812460][bookmark: _Toc9812704][bookmark: _Toc9813706][bookmark: _Toc2843108]9.119.3	V2X UE service discovery
[bookmark: _Toc9812461][bookmark: _Toc9812705][bookmark: _Toc9813707][bookmark: _Toc2843109]9.119.3.1	General
This subclause describes the procedure for providing V2X service information to the V2X UE via V1-AE reference point for unicast V2X communication over LTE-Uu.
[bookmark: _Toc9812462][bookmark: _Toc9812706][bookmark: _Toc9813708][bookmark: _Toc2843110]9.119.3.2	Procedure
The procedure for V2X UE obtaining the V2X UE service discovery information is illustrated in figure 9.119.3.2‑1.
Pre-conditions:
1.	The V2X UE has connected to the VAE server.
2.	The VAE server has received information about available V2X services from the V2X application-specific server.


Figure 9.119.3.2-1: V2X UE obtains the service discovery information
1.	The VAE client sends a get V2X UE service discovery request to the VAE server for obtaining V2X UE service discovery information.
2.	The VAE server sends get V2X UE service discovery response to the VAE client. This message carries the V2X UE service discovery information.
[bookmark: _Toc9812463][bookmark: _Toc9812707][bookmark: _Toc9813709]9.10	V2X service continuity
[bookmark: _Toc9812464][bookmark: _Toc9812708][bookmark: _Toc9813710]9.10.1	General
The VAE server supports V2X service continuity by making available the local service information based on geographical areas to the V2X UEs.
[bookmark: _Toc9812465][bookmark: _Toc9812709][bookmark: _Toc9813711]9.10.2	Information flows
[bookmark: _Toc528839041][bookmark: _Toc528832300][bookmark: _Toc528832110][bookmark: _Toc9812466][bookmark: _Toc9812710][bookmark: _Toc9813712]9.10.2.1	Service continuity request
Table 9.10.2.1-1 describes the information flow from a VAE server to issue a service continuity request to other VAE servers.
Table 9.10.2.1-1: Service continuity request
	Information element
	Status
	Description

	[bookmark: _Toc528839042][bookmark: _Toc528832301][bookmark: _Toc528832111]GEO ID
	M
	Geographical area identifier (e.g. subscription URI, tile identifier, geo-fence tile identifier)

	V2X service ID
	M
	PSID or ITS-AID the V2X UE is interested in receiving (e.g. ETSI ITS DENM, ETSI ITS CAM)



[bookmark: _Toc9812467][bookmark: _Toc9812711][bookmark: _Toc9813713]9.10.2.2	Service continuity response
Table 9.10.2.2-1 describes the information flow for a VAE server to respond to a service continuity request from other VAE server.
Table 9.10.2.2-1: Service continuity response
	Information element
	Status
	Description

	VAE server ID
	M
	Identifier of the VAE server (e.g., FQDN)

	Result
	M
	The result whether the VAE server can serve the requested GEO ID and V2X Service ID



[bookmark: _Toc9812468][bookmark: _Toc9812712][bookmark: _Toc9813714]9.10.2.3	Local service information request
Table 9.10.2.3-1 describes the information flow local service information request from the VAE client to the VAE server.
Table 9.10.2.3-1: Local service information request
	Information element
	Status
	Description

	V2X UE ID
	M
	Identity of the V2X UE requesting the service discovery information.

	GEO ID
	M
	Geographical location for which the local service information is requested



[bookmark: _Toc9812469][bookmark: _Toc9812713][bookmark: _Toc9813715]9.10.2.4	Local service information response
Table 9.10.2.4-1 describes the information flow local service information response from the VAE server to the VAE client.
Table 9.10.2.4-1: Local service information response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of getting the local service information

	Local service information
	O (NOTE)
	The local service information:
-	V2X server USD information as specified in 3GPP TS 23.285 [5]
-	V2X application server address information as specified in 3GPP TS 23.285 [5] and transport port for unicast
-	V2X USD information as specified in 3GPP TS 23.285 [5]

	NOTE:	If the Result information element indicates failure then local service information IE is not included.



[bookmark: _Toc528839037][bookmark: _Toc9812470][bookmark: _Toc9812714][bookmark: _Toc9813716]9.10.3	V2X service continuity management
[bookmark: _Toc528839039][bookmark: _Toc9812471][bookmark: _Toc9812715][bookmark: _Toc9813717]9.10.3.1	General
This subclause describes the procedure to determine the VAE server for serving a VAE client when moving to a new geographical area. 
[bookmark: _Toc9812472][bookmark: _Toc9812716][bookmark: _Toc9813718]9.10.3.2	Procedure
Pre-conditions:
1.	The VAE servers have been configured with the information of the other VAE servers.
2.	The VAE servers have obtained information of the available V2X services (e.g. identified by PSID or ITS-AIDs) and their corresponding geographical area association from the V2X application.
3.	The VAE server 1 has received a geographic location update for a geographic area outside its coverage, with GEO ID, from a VAE client as described in subclause 9.3.


Figure 9.10.3.2-1: Procedure for V2X service continuity management
1.	VAE server 1 sends a service continuity request to other VAE servers (2 ... n).
NOTE:	The VAE server may send the service continuity request to all VAE servers it is connected to or to a subset of VAE servers, e.g. within the same PLMN.
2.	The VAE servers provide a service continuity response to VAE server 1.
[bookmark: _Toc9812473][bookmark: _Toc9812717][bookmark: _Toc9813719]9.10.4	Dynamic local service information
[bookmark: _Toc9812474][bookmark: _Toc9812718][bookmark: _Toc9813720]9.10.4.1	General
For the V2X scenarios like extended sensors, platooning, the V2X UEs may be connected to the serving PLMN, but the V2X application server information may change as per the geographical location. Also it is not practically feasible to provide all the V2X server USDs to the V2X UE via the initial V2X UE configuration by the PLMN. It is hence required that the V2X server USDs may be provided considering the mobility of the V2X UE. This subclause describes the procedure for obtaining the local service information by the V2X UE via V1-AE.
[bookmark: _Toc9812475][bookmark: _Toc9812719][bookmark: _Toc9813721]9.10.4.2	Procedure
Figure 9.10.4.2-1 illustrates the procedure for obtaining the dynamic local service information by the V2X UE via V1-AE.
Pre-conditions:
1.	The V2X UE is connected to the VAE server in geographical area A.
2.	The V2X UE has no local service information for geographical area B.
3.	If multicast delivery mode is used, the MBMS bearer being used is activated by the VAE server.


Figure 9.10.4.2-1: Obtaining dynamic local service information by V2X UE via V1-AE
1.	The VAE client sends a local service information request to the VAE server (responsible for geographic location A) which may include mobility information like the geographic locations (geographic location B).
2.	The VAE server determines the local service information (e.g. V2X server USD(s), V2X USD) corresponding to the geographic locations information received in step 1.
3.	The VAE server provides the local service information (e.g. V2X server USD(s), V2X USD) with the corresponding geographic locations information to the VAE client via a local service information response. The V2X USD information consists of TMGI, list of SAIs, frequency and SDP information with the local service information for local V2X application server discovery. The details of V2X server USD are specified in subclause 4.4.7.3 in 3GPP TS 23.285 [5]. This message can be sent via unicast or multicast.
4.	Upon receiving the local service information in step 3, the VAE client stores the received information.
Editor's note:	The impact of edge application enabler study (FS_EDGEAPP) on this procedure is FFS.
[bookmark: _Toc9812476][bookmark: _Toc9812720][bookmark: _Toc9813722]9.11	V2X application resource management
[bookmark: _Toc9812477][bookmark: _Toc9812721][bookmark: _Toc9813723]9.11.1	General
The VAE server utilizes the NRM server of the SEAL to support the network resource management aspects towards the V2X applications. The VAE server supports the V2X UEs connected to EPS networks of different PLMN operators.
[bookmark: _Toc9812478][bookmark: _Toc9812722][bookmark: _Toc9813724]9.11.2	Information flows
[bookmark: _Toc9812479][bookmark: _Toc9812723][bookmark: _Toc9813725]9.11.2.1	V2X application requirement request
Table 9.11.2.1-1 describes the information flow V2X application requirement request from the V2X application specific server to the VAE server.
Table 9.11.2.1-1: V2X application requirement request
	Information element
	Status
	Description

	V2X UE ID
	M (NOTE)
	Identity of the V2X UE for which V2X application requirement is initiated.

	V2X group ID
	M (NOTE)
	Identity of the V2X group for which the V2X application requirement is initiated.

	V2X service ID
	M
	The V2X service ID for which application requirement corresponds to.

	V2X application requirement
	M
	The requirement for application change. E.g. service levels for application service.

	NOTE:	Either of the information element should be present.



[bookmark: _Toc9812480][bookmark: _Toc9812724][bookmark: _Toc9813726]9.11.2.2	V2X application requirement response
Table 9.11.2.2-1 describes the information flow V2X application requirement response from the VAE server to the V2X application specific server.
Table 9.11.2.2-1: V2X application requirement response
	Information element
	Status
	Description

	Result
	M
	The result of the V2X application requirement request.



[bookmark: _Toc9812481][bookmark: _Toc9812725][bookmark: _Toc9813727]9.11.2.3	V2X application requirement notification
Table 9.11.2.3-1 describes the information flow V2X application requirement notification from the VAE server to the V2X application specific server.
Table 9.11.2.3-1: V2X application requirement notification
	Information element
	Status
	Description

	Result
	M
	The result of the network resource adaptation corresponding to the V2X application requirement.



[bookmark: _Toc9812482][bookmark: _Toc9812726][bookmark: _Toc9813728]9.11.3	V2X application resource adaptation
[bookmark: _Toc9812483][bookmark: _Toc9812727][bookmark: _Toc9813729]9.11.3.1	General
This subclause describes the procedure for V2X application resource adapation where the VAE server maps the V2X application requirement to network resource request for single or groups of V2X UEs.
[bookmark: _Toc9812484][bookmark: _Toc9812728][bookmark: _Toc9813730]9.11.3.2	Procedure
Figure 9.11.3.2-1 illustrates the procedure where the VAE server supports V2X application resource adaptation.
Pre-conditions:
1.	The VAE server has the KPI information for the V2X services.
2.	The VAE server is provided with the network monitoring information as per the subclause A.3.
3.	The VAE server is configured with the NRM server information.


Figure 9.11.3.2-1: V2X application resource adaptation
1.	The V2X application specific server sends a V2X application requirement request to the VAE server for an adaptation of the V2X service operation per V2X UE or per group of UEs.
2.	The VAE server translates the V2X application requirement to different network resource requirement for group of users, which may be a subset of V2X UEs within the V2X group that will be affected by application adaptation.
3.	If the V2X application requirement is successfully translated to the network resource requirement, the VAE server sends a V2X application requirement response to the V2X application specific server.
4.	The VAE server performs network resource adaptation by interacting with the NRM server as specified in the 3GPP TS 23.434 [6] for the V2X application requirement received in step 1.
5.	Based on the result of the network resource adaptation in step 4 corresponding to step 1, the VAE server sends a V2X application requirement notification to the V2X application specific server.
[bookmark: _Toc2819319][bookmark: _Toc9812485][bookmark: _Toc9812729][bookmark: _Toc9813731]9.12	Dynamic group management
[bookmark: _Toc2819320][bookmark: _Toc9812486][bookmark: _Toc9812730][bookmark: _Toc9813732]9.12.1	General
Some of the V2X scenarios require group-based communication (e.g. platooning). Unlike V2X communication for safety scenarios where all V2X UEs in the communication range receive broadcasted communication, the group-based communication is expected to be received only by the V2X UEs of the members of that group. However in some scenarios the V2X UEs are required to be determined dynamically (with the assistance of the V2X application server or independently by the V2X UEs when they are not connected to the network) during the operation. Also each V2X application group has to be mapped to a ProSe Layer-2 group ID in order to avoid any interference during PC5 communications for the V2X application groups. The ProSe Layer-2 Group ID is only used in PC5 V2X group communication (without the involvement of the V2X application server).
[bookmark: _Toc2819321][bookmark: _Toc9812487][bookmark: _Toc9812731][bookmark: _Toc9813733]9.12.2	Information flows
[bookmark: _Toc2819322][bookmark: _Toc9812488][bookmark: _Toc9812732][bookmark: _Toc9813734]9.12.2.1	Push Layer-2 group ID mapping
Table 9.12.2.1-1 describes the information flow group creation request from the group management client to the group management server.
Table 9.12.2.1-1: Push Layer-2 group ID mapping
	Information element
	Status
	Description

	Dynamic group information
	M
	Group information including dynamic group ID, group definition, group leader ID

	ProSe Layer-2 Group ID
	M
	ProSe Layer-2 Group ID corresponding to the dynamic group information



[bookmark: _Toc2819325][bookmark: _Toc9812489][bookmark: _Toc9812733][bookmark: _Toc9813735]9.12.3	On-network dynamic group creation
[bookmark: _Toc2819326][bookmark: _Toc9812490][bookmark: _Toc9812734][bookmark: _Toc9813736]9.12.3.1	General
The V2X application specific server is responsible for V2X dynamic group formation (including information like group ID assignment, group definition), membership management (e.g. user authorization). VAE layer supports V2X UEs in the Uu communication range assigning a ProSe Layer-2 Group ID for application layer V2X dynamic group formation.
[bookmark: _Toc2819327][bookmark: _Toc9812491][bookmark: _Toc9812735][bookmark: _Toc9813737]9.12.3.2	Procedure
The procedure for on-network dynamic group creation is illustrated in figure 9.12.3.2-1.
Pre-condition:
1.	V2X application dynamic group is defined at the V2X application specific server with V2X UE assigned as dynamic group leader.
2.	VAE server has a pool of the ProSe Layer-2 Group IDs that can be assigned to dynamic groups


Figure 9.12.3.2-1: On-network dynamic group creation
1.	The V2X application specific server requests the VAE server to configure dynamic group corresponding to the dynamic group information (e.g. dynamic group ID, group definition, group leader).
2.	To enable PC5 communication, the VAE server assigns ProSe Layer-2 Group ID to the received dynamic group information from the available ProSe Layer-2 Group ID pool.
3.	The VAE server triggers a push request including ProSe Layer-2 Group ID corresponding to the dynamic group information to the VAE client.
4.	The VAE client stores the received PC5 communication parameters corresponding to the dynamic group information received from the VAE server.
NOTE 1:	The VAE client may further announce the dynamic group information including the corresponding ProSe Layer-2 Group ID to the other VAE clients within the PC5 communication proximity on a PC5 channel dedicated for V5-AE communications, enabling more V2X UEs to join the dynamic group.
NOTE 2:	When there is loss of connectivity with the network by the V2X UEs, service continuity is ensured by the V2X UEs switching to PC5 communication using the VAE server assigned ProSe Layer-2 Group ID corresponding to the dynamic group formation.
[bookmark: _Toc9812492][bookmark: _Toc9812736][bookmark: _Toc9813738]9.12.4	Off-network dynamic group creation
[bookmark: _Toc9812493][bookmark: _Toc9812737][bookmark: _Toc9813739]9.12.4.1	General
The V2X application specific client is responsible for V2X dynamic group information (including information like group ID assignment, group definition). VAE layer on the client supports assigning a ProSe Layer-2 Group ID for application layer V2X dynamic group formation.
[bookmark: _Toc9812494][bookmark: _Toc9812738][bookmark: _Toc9813740]9.12.4.2	Procedure
The procedure for off-network dynamic group creation is illustrated in figure 9.12.4.2-1.
Pre-condition:
1.	VAE clients are provisioned ProSe Layer-2 Group ID(s) generation rules corresponding to the group information or
2.	VAE client(s) are configured with the unique pool of ProSe Layer-2 Group IDs, when they are in coverage area of the VAE server.


Figure 9.12.4.2-1: Off-network dynamic group creation
1.	The V2X application specific client 2 requests the VAE client 2 to configure dynamic group corresponding to the dynamic group information (e.g. dynamic group ID, group definition, group leader).
2.	Each VAE client generates ProSe Layer-2 Group ID independently based on the provisioned ProSe Layer-2 Group ID(s) generation rules for its group information or the VAE client 2 assigns ProSe Layer-2 Group ID from the pool of configured ProSe Layer-2 Group IDs.
3.	VAE client may further announce the dynamic group information including the corresponding ProSe Layer-2 Group ID to the other VAE clients within the PC5 communication proximity on a PC5 channel dedicated for V5-AE communications, enabling more V2X UEs to join the dynamic group.
4.	The VAE client stores the PC5 communication parameters corresponding to the dynamic group information received from another VAE client.
[bookmark: _Toc9812495][bookmark: _Toc9812739][bookmark: _Toc9813741][bookmark: _Toc2843111]10	VAE layer APIs
[bookmark: _Toc536270712][bookmark: _Toc536271019][bookmark: _Toc9812496][bookmark: _Toc9812740][bookmark: _Toc9813742][bookmark: _Toc2843112]10.1	General
The following VAE capabilities are offered as APIs:
-	VAE server APIs;
The following SEAL service APIs are specified in 3GPP TS 23.434 [6]:
-	Group management server APIs;
-	Location management server APIs;
-	Configuration management server APIs;
-	Identity management server APIs; and
-	Key management server APIs.
[bookmark: _Toc536270713][bookmark: _Toc536271020][bookmark: _Toc9812497][bookmark: _Toc9812741][bookmark: _Toc9813743][bookmark: _Toc2843113]10.2	VAE server APIs
[bookmark: _Toc536270714][bookmark: _Toc536271021][bookmark: _Toc9812498][bookmark: _Toc9812742][bookmark: _Toc9813744][bookmark: _Toc2843114]10.2.1	General
Table 10.2.1-1 illustrates the VAE server APIs.
Table 10.2.1-1: List of VAE server APIs
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	VAE_V2X_Message_Delivery API
	V2X_Message_Delivery
	V2X application specific server
	Request/ Response

	VAE_File_Distribution API
	Initiate_File_Distribution
	V2X application specific server
	Request/ Response

	VAE_V2X_Application_Requirement API
	V2X_Application_Requirement
	V2X application specific server
	Subscribe/notify

	
	
	
	

	
	
	
	



[bookmark: _Toc484168243][bookmark: _Toc536270715][bookmark: _Toc536271022][bookmark: _Toc9812499][bookmark: _Toc9812743][bookmark: _Toc9813745][bookmark: _Toc2843115]10.2.x	<2	VAE_V2X_Message_Delivery API x>
[bookmark: _Toc9812500][bookmark: _Toc9812744][bookmark: _Toc9813746][bookmark: _Toc536270716][bookmark: _Toc536271023][bookmark: _Toc2843116]10.2.x2.1	General
API description: 
API description: This API enables the V2X application specific server to communicate with the VAE server to send V2X messages to the V2X UEs.
[bookmark: _Toc9812501][bookmark: _Toc9812745][bookmark: _Toc9813747][bookmark: _Toc536270717][bookmark: _Toc536271024][bookmark: _Toc2843117]10.2.x.2	<OP 1>2.2	V2X_Message_Delivery operation
API operation name: V2X_Message_Delivery
Description: Delivers the V2X messages to the V2X UEs.
Known Consumers: V2X application specific server.
Inputs: Refer subclause 9.4.2.1.
Outputs: None.
See subclause 9.4.3 for the details of usage of this API operation.
[bookmark: _Toc9812502][bookmark: _Toc9812746][bookmark: _Toc9813748]10.2.3	VAE_File_Distribution API
[bookmark: _Toc9812503][bookmark: _Toc9812747][bookmark: _Toc9813749]10.2.3.1	General
API description: This API enables the V2X application specific server to communicate with the VAE server to initiate file distribution to the V2X UEs.
[bookmark: _Toc9812504][bookmark: _Toc9812748][bookmark: _Toc9813750]10.2.3.2	Initiate_File_Distribution operation
API operation name: Initiate_File_Distribution
Description: Distributes files to the V2X UEs.
Known Consumers: V2X application specific server.
Inputs: Refer subclause 9.5.2.
Outputs: Refer subclause 9.5.2.
See subclause 9.5.2 for the details of usage of this API operation.
[bookmark: _Toc9812505][bookmark: _Toc9812749][bookmark: _Toc9813751]10.2.4	VAE_V2X_Application_Requirement API
[bookmark: _Toc9812506][bookmark: _Toc9812750][bookmark: _Toc9813752]10.2.4.1	General
API description: This API enables the V2X application specific server to communicate with the VAE server to provide V2X application requirement to the underlying 3GPP network.
[bookmark: _Toc9812507][bookmark: _Toc9812751][bookmark: _Toc9813753]10.2.4.2	V2X_Application_Requirement operation
API operation name: V2X_Application_Requirement
Description: Provides V2X application requirement to underlying 3GPP network.
Known Consumers: V2X application specific server.
Inputs: Refer subclause 9.11.2.1
Outputs: Refer subclause 9.11.2.2
See subclause 9.11.3 for the details of usage of this API operation.
[bookmark: _Toc528832138][bookmark: _Toc528832328][bookmark: _Toc536270723][bookmark: _Toc536271030][bookmark: _Toc9812508][bookmark: _Toc9812752][bookmark: _Toc9813754][bookmark: _Toc536270718][bookmark: _Toc536271025][bookmark: _Toc2843118]Annex A (informative):
Procedures require coordination with other WGsDetailed V2X application layer functional model
[bookmark: _Toc528832134][bookmark: _Toc528832324][bookmark: _Toc536270719][bookmark: _Toc536271026][bookmark: _Toc2843119]A.x	<Procedure x>
Figure A-1 illustrates the detailed V2X application layer functional model including all the functional entities of the VAE layer and the functional entities of the SEAL as specified in 3GPP TS 23.434 [6].
Editor's note:	Provide a suitable title for the procedure.
[bookmark: _Toc528832135][bookmark: _Toc528832325][bookmark: _Toc536270720][bookmark: _Toc536271027][bookmark: _Toc2843120]The functional model in clause 6.2 should be aligned with the figure A.x.-1	General.
Editor's note:	This subclause will provide a general description of the procedure.
[bookmark: _Toc528832136][bookmark: _Toc528832326][bookmark: _Toc536270721][bookmark: _Toc536271028][bookmark: _Toc2843121]A.x.2	Information flows
Editor's note:	This subclause will describe the information flow tables
[bookmark: _Toc528832137][bookmark: _Toc528832327][bookmark: _Toc536270722][bookmark: _Toc536271029][bookmark: _Toc2843122]A.x.3	Procedure
Editor's note:	This subclause will describe the detailed procedure with associated diagram.
[bookmark: _Toc2843123]A.1	Communicating of service requirements from the VAE server 

[bookmark: _Toc2843124]A
Figure A-1: Detailed V2X application layer functional model
[bookmark: _Toc9812509][bookmark: _Toc9812753][bookmark: _Toc9813755]Annex B (informative):
Functionalities with SA2 dependency
[bookmark: _Toc9812510][bookmark: _Toc9812754][bookmark: _Toc9813756]B.1	Service negotiation with underlying 3GPP network
[bookmark: _Toc9812511][bookmark: _Toc9812755][bookmark: _Toc9813757]B.1.1	General
This subclause describes the procedures for the VAE server to provide service requirements to the 3GPP network system. The Service Capability Exposure Function (SCEF) can be used for this purpose. As described in 3GPP TS 23.682 [8], the SCEF provides a means to expose the services and capabilities provided by 3GPP network interfaces and provides a means for the discovery of the exposed services and capabilities. This subclause uses the APIs defined in subclause 5.11 in 3GPP TS 23.682 [8] for setting up an AS session with required QoS procedure. This subclause defines the information elements that need to be exchanged between the VAE server and the SCEF function during service negotiation.
[bookmark: _Toc9812512][bookmark: _Toc9812756][bookmark: _Toc9813758][bookmark: _Toc528832140][bookmark: _Toc528832330][bookmark: _Toc536270725][bookmark: _Toc536271032][bookmark: _Toc2843125]AB.1.2	Information flows
[bookmark: _Toc9812513][bookmark: _Toc9812757][bookmark: _Toc9813759][bookmark: _Toc528832141][bookmark: _Toc528832331][bookmark: _Toc536270726][bookmark: _Toc536271033][bookmark: _Toc2843126]AB.1.2.1	Service negotiation request
Table AB.1.2.1-1 describes the information flow for a VAE server to provide the network with the service requirements.
Table AB.1.2.1-1: Service negotiation request
	Information element
	Status
	Description

	UE ID
	M
	Identifier of the UE registering for service negotiation. This element may include multiple UE IDs in case the VAE server wants to exchange requirements for an application involving more than one UE.

	Service Type
	M
	Indicating the type of service the application requirements are associated to. SERVICE TYPE can be indicated in the form of Application-ID or with other forms of application and/or service identification.

	Service Information
	O
	Indicating additional information associated to the service. Examples of SERVICE INFORMATION are for instance flow description, QoS-related parameters such as min/max requested bandwidth, etc.

	Supporting Information
	O
	Indicating supporting information by the VAE server to increase the network awareness related to the service. Example of supporting information is planned/expected UE trajectory, which can be provided in the form of waypoints (GPS coordinates) and associated timestamps.

	Data Volume
	O
	Identifying the expected amount of data to be transferred.

	Data Transfer Deadline
	O
	Identifying whether there is a time deadline for the transfer of DATA VOLUME.

	Time Interval
	O
	Identifying the time interval of interest for the exchange of service requirements. It can be expressed in the form of starting time and related duration. Used in case the exchange of service requirement is restricted to some specific time interval(s).

	Notification Event
	M
	Event, the VAE server is interested to be notified about from the network. The notification event can be associated for instance to monitoring of some current or expected specific network performance parameters.

	Notification Condition
	O
	Conditions that trigger the generation of a notification. Conditions can be expressed in several forms (e.g. as threshold associated to a certain parameter of interest for notification).

	Notification Timing
	O
	Indicating whether there is any desired time constraint from the moment the NOTIFICATION EVENT is detected at the network and the VAE server receives the associated notification. This field is introduced for timely interaction between the VAE server and the network.



Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.
[bookmark: _Toc528832142][bookmark: _Toc528832332][bookmark: _Toc536270727][bookmark: _Toc536271034][bookmark: _Toc2843127]AEditor's note:	Need to verify with SA2 specifications on the exact support provided to this feature.

[bookmark: _Toc9812514][bookmark: _Toc9812758][bookmark: _Toc9813760]B.1.2.2	Service negotiation response
Table AB.1.2.2-1 describes the information flow for a network to provide a response associated to a service negotiation request.
Table AB.1.2.2-1: Service negotiation response
	Information element
	Status
	Description

	Result
	M
	Response from the network. The response can also include an update value for some of the parameters included in the VAE request, e.g. update of NOTIFICATION EVENT in case what requested is not supported or an updated NOTIFICATION TIMING in case the value desired by the VAE server is not feasible.



Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.
[bookmark: _Toc9812515][bookmark: _Toc9812759][bookmark: _Toc9813761][bookmark: _Toc2843128]AB.1.2.3	Notification message
Table B.1.2.3-1 describes the information flow for the SCEF function to notify the VAE server. 
Table B.1.2.3-1: Notification message 
	Information element
	Status
	Description

	Notification Event
	M
	Event the network is notifying to the VAE server.

	Notification Information
	O
	Additional information associated to the NOTIFICATION EVENT, if applicable. 



Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.
[bookmark: _Toc9812516][bookmark: _Toc9812760][bookmark: _Toc9813762]B.1.2.4	Notification acknowledgment
Table B.1.2.4-1 describes the information flow for the VAE server to acknowledge the reception of notification message from the SCEF function. 
Table B.1.2.4-1: Notification acknowledgment
	Information element
	Status
	Description

	Ack
	O
	Acknowledgment from the VAE server about the reception of notification message.



Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.

[bookmark: _Toc9812517][bookmark: _Toc9812761][bookmark: _Toc9813763]B.1.3	Communication of service requirements from the VAE server 
[bookmark: _Toc528832139][bookmark: _Toc528832329][bookmark: _Toc536270724][bookmark: _Toc536271031][bookmark: _Toc9812518][bookmark: _Toc9812762][bookmark: _Toc9813764]B.1.3.1	General
This subclause describes a procedure using the APIs defined in subclause 5.11 in 3GPP TS 23.682 [8] for setting up an AS session with required QoS procedure. This subclause defines the information elements that need to be exchanged between the VAE server and the SCEF function during service negotiation.
[bookmark: _Toc528832143][bookmark: _Toc528832333][bookmark: _Toc536270728][bookmark: _Toc536271035][bookmark: _Toc9812519][bookmark: _Toc9812763][bookmark: _Toc9813765]B.1.3.2	Procedure
Pre-conditions:
1.	The VAE server acts as an SCS/AS as described in subclause 4.9 in 3GPP TS 23.682 [8]; and
2.	The VAE server is configured and authorized to exchange information with the SCEF function as described in subclause 4.9 in 3GPP TS 23.682 [8].


Figure AB.1.3.2-1: Service negotiation between the VAE server and the SCEF function
1.	The VAE server sends a request to the SCEF function with the requirements relevant to the service.
2.	The SCEF function provides a response to the VAE server indicating whether the communicated requirements are supported by the network.
NOTE:	The above procedure can be also used by the VAE server to update the information related to an ongoing session. 
[bookmark: _Toc528832144][bookmark: _Toc528832334][bookmark: _Toc536270729][bookmark: _Toc536271036][bookmark: _Toc9812520][bookmark: _Toc9812764][bookmark: _Toc9813766][bookmark: _Toc2843129]A.2B.1.4	Notification generation by the SCEF function 
[bookmark: _Toc528832145][bookmark: _Toc528832335][bookmark: _Toc536270730][bookmark: _Toc536271037][bookmark: _Toc9812521][bookmark: _Toc9812765][bookmark: _Toc9813767][bookmark: _Toc2843130]A.2B.1.4.1	General
This subclause describes the procedure notification generation by the SCEF function in response to the service requirements from the VAE server. The SCEF function notifies the VAE server if the service requirements can be satisfied. This subclause uses the APIs defined in subclause 5.8 in 3GPP TS 23.682 [8] for informing about potential network issues. This subclause defines the information elements to be exchanged between the SCEF function and the VAE server for notification generation.  
[bookmark: _Toc528832146][bookmark: _Toc528832336][bookmark: _Toc536270731][bookmark: _Toc536271038][bookmark: _Toc2843131][bookmark: _Toc528832149][bookmark: _Toc528832339][bookmark: _Toc536270734][bookmark: _Toc536271041][bookmark: _Toc9812522][bookmark: _Toc9812766][bookmark: _Toc9813768]AB.1.4.2.2	Information flows
[bookmark: _Toc528832147][bookmark: _Toc528832337][bookmark: _Toc536270732][bookmark: _Toc536271039][bookmark: _Toc2843132]A.2.2.1	Notification message
Table A.2.2.1-1 describes the information flow for the SCEF function to notify the VAE server. 
Table A.2.2.1-1: Notification message 
	Information element
	Status
	Description

	Notification Event
	M
	Event the network is notifying to the VAE server.

	Notification Information
	O
	Additional information associated to the NOTIFICATION EVENT, if applicable. 



Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.
[bookmark: _Toc528832148][bookmark: _Toc528832338][bookmark: _Toc536270733][bookmark: _Toc536271040][bookmark: _Toc2843133]A.2.2.2	Notification acknowledgment
Table A.2.2.2-1 describes the information flow for the VAE server to acknowledge the reception of notification message from the SCEF function. 
Table A.2.2.2-1: Notification acknowledgment
	Information element
	Status
	Description

	Ack
	O
	Acknowledgment from the VAE server about the reception of notification message.



Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.
[bookmark: _Toc2843134]A.2.3	Procedure
Pre-condition:
Pre-condition:
-	The VAE server has provided the SCEF function with service requirements as described in subclause AB.1.3.


Figure AB.1.4.2.3-1: Notification generation by the SCEF function to the VAE server
1.	The SCEF function takes into consideration the information received by the VAE server in subclause AB.1.3 and generates a notification.
2.	The SCEF function provides a notification to the VAE server.
3.	The VAE server may send a notification acknowledgment to the SCEF function.
[bookmark: _Hlk526780438]NOTE:	The above procedure can be also used by the network to provide a new notification, e.g., to notify an updated list of network capabilities or to report a new NOTIFICATION EVENT. 
[bookmark: _Toc504740402][bookmark: _Toc528832150][bookmark: _Toc528832340][bookmark: _Toc536270735][bookmark: _Toc536271042][bookmark: _Toc9812523][bookmark: _Toc9812767][bookmark: _Toc9813769][bookmark: _Toc2843135]A.3B.2	Network situation and QoS monitoring and reporting
[bookmark: _Toc504740403][bookmark: _Toc528832151][bookmark: _Toc528832341][bookmark: _Toc536270736][bookmark: _Toc536271043][bookmark: _Toc9812524][bookmark: _Toc9812768][bookmark: _Toc9813770][bookmark: _Toc2843136]A.3B.2.1	General
[bookmark: _Toc504740404]The VAE server supports monitoring of 3GPP systems' network situation for V2X services. The VAE server receives and processes access network-related monitoring events/reports from SCEF (EPS entity of the 3GPP network system) as specified in 3GPP TS 23.682 [8]. The AN-related monitoring events/report may include RAN-related resource/traffic situation statistics and QoS management. The VAE server initiates monitoring of the QoS for single or aggregately for groups of vehicles (supporting a V2X service and being in proximity) having ongoing sessions. The information from V2X UE related to monitoring events (e.g. location, groups, resource usage) can be available at the VAE server using the network resource management and location management services of the SEAL.
Editor's note:	The role of V2X UE in providing the information related to monitoring events to the VAE server is FFS.
Table A.3B.2.1-1 describes the list of network situation and QoS monitoring events relevant for V2X applications. The information for "Involved EPS entity" represents the current status of support for the monitoring events to the V2X application layer.
Table A.3B.2.1-1: Network situation and QoS monitoring events 
	Monitoring event
	Description
	Involved EPS entity

	Loss of connectivity
	Network detects that the UE is no longer reachable for either signalling or user plane communication.
	SCEF, MME (see NOTE 1)

	Communication failure
	Network detects a communication failure at a network entity
	SCEF, MME (see NOTE 1)

	Number of UEs present in a geographical area
	Network captures the UE density level per cell area or tracking area
	SCEF, MME (see NOTE 1)

	Access network congestion Level
	A RAN congestion awareness function detects the congestion situation in access network.
	Partly supported by SCEF, PCRF, RCAF (see NOTE 1)

	QoS notification control per UE or UEs
	E2E (including access network and core network) traffic real-time QoS monitoring information.
	NotPartly supported (see NOTE 2)

	NOTE 1:	Specified in 3GPP TS 23.682 [8]
NOTE 2:	The QoS notification for low latency services is the responsibility of SA2



[bookmark: _Toc528832152][bookmark: _Toc528832342][bookmark: _Toc536270737][bookmark: _Toc536271044]Editor's note:	TheNeed to verify with SA2 specifications on the exact support for the monitoring event for QoS notification control per UE or UEs is required from SA2provided to this feature.
Editor's note:	The support for the additional RAN related notifications for the monitoring event for Access network congestion level is required from SA2.
[bookmark: _Toc2843137][bookmark: _Toc9812525][bookmark: _Toc9812769][bookmark: _Toc9813771]A.3B.2.2	Information flows
[bookmark: _Toc433209705][bookmark: _Toc453260205][bookmark: _Toc453261092][bookmark: _Toc453279837][bookmark: _Toc459375175][bookmark: _Toc468105419][bookmark: _Toc468110514][bookmark: _Toc517438072][bookmark: _Toc528832153][bookmark: _Toc528832343][bookmark: _Toc536270738][bookmark: _Toc536271045][bookmark: _Toc9812526][bookmark: _Toc9812770][bookmark: _Toc9813772][bookmark: _Toc2843138]A.3B.2.2.1	Monitoring request
Table A.3B.2.2.1-1 describes the additional information elements required for the information flow monitoring request from the VAE server (acting as SCS/AS) to the SCEF (EPS entity of 3GPP network system) over T8 reference point which is specified in subclause 5.6 in 3GPP TS 23.682 [8].
Table A.3B.2.2.1-1: Monitoring request
	Information element
	Status
	Description

	Network Status Information
	M (See NOTE 1)
	VAE server indicates monitoring for the network status information

	Threshold 
	O
	Threshold indicates a range at which the VAE server wishes to be informed of the network status. Multiple Threshold values may be included.

	Geographical Area 

	O
	Geographical area specified by VAE server (e.g. cell level, tracking area level, other formats like shapes (e.g. polygons, circles) or civic addresses (e.g. streets, area codes)) 

	QoS notification information
	M (See NOTE 2)
	Monitoring request on QoS values / attributesstatus information by VAE server like packet error rate, jitter,latency.

	NOTE 1:	This IE is optional for Monitoring type other than "Access Network Congestion level"
NOTE 2:	This IE is optional for Monitoring type other than "QoS notification control per UE or UEs"



Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.
	[bookmark: _Toc528832154][bookmark: _Toc528832344][bookmark: _Toc536270739][bookmark: _Toc536271046][bookmark: _Toc9812527][bookmark: _Toc9812771][bookmark: _Toc9813773]B.2NOTE 1:	This IE is optional for Monitoring type other than "Access Network Congestion level"
NOTE 2:	This IE is optional for Monitoring type other than "QoS notification control per UE or UEs"



Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.
[bookmark: _Toc2843139]A.3.2.2	Monitoring response
The information flow monitoring response from SCEF to VAE server (acting as SCS/AS) over T8 reference point is specified in subclause 5.6 in 3GPP TS 23.682 [8].
[bookmark: _Toc528832155][bookmark: _Toc528832345][bookmark: _Toc536270740][bookmark: _Toc536271047][bookmark: _Toc9812528][bookmark: _Toc9812772][bookmark: _Toc9813774][bookmark: _Toc2843140]A.3B.2.2.3	Monitoring report
Table A.3B.2.2.3-1 describes the additional information elements required for the information flow monitoring report from the SCEF to the VAE server over T8 reference point which is specified in subclause 5.6 in 3GPP TS 23.682 [8].
Table A.3B.2.2.3-1: Monitoring report
	Information element
	Status
	Description

	Network status report
	M (See NOTE 1)
	SCEF reports the network status information (e.g. usage, congestion). The calculation and the reporting of the network status information to the VAE server depends on operator configuration (e.g. SLAs, network topology, usage).

	QoS notification report 
	M (See NOTE 2)
	Single UE or group UEs' actual or expected QoS report on the requested QoS attributes (latency, jitter, reliability).status information.

	NOTE 1:	This IE is optional for Monitoring type other than "Access Network Congestion level"
NOTE 2:	This IE is optional for Monitoring type other than "QoS notification control per UE or UEs"

	NOTE 1:	This IE is optional for Monitoring type other than "Access Network Congestion level"
NOTE 2:	This IE is optional for Monitoring type other than "QoS notification control per UE or UEs"



Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.

Editor's note:	Reference to the appropriate SA2 specification is needed and corresponding information flow table can be removed.
[bookmark: _Toc2843141][bookmark: _Toc528832156][bookmark: _Toc528832346][bookmark: _Toc536270741][bookmark: _Toc536271048][bookmark: _Toc9812529][bookmark: _Toc9812773][bookmark: _Toc9813775]A.3B.2.3	Procedure for network situation and QoS monitoring
Figure A.3B.2.3-1 illustrates the procedure for network situation and QoS monitoring by the VAE server.
Pre-conditions:
1.	The VAE server is configured with the SCEF information and is authorized to exchange information with the SCEF as specified in subclause 4.9 in 3GPP TS 23.682 [8]; and
2.	The VAE server has information of the V2X UEs from the V2X specific application server.


Figure A.3B.2.3-1: Network situation and QoS monitoring
1.	The VAE server sends a monitoring request to the SCEF by including the V2X application information corresponding to one or many V2X UEs.
Editor's note:	The details of the information related to V2X UEs is FFS.
2.	The SCEF provides a monitoring response to the VAE server indicating the success or failure for initiating monitoring of network situation and QoS for the requested information.
3.	The SCEF monitors the network situation for the V2X application and the V2X UEs.
NOTE:	The details of how the 3GPP network system monitors the network situation and determines the monitoring information is out of scope of the present document.
[bookmark: _Toc528832157][bookmark: _Toc528832347][bookmark: _Toc536270742][bookmark: _Toc536271049][bookmark: _Toc9812530][bookmark: _Toc9812774][bookmark: _Toc9813776][bookmark: _Toc2843142]A.3B.2.4	Procedure for network situation and QoS monitor reporting
Figure A.3B.2.4-1 illustrates the procedure for network situation monitor reporting to the VAE server.
Pre-condition:
-	The network situation and QoS monitoring has been initiated as specified in subclause A.3B.2.3.


Figure A.3B.2.4-1: Network situation and QoS monitor reporting
1.	The SCEF sends a monitoring report (event driven or based on rules configured at the SCEF) to the VAE server including the additional RAN related network situation information and QoS notification information for the corresponding V2X application, V2X UE or group of V2X UEs.
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Change history
	[bookmark: OLE_LINK20][bookmark: OLE_LINK21][bookmark: OLE_LINK22]Change history

	Date
	Meeting
	TDoc
	CR
	Rev
	Cat
	Subject/Comment
	New version

	2018-10
	SA6#26
	
	
	
	
	TS skeleton
	0.0.0

	2018-10
	SA6#26
	
	
	
	
	Implementation of the following pCRs approved by SA6:
S6-181488, S6-181489, S6-181490, S6-181548, S6-181549, S6-181554, S6-181555, S6-181556, S6-181575, S6-181576, S6-181583, S6-181589, S6-181591
	0.1.0

	2018-12
	SA6#27
	
	
	
	
	Implementation of the following pCRs approved by SA6:
S6-181693, S6-181777, S6-181779, S6-181781, S6-181783, S6-181785, S6-181836, S6-181837, S6-181838, S6-181839
	0.2.0

	2019-01
	SA6#28
	
	
	
	
	Implementation of the following pCRs approved by SA6:
S6-190137, S6-190144, S6-190219, S6-190221, S6-190222, S6-190223, S6-190224, S6-190271, S6-190298
	0.3.0

	2019-03
	SA6#29
	
	
	
	
	Implementation of the following pCRs approved by SA6:
S6-190364, S6-190368, S6-190372, S6-190460, S6-190461, S6-190462, S6-190463, S6-190464, S6-190465, S6-190466, S6-190467, 
S6-190508
	0.4.0

	2019-03
	SA#83
	SP-190062
	
	
	
	Presentation for information at SA#83
	1.0.0

	2019-04
	SA6#30
	
	
	
	
	Implementation of the following pCRs approved by SA6:
S6-190641, S6-190643, S6-190644, S6-190651, S6-190652, S6-190755, S6-190756, S6-190757, S6-190758, S6-190760, S6-190762, S6-190827, S6-190828, S6-190829, S6-190830, S6-190831
	1.1.0

	2019-05
	SA6#31
	
	
	
	
	Implementation of the following pCRs approved by SA6:
S6-191020, S6-191021, S6-191030, S6-191032, S6-191126, S6-191028, S6-191129, S6-191130, S6-191131, S6-191132, S6-191133, S6-191136, S6-191138, S6-191139, S6-191194, S6-191195, S6-191196
	1.2.0

	2019-05
	SA#84
	SP-190472
	
	
	
	Presentation for Approval at SA#84
	2.0.0




3GPP
image3.emf
Home 

PLMN operator

PLMN operator service 

arrangement (includes 

PLMN subscription 

arrangement)

PLMN roaming 

agreement

Visited 

PLMN operator

V2X user

V2X

 service provider

V2X service agreement


Microsoft_Visio_2003-2010_Drawing.vsd
�

Home 
PLMN operator


�

�

PLMN operator service arrangement (includes PLMN subscription arrangement)


PLMN roaming 
agreement


Visited 
PLMN operator


V2X user


V2X service provider


�

V2X service agreement



image4.emf
V2X UE1

V2X application server

V2X UE2

V1 V5


Microsoft_Visio_2003-2010_Drawing1.vsd
�

V2X UE1


V2X application server


V2X UE2


V1


V5



image5.emf
VAE client

VAE server

V2X application specific 

client

V2X application specific server

V2X UE1 V2X application server

V1-AE

V1-APP

Vs

VAE client

V2X application specific 

client

V2X UE2

V5-AE

V5-APP

Vc

Vc

MB2

xMB

V2

T8

SEAL servers

VAE layer

V2X application 

specific layer

3GPP 

network 

system

VAE-E

SEAL clients SEAL clients

SEAL

SEAL-S

SEAL-UU

SEAL-PC5

SEAL-C SEAL-C


Microsoft_Visio_2003-2010_Drawing2.vsd
�

�

�

VAE client


VAE server


V2X application specific client


V2X application specific server


V2X UE1


V2X application server


�

V1-AE


V1-APP


Vs


�

VAE client


V2X application specific client


V2X UE2


V5-AE


V5-APP


Vc


Vc


MB2


xMB


V2


T8


�

SEAL servers


VAE layer


V2X application specific layer


3GPP network system


VAE-E


�

SEAL clients


�

SEAL clients


SEAL


SEAL-S


SEAL-UU


SEAL-PC5


SEAL-C


SEAL-C



image6.emf
VAE server

V2X application specific server

xMB

Rx

3GPP network system (EPS)

V

2

T

8 MB

2 PLMN operator domain

V2X service provider domain


Microsoft_Visio_2003-2010_Drawing3.vsd
�

�

VAE server


V2X application specific server


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2


PLMN operator domain


V2X service provider domain



image7.emf
PLMN operator domain

V2X service provider domain

Vs

V2X application specific server

VAE server

xMB

Rx

3GPP network system (EPS)

V

2

T

8 MB

2


Microsoft_Visio_2003-2010_Drawing4.vsd
�

�

PLMN operator domain


V2X service provider domain


Vs


�

V2X application specific server


VAE server


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2



image8.emf
VAE server

V2X application specific server

PLMN operator domain 1

V2X service provider domain

xMB

Rx

3

GPP network system

 

(

EPS

)

V2

T8

MB2

xMB

Rx

3

GPP network system

 

(

EPS

)

V2

T8

MB2

PLMN operator domain 2


Microsoft_Visio_2003-2010_Drawing5.vsd
�

�

VAE server


V2X application specific server


PLMN operator domain 1


V2X service provider domain


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2


PLMN operator domain 2



image9.emf
VAE server

V2X application specific server 1

PLMN operator domain 1

V2X service provider domain

xMB

Rx

3

GPP network system

 

(

EPS

)

V2

T8

MB2

xMB

Rx

3

GPP network system

 

(

EPS

)

V2

T8

MB2

PLMN operator domain 2

V2X application specific server 2 V2X application specific server 3

Vs Vs Vs


Microsoft_Visio_2003-2010_Drawing6.vsd
�

VAE server


V2X application specific server 1


PLMN operator domain 1


V2X service provider domain


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2


PLMN operator domain 2


V2X application specific server 2


V2X application specific server 3


Vs


Vs


Vs


�

�

�

�


image10.emf
V2X application specific 

server

PLMN operator domain 1

V2X service provider domain

Vs Vs

PLMN operator domain 2

VAE server

xMB

Rx

3GPP network system (EPS)

V

2

T

8

MB

2

VAE server

xMB

Rx

3GPP network system (EPS)

V

2

T

8

MB

2


Microsoft_Visio_2003-2010_Drawing7.vsd
�

�

V2X application specific server


PLMN operator domain 1


V2X service provider domain


Vs


�

Vs


PLMN operator domain 2


VAE server


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2


�

VAE server


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2



image11.emf
VAE server

V2X application specific server

xMB

Rx

3GPP network system (EPS)

V

2

T

8

MB

2

PLMN operator domain 1

VAE server

xMB

Rx

V

2

T

8

MB

2

Vs

VAE-E

3GPP network system (EPS)

PLMN operator domain 2


Microsoft_Visio_2003-2010_Drawing8.vsd
�

VAE server


V2X application specific server


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2


PLMN operator domain 1


VAE server


xMB


Rx


V2


T8


MB2


Vs


VAE-E


3GPP network system (EPS)


�

�

�

PLMN operator domain 2



image12.emf
VAE server 1

V2X application specific server

xMB

Rx

3GPP network system (EPS)

V

2

T

8 MB

2

PLMN operator domain

V2X service provider domain

VAE server 2

xMB

Rx

V

2

T

8

MB

2

Vs

VAE-E


Microsoft_Visio_2003-2010_Drawing9.vsd
�

VAE server 1


V2X application specific server


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2


PLMN operator domain


V2X service provider domain


VAE server 2


xMB


Rx


V2


T8


MB2


Vs


VAE-E



image13.emf
VAE server 1

V2X application specific server 1

xMB

Rx

3GPP network system (EPS)

V

2

T

8

MB

2

PLMN operator domain 1

V2X service provider domain

VAE server 2

xMB

Rx

V

2

T

8

MB

2

Vs

VAE-E

3GPP network system (EPS)

PLMN operator domain 2


Microsoft_Visio_2003-2010_Drawing10.vsd
�

VAE server 1


V2X application specific server 1


xMB


Rx


3GPP network system (EPS)


V2


T8


MB2


PLMN operator domain 1


V2X service provider domain


VAE server 2


xMB


Rx


V2


T8


MB2


Vs


VAE-E


3GPP network system (EPS)


�

�

�

PLMN operator domain 2



image14.emf
VAE server

1. Registration request

VAE client

2. Registration response


Microsoft_Visio_Drawing.vsdx
VAE server
1. Registration request
VAE client
2. Registration response



image15.emf
VAE server

1. Deregistration request

VAE client

2. Deregistration response


Microsoft_Visio_Drawing1.vsdx
VAE server
1. Deregistration request
VAE client
2. Deregistration response



image16.emf
VAE server

1. Subscription request

VAE client

6. Remove old geographic 

location information

4. Unsubscription request

2. Subscription response

5. Unsubscription response

3. Maintain mapping between 

geographic location and client 

identification


Microsoft_Visio_Drawing2.vsdx
VAE server
1. Subscription request
VAE client
6. Remove old geographic location information
4. Unsubscription request
2. Subscription response
5. Unsubscription response
3. Maintain mapping between geographic location and client identification



image17.emf
VAE server

1. Subscription request

VAE client

6. Remove old geographic 

location information

4. Unsubscription request

2. Subscription response

5. Unsubscription response

3. Maintain mapping between 

geographic location and client 

identification


Microsoft_Visio_Drawing3.vsdx
VAE server
1. Subscription request
VAE client
6. Remove old geographic location information
4. Unsubscription request
2. Subscription response
5. Unsubscription response
3. Maintain mapping between geographic location and client identification



image18.emf
VAE server

3. V2X Message

VAE client

V2X application-

specific server

2. Determine clients identification 

for V2X message

1. V2X message

targeting geographic locations

V2X application-

specific client

4. V2X Message


Microsoft_Visio_Drawing4.vsdx
VAE server
3. V2X Message
VAE client
V2X application-specific server
2. Determine clients identification for V2X message
1. V2X message
targeting geographic locations
V2X application-specific client
4. V2X Message



image19.emf
VAE server

3. V2X message

VAE client

V2X application-

specific server

2. Determine clients identification 

for V2X message

1. V2X message

targeting geographic locations

V2X application-

specific client

4. V2X message

5. V2X message 

reception report


Microsoft_Visio_Drawing5.vsdx
VAE server
3. V2X message
VAE client
V2X application-specific server
2. Determine clients identification for V2X message
1. V2X message
targeting geographic locations
V2X application-specific client
4. V2X message
5. V2X message 
reception report



image20.emf
VAE server VAE client

V2X application-

specific server

V2X application-

specific client

3. V2X Message

2. V2X group message

1. V2X Message for  

groups


Microsoft_Visio_Drawing6.vsdx
VAE server
VAE client
V2X application-specific server
V2X application-specific client
3. V2X Message
2. V2X group message
1. V2X Message for  groups



image21.emf
Group management 

client 1

Group management 

server

1. Group creation request

3. Group creation response

2. Create the group and 

store group related 

information

Group management 

client 2

4.Group creation notify


Microsoft_Visio_2003-2010_Drawing11.vsd
�

Group management client 1


Group management server


1. Group creation request


3. Group creation response


2. Create the group and store group related information


Group management client 2


4.Group creation notify



image22.emf
VAE server VAE client

V2X application-

specific server

2. Determine VAE server for 

V2X message

V2X application-

specific client

3. V2X uplink message

4. V2X uplink message

5. V2X uplink message 

reception report

1. V2X uplink message


Microsoft_Visio_Drawing7.vsdx
VAE server
VAE client
V2X application-specific server
2. Determine VAE server for V2X message
V2X application-specific client
3. V2X uplink message
4. V2X uplink message
5. V2X uplink message 
reception report
1. V2X uplink message



image23.emf
1. Get V2X UE configuration request

Configuration 

management 

client

Configuration 

management 

server

2. Get V2X UE configuration response


Microsoft_Visio_2003-2010_Drawing12.vsd
�

1. Get V2X UE configuration request



image24.emf
VAE client VAE server

2. V2X USD announcement

4. V2X USD acknowledgement

3. Store V2X USD 

information

1. Trigger for 

providing V2X USD 

to V2X UE


Microsoft_Visio_2003-2010_Drawing13.vsd
�


image25.emf
VAE client VAE server

1. Set PC5 parameters request

3. Set PC5 parameters response

2. Store PC5 

parameters 

information


Microsoft_Visio_2003-2010_Drawing14.vsd
�

VAE client


VAE server


1. Set PC5 parameters request


3. Set PC5 parameters response



image26.emf
Location management 

server

1. Location reporting configuration request

Location management 

client

2. Store location reporting event 

triggers

3. Location Reporting configuration response


Microsoft_Visio_Drawing8.vsdx
Location management server
1. Location reporting configuration request
Location management client
2. Store location reporting event triggers
3. Location Reporting configuration response



image27.emf
Location management 

server

1. Location reporting configuration cancel  request

Location management 

client

2. Invalidate location reporting 

event triggers

3. Location reporting  configuration cancel response


Microsoft_Visio_Drawing9.vsdx
Location management server
1. Location reporting configuration cancel  request
Location management client
2. Invalidate location reporting event triggers
3. Location reporting  configuration cancel response



image28.emf
Location management 

client

Location management 

server

1. UE location report

2. UE location report response


Microsoft_Visio_Drawing10.vsdx
Location management client
Location management server
1. UE location report
2. UE location report response



image29.emf
VAE server

2. Store subscription 

information

1. Network monitoring information 

subscription request

 

VAE client

3. Network monitoring information 

subscription response


Microsoft_Visio_2003-2010_Drawing15.vsd
�

VAE server


2. Store subscription information


1. Network monitoring information subscription request



image30.emf
SCEF

VAE server

1. Network monitoring

V2X UE 2

2. Network monitoring information notification

 

V2X UE 1


Microsoft_Visio_2003-2010_Drawing16.vsd
�

SCEF


VAE server


1. Network monitoring


V2X UE 2


2. Network monitoring information notification



image31.emf
1. Get V2X UE service discovery request

VAE client VAE server

2. Get V2X UE service discovery response


Microsoft_Visio_2003-2010_Drawing17.vsd
�

1. Get V2X UE service discovery request



image32.emf
VAE server 

1

1. Service continuity request

2. Service continuity response

VAE servers

(2...n)


image1.jpeg
s




Microsoft_Visio_Drawing11.vsdx
VAE server 1
1. Service continuity request
2. Service continuity response
VAE servers
(2...n)



image33.emf
VAE client VAE server

1. Local service information request

3. Local service information response

4. Store local 

service 

information

2. Obtain the local service 

information for the new 

geographical location(s)


Microsoft_Visio_2003-2010_Drawing18.vsd
�

VAE client


VAE server


1. Local service information request


3. Local service information response



image34.emf
2. Translation of application 

requirement to network resource 

requirement

 

V2X application 

specific server

4. Network resource adaptation

VAE server NRM server

1. V2X application 

requirement request

3. V2X application 

requirement response

5. V2X application 

requirement notification


Microsoft_Visio_2003-2010_Drawing19.vsd
�

2. Translation of application requirement to network resource requirement



image35.emf
VAE server

V2X application 

specific server

VAE client

1. Configure dynamic group

2. Assign the ProSe Layer-2 group 

ID to the dynamic group

3. Push Layer-2 group IDmapping

4. Store PC5 Communication 

parameters corresponding 

to the dynamic group


Microsoft_Visio_2003-2010_Drawing20.vsd
text


Text


2. Assign the ProSe Layer-2 group ID to the dynamic group


VAE server


V2X application specific server


VAE client


3. Push Layer-2 group ID mapping



image36.emf
VAE client 2 VAE client 1

2. Assign the ProSe Layer-2 group 

ID to the dynamic group

3. Push Layer-2 group ID mapping

4. Store PC5 Communication 

parameters corresponding 

tothe dynamic group

V2X application 

specific Client 2

1. Configure dynamic group

V2XUE 2


Microsoft_Visio_2003-2010_Drawing21.vsd
text


Text


2. Assign the ProSe Layer-2 group ID to the dynamic group


VAE client 2


VAE client 1


3. Push Layer-2 group ID mapping



image37.emf
VAE client

V2X application 

specific client

V2X UE2

Vc

Location 

management client

Group management 

client

Configuration 

management client

Identity 

management client

Key management 

client

Network resource 

management client

CM-C

GM-C

LM-C

IM-C

KM-C

NRM-C

VAE server

V2X application specific 

server

V2X application server

V1-AE

V1-APP

Vs

V5-AE

V5-APP

MB2-U

xMB-U

V2

T8

Location management 

server

T8

Group management server

Configuration 

management server

CM-S

LM-UU

GM-UU

CM-UU

GM-S

LM-S

SEAL servers

VAE layer

V2X application 

specific layer

Identity management 

server

IM-UU

Key management server

KM-UU

3GPP 

network 

system

IM-S

KM-S

VAE-E

Network resource 

management server

NRM-UU

NRM-S

MB2-C

xMB-C

Rx

SEAL

LM-PC5

GM-PC5

CM-PC5

IM-PC5

KM-PC5

NRM-PC5

VAE client

V2X application 

specific client

V2X UE1

Vc

Location 

management client

Group management 

client

Configuration 

management client

Identity 

management client

Key management 

client

Network resource 

management client

CM-C

GM-C

LM-C

IM-C

KM-C

NRM-C


image2.png
=

A GLOBAL INITIATIVE




Microsoft_Visio_2003-2010_Drawing22.vsd
�

�

VAE server


V2X application specific server


V2X application server


�

V1-AE


V1-APP


Vs


V5-AE


V5-APP


MB2-U


xMB-U


V2


T8


Location management server


T8


Group management server


Configuration management server


CM-S


LM-UU


GM-UU


CM-UU


GM-S


LM-S


�

SEAL servers


VAE layer


V2X application specific layer


Identity management server


IM-UU


Key management server


KM-UU


3GPP network system


IM-S


KM-S


VAE-E


Network resource management server


NRM-UU


NRM-S


MB2-C


xMB-C


Rx


SEAL


LM-PC5


GM-PC5


CM-PC5


IM-PC5


KM-PC5


NRM-PC5


�

VAE client


V2X application specific client


V2X UE1


Vc


Location management client


Group management client


Configuration management client


Identity management client


Key management client


Network resource management client


CM-C


GM-C


LM-C


IM-C


KM-C


NRM-C


�

VAE client


V2X application specific client


V2X UE2


Vc


Location management client


Group management client


Configuration management client


Identity management client


Key management client


Network resource management client


CM-C


GM-C


LM-C


IM-C


KM-C


NRM-C



image38.emf
SCEF VAE server

1. Service negotiation request

2. Service negotiation response


Microsoft_Visio_Drawing12.vsdx
SCEF
VAE server
1. Service negotiation request
2. Service negotiation response



image39.emf
SCEF VAE server

1. Notification 

generation

2. Notification message

3. Notification acknowledgment


Microsoft_Visio_Drawing13.vsdx
SCEF
VAE server
1. Notification generation
2. Notification message
3. Notification acknowledgment



image40.emf
VAE server

1. Monitoring request

2. Monitoring response

SCEF

3. Monitoring 

network situation 

and group QoS


Microsoft_Visio_2003-2010_Drawing23.vsd
�

1. Monitoring request


2. Monitoring response



image41.emf
VAE server

1. Monitoring report

SCEF


Microsoft_Visio_2003-2010_Drawing24.vsd
�


