3GPP TR 23.858 V0.1.1 (2011-08)
Technical Report

3rd Generation Partnership Project;

Technical Specification Group Services and System Aspects;

Usage Monitoring Control PCC Enhancement;

(Release 11)

[image: image1.jpg]



[image: image2.png]=

A GLOBAL INITIATIVE




The present document has been developed within the 3rd Generation Partnership Project (3GPP TM) and may be further elaborated for the purposes of 3GPP.
The present document has not been subject to any approval process by the 3GPP Organizational Partners and shall not be implemented.
This Report is provided for future development work within 3GPP only. The Organizational Partners accept no liability for any use of this Specification.
Specifications and Reports for implementation of the 3GPP TM system should be obtained via the 3GPP Organizational Partners' Publications Offices.

Keywords

3GPP, Architecture, SAE

.

3GPP

Postal address

3GPP support office address

650 Route des Lucioles - Sophia Antipolis

Valbonne - FRANCE

Tel.: +33 4 92 94 42 00 Fax: +33 4 93 65 47 16

Internet

http://www.3gpp.org

Copyright Notification

No part may be reproduced except as authorized by written permission.
The copyright and the foregoing restriction extend to reproduction in all media.

© 2010, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TTA, TTC).

All rights reserved.

UMTS™ is a Trade Mark of ETSI registered for the benefit of its members

3GPP™ is a Trade Mark of ETSI registered for the benefit of its Members and of the 3GPP Organizational Partners
LTE™ is a Trade Mark of ETSI registered for the benefit of its Members and of the 3GPP Organizational Partners

GSM® and the GSM logo are registered and owned by the GSM Association

Contents

4Foreword

1
Scope
5
2
References
5
3
Definitions, symbols and abbreviations
5
3.1
Definitions
5
3.2
Symbols
5
3.3
Abbreviations
5
4
Key Issue 1: Service/Application Monitored in more than one monitoring group
5
4.1
Description
6
4.2
Use Cases and Requirements
6
4.2.1 Use Cases
6
4.3
Alternative Solutions
6
4.3.1
Alternative Solution ...
6
4.4 
Evaluation
6
4.5 
Conclusion
6
5
Key Issue 2: Disabling Service/Application Usage Monitoring
7
5.1
Description
7
5.2
Use Cases and Requirements
7
5.2.1 Use Cases
7
5.3
Alternative Solutions
7
5.3.1
Alternative Solution ...
7
5.4 
Evaluation
7
5.5 
Conclusion
7
6
Key Issue 3: Exclude Usage of a Service/Application from IP-CAN session/TDF session Usage
8
6.1
Description
8
6.2
Use Cases and Requirements
8
6.2.1 Use Cases
8
6.3
Alternative Solutions
8
6.3.1
Alternative Solution ...
8
6.4 
Evaluation
8
6.5 
Conclusion
9
7
Key Issue 4: Usage Monitoring Optimization
9
7.1
Description
9
7.2
Use Cases and Requirements
9
7.2.1 Requirements
9
7.3
Alternative Solutions
9
7.3.1
Alternative Solution ...
9
7.4 
Evaluation
9
7.5 
Conclusion
9
8
Key Issue 5: Usage Monitoring for Subscriber Group
10
8.1
Description
10
8.2
Use Cases and Requirements
10
8.3
Alternative Solutions
10
8.3.1
Alternative Solution ...
10
8.4 
Evaluation
10
8.5 
Conclusion
10
Annex X: Change history
11


Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.203: "Policy Control and Charging architecture".
[3]
3GPP TS 22.278: " Service requirements for the Evolved Packet System (EPS) ".

…

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].

Usage Monitoring Group: A Usage Monitoring Group is a set of service data flow(s)/application(s) of a UE that share a common traffic usage allowance and need to be monitored together for usage monitoring control purposes.
3.2
Symbols

For the purposes of the present document, the following symbols apply:

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].

4
Key Issue 1: Service/Application Monitored in more than one monitoring group
Editor’s Note: This subclause will describe the use cases, requirements, and proposed solutions for monitoring of one service/application in more than one monitoring group.

4.1
Description

4.2
Use Cases and Requirements

4.2.1
Use Cases

Alice is a subscriber of mobile network X and she has the following subscription:

(A) 50M allowance usage per month for the streaming and P2P downloading, in which,

(B) the P2P downloading should not exceed 10M per month.

In this profile, the P2P downloading is included into 2 usage monitoring groups: group (A) according to subscription profile (A) and group (B) according to subscription profile (B).

If Alice attaches to the mobile network X and accesses only streaming service, the subscription profile (A) will apply: the network will be able to monitor the traffic usage and detect if the 50M allowance for streaming and P2P downloading is used up. If Alice attaches to the mobile network X, and accesses both streaming services and P2P downloading, both subscription profile (A) and (B) will apply. The network will be able to monitor the traffic usage and detect if either the allowance for P2P downloading defined in profile (B) or the allowance for streaming and P2P downloading defined in profile (A) is used up.

4.2.2
Requirements
The 3GPP system shall be able to monitor the traffic usage of a service/application in more than one usage monitoring group.
4.3
Alternative Solutions

Editor’s note: This subclause will describe alternative solution to the key issue. 
4.3.1
Alternative Solution ...
4.4
Evaluation

Editor’s Note: This section will evaluate the alternative solutions.

4.5
Conclusion

Editor’s Note: This section will provide conclusions with respects to preferred solution and what further specification work is required.
5
Key Issue 2: Disabling Service/Application Usage Monitoring

Editor’s Note: This subclause will describe the use cases, requirements, and proposed solutions for how a service data flow/application can be disabled from the existing usage monitoring group of services/group of applications.

5.1
Description

5.2
Use Cases and Requirements

5.2.1
Use Cases

Alice is watching an interesting movie and she realized that she has a subscription of 50M allowance per month for the traffic of streaming and FTP downloading, which is not enough for the movie watching. Alice decides to extend her subscription of streaming to unlimited and keep the 50M allowance per month for FTP downloading only, because she wants to watch this high-definition movie. She calls the customer service to command such subscription change. As a result, Alice’s subscription will have 50M allowance for FTP downloading, no restriction applies to streaming. During the subscription change, Alice does not want to stop watching the movie.

Another use case is the periodic promotion of a certain service from service provider or operator. For example, an online movie provider offers 24 hour online promotion of certain movies. During the promotion time, watching these movies from the online movie provider will be free both for content and for the bandwidth (e.g. the movie is sponsored by the online movie provider). The online movie provider informs the operator of such promotion, and the operator disables monitoring the traffic usage of the service data flow of watching these movies from the usage monitoring group.

5.2.2
Requirements

The 3GPP System shall be able to disable the monitoring of the traffic usage of a specific service/application from a usage monitoring group.
5.3
Alternative Solutions

Editor’s note: This subclause will describe alternative solution to the key issue. 
5.3.1
Alternative Solution ...
5.4
Evaluation

Editor’s Note: This section will evaluate the alternative solutions.

5.5
Conclusion

Editor’s Note: This section will provide conclusions with respects to preferred solution and what further specification work is required.
6
Key Issue 3: Exclude Usage of a Service/Application from IP-CAN session/TDF session Usage

Editor’s Note: This subclause will describe the use cases, requirements, and proposed solutions for how to exclude the usage of a particular service data flow/application from the accumulated usage for the IP-CAN session/TDF session.

6.1
Description

6.2
Use Cases and Requirements

6.2.1
Use Cases

Alice is a subscriber of Mobile Network X and she has following subscriptions:

1) Total allowance usage A: 50M allowance usage per month for all the traffic toward a defined IP network, in which:
2) Total allowance usage B: 10M allowance usage per month for the streaming service and this part of allowance usage is not accumulated into the allowance usage A.
Alice attaches to the mobile network X and establishes a data connection toward a defined IP network. Then Alice begins the web browsing and music downloading, at the same time, Alice starts to watch a movie. According to her subscription, the maximum usage of movie (and other streaming services) is 10M per month, and the maximum usage of the other services (i.e. non-streaming) is 50M per month.

Another use case for this key issue is for sponsored data connectivity. Alice attaches to the mobile network X and establishes a data connection toward a defined IP network. Then Alice begins web browsing, music downloading, and VoIP, at the same time, Alice decides to watch a movie provided by a sponsor Y. Alice purchases the movie from sponsor Y, the traffic amount required for downloading the movie will be paid by the sponsor Y. According to mobile network X’s policy, after notification by the sponsor Y, the traffic flow which is considered as sponsored by Y for downloading the movie shall be monitored separately until the sponsored traffic amount consumed and shall not be accumulated into either the traffic usage toward the defined IP network or the traffic usage of streaming service which are not sponsored.

6.2.2
Requirements
The 3GPP system shall be able to monitor the rest of the traffic usage toward a defined IP network which excludes the traffic usage of certain services/applications.
6.3
Alternative Solutions

Editor’s note: This subclause will describe alternative solution to the key issue. 
6.3.1
Alternative Solution ...
6.4
Evaluation

Editor’s Note: This section will evaluate the alternative solutions.

6.5
Conclusion

Editor’s Note: This section will provide conclusions with respects to preferred solution and what further specification work is required.
7
Key Issue 4: Usage Monitoring Optimization

Editor’s Note: This subclause will describe the use cases, requirements, and proposed solutions for how to optimize the procedure to reduce IP-CAN session/TDF session signalling.

7.1
Description

7.2
Use Cases and Requirements

7.2.1
Use Cases
Operators may have different usage allowances for the same service data flow/application or PDN connection in different conditions, e.g. leisure and busy hour, roaming and non-roaming, billing cycle change. For example, mobile operator X has a package A which has an allowance of 30M per month for streaming services during leisure hours and 5M per month for streaming services during busy hours. Majority of the subscribers of mobile operator X are subscribed to package A. At the time of switching between leisure and busy hours, the traffic usage of the previous time space will be reported simultaneously for many sessions, which will cause substantial signalling load to the system. This is not desired by the operators. Hence, optimized solutions are needed for such scenario.
Editor’s note: Other use cases for optimization may be added later. 
7.2.1
Requirements

The 3GPP system shall optimize the usage monitoring signalling.
7.3
Alternative Solutions

Editor’s note: This subclause will describe alternative solution to the key issue. 
7.3.1
Alternative Solution ...
7.4
Evaluation

Editor’s Note: This section will evaluate the alternative solutions.

7.5
Conclusion

Editor’s Note: This section will provide conclusions with respects to preferred solution and what further specification work is required.
8
Key Issue 5: Usage Monitoring for Subscriber Group

Editor’s Note: This subclause will describe the use cases, requirements, and proposed solutions for how to apply usage control for a subscriber group.

8.1
Description

8.2
Use Cases and Requirements

Editor’s note: This subclause will identify the use cases and requirements if necessary. 
8.3
Alternative Solutions

Editor’s note: This subclause will describe alternative solution to the key issue. 
8.3.1
Alternative Solution ...
8.4
Evaluation

Editor’s Note: This section will evaluate the alternative solutions.

8.5
Conclusion

Editor’s Note: This section will provide conclusions with respects to preferred solution and what further specification work is required.
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