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The clean version of 25.346-150 is attached. 

In addition, a list of changes, shown below, endorsed by the RAN2/3 MBMS AdHocs (Paris, 15-16 May2003) have been incorporated into version 25.346-160:

From the RAN2 MBMS AdHoc:

· Inclusion of contribution R2-030907 “Functional Description on MAC-c/sh/m”.

· Inclusion of contribution R2-030902 on the “MBMS Control Plane Protocol Stack”.

· Inclusion of contribution R2-030910 on MBMS UTRAN Phases in Annex A.

From the RAN3 MBMS AdHoc:

· Contribution R3-030584: only inclusion of sections: 7.1.3 and 7.1.4. In 7.1.3 there is one additional comment regarding the addition of “PMM” to “connected mode”.

· Contribution R3-030614: Addition of chapter 5.1.x

· Contribution R3-030615:  changes in section 5.1.2.

· Contribution R3-030615:  section 5.1 was reworded as follows: 

5.1.x
Session Start and Session Stop

At session start and session stop the RNC will receive an respective indication from the CN. The session start indication shall contain the Service Id and Service characteristics. The session start indication triggers the RNC to notify a given MBMS service group of subscribers/UEs of the session start.

Note: 
Whether the session start procedure serves to setup the MBMS Iu bearer is ffs.

Note: 
Whether the session stop procedure serves to release the MBMS Iu bearer is ffs.  
Please note that the TS version endorsed by RAN2#36 is expected to be presented to the RAN#20 plenary for information and approval !!






