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Abstract of document:

This version includes the text proposals agreed in Seoul meeting
Changes since last presentation to TSG Meeting #43:
7.1.1         Table 7.1.1-1 CP length  

7.1.1.2.2   Downlink reference-signal structure 
7.1.2.7      Synchronization procedure
7.1.1.4.2 and 3 MIMO
7.2.2 Basic Transmission Scheme
7.2.3 Physical Layer Procedures

7.2.4 Physical layer measurements

8.1.2 Evaluation against reference                                   
8.1.3 Evaluation of OFDM based Multicast for evolved UTRA
8.2 Analysis of UE complexity

8.2.1 WCDMA based evolved UTRA downlink

8.3 Analysis of Node B impacts

8.3.1 WCDMA based evolved UTRA downlink
9.1.1.2.2 Multiplexing of L1/L2 control signaling  
9.1.1.3 Channel coding and physical channel mapping 
9.1.2.1 Random access procedure           
9.1.2.2 Scheduling                                        
9.1.2.5 HARQ                                                     
9.1.2.6 Uplink timing control                                  
9.3.2 Basic Transmission Scheme by Qualcomm              

9.3.3 Physical Layer Procedures

9.3.4 Physical layer measurements

10.1 Performance evaluation (R1-051601)
Outstanding Issues:

None
Contentious Issues:

None
