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A.4.3.3.2
TDD Radio Bearer Capabilities (1.28 Mcps option)

The applicability column in table A.18g specifies the minimum UE radio access capability for which radio bearer configurations are applicable. The UE radio access capability parameters and their possible value range are defined in TS 25.306 [34a] clause 5.1.

The following labels have been used in table A.18g to represent the various UE radio access capability parameters:
	
	Label
	UE radio access capability parameter as defined in [34a] 25.306.

	Transport channel parameters in downlink
	DL Max TB bits
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant

	
	DL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant

	
	DL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant

	
	DL Max TrCHs
	Maximum number of simultaneous transport channels

	
	DL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	DL Max TTI TB
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval

	
	DL Max TFS
	Maximum number of TFC in the TFCS

	
	DL Max TF
	Maximum number of TF

	
	DL TC
	Support for turbo decoding

	Transport channel parameters in uplink
	UL Max TB bits
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant

	
	UL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TrCHs
	Maximum number of simultaneous transport channels

	
	UL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	UL Max TFS
	Maximum number of TFC in the TFCS

	
	UL Max TF
	Maximum number of TF

	
	UL TC
	Support for turbo encoding


Table A.18g: Radio bearer capabilities for combinations on DPCH (1.28 Mcps TDD option).

	Item
	1.28 Mcps TDD option radio bearer configuration for combination on DPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	
	
	
	Parameter
	Value
	
	

	1
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
	34.108 6.11.5.4.1.1
	DL Max TB bits
	640
	pc_RAB_A_18g_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	2
	Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.2
	DL Max TB bits
	640
	pc_RAB_A_18g_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	3
	Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
	34.108 6.11.5.4.1.3
	DL Max TB bits
	640
	pc_RAB_A_18g_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.4
	DL Max TB bits
	640
	pc_RAB_A_18g_4
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	5
	Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.5
	Same as for item 4.
	 
	pc_RAB_A_18g_5
	 

	6
	Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.6
	Same as for item 4.
	 
	pc_RAB_A_18g_6
	 

	7
	Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.7
	Same as for item 4.
	 
	pc_RAB_A_18g_7
	 

	8
	Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.8
	Same as for item 4.
	 
	pc_RAB_A_18g_8
	 

	9
	Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.9
	Same as for item 4.
	 
	pc_RAB_A_18g_9
	 

	10
	Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH
	34.108 6.11.5.4.1.10
	Same as for item 4.
	 
	pc_RAB_A_18g_10
	 

	11
	Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH
	34.108 6.11.5.4.1.11
	Same as for item 4.
	 
	pc_RAB_A_18g_11
	 

	12
	Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.12
	DL Max TB bits
	2560
	pc_RAB_A_18g_12
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Y
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	13.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.13
	DL Max TB bits
	2560
	pc_RAB_A_18g_13_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Y
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	13.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.11.5.4.1.13
	DL Max TB bits
	3840
	pc_RAB_A_18g_13_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	14.1
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.14
	DL Max TB bits
	1280
	pc_RAB_A_18g_14_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	14.2
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.11.5.4.1.14
	DL Max TB bits
	2560
	pc_RAB_A_18g_14_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	15
	Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.15
	DL Max TB bits
	1280
	pc_RAB_A_18g_15
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	16
	Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.16
	DL Max TB bits
	2560
	pc_RAB_A_18g_16
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	17
	Streaming / unknown / UL:57.6/DL:57.6kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.14
	DL Max TB bits
	2560
	pc_RAB_A_18g_17
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	18
	Streaming / unknown / UL:0/DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.18
	DL Max TB bits
	3840
	pc_RAB_A_18g_18
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	19
	Streaming / unknown / UL:64/DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.19
	DL Max TB bits
	1280
	pc_RAB_A_18g_19
	 

	
	See note
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	20
	void
	 
	 
	 
	
	 

	21
	void
	 
	 
	 
	
	 

	22
	void
	 
	 
	 
	
	 

	23.1
	Interactive or Background/ UL:32/DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH ( TC, 10 ms TTI )
	34.108 6.11.5.4.1.23
	DL Max TB bits
	640
	pc_RAB_A_18g_23_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23.2
	Interactive or Background/ UL:32/DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH ( TC, 20 ms TTI )
	34.108 6.11.5.4.1.23
	DL Max TB bits
	640
	pc_RAB_A_18g_23_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	1280
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23.3
	Interactive or Background/ UL:32/DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH ( CC,10 ms TTI )
	34.108 6.11.5.4.1.23
	DL Max TB bits
	640
	pc_RAB_A_18g_23_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	1280
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23.4
	Interactive or Background/ UL:32/DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH ( CC,20 ms TTI )
	34.108 6.11.5.4.1.23
	DL Max TB bits
	640
	pc_RAB_A_18g_23_4
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	1280
	
	 

	
	 
	 
	UL max TC TB bis
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	24.1
	Interactive or Background/ UL:64/DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH ( TC)
	34.108 6.11.5.4.1.24
	DL Max TB bits
	640
	pc_RAB_A_18g_24_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	1280
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	24.2
	Interactive or Background/ UL:64/DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH ( CC)
	34.108 6.11.5.4.1.24
	DL Max TB bits
	640
	pc_RAB_A_18g_24_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	1280
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	25.1
	Interactive or Background/ UL:32/DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (TC, 10ms TTI)
	34.108 6.11.5.4.1.25
	DL Max TB bits
	2560
	pc_RAB_A_18g_25_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	25.2
	Interactive or Background/ UL:32/DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (TC, 20ms TTI)
	34.108 6.11.5.4.1.25
	DL Max TB bits
	2560
	pc_RAB_A_18g_25_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	25.3
	Interactive or Background/ UL:32/DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (CC, 10ms TTI)
	34.108 6.11.5.4.1.25
	DL Max TB bits
	2560
	pc_RAB_A_18g_25_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	25.4
	Interactive or Background/ UL:32/DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (CC, 20ms TTI)
	34.108 6.11.5.4.1.25
	DL Max TB bits
	2560
	pc_RAB_A_18g_25_4
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	1280
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	26
	Interactive or Background/ UL:64/DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.5.4.1.26
	DL Max TB bits
	2560
	pc_RAB_A_18g_26
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	27
	Interactive or Background/ UL:64/DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.5.4.1.27
	DL Max TB bits
	3840
	pc_RAB_A_18g_27
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	28
	Interactive or Background/ UL:128/DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.5.4.1.28
	DL Max TB bits
	3840
	pc_RAB_A_18g_28
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	29
	Interactive or Background/ UL:64/DL:144 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.5.4.1.29
	DL Max TB bits
	3840
	pc_RAB_A_18g_29
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	30
	Interactive or Background/ UL:144/DL:144 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.5.4.1.30
	DL Max TB bits
	3840
	pc_RAB_A_18g_30
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	 
	 
	UL Max CCTrCH
	1
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	31.1
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI
	34.108 6.11.5.4.1.31
	DL Max TB bits
	3840
	pc_RAB_A_18g_31_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	3840
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	31.2
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /20 ms TTI
	34.108 6.11.5.4.1.31
	DL Max TB bits
	6400
	pc_RAB_A_18g_31_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	6400
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	32
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	32.1
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.5.4.1.32
	DL Max TB bits
	5120
	pc_RAB_A_18g_32_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	32.2
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.32
	DL Max TB bits
	8960
	pc_RAB_A_18g_32_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	8960
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	32
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	33.1
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.5.4.1.33
	DL Max TB bits
	5120
	pc_RAB_A_18g_33_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	3840
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	33.2
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.33
	DL Max TB bits
	8960
	pc_RAB_A_18g_33_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	8960
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	32
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	3840
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	34.1
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.5.4.1.34
	DL Max TB bits
	5120
	pc_RAB_A_18g_34_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	5120
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	5120
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	34.2
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.34
	DL Max TB bits
	8960
	pc_RAB_A_18g_34_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	8960
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	32
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	8960
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	8960
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	35.1
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.5.4.1.35
	DL Max TB bits
	40960
	pc_RAB_A_18g_35_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	40960
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	64
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	35.2
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.35
	DL Max TB bits
	81920
	pc_RAB_A_18g_35_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	81920
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	96
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	36.1
	Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.5.4.1.36
	DL Max TB bits
	40960
	pc_RAB_A_18g_36_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	40960
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	64
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	3840
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	36.2
	Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.36
	DL Max TB bits
	81920
	pc_RAB_A_18g_36_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	81920
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	96
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	3840
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	37.1
	Interactive or background / UL:384 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.5.4.1.37
	DL Max TB bits
	40960
	pc_RAB_A_18g_37_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	40960
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	64
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	5120
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	5120
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	37.2
	Interactive or background / UL:384 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.37
	DL Max TB bits
	81920
	pc_RAB_A_18g_37_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	81920
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	96
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	8960
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	8960
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	38.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI
	34.108 6.11.5.4.1.38
	DL Max TB bits
	1280
	pc_RAB_A_18g_38_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	38.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI
	34.108 6.11.5.4.1.38
	DL Max TB bits
	1280
	pc_RAB_A_18g_38_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	640
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	38.3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI
	34.108 6.11.5.4.1.38
	DL Max TB bits
	1280
	pc_RAB_A_18g_38_3
	 

	 
	 
	 
	DL Max CC TB bits
	1280
	
	 

	 
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	N/A
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	38.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI
	34.108 6.11.5.4.1.38
	DL Max TB bits
	1280
	pc_RAB_A_18g_38_4
	 

	 
	 
	 
	DL Max CC TB bits
	1280
	
	 

	 
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	39.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)
	34.108 6.11.5.4.1.39
	DL Max TB bits
	2560
	pc_RAB_A_18g_39_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	640
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	39.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	34.108 6.11.5.4.1.39
	DL Max TB bits
	2560
	pc_RAB_A_18g_39_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	39.3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	34.108 6.11.5.4.1.39
	DL Max TB bits
	2560
	pc_RAB_A_18g_39_3
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	39.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	34.108 6.11.5.4.1.39
	DL Max TB bits
	2560
	pc_RAB_A_18g_39_4
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	40
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.40
	DL Max TB bits
	2560
	pc_RAB_A_18g_40
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	41
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.41
	DL Max TB bits
	3840
	pc_RAB_A_18g_41
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	3840
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	42.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.5.4.1.42
	DL Max TB bits
	3840
	pc_RAB_A_18g_42_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	3840
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	42.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.42
	DL Max TB bits
	6400
	pc_RAB_A_18g_42_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	6400
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	32
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	43.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.5.4.1.43
	DL Max TB bits
	5120
	pc_RAB_A_18g_43_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	4120
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	43.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.43
	DL Max TB bits
	8960
	pc_RAB_A_18g_43_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	8960
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	32
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	44.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.5.4.1.44
	DL Max TB bits
	40960
	pc_RAB_A_18g_44_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	40960
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	64
	
	 

	 
	 
	 
	DL Max TFS
	96
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	3840
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	44.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.44
	DL Max TB bits
	81920
	pc_RAB_A_18g_44_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	81920
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	96
	
	 

	 
	 
	 
	DL Max TFS
	128
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	3840
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	45
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.45
	DL Max TB bits
	3840
	pc_RAB_A_18g_45
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	46
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.46
	DL Max TB bits
	3840
	pc_RAB_A_18g_46
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note 1
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	640
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	47
	Void
	 
	 
	 
	
	 

	48
	Void
	 
	 
	 
	
	 

	49.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.49
	DL Max TB bits
	2560
	pc_RAB_A_18g_49_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	1280
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	49.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.11.5.4.1.49
	DL Max TB bits
	3840
	pc_RAB_A_18g_49_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	50.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.5.4.1.50
	DL Max TB bits
	3840
	pc_RAB_A_18g_50_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	8
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	50.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.11.5.4.1.50
	DL Max TB bits
	6400
	pc_RAB_A_18g_50_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	6400
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	5120
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	8
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	51.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB  / 20 ms TTI  + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.51
	DL Max TB bits
	3840
	pc_RAB_A_18g_51_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	3840
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	3840
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	51.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.51
	DL Max TB bits
	5120
	pc_RAB_A_18g_51_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	5120
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	5120
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	52.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI  + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.52
	DL Max TB bits
	5120
	pc_RAB_A_18g_52_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	3840
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	52.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.52
	DL Max TB bits
	6400
	pc_RAB_A_18g_52_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	6400
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	5120
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	5120
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	53.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.53
	DL Max TB bits
	5120
	pc_RAB_A_18g_53_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	5120
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	5120
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	53.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.53
	DL Max TB bits
	6400
	pc_RAB_A_18g_53_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	6400
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	6400
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	6400
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	54
	Interactive or background / UL:64 DL:128 kbps / PS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.54
	DL Max TB bits
	5120
	pc_RAB_A_18g_54
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	NOTE:
To enable UE loopback of test data for the TDD (1.28 Mcps Option) reference radio bearer configurations having zero rate in uplink or downlink (items 18 to 22, items 47 to 49 and items in table A.18g) the "Streaming / unknown / UL:14,4 kbps / CS RAB" and "Streaming / unknown / DL:14,4 kbps / CS RAB" have been used instead of the zero-rate uplink and downlink configuration. The impact on the UE radio access capability has been taken into account in the applicbility statement for those items.


Table A.18h: Radio bearer capabilities for combinations on SCCPCH (1.28 Mcps TDD option).

	Item
	1.28 Mcps TDD option radio bearer configuration for combination on SCCPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	 
	 
	 
	Parameter
	Value
	
	

	1
	Stand-alone signalling RB for PCCH
	34.108 6.11.5.4.4.1.1.1
	DL Max TB bits
	640
	 
	

	 
	 
	 
	DL Max CC TB bits
	640
	 
	

	 
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	N/A
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	2
	Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.11.5.4.4.2
	DL Max TB bits
	1280
	pc_RAB_A_18h_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	3
	Interactive/Background 32 kbps RAB + SRBs for PCCH +  SRB for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.11.5.4.4.3
	DL Max TB bits
	1280
	pc_RAB_A_18h_3
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	4
	64.8kbps RB for MTCH with 40 ms TTI
	34.108 6.11.5.4.4.5
	DL Max TB bits
	21504


	pc_RAB_A_18h_4
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	

	5
	129.6 kbps RB for MTCH with 40 ms TTI
	34.108 6.11.5.4.4.6
	DL Max TB bits
	21504


	pc_RAB_A_18h_5
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	

	6
	259.2 kbps RB for MTCH with 40 ms TTI
	34.108 6.11.5.4.4.7
	DL Max TB bits
	21504


	pc_RAB_A_18h_6
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	


Table A.18i: Radio bearer capabilities for combinations on PRACH (1.28 Mcps TDD option).

	Item
	TDD 1.28 Mcps option interoperability radio bearer configuration for combination on PRACH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	
	
	
	Parameter
	Value
	
	

	1
	Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH
	34.108 6.11.5.4.5.1
	UL Max TB bits
	640
	pc_RAB_A_18i_1
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability


	none
	
	


Table A.18j: TDD interoperability radio bearer capabilities for combinations on DPCH and HS-PDSCH

	Item
	TDD interoperability radio bearer configuration for combination on DPCH and HS-PDSCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Interactive or Background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 

6.11.5.4.6.1
	HS-PDSCH
	Yes
	pc_RAB_A_18j_1
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	2
	Interactive or Background / UL:16 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 

6.11.5.4.6.2
	HS-PDSCH
	Yes
	pc_RAB_A_18j_2
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	3
	Interactive or Background / UL:32 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 

6.11.5.4.6.3
	HS-PDSCH
	Yes
	pc_RAB_A_18j_3
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	4
	Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.4
	HS-PDSCH
	Yes
	pc_RAB_A_18j_4
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	5
	Interactive or Background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.5
	HS-PDSCH
	Yes
	pc_RAB_A_18j_5
	

	
	
	
	UL Max TB bits
	3840
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	3840
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	6
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.6
	HS-PDSCH
	Yes
	pc_RAB_A_18j_6
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	7
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.7
	HS-PDSCH
	Yes
	pc_RAB_A_18j_7
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	8
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.8
	HS-PDSCH
	Yes
	pc_RAB_A_18j_8
	

	
	
	
	UL Max TB bits
	3840
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	3840
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	


A.4.3.3.3
TDD Radio Bearer Capabilities (3.84 Mcps option)

The applicability column in table A.18k specifies the minimum UE radio access capability for which radio bearer configurations are applicable. The UE radio access capability parameters and their possible value range are defined in TS 25.306 [34a] clause 5.1.

The following labels have been used in tables A.18k to A.18p represent the various UE radio access capability parameters:

	
	Label
	UE radio access capability parameter as defined in [34a] 25.306.

	Transport channel parameters in downlink
	DL Max TB bits
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant

	
	DL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant

	
	DL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant

	
	DL Max TrCHs
	Maximum number of simultaneous transport channels

	
	DL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	DL Max TTI TB
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval

	
	DL Max TFS
	Maximum number of TFC in the TFCS

	
	DL Max TF
	Maximum number of TF

	
	DL TC
	Support for turbo decoding

	Transport channel parameters in uplink
	UL Max TB bits
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant

	
	UL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TrCHs
	Maximum number of simultaneous transport channels

	
	UL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	UL Max TTI TB
	Maximum total number of transport blocks transmitted within TTIs that start at the same time

	
	UL Max TFS
	Maximum number of TFC in the TFCS

	
	UL Max TF
	Maximum number of TF

	
	UL TC
	Support for turbo encoding


Table A.18k: 3.84Mcps TDD interoperability radio bearer capabilities for combinations on DPCH.

	Item
	3.84Mcps TDD interoperability radio bearer configuration for combination on DPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	
	
	
	Parameter
	Value
	
	

	1
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
	34.108 6.10.3.4.1.1
	DL Max TB bits
	640
	pc_RAB_A_18k_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	1a
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (multiframe)
	34.108 6.10.3.4.1.1a
	DL Max TB bits
	640
	pc_RAB_A_18k_1a
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	2
	Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.2
	DL Max TB bits
	640
	pc_RAB_A_18k_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	3
	Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
	34.108 6.10.3.4.1.3
	DL Max TB bits
	640
	pc_RAB_A_18k_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.4
	DL Max TB bits
	640
	pc_RAB_A_18k_4
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	4a
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.3.4.1.4a 
	DL Max TB bits
	640
	pc_RAB_A_18k_4a
	

	
	 
	 
	DL Max CC TB bits
	640
	
	

	
	 
	 
	DL Max TC TB bits
	N/A
	
	

	
	 
	 
	DL Max TrCHs
	4
	
	

	
	 
	 
	DL Max CCTrCH
	1
	
	

	
	 
	 
	DL Max TTI TB
	4
	
	

	
	 
	 
	DL Max TFS
	16
	
	

	
	 
	 
	DL Max TF
	32
	
	

	
	 
	 
	DL TC
	N/A
	
	

	
	 
	 
	UL Max TB bits
	640
	
	

	
	 
	 
	UL Max CC TB bits
	640
	
	

	
	 
	 
	UL Max TC TB bits
	N/A
	
	

	
	 
	 
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	

	
	 
	 
	UL Max TFS
	16
	
	

	
	 
	 
	UL Max TF
	32
	
	

	
	 
	 
	UL TC
	N/A
	
	

	
	 
	 
	Other required UE radio access capability
	None
	
	

	5
	Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.5
	Same as for item 4.
	 
	pc_RAB_A_18k_5
	 

	5a
	Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.5a
	Same as for item 4a.
	 
	pc_RAB_A_18k_5a
	 

	6
	Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.6
	Same as for item 4.
	 
	pc_RAB_A_18k_6
	 

	7
	Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.7
	Same as for item 4.
	 
	pc_RAB_A_18k_7
	 

	7a
	Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.3.4.1.7a
	Same as for item 4a.
	 
	pc_RAB_A_18k_7a
	 

	8
	Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.8
	Same as for item 4.
	 
	pc_RAB_A_18k_8
	 

	9
	Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.9
	Same as for item 4.
	 
	pc_RAB_A_18k_9
	 

	10
	Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.10
	Same as for item 4.
	 
	pc_RAB_A_18k_10
	 

	11
	Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.11
	Same as for item 4.
	 
	pc_RAB_A_18k_11
	 

	12
	Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.12
	DL Max TB bits
	2560
	pc_RAB_A_18k_12
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Y
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	13.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.13
	DL Max TB bits
	2560
	pc_RAB_A_18k_13_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Y
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	13.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.10.3.4.1.13
	DL Max TB bits
	3840
	pc_RAB_A_18k_13_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	14.1
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.14
	DL Max TB bits
	1280
	pc_RAB_A_18k_14_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	14.2
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.10.3.4.1.14
	DL Max TB bits
	2560
	pc_RAB_A_18k_14_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	15
	Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.15
	DL Max TB bits
	1280
	pc_RAB_A_18k_15
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	16
	Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.16
	DL Max TB bits
	2560
	pc_RAB_A_18k_16
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	17
	Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.17
	DL Max TB bits
	2560
	pc_RAB_A_18k_17
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	18
	Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.18
	DL Max TB bits
	3840
	pc_RAB_A_18k_18
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	19
	Streaming / unknown / UL:64 DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.19
	DL Max TB bits
	1280
	pc_RAB_A_18k_19
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	See note
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	20
	Void
	 
	 
	 
	
	 

	21
	Void
	 
	 
	 
	
	 

	22
	Void
	 
	 
	 
	
	 

	23
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.23
	DL Max TB bits
	640
	pc_RAB_A_18k_23
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23a.1
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (40ms TTI)
	34.108 6.10.3.4.1.23a
	DL Max TB bits
	640
	pc_RAB_A_18k_23a_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23a.2
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (80ms TTI)
	34.108 6.10.3.4.1.23a
	DL Max TB bits
	640
	pc_RAB_A_18k_23a_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23b
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.23b
	DL Max TB bits
	1280
	pc_RAB_A_18k_23b
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	23c
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.23c
	Same as for item 26
	
	pc_RAB_A_18k_23c
	

	23d
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.23d
	Same as for item 23b
	
	pc_RAB_A_18k_23d
	

	25
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.10.3.4.1.25
	DL Max TB bits
	2560
	pc_RAB_A_18k_25
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	26
	Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.26
	DL Max TB bits
	2560
	pc_RAB_A_18k_26
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	27
	Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.27
	DL Max TB bits
	3840
	pc_RAB_A_18k_27
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	28
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3. .4.1.28
	DL Max TB bits
	3840
	pc_RAB_A_18k_28
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	29
	Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.29
	DL Max TB bits
	3840
	pc_RAB_A_18k_29
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	30.1
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / (20ms TTI)
	34.108 6.10.3.4.1.30
	DL Max TB bits
	3840
	pc_RAB_A_18k_30_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	30.2
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / (40ms TTI)
	34.108 6.10.3.4.1.30
	DL Max TB bits
	7680
	pc_RAB_A_18k_30_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	7680
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	48
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	31.1
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI
	34.108 6.10.3.4.1.31
	DL Max TB bits
	3840
	pc_RAB_A_18k_31_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	31.2
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /20 ms TTI
	34.108 6.10.3.4.1.31
	DL Max TB bits
	6400
	pc_RAB_A_18k_31_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	6400
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	32.1
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.3.4.1.32
	DL Max TB bits
	5120
	pc_RAB_A_18k_32_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	32.2
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.32
	DL Max TB bits
	8960
	pc_RAB_A_18k_32_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	33.1
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.3.4.1.33
	DL Max TB bits
	5120
	pc_RAB_A_18k_33_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	33.2
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.33
	DL Max TB bits
	8960
	pc_RAB_A_18k_33_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	34.1
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.3.4.1.34
	DL Max TB bits
	5120
	pc_RAB_A_18k_34_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	5120
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	5120
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	34.2
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.34
	DL Max TB bits
	8960
	pc_RAB_A_18k_34_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	8960
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	8960
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	32
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	35.1
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.3.4.1.35
	DL Max TB bits
	40960
	pc_RAB_A_18k_35_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	35.2
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.35
	DL Max TB bits
	81920
	pc_RAB_A_18k_35_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	81920
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	96
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	38
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.10.3.4.1.38
	DL Max TB bits
	1280
	pc_RAB_A_18k_38
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	38a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.38a
	DL Max TB bits
	640
	pc_RAB_A_18k_38a
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38b
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.38b
	DL Max TB bits
	1280
	pc_RAB_A_18k_38b
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38c
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.38c
	Same as for item 40
	
	pc_RAB_A_18k_38c
	

	38d
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.10.3.4.1.38d
	Same as for item 40
	
	
	

	38e
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.38e
	DL Max TB bits
	640
	pc_RAB_A_18k_38e
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38f
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.38f
	DL Max TB bits
	1280
	pc_RAB_A_18k_38f
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38g
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.10.3.4.1.38g
	DL Max TB bits
	1280
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	48
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38h
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.10.3.4.1.38h
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	48
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38i
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.10.3.4.1.38i
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	64
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	48
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38j
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.10.3.4.1.38j
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	64
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	48
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	39
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH 
	34.108 6.10.3.4.1.39
	DL Max TB bits
	2560
	pc_RAB_A_18k_39
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	40
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.40
	DL Max TB bits
	2560
	pc_RAB_A_18k_40
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	41
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.41
	DL Max TB bits
	3840
	pc_RAB_A_18k_41
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	42.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.3.4.1.42
	DL Max TB bits
	3840
	pc_RAB_A_18k_42_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	42.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.42
	DL Max TB bits
	6400
	pc_RAB_A_18k_42_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	6400
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	43.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.3.4.1.43
	DL Max TB bits
	5120
	pc_RAB_A_18k_43_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	43.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.43
	DL Max TB bits
	8960
	pc_RAB_A_18k_43_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	44.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.3.4.1.44
	DL Max TB bits
	40960
	pc_RAB_A_18k_44_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	96
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	44.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.44
	DL Max TB bits
	81920
	pc_RAB_A_18k_44_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	81920
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	96
	
	 

	
	 
	 
	DL Max TFS
	128
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	45
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.45
	DL Max TB bits
	3840
	pc_RAB_A_18k_45
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	46
	Void
	 
	 
	 
	
	 

	47
	Void
	 
	 
	 
	
	 

	48
	Void
	 
	 
	 
	
	 

	49
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.3.4.1.49
	DL Max TB bits
	2560
	pc_RAB_A_18k_49
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	50
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.10.3.4.1.50
	DL Max TB bits
	3840
	pc_RAB_A_18k_50
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	51
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB  + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.51
	DL Max TB bits
	3840
	pc_RAB_A_18k_51
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	51a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.51a
	DL Max TB bits
	2560
	pc_RAB_A_18k_51a
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	51b
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.3.4.1.51b
	DL Max TB bits
	3840
	pc_RAB_A_18k_51b
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	64
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	52
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.52
	DL Max TB bits
	5120
	pc_RAB_A_18k_52
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	53
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.1.53
	DL Max TB bits
	5120
	pc_RAB_A_18k_53
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	5120
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	5120
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	54
	Void
	
	
	
	
	 

	55
	Void
	 
	 
	 
	
	 

	56
	Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.3.4.1.56
	DL Max TB bits
	640
	pc_RAB_A_18k_56
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	57
	Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.3.4.1.57
	DL Max TB bits
	2560
	pc_RAB_A_18k_57
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	58
	Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.3.4.1.58
	DL Max TB bits
	3840
	pc_RAB_A_18k_58
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	59
	Void
	
	
	
	
	

	60
	Void
	
	
	
	
	

	61
	Void
	
	
	
	
	

	NOTE: 
To enable UE loopback of test data for the 3.84Mcps TDD interoperability reference radio bearer configurations having zero rate in uplink or downlink (items 18 and 19, in table A.18k the "Streaming / unknown / UL:14,4 kbps / CS RAB" and "Streaming / unknown / DL:14,4 kbps / CS RAB" have been used instead of the zero-rate uplink and downlink configuration. The impact on the UE radio access capability has been taken into account in the applicbility statement for those items.


Table A.18l: 3.84Mcps TDD interoperability radio bearer capabilities for combinations on PDSCH, SCCPCH, PUSCH and PRACH

	Item
	3.84Mcps TDD interoperability radio bearer configuration for combinations on PDSCH, SCCPCH, PUSCH and PRACH
	Ref.
	UE radio access capability

See note.
	Mnemonic
	Comments

	1
	Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	34.108 6.10.3.4.2.1
	DL Max TB bits
	3840
	pc_RAB_A_18l_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	2
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	2
	Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH+ UL: 16.8 DL: 16 kbps SRBs for SHCCH
	34.108 6.10.3.4.2.2
	DL Max TB bits
	5120
	pc_RAB_A_18l_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	2
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	3
	Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	34.108 6.10.3.4.2.3
	DL Max TB bits
	40960
	pc_RAB_A_18l_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	2
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	4
	Interactive or background / UL: 384 DL: 2 048 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	34.108 6.10.3.4.2.4
	DL Max TB bits
	40960
	pc_RAB_A_18l_4
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	5120
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	5120
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	2
	
	

	
	 
	 
	UL Max TTI TB
	32
	
	 

	
	 
	 
	UL Max TFS
	64
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 


Table A.18m: 3.84Mcps TDD interoperability radio bearer capabilities for combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH

	Item
	3.84Mcps TDD interoperability radio bearer configuration for combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH
	Ref.
	UE radio access capability

See note.
	Mnemonic
	Comments

	1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH
	34.108 6.10.3.4.3.1
	DL Max TB bits
	3840
	pc_RAB_A_18m_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	3
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
	34.108 6.10.3.4.3.2
	DL Max TB bits
	5120
	pc_RAB_A_18m_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	3
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
	34.108 6.10.3.4.3.3
	DL Max TB bits
	40960
	pc_RAB_A_18m_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	3
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 


Table A.18n: 3.84Mcps TDD interoperability radio bearer capabilities for combinations on SCCPCH

	Item
	3.84Mcps TDD interoperability radio bearer configuration for combination on SCCPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Stand-alone signalling RB for PCCH
	34.108 6.10.3.4.4.1
	DL Max TB bits
	640
	pc_RAB_A_18n_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	N/A
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	2
	Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.10.3.4.4.2
	DL Max TB bits
	1280
	pc_RAB_A_18n_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	3
	Interactive/Background 32 kbps RAB + SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.10.3.4.4.3
	DL Max TB bits
	1280
	pc_RAB_A_18n_3
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	4
	RB for CTCH + SRB for CCCH +SRB for BCCH
	34.108 6.10.3.4.4.4
	DL Max TB bits
	1280
	pc_RAB_A_18n_4
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	5
	64.8kbps RB for MTCH with 80 ms TTI
	34.108 6.10.3.4.4.5
	DL Max TB bits
	10752
	pc_RAB_A_18n_5
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	10752
	
	

	
	
	
	DL Max TrCHs
	16
	
	

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	N/A
	
	

	
	
	
	DL Max TFS
	N/A
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. sync radio links per frame which carry MTCH: 3
	
	

	6
	129.6kbps RB for MTCH with 80 ms TTI
	34.108 6.10.3.4.4.6
	DL Max TB bits
	10752
	pc_RAB_A_18n_6
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	10752
	
	

	
	
	
	DL Max TrCHs
	16
	
	

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	N/A
	
	

	
	
	
	DL Max TFS
	N/A
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. sync radio links per frame which carry MTCH: 3
	
	

	7
	259.2kbps RB for MTCH with 80 ms TTI
	34.108 6.10.3.4.4.7
	DL Max TB bits
	10752
	pc_RAB_A_18n_7
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	10752
	
	

	
	
	
	DL Max TrCHs
	16
	
	

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	N/A
	
	

	
	
	
	DL Max TFS
	N/A
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. sync radio links per frame which carry MTCH: 3
	
	

	8
	7.6kbps signalling RB for MCCH
	34.108 6.10.3.4.4.8
	DL Max TB bits
	10752
	pc_RAB_A_18n_8
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	16
	
	

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	N/A
	
	

	
	
	
	DL Max TFS
	N/A
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	Max. sync radio links per frame which carry MTCH: 3
	
	

	9
	124.4kbps RB for MBSFN MTCH with 80ms TTI
	34.108 6.10.3.4.4.9
	DL Max TB bits
	43603
	pc_RAB_A_18n_9
	

	
	
	
	DL Max CC TB bits
	N/A
	
	

	
	
	
	DL Max TC TB bits
	43603
	
	

	
	
	
	DL Max TrCHs
	4
	
	per S-CCPCH carrying MTCH

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	130
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. timeslots per frame: 3
	
	

	10
	320.4kbps RB for MBSFN MTCH with 80ms TTI
	34.108 6.10.3.4.4.10
	DL Max TB bits
	43603
	pc_RAB_A_18n_10
	

	
	
	
	DL Max CC TB bits
	N/A
	
	

	
	
	
	DL Max TC TB bits
	43603
	
	

	
	
	
	DL Max TrCHs
	4
	
	per S-CCPCH carrying MTCH

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	130
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. timeslots per frame: 3
	
	

	11
	497.6kbps RB for MBSFN MTCH with 80ms TTI
	34.108 6.10.3.4.4.11
	DL Max TB bits
	43603
	pc_RAB_A_18n_11
	

	
	
	
	DL Max CC TB bits
	N/A
	
	

	
	
	
	DL Max TC TB bits
	43603
	
	

	
	
	
	DL Max TrCHs
	4
	
	per S-CCPCH carrying MTCH

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	130
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. timeslots per frame: 3
	
	

	12
	7.2kbps signalling RB for MBSFN MCCH
	34.108 6.10.3.4.4.12
	DL Max TB bits
	43603
	pc_RAB_A_18n_12
	

	
	
	
	DL Max CC TB bits
	N/A
	
	

	
	
	
	DL Max TC TB bits
	43603
	
	

	
	
	
	DL Max TrCHs
	4
	
	per S-CCPCH carrying MTCH/MCCH/MSCH

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	130
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. timeslots per frame: 3
	
	


Table A.18o: 3.84Mcps TDD interoperability radio bearer capabilities for combinations on PRACH

	Item
	3.84Mcps TDD interoperability radio bearer configuration for combination on PRACH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	SRB for CCCH + SRB for DCCH
	34.108 6.10.3.4.5.1
	UL Max TB bits
	640
	pc_RAB_A_18o_1
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability


	none
	
	

	2
	Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH 
	34.108 6.10.3.4.5.2
	UL Max TB bits
	640
	pc_RAB_A_18o_2
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability


	none
	
	

	3
	Interactive/Background 12.8 kbps PS RAB + Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH
	34.108 6.10.3.4.5.3
	UL Max TB bits
	640
	pc_RAB_A_18o_3
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability


	none
	
	


Table A.18p: 3.84Mcps TDD interoperability radio bearer capabilities for combinations on DPCH and HS-PDSCH

	Item
	3.84Mcps TDD interoperability radio bearer configuration for combination on DPCH and HS-PDSCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.10.3.4.6.1
	HS-PDSCH
	Yes
	pc_RAB_A_18p_1
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	2
	Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.10.3.4.6.2
	HS-PDSCH
	Yes
	pc_RAB_A_18p_2
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	3840
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	3840
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	3
	Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.3 
	HS-PDSCH
	Yes
	pc_RAB_A_18p_3
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	5120
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	5120
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.4
	HS-PDSCH
	Yes
	pc_RAB_A_18p_4
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	5120
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	5120
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	64
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	5
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.5
	HS-PDSCH
	Yes
	pc_RAB_A_18p_5
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	6
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.6
	HS-PDSCH
	Yes
	pc_RAB_A_18p_6
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	7680
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	7680
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	32
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	7
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.7
	HS-PDSCH
	Yes
	pc_RAB_A_18p_7
	

	
	
	
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	5120
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	5120
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	8
	Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.8
	HS-PDSCH
	Yes
	pc_RAB_A_18p_8
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	5120
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	5120
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	9
	Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.9
	HS-PDSCH
	Yes
	pc_RAB_A_18p_9
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	10
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.10
	HS-PDSCH
	Yes
	pc_RAB_A_18p_10
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	6400
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	6400
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	48
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	11
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.3.4.6.11
	HS-PDSCH
	Yes
	pc_RAB_A_18p_11
	

	
	
	
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	6400
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	6400
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	64
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	


A.4.3.3.4
TDD Radio Bearer Capabilities (7.68 Mcps option)

The applicability column in table A.18k specifies the minimum UE radio access capability for which radio bearer configurations are applicable. The UE radio access capability parameters and their possible value range are defined in TS 25.306 [34a] clause 5.1.

The following labels have been used in tables A.18q to A.18v to represent the various UE radio access capability parameters:

	
	Label
	UE radio access capability parameter as defined in [34a] 25.306.

	Transport channel parameters in downlink
	DL Max TB bits
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant

	
	DL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant

	
	DL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant

	
	DL Max TrCHs
	Maximum number of simultaneous transport channels

	
	DL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	DL Max TTI TB
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval

	
	DL Max TFS
	Maximum number of TFC in the TFCS

	
	DL Max TF
	Maximum number of TF

	
	DL TC
	Support for turbo decoding

	Transport channel parameters in uplink
	UL Max TB bits
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant

	
	UL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TrCHs
	Maximum number of simultaneous transport channels

	
	UL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	UL Max TTI TB
	Maximum total number of transport blocks transmitted within TTIs that start at the same time

	
	UL Max TFS
	Maximum number of TFC in the TFCS

	
	UL Max TF
	Maximum number of TF

	
	UL TC
	Support for turbo encoding


Table A.18q: 7.68Mcps TDD interoperability radio bearer capabilities for combinations on DPCH.

	Item
	7.68 Mcps TDD interoperability radio bearer configuration for combination on DPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	
	
	
	Parameter
	Value
	
	

	1
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
	34.108 6.11.6.4.1.1
	DL Max TB bits
	640
	pc_RAB_A_18q_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	1a
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (multiframe)
	34.108 6.11.6.4.1.1a
	DL Max TB bits
	640
	pc_RAB_A_18q_1a
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	2
	Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.2
	DL Max TB bits
	640
	pc_RAB_A_18q_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	3
	Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
	34.108 6.11.6.4.1.3
	DL Max TB bits
	640
	pc_RAB_A_18q_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.4
	DL Max TB bits
	640
	pc_RAB_A_18q_4
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	4a
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.4a 
	DL Max TB bits
	640
	pc_RAB_A_18q_4a
	

	
	 
	 
	DL Max CC TB bits
	640
	
	

	
	 
	 
	DL Max TC TB bits
	N/A
	
	

	
	 
	 
	DL Max TrCHs
	4
	
	

	
	 
	 
	DL Max CCTrCH
	1
	
	

	
	 
	 
	DL Max TTI TB
	4
	
	

	
	 
	 
	DL Max TFS
	16
	
	

	
	 
	 
	DL Max TF
	32
	
	

	
	 
	 
	DL TC
	N/A
	
	

	
	 
	 
	UL Max TB bits
	640
	
	

	
	 
	 
	UL Max CC TB bits
	640
	
	

	
	 
	 
	UL Max TC TB bits
	N/A
	
	

	
	 
	 
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	

	
	 
	 
	UL Max TFS
	16
	
	

	
	 
	 
	UL Max TF
	32
	
	

	
	 
	 
	UL TC
	N/A
	
	

	
	 
	 
	Other required UE radio access capability
	None
	
	

	5
	Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.5
	Same as for item 4.
	 
	pc_RAB_A_18q_5
	 

	5a
	Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.5a
	Same as for item 4a.
	 
	pc_RAB_A_18q_5a
	 

	6
	Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.6
	Same as for item 4.
	 
	pc_RAB_A_18q_6
	 

	7
	Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.7
	Same as for item 4.
	 
	pc_RAB_A_18q_7
	 

	7a
	Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.7a
	Same as for item 4a.
	 
	pc_RAB_A_18q_7a
	 

	8
	Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.8
	Same as for item 4.
	 
	pc_RAB_A_18q_8
	 

	9
	Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.9
	Same as for item 4.
	 
	pc_RAB_A_18q_9
	 

	10
	Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.10
	Same as for item 4.
	 
	pc_RAB_A_18q_10
	 

	11
	Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.11
	Same as for item 4.
	 
	pc_RAB_A_18q_11
	 

	12
	Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.12
	DL Max TB bits
	2560
	pc_RAB_A_18q_12
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Y
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	13.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.13
	DL Max TB bits
	2560
	pc_RAB_A_18q_13_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Y
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	13.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.11.6.4.1.13
	DL Max TB bits
	3840
	pc_RAB_A_18q_13_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	14.1
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.14
	DL Max TB bits
	1280
	pc_RAB_A_18q_14_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	14.2
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.11.6.4.1.14
	DL Max TB bits
	2560
	pc_RAB_A_18q_14_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	15
	Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.15
	DL Max TB bits
	1280
	pc_RAB_A_18q_15
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	16
	Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.16
	DL Max TB bits
	2560
	pc_RAB_A_18q_16
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	17
	Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.17
	DL Max TB bits
	2560
	pc_RAB_A_18q_17
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	18
	Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.18
	DL Max TB bits
	3840
	pc_RAB_A_18q_18
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	19
	Streaming / unknown / UL:64 DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.19
	DL Max TB bits
	1280
	pc_RAB_A_18q_19
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	See note
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	20
	Void
	 
	 
	 
	
	 

	21
	Void
	 
	 
	 
	
	 

	22
	Void
	 
	 
	 
	
	 

	23
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.23
	DL Max TB bits
	640
	pc_RAB_A_18q_23
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23a.1
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (40ms TTI)
	34.108 6.11.6.4.1.23a
	DL Max TB bits
	640
	pc_RAB_A_18q_23a_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	N/A
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	N/A
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23a.2
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (80ms TTI)
	34.108 6.11.6.4.1.23a
	DL Max TB bits
	640
	pc_RAB_A_18q_23a_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	4
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	640
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	640
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	2
	
	 

	
	 
	 
	UL Max TFS
	4
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	23b
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.23b
	DL Max TB bits
	1280
	pc_RAB_A_18q_23b
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	23c
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.23c
	Same as for item 26
	
	pc_RAB_A_18q_23c
	

	23d
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.23d
	Same as for item 23b
	
	pc_RAB_A_18q_23d
	

	25
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.6.4.1.25
	DL Max TB bits
	2560
	pc_RAB_A_18q_25
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	4
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	26
	Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.26
	DL Max TB bits
	2560
	pc_RAB_A_18q_26
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	27
	Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.27
	DL Max TB bits
	3840
	pc_RAB_A_18q_27
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	28
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6. .4.1.28
	DL Max TB bits
	3840
	pc_RAB_A_18q_28
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	29
	Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.29
	DL Max TB bits
	3840
	pc_RAB_A_18q_29
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	30.1
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / (20ms TTI)
	34.108 6.11.6.4.1.30
	DL Max TB bits
	3840
	pc_RAB_A_18q_30_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	30.2
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / (40ms TTI)
	34.108 6.11.6.4.1.30
	DL Max TB bits
	7680
	pc_RAB_A_18q_30_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	7680
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	48
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	31.1
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI
	34.108 6.11.6.4.1.31
	DL Max TB bits
	3840
	pc_RAB_A_18q_31_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	31.2
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /20 ms TTI
	34.108 6.11.6.4.1.31
	DL Max TB bits
	6400
	pc_RAB_A_18q_31_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	6400
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	32.1
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.32
	DL Max TB bits
	5120
	pc_RAB_A_18q_32_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	32.2
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.32
	DL Max TB bits
	8960
	pc_RAB_A_18q_32_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	33.1
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.33
	DL Max TB bits
	5120
	pc_RAB_A_18q_33_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	33.2
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.33
	DL Max TB bits
	8960
	pc_RAB_A_18q_33_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	34.1
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.34
	DL Max TB bits
	5120
	pc_RAB_A_18q_34_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	5120
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	5120
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	34.2
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.34
	DL Max TB bits
	8960
	pc_RAB_A_18q_34_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	8960
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	8960
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	32
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	35.1
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.35
	DL Max TB bits
	40960
	pc_RAB_A_18q_35_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	35.2
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.35
	DL Max TB bits
	81920
	pc_RAB_A_18q_35_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	81920
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	96
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	2
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	38
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.6.4.1.38
	DL Max TB bits
	1280
	pc_RAB_A_18q_38
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	640
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	38a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38a
	DL Max TB bits
	640
	pc_RAB_A_18q_38a
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38b
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38b
	DL Max TB bits
	1280
	pc_RAB_A_18q_38b
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38c
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38c
	Same as for item 40
	
	pc_RAB_A_18q_38c
	

	38d
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38d
	Same as for item 40
	
	
	

	38e
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38e
	DL Max TB bits
	640
	pc_RAB_A_18q_38e
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38f
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.38f
	DL Max TB bits
	1280
	pc_RAB_A_18q_38f
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38g
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38g
	DL Max TB bits
	1280
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	48
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38h
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38h
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	48
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38i
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38i
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	64
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	48
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	38j
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108

6.11.6.4.1.38j
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	8
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	64
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	48
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	39
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH 
	34.108 6.11.6.4.1.39
	DL Max TB bits
	2560
	pc_RAB_A_18q_39
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	1280
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	40
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.40
	DL Max TB bits
	2560
	pc_RAB_A_18q_40
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	41
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.41
	DL Max TB bits
	3840
	pc_RAB_A_18q_41
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	42.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.42
	DL Max TB bits
	3840
	pc_RAB_A_18q_42_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	42.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.42
	DL Max TB bits
	6400
	pc_RAB_A_18q_42_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	6400
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	43.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.43
	DL Max TB bits
	5120
	pc_RAB_A_18q_43_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	43.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.43
	DL Max TB bits
	8960
	pc_RAB_A_18q_43_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	8960
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	32
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	44.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.11.6.4.1.44
	DL Max TB bits
	40960
	pc_RAB_A_18q_44_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	96
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	44.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.44
	DL Max TB bits
	81920
	pc_RAB_A_18q_44_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	81920
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	96
	
	 

	
	 
	 
	DL Max TFS
	128
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	45
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.45
	DL Max TB bits
	3840
	pc_RAB_A_18q_45
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	46
	Void
	 
	 
	 
	
	 

	47
	Void
	 
	 
	 
	
	 

	48
	Void
	 
	 
	 
	
	 

	49
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.11.6.4.1.49
	DL Max TB bits
	2560
	pc_RAB_A_18q_49
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	1280
	
	 

	
	 
	 
	DL Max TrCHs
	8
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	1280
	
	 

	
	 
	 
	UL Max TrCHs
	8
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	50
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 
	34.108 6.11.6.4.1.50
	DL Max TB bits
	3840
	pc_RAB_A_18q_50
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	2560
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	8
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	
	 

	51
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB  + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.51
	DL Max TB bits
	3840
	pc_RAB_A_18q_51
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	8
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	51a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.51a
	DL Max TB bits
	2560
	pc_RAB_A_18q_51a
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	51b
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.11.6.4.1.51b
	DL Max TB bits
	3840
	pc_RAB_A_18q_51b
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	64
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	52
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.52
	DL Max TB bits
	5120
	pc_RAB_A_18q_52
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	3840
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	3840
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	53
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.1.53
	DL Max TB bits
	5120
	pc_RAB_A_18q_53
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	32
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	5120
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	5120
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	1
	
	

	
	 
	 
	UL Max TTI TB
	16
	
	 

	
	 
	 
	UL Max TFS
	32
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	None
	
	 

	54
	Void
	
	
	
	
	 

	55
	Void
	 
	 
	 
	
	 

	56
	Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.56
	DL Max TB bits
	640
	pc_RAB_A_18q_56
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	640
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	57
	Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.57
	DL Max TB bits
	2560
	pc_RAB_A_18q_57
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	58
	Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.11.6.4.1.58
	DL Max TB bits
	3840
	pc_RAB_A_18q_58
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	59
	Void
	
	
	
	
	

	60
	Void
	
	
	
	
	

	61
	Void
	
	
	
	
	

	NOTE:
To enable UE loopback of test data for the 3.84Mcps TDD interoperability reference radio bearer configurations having zero rate in uplink or downlink (items 18 and 19, in table A.18k the "Streaming / unknown / UL:14,4 kbps / CS RAB" and "Streaming / unknown / DL:14,4 kbps / CS RAB" have been used instead of the zero-rate uplink and downlink configuration. The impact on the UE radio access capability has been taken into account in the applicbility statement for those items.


Table A.18r: 7.68Mcps TDD interoperability radio bearer capabilities for combinations on PDSCH, SCCPCH, PUSCH and PRACH

	Item
	7.68Mcps TDD interoperability radio bearer configuration for combinations on PDSCH, SCCPCH, PUSCH and PRACH
	Ref.
	UE radio access capability

See note.
	Mnemonic
	Comments

	1
	Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	34.108 6.11.6.4.2.1
	DL Max TB bits
	3840
	pc_RAB_A_18r_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	2
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	2
	Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH+ UL: 16.8 DL: 16 kbps SRBs for SHCCH
	34.108 6.11.6.4.2.2
	DL Max TB bits
	5120
	pc_RAB_A_18r_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	2
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	3
	Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	34.108 6.11.6.4.2.3
	DL Max TB bits
	40960
	pc_RAB_A_18r_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	2
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	4
	Interactive or background / UL: 384 DL: 2 048 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	34.108 6.11.6.4.2.4
	DL Max TB bits
	40960
	pc_RAB_A_18r_4
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	5120
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	5120
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	2
	
	

	
	 
	 
	UL Max TTI TB
	32
	
	 

	
	 
	 
	UL Max TFS
	64
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 


Table A.18s: 7.68Mcps TDD interoperability radio bearer capabilities for combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH

	Item
	7.68Mcps TDD interoperability radio bearer configuration for combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH
	Ref.
	UE radio access capability

See note.
	Mnemonic
	Comments

	1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH
	34.108 6.11.6.4.3.1
	DL Max TB bits
	3840
	pc_RAB_A_18s_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	3840
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	3
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
	34.108 6.11.6.4.3.2
	DL Max TB bits
	5120
	pc_RAB_A_18s_2
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	5120
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	16
	
	 

	
	 
	 
	DL Max TFS
	16
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	3
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 

	3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
	34.108 6.11.6.4.3.3
	DL Max TB bits
	40960
	pc_RAB_A_18s_3
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	40960
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	2
	
	 

	
	 
	 
	DL Max TTI TB
	64
	
	 

	
	 
	 
	DL Max TFS
	64
	
	 

	
	 
	 
	DL Max TF
	32
	
	 

	
	 
	 
	DL TC
	Yes
	
	 

	
	 
	 
	UL Max TB bits
	2560
	
	 

	
	 
	 
	UL Max CC TB bits
	640
	
	 

	
	 
	 
	UL Max TC TB bits
	2560
	
	 

	
	 
	 
	UL Max TrCHs
	4
	
	 

	
	
	
	UL Max CCTrCH
	3
	
	

	
	 
	 
	UL Max TTI TB
	8
	
	 

	
	 
	 
	UL Max TFS
	16
	
	 

	
	 
	 
	UL Max TF
	32
	
	 

	
	 
	 
	UL TC
	Yes
	
	 

	
	 
	 
	Other required UE radio access capability
	PDSCH=Yes
	
	 


Table A.18t: 7.68Mcps TDD interoperability radio bearer capabilities for combinations on SCCPCH

	Item
	7.68Mcps TDD interoperability radio bearer configuration for combination on SCCPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Stand-alone signalling RB for PCCH
	34.108 6.11.6.4.4.1
	DL Max TB bits
	640
	pc_RAB_A_18t_1
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	N/A
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	2
	Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.11.6.4.4.2
	DL Max TB bits
	1280
	pc_RAB_A_18t_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	3
	Interactive/Background 32 kbps RAB + SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.11.6.4.4.3
	DL Max TB bits
	1280
	pc_RAB_A_18t_3
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	4
	RB for CTCH + SRB for CCCH +SRB for BCCH
	34.108 6.11.6.4.4.4
	DL Max TB bits
	1280
	pc_RAB_A_18t_4
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	5
	64.8kbps RB for MTCH with 80 ms TTI
	34.108 6.11.6.4.4.5
	DL Max TB bits
	21504
	pc_RAB_A_18t_5
	

	
	
	
	DL Max CC TB bits
	1280
	
	

	
	
	
	DL Max TC TB bits
	21504
	
	

	
	
	
	DL Max TrCHs
	16
	
	

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	N/A
	
	

	
	
	
	DL Max TFS
	N/A
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. sync radio links per frame which carry MTCH: 3
	
	

	6
	129.6kbps RB for MTCH with 80 ms TTI
	34.108 6.11.6.4.4.6
	DL Max TB bits
	21504
	pc_RAB_A_18t_6
	

	
	
	
	DL Max CC TB bits
	1280
	
	

	
	
	
	DL Max TC TB bits
	21504
	
	

	
	
	
	DL Max TrCHs
	16
	
	

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	N/A
	
	

	
	
	
	DL Max TFS
	N/A
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. sync radio links per frame which carry MTCH: 3
	
	

	7
	259.2kbps RB for MTCH with 40 ms TTI
	34.108 6.11.6.4.4.7
	DL Max TB bits
	21504
	pc_RAB_A_18t_7
	

	
	
	
	DL Max CC TB bits
	1280
	
	

	
	
	
	DL Max TC TB bits
	21504
	
	

	
	
	
	DL Max TrCHs
	16
	
	

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	N/A
	
	

	
	
	
	DL Max TFS
	N/A
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. sync radio links per frame which carry MTCH: 3
	
	

	8
	7.6kbps signalling RB for MCCH
	34.108 6.11.6.4.4.8
	DL Max TB bits
	21504
	pc_RAB_A_18t_8
	

	
	
	
	DL Max CC TB bits
	1280
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	16
	
	

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	N/A
	
	

	
	
	
	DL Max TFS
	N/A
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	Max. sync radio links per frame which carry MTCH: 3
	
	

	9
	124.4kbps RB for MBSFN MTCH with 80ms TTI
	34.108 6.11.6.4.4.9
	DL Max TB bits
	84572
	pc_RAB_A_18t_9
	

	
	
	
	DL Max CC TB bits
	N/A
	
	

	
	
	
	DL Max TC TB bits
	84572
	
	

	
	
	
	DL Max TrCHs
	4
	
	per S-CCPCH carrying MTCH

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	130
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. timeslots per frame: 3
	
	

	10
	320.4kbps RB for MBSFN MTCH with 80ms TTI
	34.108 6.11.6.4.4.10
	DL Max TB bits
	84572
	pc_RAB_A_18t_10
	

	
	
	
	DL Max CC TB bits
	N/A
	
	

	
	
	
	DL Max TC TB bits
	84572
	
	

	
	
	
	DL Max TrCHs
	4
	
	per S-CCPCH carrying MTCH

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	130
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. timeslots per frame: 3
	
	

	11
	497.6kbps RB for MBSFN MTCH with 80ms TTI
	34.108 6.11.6.4.4.11
	DL Max TB bits
	84572
	pc_RAB_A_18t_11
	

	
	
	
	DL Max CC TB bits
	N/A
	
	

	
	
	
	DL Max TC TB bits
	84572
	
	

	
	
	
	DL Max TrCHs
	4
	
	per S-CCPCH carrying MTCH

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	130
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. timeslots per frame: 3
	
	

	12
	7.2kbps signalling RB for MBSFN MCCH
	34.108 6.11.6.4.4.12
	DL Max TB bits
	84572
	pc_RAB_A_18t_12
	

	
	
	
	DL Max CC TB bits
	N/A
	
	

	
	
	
	DL Max TC TB bits
	84572
	
	

	
	
	
	DL Max TrCHs
	4
	
	per S-CCPCH carrying MTCH/MCCH/MSCH

	
	
	
	DL Max CCTrCH
	N/A
	
	

	
	
	
	DL Max TTI TB
	130
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	N/A
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. timeslots per frame: 3
	
	


Table A.18u: 7.68Mcps TDD interoperability radio bearer capabilities for combinations on PRACH

	Item
	7.68Mcps TDD interoperability radio bearer configuration for combination on PRACH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	SRB for CCCH + SRB for DCCH
	34.108 6.11.6.4.5.1
	UL Max TB bits
	640
	pc_RAB_A_18u_1
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability


	none
	
	

	2
	Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH 
	34.108 6.11.6.4.5.2
	UL Max TB bits
	640
	pc_RAB_A_18u_2
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability


	none
	
	

	3
	Interactive/Background 12.8 kbps PS RAB + Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH
	34.108 6.11.6.4.5.3
	UL Max TB bits
	640
	pc_RAB_A_18u_3
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability


	none
	
	


Table A.18v: 7.68Mcps TDD interoperability radio bearer capabilities for combinations on DPCH and HS-PDSCH

	Item
	7.68Mcps TDD interoperability radio bearer configuration for combination on DPCH and HS-PDSCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.6.4.6.1
	HS-PDSCH
	Yes
	pc_RAB_A_18v_1
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	2
	Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.6.4.6.2
	HS-PDSCH
	Yes
	pc_RAB_A_18v_2
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	3840
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	3840
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	3
	Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.6.3 
	HS-PDSCH
	Yes
	pc_RAB_A_18v_3
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	5120
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	5120
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.6.4
	HS-PDSCH
	Yes
	pc_RAB_A_18v_4
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	5120
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	5120
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	64
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	5
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.6.5
	HS-PDSCH
	Yes
	pc_RAB_A_18v_5
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	6
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.6.6
	HS-PDSCH
	Yes
	pc_RAB_A_18v_6
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	7680
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	7680
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	32
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	7
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.6.7
	HS-PDSCH
	Yes
	pc_RAB_A_18v_7
	

	
	
	
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	5120
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	5120
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	8
	Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.6.8
	HS-PDSCH
	Yes
	pc_RAB_A_18v_8
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	5120
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	5120
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	9
	Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.6.9
	HS-PDSCH
	Yes
	pc_RAB_A_18v_9
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	10
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.6.10
	HS-PDSCH
	Yes
	pc_RAB_A_18v_10
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	6400
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	6400
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	48
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	11
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.6.4.6.11
	HS-PDSCH
	Yes
	pc_RAB_A_18v_11
	

	
	
	
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	UL Max TB bits
	6400
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	6400
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	
	1
	
	

	
	
	
	UL Max TTI TB
	16
	
	

	
	
	
	UL Max TFS
	64
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	


A.4.3.4
Layer 2/3 Baseline Implementation Capabilities (access stratum)

Table A.19a: PDCP Parameters

	Item
	PDCP Parameters
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of RFC 2507
	25.323, 5.1.2
	R99
	pc_RFC2507
	IP header compression protocol RFC 2507 is supported

	2
	Support of Lossless SRNS relocation
	25.323, 5.4
	R99
	pc_LosslessSRNS_Reloc
	Lossless SRNS Relocation is supported

	3
	More than one PDCP entity
	25.323, 5.1
	R99
	
	Establishment of more than one PDCP entities is supported

	4
	Support of UM RB and AM RB
	34.123-1, 7.3.2.2.4
	R99
	
	Support of two radio bearer RLC AM and RLC UM as defined in test case 7.3.2.2.4

	5
	Support of RFC 3095
	25.323, 5.1,

RFC IETF 3095
	Rel-4
	pc_RFC3095
	IP header compression protocol RFC 3095 is supported

	6
	Maximum header compression context space
	25.306, 4.1
	Rel-5
	pc_MaxHcContextSpace_r5_ext
	

	7
	Support for RFC 3095 context relocation
	25.306, 4.1
	Rel-5
	pc_SupportForRfc3095ContextRelocation
	


Table A.19b: BMC Parameters

	Item
	BMC Parameters
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of BMC
	25.324, 9.1
	R99
	
	BMC is supported, i.e. the UE is capable of receiving and forwarding BMC messages

	2
	Support of BMC Scheduling
	25.324, 9.1
	R99
	
	BMC DRX Scheduling (Level 2 Scheduling) is supported, i.e. the UE is capable to perform DRX for predicted, scheduled BMC messages

	3
	Support of ANSI-41 CB data
	25.324, 9.1
	R99
	
	BMC supports the reception of ANSI-41 CB data


Table A.19c: RLC Parameters

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Total RLC AM and MAC-hs buffer size
	25.306, 5.1
	Rel-5
	pc_TotalRLC_AM_BufferSize_r5_ext
	


A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	At least one bearer service
	22.002, 3
	R99
	
	

	2
	At least one supplementary service
	22.004, 4
	R99
	
	

	3
	Inter-system measurement for GSM
	25.331, 8.4
	R99
	pc_IntSysMsr
	Used in Low priority test case

	4
	At least one MO circuit switched basic service
	24.008, 5.3.4.2.1
	R99
	pc_MO_Serv
	

	5
	At least one MT circuit switched basic service
	24.008, 5.3.4.2.2
	R99
	pc_MT_Serv
	

	6
	Immediate connect supported for all circuit switched basic services.
	24.008, 5.2.1.6
	R99
	pc_ImmConnect
	

	7
	Activation of one or more PDP contexts simultaneously
	[TBD]
	R99
	
	

	8
	Sending of correct acknowledgement of memory full condition
	[TBD]
	R99
	pc_SMS_MemFull
	Used in Low priority test case

	9
	Status report capability
	[TBD]
	R99
	pc_SMS_StatReport
	Used in Low priority test case

	10
	Void
	
	
	
	Used in Low priority test case

	11
	Storing of received Class 1 short messages
	[TBD]
	R99
	pc_SMS_Class1Store
	Used in Low priority test case

	12
	Storing of received Class 2 short messages in the SIM
	[TBD]
	R99
	pc_SMS_Class2Store
	Used in Low priority test case

	13
	Replacing of short messages
	[TBD]
	R99
	pc_SMS_Replace
	Used in Low priority test case

	14
	Reply procedures
	23.040, Annex 4
	R99
	
	

	15
	Sending of concatenated multiple short messages on the same RR connection when there is no call in progress
	23.040, 3.1 
	R99
	pc_SMS_MultiNoCall
	

	16
	Sending of concatenated multiple short messages on the same RR connection when there is a call in progress
	23.040, 3.1 
	R99
	pc_SMS_MultiCallEx
	

	17
	Only circuit switched basic service supported by the mobile is emergency call
	22.003, 6, A.1.2
	R99
	pc_OnlyEmergency
	

	18
	Multi-code transmission
	[TBD]
	R99
	
	

	19
	Poll_PU based polling mode of AM RLC
	[TBD]
	R99
	
	

	20
	Timer based polling mode of AM RLC
	[TBD]
	R99
	
	

	21
	Discard mode of AM RLC
	[TBD]
	R99
	
	

	22
	At least one MO circuit switched basic service
	[TBD]
	R99
	
	

	23
	At least one MO circuit switched basic service for which immediate connect is not used
	[TBD]
	R99
	
	

	24
	Network initiated MO call (CCBS)
	24.008, 5.2.3

24.093, 4.1
	R99
	
	

	25
	DTMF protocol control procedure
	24.008, 5.5.7
	R99
	
	

	26
	Secondary PDP context activation procedure
	24.008, 6.1.3.2
	R99
	pc_SecPDP_Support
	

	29
	Support Automatic calling repeat call attempt
	22.001, Annex E
	R99
	pc_AutocallingSupported
	Used in Low priority test case

	30
	Support auto-calling more B-party numbers than the number of B-party numbers that can be stored in the list of blacklisted numbers
	22.001, Annex E
	R99
	pc_AutocallingMoreB
	Used in Low priority test case

	31
	Void
	TBD
	R99
	
	

	32
	Support of Follow On Proceed


	24.008, 4.4.4.6

	R99
	
	

	33
	Void
	
	
	
	

	34
	Support detach on USIM removal
	

	R99
	pc_DetachOnUSIM_Rmv
	

	35
	Support switch on/off
	
	R99
	pc_SwitchOnOff
	

	36
	Support USIM removal without power down
	
	R99
	pc_USIM_Rmv
	

	37
	Void
	
	
	
	

	38
	Support of automatic PS attach procedure at switch on.
	24.008, 4.7.3
	R99
	pc_AutomaticAttachSwitchON
	

	39
	User requested combined PS and non-PS detached without powering off
	24.008, 4.7.4
	R99
	pc_UserRequestedDetach
	Used in Low priority test case

	40
	User requested non-PS detached
	24.008, 4.7.4
	R99
	pc_UserRequestedNonPSDetach
	Used in Low priority test case

	41
	Support for user setting of minimum QoS
	[TBD]
	R99
	
	

	42
	PS attach attempted automatically by outstanding request
	24.008, 4.7
	R99
	pc_PS_AttachByRequest
	

	43
	Support for making an outgoing PS call by AT commands
	27.007, 10.1.10, 10.1.6, 10.1.1, 10.1.7
	R99
	pc_AT_SupportToInit_PS_Call
	

	44
	Void
	
	
	
	

	45
	Controlled Early Classmark Sending" option  implementation
	24.008, 10.5.1.6
	R99
	px_MS_ClsmkESIND
	

	46
	Void
	
	
	
	

	47
	Algorithm A5/3 supported
	24.008, 10.5.1.6
	R99
	pc_MS_ClsmkA5_3
	

	48
	Algorithm A5/4 supported
	24.008, 10.5.1.7
	R99
	pc_MS_ClsmkA5_4
	

	49
	Algorithm A5/5 supported
	24.008, 10.5.1.7
	R99
	pc_MS_ClsmkA5_5
	

	50
	Algorithm A5/6 supported
	24.008, 10.5.1.7
	R99
	pc_MS_ClsmkA5_6
	

	51
	Algorithm A5/7 supported
	24.008, 10.5.1.7
	R99
	pc_MS_ClsmkA5_7
	

	52
	Support any options that are indicated in CM3
	24.008, 10.5.1.6
	R99
	pc_MS_ClsmkCM3
	

	53
	Support the E-GSM or R-GSM  band  
	24.008, 10.5.1.6
	R99
	pc_MS_ClsmkFreqCap
	

	54
	LCS value added location request notification capability
	24.008, 10.5.1.6
	R99
	pc_MS_ClsmkLCSVA_Cap
	

	55
	CM Service Prompt
	24.008, 10.5.1.6
	R99
	pc_MS_ClsmkCMSP
	

	56
	UCS2 coding scheme supported
	24.008, 10.5.1.6
	R99
	pc_MS_ClsmkUCS2
	

	57
	Void
	
	
	
	

	58
	Void
	
	
	
	

	59
	Void
	
	
	
	

	60
	Void
	
	
	
	

	61
	Void
	
	
	
	

	62
	Access technology priority supported in HPLMNwACT field
	23.122, 4.4.3.1.1 f)
	R99
	pc_AccessTechPriSuppInHPLMNwACT
	It is allowed for R99 UE to implement either R99 or Rel-6 behavior.  

	63
	User requested PS detach without powering off
	24.008, 4.7.4
	R99
	pc_UserRequestedPS_Detach
	

	64
	Supplementary Service phase 2
	24.080, 3.7.1
	R99
	pc_SS_Phase2Supp
	

	65
	AT command +CHUP supported
	27.007, 6.5
	R99
	pc_CHUP_AT_CommandSupp
	

	66
	UE which supports follow-on request procedure (PS)
	24.008. 4.7.3.1, 10.5.5.2 
	R99
	pc_SupportFollowOnRequest
	

	67
	UE which supports Inter-RAT network assisted cell change from UTRAN
	25.331 8.3.11.3
	Rel-5
	pc_SupportOfUTRAN_ToGERAN_NACC
	

	68
	RLP supported
	24.022
	R99
	pc_RLPSupported
	

	69
	void
	
	
	
	

	70
	GERAN Feature Package2 supported
	24.008, 10.5.1.7
	Rel-5
	pc_GERANFeaturePackage2
	

	71
	GERAN Iu Mode supported
	24.008, 10.5.1.7
	Rel-5
	pc_GERANIuMode
	

	72
	Support of DSAC
	24.008, 4.1.1.2
	Rel-5
	pc_DSAC_Rel
	DSAC is a mandatory feature in Rel-6 and later releases, but it is optional for Rel-5 UEs. (See [39] Annex D)

	73
	Support of enhanced DTM CS establishement and release procedures
	24.008, 10.5.1.7
	Rel-6
	pc_DTMEnhancCap
	

	74
	Timing Advance Offset required
	24.008, 10.5.1.7
	Rel-6
	pc_TAOffset
	

	75
	Automatic attach procedure when UE identity cannot be derived by the network
	24.008, 4.7.5.1.4
	R99
	pc_AutomaticAttachUEIDnotDerived
	

	76
	GMM Information Supported
	24.008, 4.7.12
	R99
	pc_GMM_InformationSupported
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