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This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.

1	Scope
The present document establishes the minimum RF requirements for NR User Equipment (UE) Interworking operation with other radios. This includes but is not limited to additional requirements for carrier aggregation or NR dual connectivity between Range 1 and Range 2 and additional requirements due to NR non-standalone (NSA) operation mode with E-UTRA.
[bookmark: _Toc21345371][bookmark: _Toc29806220][bookmark: _Toc37255753][bookmark: _Toc37256094][bookmark: _Toc45889931][bookmark: _Toc52381756][bookmark: _Toc61374855][bookmark: _Toc67936206][bookmark: _Toc67937079][bookmark: _Toc76452315][bookmark: _Toc76630158][bookmark: _Toc83742718][bookmark: _Toc83886832][bookmark: _Toc83887632][bookmark: _Toc90588473]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone"
[3]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone"
[4]	3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception"
[5]	3GPP TS 38.521-3: "NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios"
[6]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000"
[7]	3GPP TS 36.211: "E-UTRA; Physical channels and modulation"
[8]	3GPP TS 36.331: " Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification"
[9]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification"
[10]	3GPP TS 38.213: "NR; Physical layer procedures for control"
[11]	3GPP TS 38.306: "NR; User Equipment (UE) radio access capabilities
[12]	3GPP TS 38.133: "NR; Requirements for support of radio resource management".
[13]	3GPP TS 38.211: "NR; Physical channels and modulation".
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[bookmark: _Toc21345373][bookmark: _Toc29806222][bookmark: _Toc37255755][bookmark: _Toc37256096][bookmark: _Toc45889933][bookmark: _Toc52381758][bookmark: _Toc61374857][bookmark: _Toc67936208][bookmark: _Toc67937081][bookmark: _Toc76452317][bookmark: _Toc76630160][bookmark: _Toc83742720][bookmark: _Toc83886834][bookmark: _Toc83887634][bookmark: _Toc90588475]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

[bookmark: _Toc21345374][bookmark: _Toc29806223][bookmark: _Toc37255756][bookmark: _Toc37256097][bookmark: _Toc45889934][bookmark: _Toc52381759][bookmark: _Toc61374858][bookmark: _Toc67936209][bookmark: _Toc67937082][bookmark: _Toc76452318][bookmark: _Toc76630161][bookmark: _Toc83742721][bookmark: _Toc83886835][bookmark: _Toc83887635][bookmark: _Toc90588476]3.2	Symbols
For the purposes of the present document, the following symbols apply:
ΔRIB,c	Allowed reference sensitivity relaxation due to support for CA or DC operation, for serving cell c.
ΔTIB,c	Allowed maximum configured output power relaxation due to support for CA or DC operation, for serving cell c
BWE-UTRA_Channel	Channel bandwidth of E-UTRA carrier
BWE-UTRA_Channel_CA	Channel bandwidth of E-UTRA sub-block which is composed of intra-band contiguous CA E-UTRA carriers
BWNR_Channel	Channel bandwidth of NR carrier
BWNR_Channel_CA	Channel bandwidth of NR sub-block which is composed of intra-band contiguous CA NR carriers
Ceil(x)	Rounding upwards; ceil(x) is the smallest integer such that ceil(x) ≥ x
EN-DCACLR	The ratio of the filtered mean power centred on the aggregated sub-block bandwidth ENBW to the filtered mean power centred on an adjacent bandwidth of the same size ENBW
E-UTRAACLR	E-UTRA ACLR
FC	RF reference frequency for the carrier center on the channel raster
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band
FOOB	The boundary between the NR out of band emission and spurious emission domains
LCRB	Transmission bandwidth which represents the length of a contiguous resource block allocation expressed in units of resource blocks
Max()	The largest of given numbers
Min()	The smallest of given numbers
NRACLR	NR ACLR
NRB	Transmission bandwidth configuration, expressed in units of resource blocks
NRB_agg	The number of the aggregated RBs within the fully allocated aggregated channel bandwidth 
  for carrier 1 to j, where μ is defined in TS 38.211 [13]
NRB,c	The transmission bandwidth configuration of component carrier c, expressed in units of resource blocks
  for carrier j, where μ is defined in TS 38.211 [13]
PCMAX	The configured maximum UE output power
RBstart	Indicates the lowest RB index of transmitted resource blocks
Wgap	The sub-block gap between the two sub-blocks
[bookmark: _Toc21345375][bookmark: _Toc29806224][bookmark: _Toc37255757][bookmark: _Toc37256098][bookmark: _Toc45889935][bookmark: _Toc52381760][bookmark: _Toc61374859][bookmark: _Toc67936210][bookmark: _Toc67937083][bookmark: _Toc76452319][bookmark: _Toc76630162][bookmark: _Toc83742722][bookmark: _Toc83886836][bookmark: _Toc83887636][bookmark: _Toc90588477]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
A-MPR	Additional Maximum Power Reduction
BCS	Bandwidth Combination Set
CA	Carrier Aggregation
CC	Component Carrier
DC	Dual Connectivity
EN-DC	E-UTRA/NR DC
EVM	Error Vector Magnitude
FDM	Frequency Division Multiplexing
FR	Frequency Range
ENBW	The aggregated bandwidth of an E-UTRA sub-block and an adjacent NR sub-block
ITU-R	Radiocommunication Sector of the International Telecommunication Union
MBW	Measurement bandwidth defined for the protected band
MPR	Allowed maximum power reduction
MSD	Maximum Sensitivity Degradation
MCG	Master Cell Group
NR	New Radio
NS	Network Signalling
NSA	Non-Standalone, a mode of operation where operation of an other radio is assisted with an other radio
OOB	Out-of-band
OOBE	Out-of-band emission
OTA	Over The Air
PRB	Physical Resource Block
RE	Resource Element
REFSENS	Reference Sensitivity
RF	Radio Frequency
Rx	Receiver
SCG	Secondary Cell Group
SCS	Subcarrier spacing
SEM	Spectrum Emission Mask
SUL	Supplementary uplink
TDM	Time Division Multiplex
Tx	Transmitter
UE	User Equipment
UL MIMO	Up Link Multiple Antenna transmission
ULSUP	Uplink sharing from UE perspective
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[bookmark: _Toc21345377][bookmark: _Toc29806226][bookmark: _Toc37255759][bookmark: _Toc37256100][bookmark: _Toc45889937][bookmark: _Toc52381762][bookmark: _Toc61374861][bookmark: _Toc67936212][bookmark: _Toc67937085][bookmark: _Toc76452321][bookmark: _Toc76630164][bookmark: _Toc83742724][bookmark: _Toc83886838][bookmark: _Toc83887638][bookmark: _Toc90588479]4.1	Relationship between minimum requirements and test requirements
The present document is interwork specification for NR UE, covering RF characteristics and minimum performance requirements. Conformance to the present specification is demonstrated by fulfilling the test requirements specified in the conformance specification 3GPP TS 38.521-3 [5].
The Minimum Requirements given in this specification make no allowance for measurement uncertainty. The test specification TS 38.521-3 [5] defines test tolerances. These test tolerances are individually calculated for each test. The test tolerances are used to relax the minimum requirements in this specification to create test requirements. For some requirements, including regulatory requirements, the test tolerance is set to zero.
The measurement results returned by the test system are compared - without any modification - against the test requirements as defined by the shared risk principle.
The shared risk principle is defined in Recommendation ITU‑R M.1545 [6].
[bookmark: _Toc21345378][bookmark: _Toc29806227][bookmark: _Toc37255760][bookmark: _Toc37256101][bookmark: _Toc45889938][bookmark: _Toc52381763][bookmark: _Toc61374862][bookmark: _Toc67936213][bookmark: _Toc67937086][bookmark: _Toc76452322][bookmark: _Toc76630165][bookmark: _Toc83742725][bookmark: _Toc83886839][bookmark: _Toc83887639][bookmark: _Toc90588480]4.2	Applicability of minimum requirements
a)	In this specification the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios
b)	For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)	The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal
d)	Terminal that supports EN-DC configuration shall meet E-UTRA requirements as specified in TS 36.101 [4] and NR requirements as in TS 38.101-1 [2] and TS 38.101-2 [3] unless otherwise specified in this specification
e)	All the requirements for intra-band contiguous and non-contiguous EN-DC apply under the assumption of the same uplink-downlink and special subframe configurations in the E-UTRA and slot format indicated by UL-DL-configurationCommon and UL-DL-configurationDedicated in the NR for the EN-DC, a time offset between the two RATs configurations may be required.
f)	For EN-DC combinations with CA configurations for E-UTRA and/or NR, all the requirements for E-UTRA and/or NR all the requirements for E-UTRA and/or NR intra-band contiguous and non-contiguous CA apply under the assumption of the same slot format indicated by UL-DL-configurationCommon and UL-DL-configurationDedicated in the PSCell and SCells for NR and the same uplink-downlink and special subframe configurations in Pcell and SCells for E-UTRA.
A terminal which supports an EN-DC configuration shall support:
If any subsets of the EN-DC configuration do not specify its own bandwidth combination sets in 5.3B, then the terminal shall support the same E-UTRA bandwidth combination sets it signals the support for in E-UTRA CA configuration part of E-UTRA – NR DC and shall support the same NR bandwidth combination sets it signals the support for in NR CA configuration part of E-UTRA – NR DC.
Else if one of the subsets of the EN-DC configuration specify its own bandwidth combination sets in 5.3B, then the terminal shall support a product set of channel bandwidth for each band specified by E-UTRA bandwidth combination sets, NR bandwidth combination sets, and EN-DC bandwidth combination sets it singnals the support.
A terminal which supports an inter-band EN-DC configuration with a certain UL configuration shall support the all lower order DL configurations of the lower order EN-DC combinations, which have this certain UL configuration and the fallbacks of this UL configuration.
For CA or DC configurations, which include FR2 intra-band CA configurations with multiple FR2 sub-blocks, where at least one of the sub-blocks is a contiguous CA configuration:
-	if the field partialFR2-FallbackRX-Req is not present, the UE shall meet all applicable UE RF requirements for the highest order CA configuration and all associated fallback CA configurations;
-	if the field partialFR2-FallbackRX-Req is present, for each FR2 intra-band CA configuration with multiple sub-blocks that the UE indicates support for explicitly in UE capability signalling: the in-gap UE RF requirements in clauses 7.5A, 7.5B, 7.6A, 7.6B apply as the equivalent requirements for the associated fallback FR2 intra-band CA configurations with the same number of sub-blocks, where at least one of the sub-blocks consists of a contiguous CA configuration. The UE shall meet all applicable UE RF requirements for fallback CA configurations with a lesser number of sub-blocks; 
-	regardless of the field partialFR2-FallbackRX-Req, the UE shall meet all DL out-of-gap requirements for all lower order fallback CA configurations.
Terminal that supports inter-band NR-DC between FR1 and FR2 configuration shall meet the requirements for corresponding CA configuration (suffix A), unless otherwise specified.
[bookmark: _Toc21345379][bookmark: _Toc29806228][bookmark: _Toc37255761][bookmark: _Toc37256102][bookmark: _Toc45889939][bookmark: _Toc52381764][bookmark: _Toc61374863][bookmark: _Toc67936214][bookmark: _Toc67937087][bookmark: _Toc76452323][bookmark: _Toc76630166][bookmark: _Toc83742726][bookmark: _Toc83886840][bookmark: _Toc83887640][bookmark: _Toc90588481][bookmark: _Hlk507568886]4.3	Specification suffix information
Unless stated otherwise the following suffixes are used for indicating at 2nd level clause, shown in Table 4.3-1.
Table 4.3-1: Definition of suffixes
	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA) between FR1 and FR2

	B
	Dual-Connectivity (DC) with and without SUL including UL sharing from UE perspective, inter-band NR DC between FR1 and FR2

	D
	UL MIMO



[bookmark: _Toc21345380][bookmark: _Toc29806229][bookmark: _Toc37255762][bookmark: _Toc37256103][bookmark: _Toc45889940][bookmark: _Toc52381765][bookmark: _Toc61374864][bookmark: _Toc67936215][bookmark: _Toc67937088][bookmark: _Toc76452324][bookmark: _Toc76630167][bookmark: _Toc83742727][bookmark: _Toc83886841][bookmark: _Toc83887641][bookmark: _Toc90588482]5	Operating bands and channel arrangement
[bookmark: _Toc21345381][bookmark: _Toc29806230][bookmark: _Toc37255763][bookmark: _Toc37256104][bookmark: _Toc45889941][bookmark: _Toc52381766][bookmark: _Toc61374865][bookmark: _Toc67936216][bookmark: _Toc67937089][bookmark: _Toc76452325][bookmark: _Toc76630168][bookmark: _Toc83742728][bookmark: _Toc83886842][bookmark: _Toc83887642][bookmark: _Toc90588483]5.1	General
The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.
NOTE:	Other operating bands and channel bandwidths may be considered in future releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specifications are identified as described in Table 5.1-1.
Table 5.1-1: Definition of frequency ranges
	Frequency range designation
	Corresponding frequency range

	FR1
	410 MHz – 7125 MHz

	FR2
	24250 MHz – 52600 MHz



The present specification covers band combinations including
-	at least one FR1 operating band and one FR2 operating band for carrier aggregation and dual connectivity operations;
-	at least one E-UTRA operating band for dual connectivity operations.
[bookmark: _Toc21345382][bookmark: _Toc29806231][bookmark: _Toc37255764][bookmark: _Toc37256105][bookmark: _Toc45889942][bookmark: _Toc52381767][bookmark: _Toc61374866][bookmark: _Toc67936217][bookmark: _Toc67937090][bookmark: _Toc76452326][bookmark: _Toc76630169][bookmark: _Toc83742729][bookmark: _Toc83886843][bookmark: _Toc83887643][bookmark: _Toc90588484]5.2	Operating bands
NR is designed to operate in FR1 operating bands defined in TS 38.101-1 [2] and FR2 operating bands defined in TS 38.101-2 [3]. E-UTRA is designed to operate in operating bands defined in TS 36.101 [4].
[bookmark: _Toc21345383][bookmark: _Toc29806232][bookmark: _Toc37255765][bookmark: _Toc37256106][bookmark: _Toc45889943][bookmark: _Toc52381768][bookmark: _Toc61374867][bookmark: _Toc67936218][bookmark: _Toc67937091][bookmark: _Toc76452327][bookmark: _Toc76630170][bookmark: _Toc83742730][bookmark: _Toc83886844][bookmark: _Toc83887644][bookmark: _Toc90588485]5.2A	Operating bands for CA
[bookmark: _Toc21345384][bookmark: _Toc29806233][bookmark: _Toc37255766][bookmark: _Toc37256107][bookmark: _Toc45889944][bookmark: _Toc52381769][bookmark: _Toc61374868][bookmark: _Toc67936219][bookmark: _Toc67937092][bookmark: _Toc76452328][bookmark: _Toc76630171][bookmark: _Toc83742731][bookmark: _Toc83886845][bookmark: _Toc83887645][bookmark: _Toc90588486]5.2A.1	Inter-band CA between FR1 and FR2
NR carrier aggregation are designed to operate in the operating bands defined in Table 5.2A.1‑1. The band combinations include at least one FR1 operating band and one FR2 operating band.
If the mandatory simultaneous Rx/Tx capability applies for a lower order band combination, when the applicable lower order band combination is a band pair in a higher order band combination, the mandatory simultaneous Rx/Tx capability also applies for the band pairin the higher order band combination.

Table 5.2A.1-1: Band combinations for inter-band NR CA between FR1 and FR2
	NR CA Band
	NR Band

	CA_n8-n2581
	n8, n258

	CA_n71-n2571
	n71, n257

	CA_n77-n2571
	n77, n257

	CA_n78-n2571
	n78, n257

	CA_n79-n2571
	n79, n257

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.



[bookmark: _Toc21345385][bookmark: _Toc29806234][bookmark: _Toc37255767][bookmark: _Toc37256108][bookmark: _Toc45889945][bookmark: _Toc52381770][bookmark: _Toc61374869][bookmark: _Toc67936220][bookmark: _Toc67937093][bookmark: _Toc76452329][bookmark: _Toc76630172][bookmark: _Toc83742732][bookmark: _Toc83886846][bookmark: _Toc83887646][bookmark: _Toc90588487]5.2B	Operating bands for DC
[bookmark: _Toc21345386][bookmark: _Toc29806235][bookmark: _Toc37255768][bookmark: _Toc37256109][bookmark: _Toc45889946][bookmark: _Toc52381771][bookmark: _Toc61374870][bookmark: _Toc67936221][bookmark: _Toc67937094][bookmark: _Toc76452330][bookmark: _Toc76630173][bookmark: _Toc83742733][bookmark: _Toc83886847][bookmark: _Toc83887647][bookmark: _Toc90588488]5.2B.1	General
The operating bands are specified in clause 5.5B for operation with EN-DC, NGEN-DC, NE-DC or NR-DC configured. 
[bookmark: _Toc21345387][bookmark: _Toc29806236][bookmark: _Toc37255769][bookmark: _Toc37256110][bookmark: _Toc45889947][bookmark: _Toc52381772][bookmark: _Toc61374871][bookmark: _Toc67936222][bookmark: _Toc67937095][bookmark: _Toc76452331][bookmark: _Toc76630174][bookmark: _Toc83742734][bookmark: _Toc83886848][bookmark: _Toc83887648][bookmark: _Toc90588489]5.2B.2	Void
[bookmark: _Toc21345388][bookmark: _Toc29806237][bookmark: _Toc37255770][bookmark: _Toc37256111][bookmark: _Toc45889948][bookmark: _Toc52381773][bookmark: _Toc61374872][bookmark: _Toc67936223][bookmark: _Toc67937096][bookmark: _Toc76452332][bookmark: _Toc76630175][bookmark: _Toc83742735][bookmark: _Toc83886849][bookmark: _Toc83887649][bookmark: _Toc90588490]5.2B.3	Void
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[bookmark: _Toc21345392][bookmark: _Toc29806241][bookmark: _Toc37255774][bookmark: _Toc37256115][bookmark: _Toc45889952][bookmark: _Toc52381777][bookmark: _Toc61374876][bookmark: _Toc67936227][bookmark: _Toc67937100][bookmark: _Toc76452336][bookmark: _Toc76630179][bookmark: _Toc83742739][bookmark: _Toc83886853][bookmark: _Toc83887653][bookmark: _Toc90588494]5.2B.7	Void
[bookmark: _Toc21345393][bookmark: _Toc29806242][bookmark: _Toc37255775][bookmark: _Toc37256116][bookmark: _Toc45889953][bookmark: _Toc52381778][bookmark: _Toc61374877][bookmark: _Toc67936228][bookmark: _Toc67937101][bookmark: _Toc76452337][bookmark: _Toc76630180][bookmark: _Toc83742740][bookmark: _Toc83886854][bookmark: _Toc83887654][bookmark: _Toc90588495]5.3	UE Channel bandwidth
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For inter-band NR CA between FR1 and FR2, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class as specified in clause 5.3A.5 of TS 38.101-1 [2] and clause 5.3A.4 of TS 38.101-2 [3] independently.
[bookmark: _Toc21345396][bookmark: _Toc29806245][bookmark: _Toc37255778][bookmark: _Toc37256119][bookmark: _Toc45889956][bookmark: _Toc52381781][bookmark: _Toc61374880][bookmark: _Toc67936231][bookmark: _Toc67937104][bookmark: _Toc76452340][bookmark: _Toc76630183][bookmark: _Toc83742743][bookmark: _Toc83886857][bookmark: _Toc83887657][bookmark: _Toc90588498]5.3B	UE Channel bandwidth for DC
[bookmark: _Toc67938604][bookmark: _Toc76454206][bookmark: _Toc76719626][bookmark: _Toc76720146][bookmark: _Toc83742843][bookmark: _Toc83887218][bookmark: _Toc83888019][bookmark: _Toc90588673]5.3B.0	General
For intra-band contiguous EN-DC, the aggregated channel bandwidth is sum of the individual NR and E-UTRA channel bandwidths assuming nominal EN-DC channel with 0 kHz offset spacing as specified in clause 5.4.
	ENBW = BWNR_Channel + BWE-UTRA_Channel
In the case where the NR sub-block and/or the E-UTRA sub-block itself is composed of intra-band contiguous CA carriers, the EN-DC aggregated channel bandwidth is the sum of the aggregated channel bandwidths of the NR and E-UTRA sub-blocks assuming nominal EN-DC channel spacing between the NR sub-block and E-UTRA sub-block.
	ENBW = BWNR_Channel_CA + BWE-UTRA_Channel_CA
Intra-band contiguous EN-DC configurations are defined using intra-band contiguous EN-DC bandwidth class notation DC_(n)Xyz where the first EN-DC bandwidth class letter y indicates the number of contiguous E-UTRA carriers and the second EN-DC bandwidth class letter z indicates the number of contiguous NR carriers for the EN-DC combination of E-UTRA Band X and NR Band nX. Applicable contiguous intra-band EN-DC bandwidth classes are listed in Table 5. 3B.0-1.
Table 5.3B.0-1: Intra-band contiguous EN-DC bandwidth classes
	Intra-band contiguous EN-DC bandwidth class
	Number of
contiguous CC

	
	E-UTRA
	NR

	AA
	1
	1

	CA
	2
	1

	DA
	3
	1



[bookmark: _Toc21345397][bookmark: _Toc29806246][bookmark: _Toc37255779][bookmark: _Toc37256120][bookmark: _Toc45889957][bookmark: _Toc52381782][bookmark: _Toc61374881][bookmark: _Toc67936232][bookmark: _Toc67937105][bookmark: _Toc76452341][bookmark: _Toc76630184][bookmark: _Toc83742744][bookmark: _Toc83886858][bookmark: _Toc83887658][bookmark: _Toc90588499]5.3B.1	Intra-band EN-DC in FR1
[bookmark: _Toc21345398][bookmark: _Toc29806247][bookmark: _Toc37255780][bookmark: _Toc37256121][bookmark: _Toc45889958][bookmark: _Toc52381783][bookmark: _Toc61374882][bookmark: _Toc67936233][bookmark: _Toc67937106][bookmark: _Toc76452342][bookmark: _Toc76630185][bookmark: _Toc83742745][bookmark: _Toc83886859][bookmark: _Toc83887659][bookmark: _Toc90588500]5.3B.1.1	General
The requirements for intra-band EN-DC in this specification are defined for EN-DC configurations with associated bandwidth combination sets.
For each EN-DC configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination.
[bookmark: _Toc21345399][bookmark: _Toc29806248][bookmark: _Toc37255781][bookmark: _Toc37256122][bookmark: _Toc45889959][bookmark: _Toc52381784][bookmark: _Toc61374883][bookmark: _Toc67936234][bookmark: _Toc67937107][bookmark: _Toc76452343][bookmark: _Toc76630186][bookmark: _Toc83742746][bookmark: _Toc83886860][bookmark: _Toc83887660][bookmark: _Toc90588501]5.3B.1.2	BCS for Intra-band contiguous EN-DC
For intra-band contiguous EN-DC, an EN-DC configuration is consisting of an E-UTRA band and a corresponding NR band having the same frequency range which supports an intra-band contiguous EN-DC bandwidth class.
Bandwidth combination sets for intra-band contiguous EN-DC are specified in Table 5.3B.1.2-1. The EN-DC configurations and bandwidth combination sets in Table 5.3B.1.2-1 also apply to higher order EN-DC combinations that include inter-band and intra-band EN-DC on the downlink and inter-band EN-DC on the uplink. If no BCS is reported in the UE capabilities for an intra-band combination the default is that the UE supports BCS0.
Table 5.3B.1.2-1: EN-DC configurations and bandwidth combination sets defined for intra-band contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Channel bandwidths for E-UTRA carrier (MHz)
	
	

	DC_(n)41AA
	DC_(n)41AA
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_(n)41CA
	DC_(n)41AA
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_(n)41DA
	DC_(n)41AA
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	DC_(n)71AA
	DC_(n)71AA
	15
	5
	
	20
	0

	
	
	10
	5, 10
	
	
	

	
	
	5
	5, 10, 15
	
	
	

	
	
	
	5
	15
	
	

	
	
	
	5, 10
	10
	
	

	
	
	
	5, 10, 15
	5
	
	

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	Void
NOTE 4:	The channel bandwidths for E-UTRA or NR carrier should be at least supported in one of the BCS indicated in E-UTRA bandwidth combination sets or NR bandwidth combination sets if reported.



[bookmark: _Toc21345400][bookmark: _Toc29806249][bookmark: _Toc37255782][bookmark: _Toc37256123][bookmark: _Toc45889960][bookmark: _Toc52381785][bookmark: _Toc61374884][bookmark: _Toc67936235][bookmark: _Toc67937108][bookmark: _Toc76452344][bookmark: _Toc76630187][bookmark: _Toc83742747][bookmark: _Toc83886861][bookmark: _Toc83887661][bookmark: _Toc90588502]5.3B.1.3	BCS for Intra-band non-contiguous EN-DC
For intra-band non-contiguous EN-DC, an EN-DC configuration is consisting of an E-UTRA band and a corresponding NR band having the same frequency range which supports E-UTRA and NR carriers, where E-UTRA configuration is indicated by using E-UTRA CA bandwidth class as defined in TS 36.101 [4] and NR configuration is indicated by using NR CA bandwidth class as defined in TS 38.101-1 [2].
Requirements for intra-band non-contiguous EN-DC are defined for the EN-DC configurations and bandwidth combination sets specified in Table 5.3B.1.3-1. The EN-DC configurations and bandwidth combination sets in Table 5.3B.1.3-1 also apply to higher order EN-DC combinations that include inter-band and intra-band EN-DC on the downlink and inter-band EN-DC on the uplink.  If no BCS is reported in the UE capabilities for an intra-band combination the default is that the UE supports BCS0.
Table 5.3B.1.3-1: EN-DC configurations and bandwidth combination sets defined for intra-band non-contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Channel bandwidths for E-UTRA carrier (MHz)
	
	

	DC_3A_n3A 
	DC_3A_n3A(1)
	
	5, 10, 15, 20, 25, 30
	5, 10, 15, 20
	50
	0

	DC_41A_n41A 
	DC_41A_n41A
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_41C_n41A
	DC_41A_n41A
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_41D_n41A
	DC_41A_n41A
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	NOTE 1:	Only single switched UL is supported in Rel.15
NOTE 2:	Void
NOTE 3:	The channel bandwidths for E-UTRA or NR carrier should be at least supported in one of the BCS indicated in E-UTRA bandwidth combination sets or NR bandwidth combination sets if reported
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[bookmark: _Toc21345402][bookmark: _Toc29806251][bookmark: _Toc37255784][bookmark: _Toc37256125][bookmark: _Toc45889962][bookmark: _Toc52381787][bookmark: _Toc61374886][bookmark: _Toc67936237][bookmark: _Toc67937110][bookmark: _Toc76452346][bookmark: _Toc76630189][bookmark: _Toc83742749][bookmark: _Toc83886863][bookmark: _Toc83887663][bookmark: _Toc90588504]5.4A	Channel arrangement for CA
The channel arrangement for CA operations in FR1 and FR2 as specified in TS 38.101-1 [2] and TS 38.101-2 [3], respectively.
[bookmark: _Toc21345403][bookmark: _Toc29806252][bookmark: _Toc37255785][bookmark: _Toc37256126][bookmark: _Toc45889963][bookmark: _Toc52381788][bookmark: _Toc61374887][bookmark: _Toc67936238][bookmark: _Toc67937111][bookmark: _Toc76452347][bookmark: _Toc76630190][bookmark: _Toc83742750][bookmark: _Toc83886864][bookmark: _Toc83887664][bookmark: _Toc90588505]5.4B	Channel arrangement for DC
The channel arrangement for intra-band EN-DC operations in FR1 is specified in TS 36.101 [4] and TS 38.101-1 [2] , respectively.
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The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between and E-UTRA carrier and an adjacent NR carrier for intra-band contiguous EN-DC is defined as following:
-	For NR operating bands with 100 kHz channel raster,
Nominal Channel spacing = (BWE-UTRA_Channel + BWNR_Channel)/2
[bookmark: _Toc21345405][bookmark: _Toc29806254]-	For NR operating bands with 15 kHz channel raster,
	
-	Nominal Channel spacing = (BWE-UTRA_Channel + BWNR_Channel)/2+{-5kHz, 0kHz, 5kHz} for ∆FRaster equals to 15 kHz
-	Nominal Channel spacing = (BWE-UTRA_Channel + BWNR_Channel)/2+{-10 kHz, 0 kHz, 10 kHz} for ∆FRaster equals to 30 kHz
where BWE-UTRA_Channel and BWNR_Channel are the channel bandwidths of the E-UTRA and NR carriers, ∆FRaster is the  band dependent channel raster granularity defined in TS38.101-1[2]. The channel spacing can be adjusted depending on the channel raster to optimize performance in a particular deployment scenario.
For intra-band non-contiguous EN-DC the channel spacing between E-UTRA and NR carriers shall be larger than the nominal channel spacing defined in this clause.
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Table 5.5A.1-1: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100 MHz
	200 MHz
	400 MHz
	Bandwidth combination set

	CA_n8A-n258A
	CA_n8A-n258A
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n258
	60
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n71A-n257A
	-
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n77A-n257A
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n77A-n257D
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	
	CA_n257D
	

	CA_n77A-n257E
	CA_n77A-n257A
	n77
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	
	CA_n257E
	

	CA_n77A-n257F
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	
	CA_n257F
	

	CA_n77C-n257A
	CA_n77A-n257A
	n77
	
	CA_n77C
	0

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n77C-n257D
	CA_n77A-n257A
	n77
	
	CA_n77C
	0

	
	
	n257
	
	CA_n257D
	

	CA_n77C-n257E
	CA_n77A-n257A
	n77
	
	CA_n77C
	0

	
	
	n257
	
	CA_n257E
	

	CA_n77C-n257F
	CA_n77A-n257A
	n77
	
	CA_n77C
	0

	
	
	n257
	
	CA_n257F
	

	CA_n78A-n257A
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n78A-n257D
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	
	CA_n257D
	

	CA_n78A-n257E
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	
	CA_n257E
	

	CA_n78A-n257F
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	
	CA_n257F
	

	CA_n78C-n257A
	CA_n78A-n257A
	n78
	
	CA_n78C
	0

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n78C-n257D
	CA_n78A-n257A
	n78
	
	CA_n78C
	0

	
	
	n257
	
	CA_n257D
	

	CA_n78C-n257E
	CA_n78A-n257A
	n78
	
	CA_n78C
	0

	
	
	n257
	
	CA_n257E
	

	CA_n78C-n257F
	CA_n78A-n257A
	n78
	
	CA_n78C
	0

	
	
	n257
	
	CA_n257F
	

	CA_n79A-n257A
	CA_n79A-n257A
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n79A-n257D
	CA_n79A-n257A
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	

	
	
	n257
	
	CA_n257D
	

	CA_n79A-n257E
	CA_n79A-n257A
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	

	
	
	n257
	
	CA_n257E
	

	CA_n79A-n257F
	CA_n79A-n257A
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	
	

	
	
	n257
	
	CA_n257F
	

	CA_n79C-n257A
	CA_n79A-n257A
	n79
	
	See CA_n79C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	
	Yes
	Yes
	Yes
	

	CA_n79C-n257D
	CA_n79A-n257A
	n79
	
	CA_n79C
	0

	
	
	n257
	
	CA_n257D
	

	CA_n79C-n257E
	CA_n79A-n257A
	n79
	
	CA_n79C
	0

	
	
	n257
	
	CA_n257E
	

	CA_n79C-n257F
	CA_n79A-n257A
	n79
	
	CA_n79C
	0

	
	
	n257
	
	CA_n257F
	

	NOTE:	The CA configurations are given in Table 5.5A.1-1 of either TS 38.101-1 or TS 38.101-2 where unless otherwise stated BCS0 is referred to.
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The operating bands and bandwidth classes are specified for operation with EN-DC, NGEN-DC, NE-DC or NR-DC configured. The EN-DC, NGEN-DC or NE-DC band combinations include at least one E-UTRA operating band.
For EN-DC or NE-DC configurations indicated by column "Single Uplink allowed" (e.g., problematic band combinations as defined in TS 38.306 [11]) in tables in this clause the UE may indicate capability of not supporting simultaneous dual and triple uplink operation due to possible intermodulation interference to its own primary downlink channel bandwidth of PCell or PSCell if the intermodulation order is 2 or if the intermodulation order is 3 for the combinations when both operating bands are between 450 MHz – 960 MHz or between 1427 MHz – 2690 MHz. 
In the case for EN-DC or NE-DC configurations listed in tables in this clause for which the intermodulation products caused by the dual and triple uplink operation fall into the receive band but do not interfere with its own primary downlink channel bandwidth of PCell or PSCell as defined in Annex I the UE is mandated to operate in dual and triple uplink mode. Single Uplink is also allowed for certain band combinations where intermodulation or reverse intermodulation products could create difficulty for meeting emission requirements.
For EN-DC combinations of order 3 or higher, "Single Uplink allowed" UL configurations captured in Table 5.5B.2-1, Table 5.5B.3-1, and Table 5.5B.4-1 apply.
If multiple UL DC configurations are listed for multiple DL DC configurations, valid uplink configurations are such that uplink does not have more carriers than downlink.
Non‑contiguous resource allocation and almost contiguous allocation are not applicable for E‑UTRA or NR carrier part of intra‑band EN‑DC configuration.
If the mandatory simultaneous Rx/Tx capability applies for a lower order DC configuration, when the applicable lower order DC configuration is a band pair in a higher order DC configuration, the mandatory simultaneous Rx/Tx capability also applies for the band pair in the higher order DC configuration.
For a higher order EN-DC band combination of which DC_20_n28/ DC_28_n20/ CA_20-28/ CA_n20-n28 is a subset, the frequency range in band n28/28 is restricted for the higher order band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
For NR inter-band dual connectivity specified in 5.5B.7, the corresponding NR CA configurations in 5.5A.1, i.e., dual uplink inter-band carrier aggregation between FR1 and FR2 with uplink assigned to two NR bands, are applicable to Dual Connectivity.
NOTE 1:	Requirements for the dual connectivity configurations are defined in the clause corresponding NR uplink CA between FR1 and FR2 configurations, unless otherwise specified.


[bookmark: _Toc21345410][bookmark: _Toc29806259][bookmark: _Toc37255792][bookmark: _Toc37256133][bookmark: _Toc45889970][bookmark: _Toc52381795][bookmark: _Toc61374894][bookmark: _Toc67936245][bookmark: _Toc67937118][bookmark: _Toc76452354][bookmark: _Toc76630197][bookmark: _Toc83742757][bookmark: _Toc83886871][bookmark: _Toc83887671][bookmark: _Toc90588512]5.5B.2	Intra-band contiguous EN-DC
Table 5.5B.2-1: Intra-band contiguous EN-DC configurations
	[bookmark: _Hlk515953743]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed


	DC_(n)41AA5
DC_(n)41CA5
DC_(n)41DA5
	DC_(n)41AA
	Yes3

	DC_(n)71AA2
	DC_(n)71AA
	No4

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Requirements in this specification apply for NR SCS of 15 kHz only.
NOTE 3:	Single UL allowed due to potential emission issues, not self-interference.
NOTE 4:	For UE(s) supporting dynamic power sharing it is mandatory to do dual simultaneous UL. For UE(s) not supporting dynamic power sharing single UL is allowed.
NOTE 5:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.
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Table 5.5B.3-1: Intra-band non-contiguous EN-DC configurations
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed


	DC_3A_n3A
	DC_3A_n3A2
	Yes2

	DC_41A_n41A3
DC_41C_n41A3
DC_41D_n41A3
	DC_41A_n41A
	Yes4

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported in Rel.15
NOTE 3:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.
NOTE 4:	Single UL allowed due to potential emission issues, not self-interference.
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Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	[bookmark: _Hlk516090533]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed

	DC_1A_n28A
	DC_1A_n28A
	No

	DC_1A_n40A
	DC_1A_n40A
	No

	DC_1A_n51A
	DC_1A_n51A
	No

	DC_1A_n77A7
DC_1A_n77C7
	DC_1A_n77A
	DC_1_n77

	DC_1A_n78A7
DC_1A_n78C7
	DC_1A_n78A
	No

	DC_1A_n79A7
DC_1A_n79C7
	DC_1A_n79A
	No

	DC_2A_n5A
	DC_2A_n5A
	No

	DC_2A_n66A
	DC_2A_n66A
	DC_2_n66

	DC_2A_n71A
	DC_2A_n71A
	No

	DC_2A_n78A
	DC_2A_n78A
	DC_2_n78

	DC_3A_n7A
	DC_3A_n7A
	No

	DC_3A_n28A
	DC_3A_n28A
	No

	DC_3A_n40A
	DC_3A_n40A
	No

	DC_3A_n51A
	DC_3A_n51A
	No

	DC_3A_n77A7
DC_3A_n77C7
	DC_3A_n77A
	DC_3_n77

	DC_3A_n78A7
DC_3A_n78C7
DC_3C_n78A7
	DC_3A_n78A
	DC_3_n78

	DC_3A_n79A7
DC_3A_n79C7
	DC_3A_n79A
	No

	DC_5A_n40A
	DC_5A_n40A
	No

	DC_5A_n66A
	DC_5A_n66A
	DC_5_n66

	DC_5A_n78A7
	DC_5A_n78A
	No

	DC_7A-7A_n78A7
	DC_7A_n78A
	No

	DC_7A_n28A
	DC_7A_n28A
	No

	DC_7A_n51A
	DC_7A_n51A
	No

	DC_7A_n78A7
	DC_7A_n78A
	No

	DC_7C_n78A7
	DC_7A_n78A
	No

	DC_8A_n40A7
	DC_8A_n40A
	No

	DC_8A_n77A7
	DC_8A_n77A
	No

	DC_8A_n78A7
	DC_8A_n78A
	No

	DC_8A_n79A7
	DC_8A_n79A
	No

	DC_11A_n77A7
	DC_11A_n77A
	No

	DC_11A_n78A7
	DC_11A_n78A
	No

	DC_11A_n79A7
	DC_11A_n79A
	No

	DC_12A_n5A
	DC_12A_n5A
	No

	DC_12A_n66A
	DC_12A_n66A
	No

	DC_18A_n77A7
	DC_18A_n77A
	No

	DC_18A_n78A7
	DC_18A_n78A
	No

	DC_18A_n79A7
	DC_18A_n79A
	No

	DC_19A_n77A7
DC_19A_n77C7
	DC_19A_n77A
	No

	DC_19A_n78A7
DC_19A_n78C7
	DC_19A_n78A
	No

	DC_19A_n79A7
DC_19A_n79C7
	DC_19A_n79A
	No

	DC_20A_n8A
	DC_20A_n8A
	DC_20_n8

	DC_20A_n28A8,10,11
	DC_20A_n28A
	No

	DC_20A_n51A
	DC_20A_n51A
	No

	DC_20A_n77A7
	DC_20A_n77A
	No

	DC_20A_n78A7
	DC_20A_n78A
	No

	DC_21A_n77A7
DC_21A_n77C7
	DC_21A_n77A
	No

	DC_21A_n78A7
DC_21A_n78C7
	DC_21A_n78A
	No

	DC_21A_n79A7
DC_21A_n79C7
	DC_21A_n79A
	No

	DC_25A_n41A
	DC_25A_n41A
	No

	DC_26A_n41A
	DC_26A_n41A
	No

	DC_26A_n77A7
	DC_26A_n77A
	No

	DC_26A_n78A7
	DC_26A_n78A
	No

	DC_26A_n79A7
	DC_26A_n79A
	No

	DC_28A n51A
	DC_28A_n51A
	No

	DC_28A_n77A7
DC_28A_n77C7
	DC_28A_n77A
	No

	DC_28A_n78A7
DC_28A_n78C7
	DC_28A_n78A
	No

	DC_28A_n79A7
DC_28A_n79C7
	DC_28A_n79A
	No

	DC_30A_n5A
	DC_30A_n5A
	No

	DC_30A_n66A
	DC_30A_n66A
	No

	DC_38A_n78A7
	DC_38A_n78A
	No

	DC_39A_n78A5,7
	DC_39A_n78A
	No

	DC_39A_n79A7
	DC_39A_n79A
	No

	DC_40A_n77A
	DC_40A_n77A
	No

	DC_41A_n77A
DC_41C_n77A
	DC_41A_n77A

	No

	DC_41A_n78A
DC_41C_n78A
	DC_41A_n78A

	No

	DC_41A_n79A6,7
DC_41C_n79A6,7
	DC_41A_n79A

	No

	DC_42A_n51A
	DC_42A_n51A
	No

	DC_42A_n77A3,4,9
DC_42A_n77C3,4,9
DC_42C_n77A3,4,9
DC_42C_n77C3,4,9
DC_42D_n77A3,4,9
DC_42E_n77A3,4,9
	N/A
	N/A

	DC_42A_n78A3,4,9
DC_42A_n78C3,4,9
DC_42C_n78A3,4,9
DC_42C_n78C3,4,9
DC_42D_n78A3,4,9
DC_42E_n78A3,4,9
	N/A
	N/A

	DC_42A_n79A9,15
DC_42A_n79C9,15
DC_42C_n79A9,15
DC_42C_n79C9,15
DC_42D_n79A9,15
DC_42E_n79A9,15
	N/A
	N/A

	DC_46A_n78A2
DC_46C_n78A2
DC_46D_n78A2
DC_46E_n78A2
	N/A
	N/A

	DC_66A_n5A
	DC_66A_n5A
	DC_66_n5

	DC_66A_n71A
	DC_66A_n71A
	No

	DC_66A_n78A
	DC_66A_n78A
	No

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 3:	The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order EN-DC configuration.
NOTE 4:	The minimum requirements for intra-band non-contiguous EN-DC apply. When UE capability interBandContiguousMRDC is indicated, the minimum requirements for intra-band-contiguous EN-DC also should be met in addtion to intra-band non-contiguous EN-DC. The intra-band requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 5:	The frequency range above 3600 MHz for Band n78 is not used in this combination.
NOTE 6:	The frequency range below 2506 MHz for Band 41 is not used in this combination.
NOTE 7:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 8:	The frequency range in band n28 / 28 is restricted for this band combination to 703 - 733 MHz for the UL and 758-788 MHz for the DL. This restriction also apply for any band combinations when DC_20_n28/ DC_28_n20/ CA_20-28/ CA_n20-n28 is a subset of a higher order band combination.
NOTE 9:	The combination is not used alone as fall back mode of other band combinations in which UL in Band 42 is not used.
NOTE 10:	The minimum requirements apply for DL carriers with a maximum power spectral density imbalance of [6] dB. The power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration 
NOTE 11:	The minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec. The requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration
NOTE 12: 	Void.
NOTE 13: 	Void.
NOTE 14: 	Void.
NOTE 15:	Simultaneous Rx/Tx capability does not apply for UEs supporting band 42 with a n77 implementation only. Same restrictions are applied to related higher order configurations.



[bookmark: _Toc21345414][bookmark: _Toc29806263][bookmark: _Toc37255796][bookmark: _Toc37256137][bookmark: _Toc45889974][bookmark: _Toc52381799][bookmark: _Toc61374898][bookmark: _Toc67936249][bookmark: _Toc67937122][bookmark: _Toc76452358][bookmark: _Toc76630201][bookmark: _Toc83742761][bookmark: _Toc83886875][bookmark: _Toc83887675][bookmark: _Toc90588516]5.5B.4.2	Inter-band EN-DC configurations within FR1 (three bands)
Table 5.5B.4.2-1: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A_n28A
	DC_1A_n28A
DC_3A_n28A

	DC_1A-3A_n77A5
DC_1A-3A_n77C5
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A_n78A5
DC_1A-3A_n78C5
DC_1A-3C_n78A5
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A_n79A5
DC_1A-3A_n79C5
	DC_1A_n79A
DC_3A_n79A

	DC_1A-5A_n78A5
	DC_1A_n78A
DC_5A_n78A

	DC_1A-7A_n28A5
	DC_1A_n28A
DC_7A_n28A

	DC_1A-7A_n78A5
	DC_1A_n78A
DC_7A_n78A

	DC_1A-7A-7A_n78A5
	DC_1A_n78A
DC_7A_n78A

	DC_1A-8A_n78A5
	DC_1A_n78A
DC_8A_n78A

	DC_1A-18A_n77A5
	DC_1A_n77A
DC_18A_n77A

	DC_1A-18A_n78A5
	DC_1A_n78A
DC_18A_n78A

	DC_1A-18A_n79A
	DC_1A_n79A
DC_18A_n79A

	DC_1A-19A_n77A5
DC_1A-19A_n77C5
	DC_1A_n77A
DC 19A_n77A

	DC_1A-19A_n78A5
DC_1A-19A_n78C5
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A_n79A5
DC_1A-19A_n79C5
	DC_1A_n79A
DC_19A_n79A

	DC_1A-20A_n28A6
	DC_1A_n28A
DC_20A_n28A

	DC_1A-20A_n78A5
	DC_1A_n78A
DC_20A_n78A

	DC_1A-21A_n77A5
DC_1A-21A_n77C5
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A_n78A5
DC_1A-21A_n78C5
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A_n79A5
DC_1A-21A_n79C5
	DC_1A_n79A
DC_21A_n79A

	DC_1A-28A_n77A5
DC_1A-28A_n77C5
	DC_1A_n77A
DC_28A_n77A

	DC_1A-28A_n78A5
DC_1A-28A_n78C5
	DC_1A_n78A
DC_28A_n78A

	DC_1A_n28A-n78A5
	DC_1A_n28A
DC_1A_n78A

	DC_1A-28A_n79A
DC_1A-28A_n79C
	DC_1A_n79A
DC_28A_n79A

	DC_1A-41A_n77A
DC_1A-41C_n77A
	DC_1A_n77A
DC_41A_n77A


	DC_1A-41A_n78A
DC_1A-41C_n78A
	DC_1A_n78A
DC_41A_n78A


	DC_1A-41C_n79A
	DC_1A_n79A


	DC_1A-42A_n77A
DC_1A-42A_n77C
DC_1A-42C_n77A
DC_1A-42C_n77C
DC_1A-42D_n77A
DC_1A-42E_n77A
	DC_1A_n77A

	DC_1A-42A_n78A
DC_1A-42A_n78C
DC_1A-42C_n78A
DC_1A-42C_n78C
DC_1A-42D_n78A
DC_1A-42E_n78A
	DC_1A_n78A

	DC_1A-42A_n79A
DC_1A-42A_n79C
DC_1A-42C_n79A
DC_1A-42C_n79C
DC_1A-42D_n79A
DC_1A-42E_n79A
	DC_1A_n79A

	DC_1A_n77A-n79A7
	DC_1A_n77A
DC_1A_n79A

	DC_1A_n78A-n79A8
	DC_1A_n78A
DC_1A_n79A

	DC_1A_SUL_n78A-n84A5
	DC_1A_n78A,
DC_1A_n84A_ULSUP-TDM_n78A,


	DC_2A-5A_n66A
	DC_2A_n66A
DC_5A_n66A

	DC_2A-12A_n66A
	DC_2A_n66A
DC_12A_n66A

	DC_2A-30A_n66A
	DC_2A_n66A
DC_30A_n66A

	DC_2A-66A_n71A
	DC_2A_n71A
DC_66A_n71A

	DC_2A-(n)71AA
	DC_2A_n71A
DC_(n)71AA

	DC_3A_n3A-n77A
	DC_3A_n77A
DC_3A_n3A2

	DC_3A_n3A-n78A
	DC_3A_n78A
DC_3A_n3A2

	DC_3A-5A_n78A5
	DC_3A_n78A
DC_5A_n78A

	DC_3A-7A_n28A
	DC_3A_n28A
DC_7A_n28A

	DC_3A-7A_n78A5
DC_3C-7A_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-7C_n78A5
DC_3C-7C_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-7A-7A_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-8A_n78A
	DC_3A_n78A
DC_8A_n78A

	DC_3A-19A_n77A5
DC_3A-19A_n77C5
	DC_3A_n77A
DC_19A_n77A

	DC_3A-19A_n78A5
DC_3A-19A_n78C5
	DC_3A_n78A
DC_19A_n78A

	DC_3A-19A_n79A5
DC_3A-19A_n79C5
	DC_3A_n79A
DC_19A_n79A

	DC_3A-20A_n28A5,6
	DC_3A_n28A
DC_20A_n28A

	DC_3A-20A_n78A5
DC_3C-20A_n78A5
	DC_3A_n78A
DC_20A_n78A

	DC_3A-21A_n77A5
DC_3A-21A_n77C5
	DC_3A_n77A
DC_21A_n77A

	DC_3A-21A_n78A5
DC_3A-21A_n78C5
	DC_3A_n78A
DC_21A_n78A

	DC_3A-21A_n79A5
DC_3A-21A_n79C5
	DC_3A_n79A
DC_21A_n79A

	DC_3A-28A_n77A
DC_3A-28A_n77C
	DC_3A_n77A
DC_28A_n77A

	DC_3A-28A_n78A5
DC_3A-28A_n78C5
	DC_3A_n78A
DC_28A_n78A

	DC_3A_n28A-n78A5
	DC_3A_n28A
DC_3A_n78A

	DC_3A-28A_n79A
DC_3A-28A_n79C
	DC_3A_n79A
DC_28A_n79A

	DC_3A-38A_n78A
	DC_3A_n78A

	DC_3A-41A_n78A
	DC_3A_n78A
DC_41A_n78A

	DC_3A-42A_n77A
DC_3A-42A_n77C
DC_3A-42C_n77A
DC_3A-42C_n77C
DC_3A-42D_n77A
DC_3A-42E_n77A
	DC_3A_n77A

	DC_3A-42A_n78A
DC_3A-42A_n78C
DC_3A-42C_n78A
DC_3A-42C_n78C
DC_3A-42D_n78A
DC_3A-42E_n78A
	DC_3A_n78A

	DC_3A-42A_n79A
DC_3A-42A_n79C
DC_3A-42C_n79A
DC_3A-42C_n79C
DC_3A-42D_n79A
DC_3A-42E_n79A
	DC_3A_n79A

	DC_3A_n77A-n79A7
	DC_3A_n77A
DC_3A_n79A

	DC_3A_n78A-n79A8
	DC_3A_n78A
DC_3A_n79A

	DC_3A_SUL_n78A-n80A5
	DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A


	DC_3A_SUL_n78A-n82A5
	DC_3A_n78A
DC_3A_n82A

	DC_3A_SUL_n79A-n80A5
	DC_3A_n79A,
DC_3A_n80A_ULSUP-TDM_n79A


	DC_5A-7A_n78A
	DC_5A_n78A
DC_7A_n78A

	DC_5A-7A-7A_n78A
	DC_5A_n78A
DC_7A_n78A

	DC_5A-30A_n66A
	DC_5A_n66A
DC_30A_n66A

	DC_7A-20A_n28A6
	DC_7A_n28A
DC_20A_n28A

	DC_7A-20A_n78A5
	DC_7A_n78A
DC_20A_n78A

	DC_7A-28A_n78A5
	DC_7A_n78A
DC_28A_n78A

	DC_7C-28A_n78A5
	DC_7A_n78A
DC_28A_n78A

	DC_7A_n28A-n78A5
	DC_7A_n28A,
DC_7A_n78A

	DC_7A-46A_n78A3
DC_7A-46C_n78A3
DC_7A-46D_n78A3
DC_7A-46E_n78A3
	DC_7A_n78A

	DC_8A_SUL_n78A-n81A5
	DC_8A_n78A,
DC_8A_n81A_ULSUP-TDM_n78A,


	DC_8A_SUL_n79A-n81A5
	DC_8A_n79A,
DC_8A_n81A_ULSUP-TDM_n79A,


	DC_12A-30A_n66A
	DC_12A_n66A
DC_30A_n66A

	DC_18A-28A_n77A5
	DC_18A_n77A
DC_28A_n77A

	DC_18A-28A_n78A5
	DC_18A_n78A
DC_28A_n78A

	DC_18A-28A_n79A5
	DC_18A_n79A
DC_28A_n79A

	DC_19A-21A_n78A5
DC_19A-21A_n78C5
	DC_19A_n78A
DC_21A_n78A

	DC_19A-21A_n79A5
DC_19A-21A_n79C5
	DC_19A_n79A
DC_21A_n79A

	DC_19A-21A_n77A5
DC_19A-21A_n77C5
	DC_19A_n77A
DC_21A_n77A

	DC_19A-42A_n77A
DC_19A-42A_n77C
DC_19A-42C_n77A
DC_19A-42C_n77C
	DC_19A_n77A

	DC_19A-42A_n78A
DC_19A-42A_n78C
DC_19A-42C_n78A
DC_19A-42C_n78C
	DC_19A_n78A

	DC_19A-42A_n79A
DC_19A-42A_n79C
DC_19A-42C_n79A
DC_19A-42C_n79C
	DC_19A_n79A

	DC_19A_n77A-n79A7
	DC_19A_n77A
DC_19A_n79A

	DC_19A_n78A-n79A8
	DC_19A_n78A
DC_19A_n79A

	DC_20A_n8A-n75A6
	DC_20A_n8A

	DC_20A_n28A-n75A6
	DC_20A_n28A

	DC_20A_n28A-n78A5,6
	DC_20A_n28A
DC_20A_n78A

	DC_20A_n75A-n78A5
	DC_20A_n78A

	DC_20A_n76A-n78A5
	DC_20A_n78A

	DC_20A_SUL_n78A-n82A5
	DC_20A_n78A
DC_20A_n82A_ULSUP-TDM_n78A


	DC_20A_SUL_n78A-n83A5
	DC_20A_n78A
DC_20A_n83A

	DC_21A-28A_n77A
DC_21A-28A_n77C
	DC_21A_n77A
DC_28A_n77A

	DC_21A-28A_n78A
DC_21A-28A_n78C
	DC_21A_n78A
DC_28A_n78A

	DC_21A-28A_n79A
DC_21A-28A_n79C
	DC_21A_n79A
DC_28A_n79A

	DC_21A-42A_n77A
DC_21A-42A_n77C
DC_21A-42C_n77A
DC_21A-42C_n77C
	DC_21A_n77A

	DC_21A-42A_n78A
DC_21A-42A_n78C
DC_21A-42C_n78A
DC_21A-42C_n78C
	DC_21A_n78A

	DC_21A-42A_n79A
DC_21A-42A_n79C
DC_21A-42C_n79A
DC_21A-42C_n79C
	DC_21A_n79A

	DC_21A_n77A-n79A7
	DC_21A_n77A
DC_21A_n79A

	DC_21A_n78A-n79A8
	DC_21A_n78A
DC_21A_n79A

	DC_28A-42A_n77A
DC_28A-42A_n77C
DC_28A-42C_n77A
	DC_28A_n77A

	DC_28A-42A_n78A
DC_28A-42A_n78C
DC_28A-42C_n78A
	DC_28A_n78A

	DC_28A-42A_n79A
DC_28A-42A_n79C
DC_28A-42C_n79A
	DC_28A_n79A

	DC_28A_SUL_n78A-n83A5
	DC_28A_n78A, DC_28A_n83A_ULSUP-TDM_n78A,


	DC_41A-42A_n77A
DC_41A-42C_n77A
DC_41C-42A_n77A
DC_41C-42C_n77A
	DC_41A_n77A

	DC_41A-42A_n78A
DC_41A-42C_n78A
DC_41C-42A_n78A
DC_41C-42C_n78A
	DC_41A_n78A

	DC_41A-42A_n79A
DC_41A-42C_n79A
DC_41C-42A_n79A
DC_41C-42C_n79A
	DC_41A_n79A

	DC_66A_(n)71AA
	DC_66A_n71A
DC_(n)71AA

	DC_66A_SUL_n78A-n86A5
	DC_66A_n78A
DC_66A_n86A_ULSUP-TDM_n78A


	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported in Rel-15
NOTE 3:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.
NOTE 4:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier can be up to 140us and placed in SUL resources.
NOTE 5:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 6:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 7:	The minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n77-n79 NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order configuration.
NOTE 8:	For UEs supporting band n77, the minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n78-n79 NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order configuration.
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Table 5.5B.4.3-1: Inter-band EN-DC configurations within FR1 (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-5A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A

	DC_1A-3A-7A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A

	DC_1A-3A-7A_n78A2
DC_1A-3C-7A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A

	DC_1A-3A-7A-7A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A

	DC_1A-3A-8A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_8A_n78A

	DC_1A-3A-19A_n77A2
DC_1A-3A-19A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A

	DC_1A-3A-19A_n78A2
DC_1A-3A-19A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A_n79A2
DC_1A-3A-19A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n28A3
	DC_1A_n28A
DC_3A_n28A
DC_20A_n28A

	DC_1A-3A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_20A_n78A

	DC_1A-3A-21A_n77A2
DC_1A-3A-21A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A

	DC_1A-3A-21A_n78A2
DC_1A-3A-21A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A_n79A2
DC_1A-3A-21A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-3A-28A_n77A2
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A

	DC_1A-3A-28A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A-28A_n79A2
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A

	DC_1A-3A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A

	DC_1A-3A-42A_n77A
DC_1A-3A-42A_n77C
DC_1A-3A-42C_n77A
DC_1A-3A-42C_n77C
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A-42A_n78A
DC_1A-3A-42A_n78C
DC_1A-3A-42C_n78A
DC_1A-3A-42C_n78C
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A-42A_n79A
DC_1A-3A-42A_n79C
DC_1A-3A-42C_n79A
DC_1A-3A-42C_n79C
	DC_1A_n79A
DC_3A_n79A

	DC_1A-5A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-5A-7A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-7A-20A_n28A3
	DC_1A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-7A-20A_n78A2
	DC_1A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-7A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_1A-18A-28A_n77A
	DC_1A_n77A
DC_18A_n77A
DC_28A_n77A

	DC_1A-18A-28A_n78A
	DC_1A_n78A
DC_18A_n78A
DC_28A_n78A

	DC_1A-18A-28A_n79A2
	DC_1A_n79A
DC_18A_n79A
DC_28A_n79A

	DC_1A-19A-21A_n77A
DC_1A-19A-21A_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-19A-21A_n78A
DC_1A-19A-21A_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A_n79A
DC_1A-19A-21A_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-19A-42A_n77A
DC_1A-19A-42A_n77C
DC_1A-19A-42C_n77A
DC_1A-19A-42C_n77C
	DC_1A_n77A
DC_19A_n77A

	DC_1A-19A-42A_n78A
DC_1A-19A-42A_n78C
DC_1A-19A-42C_n78A
DC_1A-19A-42C_n78C
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A-42A_n79A
DC_1A-19A-42A_n79C
DC_1A-19A-42C_n79A
DC_1A-19A-42C_n79C
	DC_1A_n79A
DC_19A_n79A

	DC_1A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-21A-28A_n77A2
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A

	DC_1A-21A-28A_n78A2
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A

	DC_1A-21A-28A_n79A2
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A

	DC_1A-21A-42A_n77A
DC_1A-21A-42A_n77C
DC_1A-21A-42C_n77A
DC_1A-21A-42C_n77C
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A-42A_n78A
DC_1A-21A-42A_n78C
DC_1A-21A-42C_n78A
DC_1A-21A-42C_n78C
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A-42A_n79A
DC_1A-21A-42A_n79C
DC_1A-21A-42C_n79A
DC_1A-21A-42C_n79C
	DC_1A_n79A
DC_21A_n79A

	DC_1A-28A-42A_n77A
DC_1A-28A-42C_n77A
	DC_1A_n77A
DC_28A_n77A

	DC_1A-28A-42A_n78A
DC_1A-28A-42C_n78A
	DC_1A_n78A
DC_28A_n78A

	DC_1A-28A-42A_n79A
DC_1A-28A-42C_n79A
	DC_1A_n79A
DC_28A_n79A

	DC_1A-41A-42A_n77A
DC_1A-41A-42C_n77A
DC_1A-41C-42A_n77A
DC_1A-41C-42C_n77A
	DC_1A_n77A
DC_41A_n77A

	DC_1A-41A-42A_n78A
DC_1A-41A-42C_n78A
DC_1A-41C-42A_n78A
DC_1A-41C-42C_n78A
	DC_1A_n78A
DC_41A_n78A

	DC_1A-41A-42A_n79A
DC_1A-41A-42C_n79A
DC_1A-41C-42A_n79A
DC_1A-41C-42C_n79A
	DC_1A_n79A
DC_41A_n79A

	DC_2A-66A-(n)71AA
	DC_2A_n71A
DC_66A_n71A
DC_(n)71AA

	DC_3A-5A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_3A-5A-7A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_3A-7A-20A_n28A3
	DC_3A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_3A-7A-20A_n78A2
	DC_3A_n78A
DC_20A_n78A
DC_7A_n78A 

	DC_3A-7A-28A_n78A2
DC_3A-7C-28A_n78A2
	DC_3A_n78A
DC_7A_n78A
DC_28A_n78A

	DC_3A-7A_n28A-n78A2
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_3A-19A-21A_n77A2
DC_3A-19A-21A_n77C2
	DC_3A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_3A-19A-21A_n78A2
DC_3A-19A-21A_n78C2
	DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_3A-19A-21A_n79A2
DC_3A-19A-21A_n79C2
	DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_3A-19A-42A_n77A
DC_3A-19A-42A_n77C
DC_3A-19A-42C_n77A
DC_3A-19A-42C_n77C
	DC_3A_n77A
DC_19A_n77A

	DC_3A-19A-42A_n78A
DC_3A-19A-42A_n78C
DC_3A-19A-42C_n78A
DC_3A-19A-42C_n78C
	DC_3A_n78A
DC_19A_n78A

	DC_3A-19A-42A_n79A2
DC_3A-19A-42A_n79C2
DC_3A-19A-42C_n79A2
DC_3A-19A-42C_n79C2
	DC_3A_n79A
DC_19A_n79A

	DC_3A-20A_n28A-n78A2,3
	DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_3A-21A-42A_n77A
DC_3A-21A-42A_n77C
DC_3A-21A-42C_n77A
DC_3A-21A-42C_n77C
	DC_3A_n77A
DC_21A_n77A

	DC_3A-21A-42A_n78A
DC_3A-21A-42A_n78C
DC_3A-21A-42C_n78A
DC_3A-21A-42C_n78C
	DC_3A_n78A
DC_21A_n78A

	DC_3A-21A-42A_n79A
DC_3A-21A-42A_n79C
DC_3A-21A-42C_n79A
DC_3A-21A-42C_n79C
	DC_3A_n79A
DC_21A_n79A

	DC_3A-28A-42A_n77A
DC_3A-28A-42C_n77A
	DC_3A_n77A
DC_28A_n77A

	DC_3A-28A-42A_n78A
DC_3A-28A-42C_n78A
	DC_3A_n78A
DC_28A_n78A

	DC_3A-28A-42A_n79A
DC_3A-28A-42C_n79A
	DC_3A_n79A
DC_28A_n79A

	DC_7A-20A_n28A-n78A2,3
	DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_19A-21A-42A_n77A
DC_19A-21A-42A_n77C
DC_19A-21A-42C_n77A
DC_19A-21A-42C_n77C
	DC_19A_n77A
DC_21A_n77A

	DC_19A-21A-42A_n78A
DC_19A-21A-42A_n78C
DC_19A-21A-42C_n78A
DC_19A-21A-42C_n78C
	DC_19A_n78A
DC_21A_n78A

	DC_19A-21A-42A_n79A
DC_19A-21A-42A_n79C
DC_19A-21A-42C_n79A
DC_19A-21A-42C_n79C
	DC_19A_n79A
DC_21A_n79A

	DC_21A-28A-42A_n77A
DC_21A-28A-42C_n77A
	DC_21A_n77A
DC_28A_n77A

	DC_21A-28A-42A_n78A
DC_21A-28A-42C_n78A
	DC_21A_n78A
DC_28A_n78A

	DC_21A-28A-42A_n79A
DC_21A-28A-42C_n79A
	DC_21A_n79A
DC_28A_n79A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.



[bookmark: _Toc21345416][bookmark: _Toc29806265][bookmark: _Toc37255798][bookmark: _Toc37256139][bookmark: _Toc45889976][bookmark: _Toc52381801][bookmark: _Toc61374900][bookmark: _Toc67936251][bookmark: _Toc67937124][bookmark: _Toc76452360][bookmark: _Toc76630203][bookmark: _Toc83742763][bookmark: _Toc83886877][bookmark: _Toc83887677][bookmark: _Toc90588518]5.5B.4.4	Inter-band EN-DC configurations within FR1 (five bands)
Table 5.5B.4.4-1: Inter-band EN-DC configurations within FR1 (five bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-5A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-3A-5A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-3A-7A-20A_n28A3
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-3A-7A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-3A-7A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_1A-3A-19A-21A_n77A2
DC_1A-3A-19A-21A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-3A-19A-21A_n78A2
DC_1A-3A-19A-21A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-3A-19A-21A_n79A2
DC_1A-3A-19A-21A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-3A-19A-42A_n77A
DC_1A-3A-19A-42A_n77C
DC_1A-3A-19A-42C_n77A
DC_1A-3A-19A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A

	DC_1A-3A-19A-42A_n78A
DC_1A-3A-19A-42A_n78C
DC_1A-3A-19A-42C_n78A
DC_1A-3A-19A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A-42A_n79A
DC_1A-3A-19A-42A_n79C
DC_1A-3A-19A-42C_n79A
DC_1A-3A-19A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-3A-21A-42A_n77A
DC_1A-3A-21A-42A_n77C
DC_1A-3A-21A-42C_n77A
DC_1A-3A-21A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A

	DC_1A-3A-21A-42A_n78A
DC_1A-3A-21A-42A_n78C
DC_1A-3A-21A-42C_n78A
DC_1A-3A-21A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A-42A_n79A
DC_1A-3A-21A-42A_n79C
DC_1A-3A-21A-42C_n79A
DC_1A-3A-21A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-3A-28A-42A_n77A
DC_1A-3A-28A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A

	DC_1A-3A-28A-42A_n78A
DC_1A-3A-28A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A-28A-42A_n79A
DC_1A-3A-28A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A

	DC_1A-7A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-19A-21A-42A_n77A
DC_1A-19A-21A-42A_n77C
DC_1A-19A-21A-42C_n77A
DC_1A-19A-21A-42C_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-19A-21A-42A_n78A
DC_1A-19A-21A-42A_n78C
DC_1A-19A-21A-42C_n78A
DC_1A-19A-21A-42C_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A-42A_n79A
DC_1A-19A-21A-42A_n79C
DC_1A-19A-21A-42C_n79A
DC_1A-19A-21A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-21A-28A-42A_n77A
DC_1A-21A-28A-42C_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A

	DC_1A-21A-28A-42A_n78A
DC_1A-21A-28A-42C_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A

	DC_1A-21A-28A-42A_n79A
DC_1A-21A-28A-42C_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A

	DC_3A-7A-20A_n28A-n78A2,3
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL
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Table 5.5B.4.5-1: Inter-band EN-DC configurations within FR1 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-7A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL
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Table 5.5B.4a.1-1: Inter-band NE-DC configurations within FR1 (two bands)
	NE-DC
configuration
	Uplink NE-DC
configuration
(NOTE 1)
	Single UL allowed

	DC_n1A_28A
	DC_n1A_28A
	No

	NOTE 1:	Uplink NE-DC configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc21345420][bookmark: _Toc29806269][bookmark: _Toc37255802][bookmark: _Toc37256143][bookmark: _Toc45889980][bookmark: _Toc52381805][bookmark: _Toc61374904][bookmark: _Toc67936255][bookmark: _Toc67937128][bookmark: _Toc76452364][bookmark: _Toc76630207][bookmark: _Toc83742767][bookmark: _Toc83886881][bookmark: _Toc83887681][bookmark: _Toc90588522]5.5B.5	Inter-band EN-DC including FR2
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Table 5.5B.5.1-1: Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A_n257A
DC_1A_n257D
DC_1A_n257E
DC_1A_n257F
	DC_1A_n257A

	DC_2A_n257A
DC_2C_n257A
	DC_2A_n257A

	DC_2A_n257(2A)
	DC_2A_n257A

	DC_2A-2A_n257A
	DC_2A_n257A

	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260J
DC_2A_n260K
DC_2A_n260L
DC_2A_n260M
DC_2C_n260A
	DC_2A_n260A

	DC_2A_n260(2A)
	DC_2A_n260

	DC_2A-2A_n260A
DC_2A-2A_n260G
DC_2A-2A_n260H
DC_2A-2A_n260I
DC_2A-2A_n260J
DC_2A-2A_n260K
DC_2A-2A_n260L
DC_2A-2A_n260M
	DC_2A_n260A

	DC_3A_n257A
DC_3A_n257D
DC_3A_n257E
DC_3A_n257F
	DC_3A_n257A

	DC_3A_n258A
	DC_3A_n258A

	DC_5A_n257A
DC_5B_n257A
	DC_5A_n257A
DC_5B_n257A

	DC_5A-5A_n257A
	DC_5A_n257A

	DC_5A_n260A
DC_5A_n260B
DC_5A_n260C
DC_5A_n260D
DC_5A_n260E
DC_5A_n260F
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5B_n260A
	DC_5A_n260A
DC_5B_n260A

	DC_5A_n260(2A)
DC_5A_n260(3A)
DC_5A_n260(4A)
DC_5A_n260(A-I)
DC_5A_n260(D-G)
DC_5A_n260(D-H)
DC_5A_n260(D-I)
DC_5A_n260(D-O)
DC_5A_n260(D-P)
DC_5A_n260(D-Q)
DC_5A_n260(E-O)
DC_5A_n260(E-P)
DC_5A_n260(E-Q)
DC_5A_n260(G-I)
	DC_5A_n260A

	DC_5A-5A_n260A
	DC_5A_n260A

	DC_5A_n261A
DC_5A_n261B
DC_5A_n261C
DC_5A_n261D
DC_5A_n261E
DC_5A_n261F
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I
DC_5A_n261J
DC_5A_n261K
DC_5A_n261L
DC_5A_n261M
DC_5A_n261O
DC_5A_n261P
DC_5A_n261Q 
	DC_5A_n261A

	DC_5A_n261(2A)
DC_5A_n261(3A)
DC_5A_n261(4A)
DC_5A_n261(D-G)
DC_5A_n261(D-H)
DC_5A_n261(D-I)
DC_5A_n261(D-O)
DC_5A_n261(D-P)
DC_5A_n261(D-Q)
DC_5A_n261(E-O)
DC_5A_n261(E-P)
DC_5A_n261(E-Q)
	DC_5A_n261A

	DC_7A_n257A
	DC_7A_n257A

	DC_7A-7A_n257A
	DC_7A_n257A

	DC_7A_n258A
	DC_7A_n258A

	DC_8A_n257A
	DC_8A_n257A

	DC_8A_n258A
	DC_8A_n258A

	DC_11A_n257A
	DC_11A_n257A

	DC_12A_n260A
DC_12A_n260G
DC_12A_n260H
DC_12A_n260I
DC_12A_n260J
DC_12A_n260K
DC_12A_n260L
DC_12A_n260M
	DC_12A_n260A

	DC_12A_n260(A-I)
DC_12A_n260(G-I)
	DC_12A_n260A

	DC_13A_n257A
	DC_13A_n257A

	DC_13A_n260A
	DC_13A_n260A

	DC_18A_n257A
	DC_18A_n257A

	DC_19A_n257A
DC_19A_n257D
DC_19A_n257E
DC_19A_n257F
	DC_19A_n257A

	DC_20A_n258A
	DC_20A_n258A

	DC_21A_n257A
DC_21A_n257D
DC_21A_n257E
DC_21A_n257F
	DC_21A_n257A

	DC_26A_n257A
	DC_26A_n257A

	DC_28A_n257A
DC_28A_n257D
DC_28A_n257E
DC_28A_n257F
	DC_28A_n257A

	DC_28A_n258A
	DC_28A_n258A

	DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_30A_n260J
DC_30A_n260K
DC_30A_n260L
DC_30A_n260M
	DC_30A_n260A

	DC_30A_n260(A-I)
DC_30A_n260(G-I)
	DC_30A_n260A

	DC_39A_n258A
	DC_39A_n258A

	DC_41A_n257A
DC_41C_n257A
	DC_41A_n257A
DC_41C_n257A

	DC_41A_n258A
	DC_41A_n258A

	DC_42A_n257A
DC_42C_n257A
DC_42A_n257D
DC_42A_n257E
DC_42A_n257F
DC_42C_n257D
DC_42C_n257E
DC_42C_n257F
DC_42D_n257A
DC_42E_n257A
	DC_42A_n257A
DC_42C_n257A

	DC_48A_n257A
DC_48C_n257A
	DC_48A_n257A
DC_48C_n257A

	DC_48A-48A_n257A
	DC_48A_n257A

	DC_48A_n260A 
DC_48C_n260A
	DC_48A_n260A 
DC_48C_n260A

	DC_48A-48A_n260A
	DC_48A_n260A

	DC_66A_n257A
DC_66A_n257G
DC_66A_n257H
DC_66A_n257I
DC_66A_n257J
DC_66A_n257K
DC_66A_n257L
DC_66A_n257M
DC_66C_n257A
	DC_66A_n257A

	DC_66A_n257(2A)
	DC_66A_n257A

	DC_66A-66A_n257A
	DC_66A_n257A

	DC_66A_n260A
DC_66A_n260D
DC_66A_n260E
DC_66A_n260F
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260J
DC_66A_n260K
DC_66A_n260L
DC_66A_n260M
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q
	DC_66A_n260A

	DC_66A_n260(2A)
DC_66A_n260(3A)
DC_66A_n260(4A)
DC_66A_n260(A-I)
DC_66A_n260(D-G)
DC_66A_n260(D-H)
DC_66A_n260(D-I)
DC_66A_n260(D-O)
DC_66A_n260(D-P)
DC_66A_n260(D-Q)
DC_66A_n260(E-O)
DC_66A_n260(E-P)
DC_66A_n260(E-Q)
DC_66A_n260(G-I)
	DC_66A_n260A

	DC_66A-66A_n260A
DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
	DC_66A_n260A

	DC_66A_n261A
DC_66A_n261D
DC_66A_n261E
DC_66A_n261F
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I
DC_66A_n261J
DC_66A_n261K
DC_66A_n261L
DC_66A_n261M
DC_66A_n261O
DC_66A_n261P
DC_66A_n261Q 
	DC_66A_n261A

	DC_66A_n261(2A)
DC_66A_n261(3A)
DC_66A_n261(4A)
DC_66A_n261(D-G)
DC_66A_n261(D-H)
DC_66A_n261(D-I)
DC_66A_n261(D-O)
DC_66A_n261(D-P)
DC_66A_n261(D-Q)
DC_66A_n261(E-O)
DC_66A_n261(E-P)
DC_66A_n261(E-Q)
	DC_66A_n261A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations
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Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n257A2
DC_1A-3A_n257D2
DC_1A-3A_n257E2
DC_1A-3A_n257F2
	DC_1A_n257A
DC_3A_n257A

	DC_1A-5A_n257A2
	DC_1A_n257A
DC_5A_n257A

	DC_1A-7A_n257A2
	DC_1A_n257A
DC_7A_n257A

	DC_1A-7A-7A_n257A2
	DC_1A_n257A
DC_7A_n257A

	DC_1A-8A_n257A2
	DC_1A_n257A
DC_8A_n257A

	DC_1A-18A_n257A2
	DC_1A_n257A
DC_18A_n257A

	DC_1A-19A_n257A2
DC_1A-19A_n257D2
DC_1A-19A_n257E2
DC_1A-19A_n257F2
	DC_1A_n257A
DC_19A_n257A

	DC_1A-21A_n257A2
DC_1A-21A_n257D2
DC_1A-21A_n257E2
DC_1A-21A_n257F2
	DC_1A_n257A
DC_21A_n257A

	DC_1A-28A_n257A2
DC_1A-28A_n257D2
DC_1A-28A_n257E2
DC_1A-28A_n257F2
	DC_1A_n257A
DC_28A_n257A

	DC_1A-41A_n257A
DC_1A-41C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_41C_n257A

	DC_1A-42A_n257A
DC_1A-42A_n257D
DC_1A-42A_n257E
DC_1A-42A_n257F
DC_1A-42C_n257A
DC_1A-42C_n257D
DC_1A-42C_n257E
DC_1A-42C_n257F
DC_1A-42D_n257A
DC_1A-42E_n257A
	DC_1A_n257A
DC_42A_n257A

	DC_2A-5A_n257A2
	DC_2A_n257A
DC_5A_n257A

	DC_2A-5A_n260A
DC_2A-5A_n260G
DC_2A-5A_n260H
DC_2A-5A_n260I
DC_2A-5A_n260J
DC_2A-5A_n260K
DC_2A-5A_n260L
DC_2A-5A_n260M
	DC_2A_n260A
DC_5A_n260A

	DC_2A-12A_n260A
DC_2A-12A_n260G
DC_2A-12A_n260H
DC_2A-12A_n260I
DC_2A-12A_n260J
DC_2A-12A_n260K
DC_2A-12A_n260L
DC_2A-12A_n260M
	DC_2A_n260A
DC_12A_n260A

	DC_2A-13A_n257A2
	DC_2A_n257A
DC_13A_n257A

	DC_2A-13A_n260A2
	DC_2A_n260A
DC_13A_n260A

	DC_2A-30A_n260A
DC_2A-30A_n260G
DC_2A-30A_n260H
DC_2A-30A_n260I
DC_2A-30A_n260J
DC_2A-30A_n260K
DC_2A-30A_n260L
DC_2A-30A_n260M
	DC_2A_n260A
DC_30A_n260A

	DC_2A-66A_n257A2
	DC_2A_n257A
DC_66A_n257A

	DC_2A-66A_n260A
DC_2A-66A_n260G
DC_2A-66A_n260H
DC_2A-66A_n260I
DC_2A-66A_n260J
DC_2A-66A_n260K
DC_2A-66A_n260L
DC_2A-66A_n260M
	DC_2A_n260A
DC_66A_n260A

	DC_3A-5A_n257A2
	DC_3A_n257A
DC_5A_n257A

	DC_3A-7A_n257A2
	DC_3A_n257A
DC_7A_n257A

	DC_3A-7A-7A_n257A2
	DC_3A_n257A
DC_7A_n257A

	DC_3A-19A_n257A2
DC_3A-19A_n257D2
DC_3A-19A_n257E2
DC_3A-19A_n257F2
	DC_3A_n257A
DC_19A_n257A

	DC_3A-21A_n257A2
DC_3A-21A_n257D2
DC_3A-21A_n257E2
DC_3A-21A_n257F2
	DC_3A_n257A
DC_21A_n257A

	DC_3A-28A_n257A2
DC_3A-28A_n257D2
DC_3A-28A_n257E2
DC_3A-28A_n257F2
	DC_3A_n257A
DC_28A_n257A

	DC_3A-41A_n257A
	DC_3A_n257A
DC_41A_n257A

	DC_3A-42A_n257A2
DC_3A-42A_n257D2
DC_3A-42A_n257E2
DC_3A-42A_n257F2
DC_3A-42C_n257A2
DC_3A-42C_n257D2
DC_3A-42C_n257E2
DC_3A-42C_n257F2
DC_3A-42D_n257A2
DC_3A-42E_n257A2
	DC_3A_n257A
DC_42A_n257A

	DC_5A-7A_n257A2
	DC_5A_n257A
DC_7A_n257A

	DC_5A-7A-7A_n257A
	DC_5A_n257A
DC_7A_n257A

	DC_5A-30A_n260A
DC_5A-30A_n260G
DC_5A-30A_n260H
DC_5A-30A_n260I
DC_5A-30A_n260J
DC_5A-30A_n260K
DC_5A-30A_n260L
DC_5A-30A_n260M
	DC_5A_n260A
DC_30A_n260A

	DC_5A-66A_n257A
	DC_5A_n257A
DC_66A_n257A

	DC_5A-66A_n260A
DC_5A-66A_n260G
DC_5A-66A_n260H
DC_5A-66A_n260I
DC_5A-66A_n260J
DC_5A-66A_n260K
DC_5A-66A_n260L
DC_5A-66A_n260M
	DC_5A_n260A
DC_66A_n260A

	DC_12A-30A_n260A
DC_12A-30A_n260G
DC_12A-30A_n260H
DC_12A-30A_n260I
DC_12A-30A_n260J
DC_12A-30A_n260K
DC_12A-30A_n260L
DC_12A-30A_n260M
	DC_12A_n260A
DC_30A_n260A

	DC_12A-66A_n260A
DC_12A-66A_n260G
DC_12A-66A_n260H
DC_12A-66A_n260I
DC_12A-66A_n260J
DC_12A-66A_n260K
DC_12A-66A_n260L
DC_12A-66A_n260M
	DC_12A_n260A
DC_66A_n260A

	DC_13A-66A_n257A2
	DC_13A_n257A
DC_66A_n257A

	DC_13A-66A_n260A2
	DC_13A_n260A
DC_66A_n260A

	DC_18A-28A_n257A2
	DC_18A_n257A
DC_28A_n257A

	DC_19A-21A_n257A2
DC_19A-21A_n257D2
DC_19A-21A_n257E2
DC_19A-21A_n257F2
	DC_19A_n257A
DC_21A_n257A

	DC_19A-42A_n257A2
DC_19A-42A_n257D2
DC_19A-42A_n257E2
DC_19A-42A_n257F2
DC_19A-42C_n257A2
	DC_19A_n257A
DC_42A_n257A

	DC_21A-28A_n257A2
DC_21A-28A_n257D2
DC_21A-28A_n257E2
DC_21A-28A_n257F2
	DC_21A_n257A
DC_28A_n257A

	DC_21A-42A_n257A2
DC_21A-42A_n257D2
DC_21A-42A_n257E2
DC_21A-42A_n257F2
DC_21A-42C_n257A2
	DC_21A_n257A
DC_42A_n257A

	DC_28A-42C_n257A2
DC_28A-42A_n257A2
	DC_28A_n257A
DC_42A_n257A

	DC_30A-66A_n260A
DC_30A-66A_n260G
DC_30A-66A_n260H
DC_30A-66A_n260I
DC_30A-66A_n260J
DC_30A-66A_n260K
DC_30A-66A_n260L
DC_30A-66A_n260M
	DC_30A_n260A
DC_66A_n260A

	DC_41A-42A_n257A
DC_41A-42C_n257A
DC_41C-42A_n257A
DC_41C-42C_n257A
	DC_41A_n257A
DC_42A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
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Table 5.5B.5.3-1: Inter-band EN-DC configurations including FR2 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A

	DC_1A-3A-7A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A

	DC_1A-3A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A

	DC_1A-3A-19A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A

	DC_1A-3A-21A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A

	DC_1A-3A-28A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A

	DC_1A-3A-42A_n257A
DC_1A-3A-42C_n257A
DC_1A-3A-42C_n257D
DC_1A-3A-42C_n257E
DC_1A-3A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A

	DC_1A-5A-7A_n257A2
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-5A-7A-7A_n257A
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-18A-28A_n257A2
	DC_1A_n257A
DC_18A_n257A
DC_28A_n257A

	DC_1A-19A-21A_n257A
DC_1A-19A-21A_n257D
DC_1A-19A-21A_n257E
DC_1A-19A-21A_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_1A-19A-42A_n257A
DC_1A-19A-42C_n257A
DC_1A-19A-42C_n257D
DC_1A-19A-42C_n257E
DC_1A-19A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-21A-28A_n257A2
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A

	DC_1A-21A-42A_n257A
DC_1A-21A-42C_n257A
DC_1A-21A-42C_n257D
DC_1A-21A-42C_n257E
DC_1A-21A-42C_n257F
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-28A-42A_n257A
DC_1A-28A-42C_n257A
	DC_1A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-41A-42A_n257A
DC_1A-41A-42C_n257A
DC_1A-41C-42A_n257A
DC_1A-41C-42C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A

	DC_3A-5A-7A_n257A2
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_3A-5A-7A-7A_n257A2
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_3A-19A-21A_n257A2
	DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_3A-19A-42A_n257A
DC_3A-19A-42C_n257A
DC_3A-19A-42C_n257D
DC_3A-19A-42C_n257E
DC_3A-19A-42C_n257F
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_3A-21A-42A_n257A
DC_3A-21A-42C_n257A
DC_3A-21A-42C_n257D
DC_3A-21A-42C_n257E
DC_3A-21A-42C_n257F
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_3A-28A-42A_n257A
DC_3A-28A-42C_n257A
	DC_3A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_19A-21A-42A_n257A2
DC_19A-21A-42C_n257A2
DC_19A-21A-42C_n257D2
DC_19A-21A-42C_n257E2
DC_19A-21A-42C_n257F2
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_21A-28A-42A_n257A2
DC_21A-28A-42C_n257A2
	DC_21A_n257A
DC_28A_n257A
DC_42A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
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Table 5.5B.5.4-1: Inter-band EN-DC configurations including FR2 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-3A-5A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-3A-19A-21A_n257A
DC_1A-3A-19A-21A_n257D
DC_1A-3A-19A-21A_n257E
DC_1A-3A-19A-21A_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_1A-3A-19A-42A_n257A
DC_1A-3A-19A-42A_n257D
DC_1A-3A-19A-42A_n257E
DC_1A-3A-19A-42A_n257F
DC_1A-3A-19A-42C_n257A
DC_1A-3A-19A-42C_n257D
DC_1A-3A-19A-42C_n257E
DC_1A-3A-19A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-21A-42A_n257A
DC_1A-3A-21A-42C_n257A
DC_1A-3A-21A-42C_n257D
DC_1A-3A-21A-42C_n257E
DC_1A-3A-21A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-3A-28A-42A_n257A
DC_1A-3A-28A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42A_n257A
DC_1A-19A-21A-42A_n257D
DC_1A-19A-21A-42A_n257E
DC_1A-19A-21A-42A_n257F
DC_1A-19A-21A-42C_n257A
DC_1A-19A-21A-42C_n257D
DC_1A-19A-21A-42C_n257E
DC_1A-19A-21A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-28A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-21A-28A-42A_n257A
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A
DC_42A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.NOTE 2:	Void
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Table 5.5B.6.2-1: Inter-band EN-DC configurations including FR1 and FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A_n77A-n257A
DC_1A_n77A-n257D
DC_1A_n77A-n257E
DC_1A_n77A-n257F
DC_1A_n77C-n257A
DC_1A_n77C-n257D
DC_1A_n77C-n257E
DC_1A_n77C-n257F
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A

	DC_1A_n78A-n257A
DC_1A_n78A-n257D
DC_1A_n78A-n257E
DC_1A_n78A-n257F
DC_1A_n78C-n257A
DC_1A_n78C-n257D
DC_1A_n78C-n257E
DC_1A_n78C-n257F
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A

	DC_1A_n79A-n257A
DC_1A_n79A-n257D
DC_1A_n79A-n257E
DC_1A_n79A-n257F
DC_1A_n79C-n257A
DC_1A_n79C-n257D
DC_1A_n79C-n257E
DC_1A_n79C-n257F
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A

	DC_3A_n77A-n257A
DC_3A_n77A-n257D
DC_3A_n77A-n257E
DC_3A_n77A-n257F
DC_3A_n77C-n257A
DC_3A_n77C-n257D
DC_3A_n77C-n257E
DC_3A_n77C-n257F
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A

	DC_3A_n78A-n257A
DC_3A_n78A-n257D
DC_3A_n78A-n257E
DC_3A_n78A-n257F
DC_3A_n78C-n257A
DC_3A_n78C-n257D
DC_3A_n78C-n257E
DC_3A_n78C-n257F
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A

	DC_3A_n79A-n257A
DC_3A_n79A-n257D
DC_3A_n79A-n257E
DC_3A_n79A-n257F
DC_3A_n79C-n257A
DC_3A_n79C-n257D
DC_3A_n79C-n257E
DC_3A_n79C-n257F
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A

	DC_5A_n78A-n257A2
	DC_5A_n78A
DC_5A_n257A

	DC_7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A

	DC_7A-7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A
DC_7A_n78A-n257A

	DC_19A_n77A-n257A
DC_19A_n77A-n257D
DC_19A_n77A-n257E
DC_19A_n77A-n257F
DC_19A_n77C-n257A
DC_19A_n77C-n257D
DC_19A_n77C-n257E
DC_19A_n77C-n257F
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A

	DC_19A_n78A-n257A
DC_19A_n78A-n257D
DC_19A_n78A-n257E
DC_19A_n78A-n257F
DC_19A_n78C-n257A
DC_19A_n78C-n257D
DC_19A_n78C-n257E
DC_19A_n78C-n257F
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A

	DC_19A_n79A-n257A
DC_19A_n79A-n257D
DC_19A_n79A-n257E
DC_19A_n79A-n257F
DC_19A_n79C-n257A
DC_19A_n79C-n257D
DC_19A_n79C-n257E
DC_19A_n79C-n257F
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A

	DC_21A_n77A-n257A
	DC_21A_n77A
DC_21A_n257A

	DC_21A_n78A-n257A
	DC_21A_n78A
DC_21A_n257A

	DC_21A_n79A-n257A
	DC_21A_n79A
DC_21A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
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Table 5.5B.6.3-1: Inter-band EN-DC configurations including FR1 and FR2 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A

	DC_1A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A

	DC_1A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-5A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A

	DC_3A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_5A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_5A-7A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
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Table 5.5B.6.4-1: Inter-band EN-DC configurations including FR1 and FR2 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A

	DC_1A-3A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-3A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-5A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-5A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-5A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
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Table 5.5B.6.5-1: Inter-band EN-DC configurations including FR1 and FR2 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A-3A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
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Table 5.5B.7-1: Inter-band NR-DC configurations between FR1 and FR2 (two bands)
	Downlink NR DC
configuration
	Uplink NR DC
configuration

	DC_n77A-n257A
DC_n77A-n257D
DC_n77A-n257E
DC_n77A-n257F
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M
DC_n77C-n257A
DC_n77C-n257D
DC_n77C-n257E
DC_n77C-n257F
	DC_n77A-n257A

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	DC_n78A-n257A
DC_n78A-n257D
DC_n78A-n257E
DC_n78A-n257F
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I
DC_n78A-n257J
DC_n78A-n257K
DC_n78A-n257L
DC_n78A-n257M
DC_n78C-n257A
DC_n78C-n257D
DC_n78C-n257E
DC_n78C-n257F
	DC_n78A-n257A

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	DC_n79A-n257A
DC_n79A-n257D
DC_n79A-n257E
DC_n79A-n257F
DC_n79A-n257G
DC_n79A-n257H
DC_n79A-n257I
DC_n79A-n257J
DC_n79A-n257K
DC_n79A-n257L
DC_n79A-n257M
DC_n79C-n257A
DC_n79C-n257D
DC_n79C-n257E
DC_n79C-n257F
	DC_n79A-n257A
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