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* * * First Change * * * *

[bookmark: _Toc532994477][bookmark: _Toc35971448][bookmark: _Toc70325149][bookmark: _Toc81226721][bookmark: _Toc93869014][bookmark: _Toc130831316]6.1.9	Security
As indicated in 3GPP TS 33.501 [8] and 3GPP TS 29.500 [4], the access to the Nnsacf_NSAC API may be authorized by means of the OAuth2 protocol (see IETF RFC 6749 [9]), based on local configuration, using the "Client Credentials" authorization grant, where the NRF (see 3GPP TS 29.510 [10]) plays the role of the authorization server.
If OAuth2 is used, an NF Service Consumer, prior to consuming services offered by the Nnsacf_NSAC API, shall obtain a "token" from the authorization server, by invoking the Access Token Request service, as described in 3GPP TS 29.510 [10], clause 5.4.2.2.
NOTE:	When multiple NRFs are deployed in a network, the NRF used as authorization server is the same NRF that the NF Service Consumer used for discovering the Nnsacf_NSAC service.
The Nnsacf_NSAC API defines the following scopes for Oauth2 authorization:a single scope nnsacf-nsac" for the entire service, and it does not define any additional scopes at resource or operation level.
Table 6.1.9-X: OAuth2 scopes defined in Nnsacf_NSAC API
	Scope
	Description

	"nnsacf-nsac"
	[bookmark: _GoBack]Access to the Nnsacf_NSAC API.

	"nnsacf-nsac:slice-ues"
	Access to service operations applying to the collection of slice subject to NSAC for UEs.

	"nnsacf-nsac:slice-pdus"
	Access to service operations applying to the collection of slice subject to NSAC for PDU sessions.



* * * Next Change * * * *

[bookmark: _Toc70325153][bookmark: _Toc81226759][bookmark: _Toc93869052][bookmark: _Toc130831368]A.2	Nnsacf_NSAC API
openapi: 3.0.0

info:
  title: Nnsacf_NSAC
  version: 1.1.0-alpha.1
  description: |
    Nnsacf_NSAC Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
paths:
  /slices/ues:
    post:
      summary: Network Slice Admission Control on the Number of UEs
      operationId: NumOfUEsUpdate
      tags:
        - slice collection
      security:
        - {}
        - oAuth2ClientCredentials:
          - nnsacf-nsac
        - oAuth2ClientCredentials:
          - nnsacf-nsac
          - nnsacf-nsac:slice-ues
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/UeACRequestData'
        required: true
      responses:
        '200':
          description: Partial successful ACU operation
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeACResponseData'
        '204':
          description: Successful ACU operation
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          description: Unsucessful ACU operation - Bad Request
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          description: Unsuccessful ACU operation – Slice Not Subject to NSAC
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '404':
          description: Unsuccessful ACU operation – Slice Not Found
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'
      callbacks:
        eacNotification:
          '{request.body#/eacNotificationUri}':
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/EacNotification'
              responses:
                '204':
                  description: slice re-authentication notification response
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  description: Unexpected error

  /slices/pdus:
    post:
      summary: Network Slice Admission Control on the number of PDU Sessions
      operationId: NumOfPDUsUpdate
      tags:
        - slice collection
      security:
        - {}
        - oAuth2ClientCredentials:
          - nnsacf-nsac
        - oAuth2ClientCredentials:
          - nnsacf-nsac
          - nnsacf-nsac:slice-pdus
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/PduACRequestData'
        required: true
      responses:
        '200':
          description: Partial successful ACU operation
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/PduACResponseData'
        '204':
          description: Successful ACU operation
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          description: Unsucessful ACU operation - Bad Request
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          description: Unsuccessful ACU operation – Slice Not Subject to NSAC
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '404':
          description: Unsuccessful ACU operation – Slice Not Found
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'

components:

  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nnsacf-nsac: Access to the Nnsacf_NSAC API
            nnsacf-nsac:slice-ues >
              Access to service operations applying to the collection of slice subject to NSAC for
              UEs
            nnsacf-nsac:slice-pdus >
              Access to service operations applying to the collection of slice subject to NSAC for
              PDU sessions
[…]
* * * End of Changes * * * *

