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* * * First Change * * * *
[bookmark: _Toc26202317][bookmark: _Toc26202503][bookmark: _Toc34804213][bookmark: _Toc35935784][bookmark: _Toc45030004][bookmark: _Toc51922364][bookmark: _Toc51922780][bookmark: _Toc122015837][bookmark: _Toc130845000][bookmark: _Toc120269597]6.1.3.2	Operation: provide-location
[bookmark: _Toc26202318][bookmark: _Toc22624257][bookmark: _Toc22141055][bookmark: _Toc11339799][bookmark: _Toc26202504][bookmark: _Toc34804214][bookmark: _Toc35935785][bookmark: _Toc45030005][bookmark: _Toc51922365][bookmark: _Toc51922781][bookmark: _Toc122015838][bookmark: _Toc130845001]6.1.3.2.1	Description
This clause will describe the custom operation and what it is used for, and the custom operations URI.
[bookmark: _Toc26202319][bookmark: _Toc22624258][bookmark: _Toc22141056][bookmark: _Toc26202505][bookmark: _Toc34804215][bookmark: _Toc35935786][bookmark: _Toc45030006][bookmark: _Toc51922366][bookmark: _Toc51922782][bookmark: _Toc122015839][bookmark: _Toc130845002]6.1.3.2.2	Operation Definition
The operation shall support the response data structures and response codes specified in tables 6.1.3.2.2-1 and 6.1.3.2.2-2.
Table 6.1.3.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	InputData
	M
	1
	Input parameters to the "Provide-Location" operation



Table 6.1.3.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	[bookmark: _PERM_MCCTEMPBM_CRPT13160011___2]LocationData
	M
	1
	200 OK
	This case represents the successful retrieval of the location of the UE or successful subscription of periodic or triggered location of the UE, or represents completely or partially accept of the requesting locations for a target group.

Upon success, a response body is returned containing the different parameters of the location data if obtained, such as:
- Geographic Area
- Local Location
- Civic Location
- Age of Location
- Accuracy of Location
- Positioning methods

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, tthe URI shall be an alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT13160012___2]-	POSITIONING_DENIED
-	UNSPECIFIED
-	UNSUPPORTED_BY_UE
-	DETACHED_USER

See table 6.1.6.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	The "cause" attribute may be used to indicate the following application error:
[bookmark: _PERM_MCCTEMPBM_CRPT13160013___2]-	POSITIONING_FAILED

See table 6.1.6.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	504 Gateway Timeout
	The "cause" attribute may be used to indicate the following application error:
[bookmark: _PERM_MCCTEMPBM_CRPT13160014___2]-	UNREACHABLE_USER
-	PEER_NOT_RESPONDING
See table 6.1.6.3-1 for the description of this error.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [5] other than those specified in the table above also apply, with a ProblemDetails data type when needed (see clause 5.2.7 of 3GPP TS 29.500 [5]).



Table 6.1.3.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.1.3.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



[bookmark: _Toc26202320][bookmark: _Toc22624259][bookmark: _Toc22141057][bookmark: _Toc26202506][bookmark: _Toc34804216][bookmark: _Toc35935787][bookmark: _Toc45030007][bookmark: _Toc51922367][bookmark: _Toc51922783][bookmark: _Toc122015840][bookmark: _Toc130845003]6.1.3.3	Operation: cancel-location
[bookmark: _Toc26202321][bookmark: _Toc22624260][bookmark: _Toc22141058][bookmark: _Toc26202507][bookmark: _Toc34804217][bookmark: _Toc35935788][bookmark: _Toc45030008][bookmark: _Toc51922368][bookmark: _Toc51922784][bookmark: _Toc122015841][bookmark: _Toc130845004]6.1.3.3.1	Description
This clause will describe the custom operation and what it is used for, and the custom operation's URI.
[bookmark: _Toc26202322][bookmark: _Toc22624261][bookmark: _Toc22141059][bookmark: _Toc26202508][bookmark: _Toc34804218][bookmark: _Toc35935789][bookmark: _Toc45030009][bookmark: _Toc51922369][bookmark: _Toc51922785][bookmark: _Toc122015842][bookmark: _Toc130845005]6.1.3.3.2	Operation Definition
This operation shall support the request and response data structures and response codes specified in table 6.1.3.3.2-1 and table 6.1.3.3.2-2.
Table 6.1.3.3.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	CancelLocData
	M
	1
	The information is used to cancel deferred 5GC-MT-LR for a single UE or for a group of UE.



Table 6.1.3.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents successful cancellation of location.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT13160018___2]- UNSPECIFIED
- LOCATION_SESSION_UNKNOWN

See table 6.1.6.3-1 for the description of this error.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [5] other than those specified in the table above also apply, with a ProblemDetails data type when needed (see clause 5.2.7 of 3GPP TS 29.500 [5]).



Table 6.1.3.3.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.1.3.3.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected




[bookmark: _Toc26202323][bookmark: _Toc22624262][bookmark: _Toc22141060][bookmark: _Toc26202509][bookmark: _Toc34804219][bookmark: _Toc35935790][bookmark: _Toc45030010][bookmark: _Toc51922370][bookmark: _Toc51922786][bookmark: _Toc122015843][bookmark: _Toc130845006]6.1.3.4	Operation: location-update
[bookmark: _Toc26202324][bookmark: _Toc22624263][bookmark: _Toc22141061][bookmark: _Toc26202510][bookmark: _Toc34804220][bookmark: _Toc35935791][bookmark: _Toc45030011][bookmark: _Toc51922371][bookmark: _Toc51922787][bookmark: _Toc122015844][bookmark: _Toc130845007]6.1.3.4.1	Description
This clause will describe the custom operation and what it is used for, and the custom operation's URI.
[bookmark: _Toc26202325][bookmark: _Toc22624264][bookmark: _Toc22141062][bookmark: _Toc26202511][bookmark: _Toc34804221][bookmark: _Toc35935792][bookmark: _Toc45030012][bookmark: _Toc51922372][bookmark: _Toc51922788][bookmark: _Toc122015845][bookmark: _Toc130845008]6.1.3.4.2	Operation Definition
This operation shall support the request and response data structures and response codes specified in table 6.1.3.4.2-1 and table 6.1.3.4.2-2.
Table 6.1.3.4.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	LocUpdateData
	M
	1
	Input parameters to the "location-update" operation



Table 6.1.3.4.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents successful update of location.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT13160023___2]- UNSPECIFIED
- UNREQUESTED_BY_UE
- UNKOWN_EXTERNAL_CLIENT_OR_AF
- UNREACHABLE_EXTERNAL_CLIENT_OR_AF

See table 6.1.6.3-1 for the description of this error.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [5] other than those specified in the table above also apply, with a ProblemDetails data type when needed (see clause 5.2.7 of 3GPP TS 29.500 [5]).



Table 6.1.3.4.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.1.3.4.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



[bookmark: _Toc51922789][bookmark: _Toc122015846][bookmark: _Toc130845009]6.1.3.5	Operation: loc-update-subs
[bookmark: _Toc51922790][bookmark: _Toc122015847][bookmark: _Toc130845010]6.1.3.5.1	Description
This clause will describe the custom operation and what it is used for, and the custom operations URI.
[bookmark: _Toc51922791][bookmark: _Toc122015848][bookmark: _Toc130845011]6.1.3.5.2	Operation Definition
The operation shall support the request and response data structures and response codes specified in tables 6.1.3.5.2-1 and 6.1.3.5.2-2.
Table 6.1.3.5.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	LocUpdateSubs
	M
	1
	Contains the subscription to UE location update information that is to be created.



Table 6.1.3.5.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents the successful UE location information subscription creation.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT13160042___2]- UNSPECIFIED
- UNREQUESTED_BY_UE

See table 6.1.6.3-1 for the description of these errors.

	NOTE:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [5] also apply.



Table 6.1.3.5.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.1.3.5.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same GMLC or GMLC (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *
[bookmark: _Toc26202326][bookmark: _Toc26202512][bookmark: _Toc34804222][bookmark: _Toc35935793][bookmark: _Toc45030013][bookmark: _Toc51922373][bookmark: _Toc51922792][bookmark: _Toc122015849][bookmark: _Toc130845012]6.1.4	Notifications
[bookmark: _Toc26202327][bookmark: _Toc22624266][bookmark: _Toc22141064][bookmark: _Toc18853076][bookmark: _Toc26202513][bookmark: _Toc34804223][bookmark: _Toc35935794][bookmark: _Toc45030014][bookmark: _Toc51922374][bookmark: _Toc51922793][bookmark: _Toc122015850][bookmark: _Toc130845013]6.1.4.1	General
[bookmark: _Toc26202328][bookmark: _Toc22624267][bookmark: _Toc22141065][bookmark: _Toc26202514][bookmark: _Toc34804224][bookmark: _Toc35935795][bookmark: _Toc45030015][bookmark: _Toc51922375][bookmark: _Toc51922794][bookmark: _Toc122015851][bookmark: _Toc130845014][bookmark: _Toc18853077]6.1.4.2	Eventnotify
[bookmark: _Toc26202329][bookmark: _Toc22624268][bookmark: _Toc22141066][bookmark: _Toc26202515][bookmark: _Toc34804225][bookmark: _Toc35935796][bookmark: _Toc45030016][bookmark: _Toc51922376][bookmark: _Toc51922795][bookmark: _Toc122015852][bookmark: _Toc130845015]6.1.4.2.1	Description
The EventNotify operation is used to the occurrence of periodic or triggered location event for a target UE to a consumer NF (e.g. (H)GMLC, NEF) or used to report the locations (e.g. the immediate locations or deferred locations) for the UEs in a target group to a consumer NF (e.g. NEF).
[bookmark: _Toc26202330][bookmark: _Toc22624269][bookmark: _Toc22141067][bookmark: _Toc26202516][bookmark: _Toc34804226][bookmark: _Toc35935797][bookmark: _Toc45030017][bookmark: _Toc51922377][bookmark: _Toc51922796][bookmark: _Toc122015853][bookmark: _Toc130845016]6.1.4.2.2	Notification Definition
Call-back URI: {locationNotificationUri}
See clause 5.2.2.5 for the description of how the GMLC obtains the Call-back URI of the NF Service Consumer.
[bookmark: _Toc26202331][bookmark: _Toc22624270][bookmark: _Toc22141068][bookmark: _Toc26202517][bookmark: _Toc34804227][bookmark: _Toc35935798][bookmark: _Toc45030018][bookmark: _Toc51922378][bookmark: _Toc51922797][bookmark: _Toc122015854][bookmark: _Toc130845017]6.1.4.2.3	Notification Standard Methods
[bookmark: _Toc26202332][bookmark: _Toc22624271][bookmark: _Toc22141069][bookmark: _Toc11343370][bookmark: _Toc26202518][bookmark: _Toc34804228][bookmark: _Toc35935799][bookmark: _Toc45030019][bookmark: _Toc51922379][bookmark: _Toc51922798][bookmark: _Toc122015855][bookmark: _Toc130845018]6.1.4.2.3.1	POST
This method sends a Location event notify to the NF Service Consumer.
This method shall support the request and response data structures and response codes specified in table 6.1.4.2.3.1-1 and table 6.1.4.2.3.1-2.
Table 6.1.4.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	EventNotifyDataExt
	M
	1
	Input parameters to the "Event Notify" operation



Table 6.1.4.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents successful notification of the event. 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT13160047___2]- UNSPECIFIED
- LOCATION_SESSION_UNKNOWN

See table 6.1.6.3-1 for the description of this error.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [5] other than those specified in the table above also apply, with a ProblemDetails data type when needed (see clause 5.2.7 of 3GPP TS 29.500 [5]).


[bookmark: _Toc34804229]
Table 6.1.4.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of NF service consumer to which the notification should be sent. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the notification is redirected



Table 6.1.4.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of NF service consumer to which the notification should be sent. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the notification is redirected




[bookmark: _Toc35935800][bookmark: _Toc45030020][bookmark: _Toc51922380][bookmark: _Toc51922799][bookmark: _Toc122015856][bookmark: _Toc130845019]6.1.4.3	LocationUpdateNotify
[bookmark: _Toc34804230][bookmark: _Toc35935801][bookmark: _Toc45030021][bookmark: _Toc51922381][bookmark: _Toc51922800][bookmark: _Toc122015857][bookmark: _Toc130845020]6.1.4.3.1	Description
The LocationUpdateNotify operation is used to deliver the location update for a UE to a consumer NF (e.g. NEF).
[bookmark: _Toc34804231][bookmark: _Toc35935802][bookmark: _Toc45030022][bookmark: _Toc51922382][bookmark: _Toc51922801][bookmark: _Toc122015858][bookmark: _Toc130845021]6.1.4.3.2	Notification Definition
Call-back URI:	{locationUpdateCallbackUri}
[bookmark: _Toc34804232][bookmark: _Toc35935803][bookmark: _Toc45030023][bookmark: _Toc51922383][bookmark: _Toc51922802][bookmark: _Toc122015859][bookmark: _Toc130845022]6.1.4.3.3	Notification Standard Methods
[bookmark: _Toc34804233][bookmark: _Toc35935804][bookmark: _Toc45030024][bookmark: _Toc51922384][bookmark: _Toc51922803][bookmark: _Toc122015860][bookmark: _Toc130845023]6.1.4.3.3.1	POST
This method sends a Location update notification to the NF Service Consumer.
This method shall support the request and response data structures and response codes specified in table 6.1.4.3.3.1-1 and table 6.1.4.3.3.1-2.
Table 6.1.4.3.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	LocUpdateNotification
	M
	1
	Input parameters to the "LocationUpdateNotification" operation


	
Table 6.1.4.3.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents successful notification of the event. 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.


	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.


	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT13160049___2]- UNSPECIFIED
- UNKOWN_EXTERNAL_CLIENT_OR_AF
- UNREACHABLE_EXTERNAL_CLIENT_OR_AF

See table 6.1.6.3-1 for the description of this error.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [5] other than those specified in the table above also apply, with a ProblemDetails data type when needed (see clause 5.2.7 of 3GPP TS 29.500 [5]).



Table 6.1.4.3.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of NF service consumer to which the notification should be sent. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the notification is redirected



Table 6.1.4.3.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of NF service consumer to which the notification should be sent. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [5].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the notification is redirected




* * * End of Changes * * * *

