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* * * First Change * * * *
[bookmark: _Toc25073870][bookmark: _Toc34063046][bookmark: _Toc43120020][bookmark: _Toc49768075][bookmark: _Toc56434248][bookmark: _Toc130834217]6.1.3.2.3	Resource Standard Methods
[bookmark: _Toc25073871][bookmark: _Toc34063047][bookmark: _Toc43120021][bookmark: _Toc49768076][bookmark: _Toc56434249][bookmark: _Toc130834218]6.1.3.2.3.1	POST
This method creates an individual SM context resource in the SMF, or in V-SMF in HR roaming scenarios.
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SmContextCreateData
	M
	1
	Representation of the SM context to be created in the SMF.



Table 6.1.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SmContextCreatedData
	M
	1
	201 Created
	Successful creation of an SM context. 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF  or SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	SmContextCreateError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

	ProblemDetails
	O
	0..1
	400 Bad Request
	This error shall only be returned by an SCP for errors it originates. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	SmContextCreateError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application error:
- N1_SM_ERROR
- N2_SM_ERROR
- SNSSAI_DENIED
- DNN_DENIED
- PDUTYPE_DENIED
- SSC_DENIED
- SUBSCRIPTION_DENIED
- DNN_NOT_SUPPORTED
- PDUTYPE_NOT_SUPPORTED
- SSC_NOT_SUPPORTED
- HOME_ROUTED_ROAMING_REQUIRED
- OUT_OF_LADN_SERVICE_AREA
- NO_EPS_5GS_CONTINUITY
- INTEGRITY_PROTECTED_MDR_NOT_ACCEPTABLE
- DEFAULT_EPS_BEARER_INACTIVE
- NOT_SUPPORTED_WITH_ISMF
- SERVICE_NOT_AUTHORIZED_BY_NEXT_HOP
- EXCEEDED_UE_SLICE_DATA_RATE
- EXCEEDED_SLICE_DATA_RATE
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	403 Forbidden
	This error shall only be returned by an SCP for errors it originates. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	SmContextCreateError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application error:
- CONTEXT_NOT_FOUND
See table 6.1.7.3-1 for the description of these errors.

	ExtProblemDetails
	O
	0..1
	413 Payload Too Large
	

	ExtProblemDetails
	O
	0..1
	415 Unsupported Media Type
	

	ExtProblemDetails
	O
	0..1
	429 Too Many Requests
	

	SmContextCreateError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4] or to one of the following application errors:
- INSUFFICIENT_RESOURCES_SLICE
- INSUFFICIENT_RESOURCES_SLICE_DNN
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	This error shall only be returned by an SCP for errors it originates. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	SmContextCreateError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4] or to one of the following application errors:
- DNN_CONGESTION
- S_NSSAI_CONGESTION
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	503 Service Unavailable
	This error shall only be returned by an SCP for errors it originates. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	SmContextCreateError
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to one of the following application error:
- PEER_NOT_RESPONDING
- NETWORK_FAILURE
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	504 Gateway Timeout
	This error shall only be returned by an SCP for errors it originates.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.2.3.1-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nsmf-pdusession/<apiVersion>/sm-contexts/{smContextRef}



Table 6.1.3.2.3.1-5: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.2.3.1-6: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc25073872][bookmark: _Toc34063048][bookmark: _Toc43120022][bookmark: _Toc49768077][bookmark: _Toc56434250][bookmark: _Toc130834219]6.1.3.2.4	Resource Custom Operations
None.
[bookmark: _Toc25073873][bookmark: _Toc34063049][bookmark: _Toc43120023][bookmark: _Toc49768078][bookmark: _Toc56434251][bookmark: _Toc130834220]6.1.3.3	Resource: Individual SM context
[bookmark: _Toc25073874][bookmark: _Toc34063050][bookmark: _Toc43120024][bookmark: _Toc49768079][bookmark: _Toc56434252][bookmark: _Toc130834221]6.1.3.3.1	Description
This resource represents an individual SM context created in the SMF.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [5]).
[bookmark: _Toc25073875][bookmark: _Toc34063051][bookmark: _Toc43120025][bookmark: _Toc49768080][bookmark: _Toc56434253][bookmark: _Toc130834222]6.1.3.3.2	Resource Definition
Resource URI: {apiRoot}/nsmf-pdusession/<apiVersion>/sm-contexts/{smContextRef}
This resource shall support the resource URI variables defined in table 6.1.3.3.2-1.
Table 6.1.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1.

	smContextRef
	string
	SM context reference assigned by the SMF during the Create SM Context service operation.



[bookmark: _Toc25073876][bookmark: _Toc34063052][bookmark: _Toc43120026][bookmark: _Toc49768081][bookmark: _Toc56434254][bookmark: _Toc130834223]6.1.3.3.3	Resource Standard Methods
None.
[bookmark: _Toc25073877][bookmark: _Toc34063053][bookmark: _Toc43120027][bookmark: _Toc49768082][bookmark: _Toc56434255][bookmark: _Toc130834224]6.1.3.3.4	Resource Custom Operations
[bookmark: _Toc25073878][bookmark: _Toc34063054][bookmark: _Toc43120028][bookmark: _Toc49768083][bookmark: _Toc56434256][bookmark: _Toc130834225]6.1.3.3.4.1	Overview
Table 6.1.3.3.4.1-1: Custom operations
	Operation Name
	Custom operation URI
	Mapped HTTP method
	Description

	modify
	{resourceUri}/modify
	POST
	Update SM Context service operation

	release
	{resourceUri}/release
	POST
	Release SM Context service operation

	retrieve
	{resourceUri}/retrieve
	POST
	Retrieve SM Context service operation

	send-mo-data
	{resourceUri}/send-mo-data
	POST
	Send MO Data service operation



[bookmark: _Toc25073879][bookmark: _Toc34063055][bookmark: _Toc43120029][bookmark: _Toc49768084][bookmark: _Toc56434257][bookmark: _Toc130834226]6.1.3.3.4.2	Operation: modify
[bookmark: _Toc25073880][bookmark: _Toc34063056][bookmark: _Toc43120030][bookmark: _Toc49768085][bookmark: _Toc56434258][bookmark: _Toc130834227]6.1.3.3.4.2.1	Description
[bookmark: _Toc25073881][bookmark: _Toc34063057][bookmark: _Toc43120031][bookmark: _Toc49768086][bookmark: _Toc56434259][bookmark: _Toc130834228]6.1.3.3.4.2.2	Operation Definition
This custom operation updates an individual SM context resource and/or provide N1 or N2 SM information received from the UE or the AN, for a given PDU session, towards the SMF, or in V-SMF in HR roaming scenario.
This operation shall support the request data structures specified in table 6.1.3.3.4.2.2-1 and the response data structure and response codes specified in table 6.1.3.3.4.2.2-2.
Table 6.1.3.3.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SmContextUpdateData
	M
	1
	Representation of the updates to apply to the SM context.



Table 6.1.3.3.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SmContextUpdatedData
	C
	0..1
	200 OK
	Successful update of the SM context, when the SMF needs to return information in the response.

	n/a
	
	
	204 No Content
	Successful update of the SM context, when the SMF does not need to return information in the response.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	SmContextUpdateError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

	ProblemDetails
	O
	0..1
	400 Bad Request
	This error shall only be returned by an SCP for errors it originates. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	SmContextUpdateError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application error:
- N1_SM_ERROR
- N2_SM_ERROR
- SUBSCRIPTION_DENIED
- OUT_OF_LADN_SERVICE_AREA
- PRIORITIZED_SERVICES_ONLY
- PDU_SESSION_ANCHOR_CHANGE
- NO_DATA_FORWARDING
- S_NSSAI_UNAVAILABLE_DUE_TO_NSAC
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	403 Forbidden
	This error shall only be returned by an SCP for errors it originates. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	SmContextUpdateError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application error:
- CONTEXT_NOT_FOUND
See table 6.1.7.3-1 for the description of these errors.

	ExtProblemDetails
	O
	0..1
	413 Payload Too Large
	

	ExtProblemDetails
	O
	0..1
	415 Unsupported Media Type
	

	ExtProblemDetails
	O
	0..1
	429 Too Many Requests
	

	SmContextUpdateError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4]. 

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	This error shall only be returned by an SCP for errors it originates. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	SmContextUpdateError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4] or to one of the following application errors:
- DNN_CONGESTION
- S_NSSAI_CONGESTION
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	503 Service Unavailable
	This error shall only be returned by an SCP for errors it originates. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.3.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.3.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc25073882][bookmark: _Toc34063058][bookmark: _Toc43120032][bookmark: _Toc49768087][bookmark: _Toc56434260][bookmark: _Toc130834229]6.1.3.3.4.3	Operation: release
[bookmark: _Toc25073883][bookmark: _Toc34063059][bookmark: _Toc43120033][bookmark: _Toc49768088][bookmark: _Toc56434261][bookmark: _Toc130834230]6.1.3.3.4.3.1	Description
[bookmark: _Toc25073884][bookmark: _Toc34063060][bookmark: _Toc43120034][bookmark: _Toc49768089][bookmark: _Toc56434262][bookmark: _Toc130834231]6.1.3.3.4.3.2	Operation Definition
This custom operation releases an individual SM context resource in the SMF, or in V-SMF in HR roaming scenario
This operation shall support the request data structures specified in table 6.1.3.3.4.3.2-1 and the response data structure and response codes specified in table 6.1.3.3.4.3.2-2.
Table 6.1.3.3.4.3.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SmContextReleaseData
	C
	0..1
	Representation of the data to be sent to the SMF when releasing the SM context. 



Table 6.1.3.3.4.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SmContextReleasedData
	M
	1
	200 OK
	Successful release of an SM context, when information needs to be returned to the NF Service Consumer (NOTE 2).

	n/a
	
	
	204 No Content
	Successful release of an SM context.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 3)     

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 3)

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	The support for 200 OK shall be dependent on the support of the indicated feature.
NOTE 3:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.3.4.3.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.3.4.3.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc25073885][bookmark: _Toc34063061][bookmark: _Toc43120035][bookmark: _Toc49768090][bookmark: _Toc56434263][bookmark: _Toc130834232]6.1.3.3.4.4	Operation: retrieve
[bookmark: _Toc25073886][bookmark: _Toc34063062][bookmark: _Toc43120036][bookmark: _Toc49768091][bookmark: _Toc56434264][bookmark: _Toc130834233]6.1.3.3.4.4.1	Description
[bookmark: _Toc25073887][bookmark: _Toc34063063][bookmark: _Toc43120037][bookmark: _Toc49768092][bookmark: _Toc56434265][bookmark: _Toc130834234]6.1.3.3.4.4.2	Operation Definition
This custom operation retrieves an individual SM context resource from the SMF, from the V-SMF in HR roaming scenario or from the I-SMF.
This operation shall support the request data structures specified in table 6.1.3.3.4.4.2-1 and the response data structure and response codes specified in table 6.1.3.3.4.4.2-2.
Table 6.1.3.3.4.4.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SmContextRetrieveData
	O
	0..1
	Optional parameters used to retrieve the SM context, e.g. target MME capabilities, SM context type. 



Table 6.1.3.3.4.4.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SmContextRetrievedData
	M
	1
	200 OK
	Successful retrieval of the SM context.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)   

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	ProblemDetails
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application error:
- TARGET_MME_CAPABILITY
- DEFAULT_EBI_NOT_TRANSFERRED
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	504 Gateway Timeout
	The "cause" attribute may be set to one of the following application errors:
- UPF_NOT_RESPONDING
See table 6.1.7.3-1 for the description of these errors.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP or SEPP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.3.4.4.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.3.4.4.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc25073888][bookmark: _Toc34063064][bookmark: _Toc43120038][bookmark: _Toc49768093][bookmark: _Toc56434266][bookmark: _Toc130834235]6.1.3.3.4.5	Operation: send-mo-data
[bookmark: _Toc25073889][bookmark: _Toc34063065][bookmark: _Toc43120039][bookmark: _Toc49768094][bookmark: _Toc56434267][bookmark: _Toc130834236]6.1.3.3.4.5.1	Description
[bookmark: _Toc25073890][bookmark: _Toc34063066][bookmark: _Toc43120040][bookmark: _Toc49768095][bookmark: _Toc56434268][bookmark: _Toc130834237]6.1.3.3.4.5.2	Operation Definition
This custom operation enables to send mobile originated data received over NAS, for a given PDU session, towards the SMF, or the V-SMF for HR roaming scenarios, or the I-SMF for a PDU session with an I-SMF.
This operation shall support the request data structures specified in table 6.1.3.3.4.5.2-1 and the response data structure and response codes specified in table 6.1.3.3.4.5.2-2.
Table 6.1.3.3.4.5.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SendMoDataReqData
	M
	1
	Representation of the payload of a Send MO Data Request 



Table 6.1.3.3.4.5.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful MO data transfer

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)     

	ExtProblemDetails
	O
	0..1
	400 Bad Request
	

	ExtProblemDetails
	O
	0..1
	401 Unauthorized
	

	ExtProblemDetails
	O
	0..1
	403 Forbidden
	

	ExtProblemDetails
	O
	0..1
	404 Not Found
	

	ExtProblemDetails
	O
	0..1
	413 Payload Too Large
	

	ExtProblemDetails
	O
	0..1
	415 Unsupported Media Type
	

	ExtProblemDetails
	O
	0..1
	429 Too Many Requests
	

	ExtProblemDetails
	O
	0..1
	500 Internal Server Error
	

	ExtProblemDetails
	O
	0..1
	503 Service Unavailable
	

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.3.4.5.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP. For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.3.4.5.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc34063067][bookmark: _Toc43120041][bookmark: _Toc49768096][bookmark: _Toc56434269][bookmark: _Toc130834238][bookmark: _Toc25073891]6.1.3.4	Void
[bookmark: _Toc34063068][bookmark: _Toc43120042][bookmark: _Toc49768097][bookmark: _Toc56434270][bookmark: _Toc130834239]6.1.3.5	Resource: PDU sessions collection (H-SMF or SMF)
[bookmark: _Toc25073892][bookmark: _Toc34063069][bookmark: _Toc43120043][bookmark: _Toc49768098][bookmark: _Toc56434271][bookmark: _Toc130834240]6.1.3.5.1	Description
This resource represents the collection of the individual PDU sessions created in the H-SMF for HR PDU sessions or in the SMF for PDU sessions with an I-SMF.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [5]).
[bookmark: _Toc25073893][bookmark: _Toc34063070][bookmark: _Toc43120044][bookmark: _Toc49768099][bookmark: _Toc56434272][bookmark: _Toc130834241]6.1.3.5.2	Resource Definition
Resource URI: {apiRoot}/nsmf-pdusession/<apiVersion>/pdu-sessions
This resource shall support the resource URI variables defined in table 6.1.3.5.2-1.
Table 6.1.3.5.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1.



[bookmark: _Toc25073894][bookmark: _Toc34063071][bookmark: _Toc43120045][bookmark: _Toc49768100][bookmark: _Toc56434273][bookmark: _Toc130834242]6.1.3.5.3	Resource Standard Methods
[bookmark: _Toc25073895][bookmark: _Toc34063072][bookmark: _Toc43120046][bookmark: _Toc49768101][bookmark: _Toc56434274][bookmark: _Toc130834243]6.1.3.5.3.1	POST
This method creates an individual PDU session resource in the H-SMF or SMF.
This method shall support the URI query parameters specified in table 6.1.3.5.3.1-1.
Table 6.1.3.5.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.5.3.1-2 and the response data structures and response codes specified in table 6.1.3.5.3.1-3.
Table 6.1.3.5.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	PduSessionCreateData
	M
	1
	Representation of the PDU session to be created in the H-SMF or SMF.



Table 6.1.3.5.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	PduSessionCreatedData
	M
	1
	201 Created
	Successful creation of a PDU session. 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 2)   

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 2)

	PduSessionCreateError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

	ProblemDetails
	O
	0..1
	400 Bad Request
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	PduSessionCreateError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application error:
- N1_SM_ERROR
- SNSSAI_DENIED
- DNN_DENIED
- PDUTYPE_DENIED
- SSC_DENIED
- SUBSCRIPTION_DENIED
- DNN_NOT_SUPPORTED
- PDUTYPE_NOT_SUPPORTED
- SSC_NOT_SUPPORTED
- NO_EPS_5GS_CONTINUITY
- INTEGRITY_PROTECTED_MDR_NOT_ACCEPTABLE
- NOT_SUPPORTED_WITH_ISMF
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	403 Forbidden
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	PduSessionCreateError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application error:
- CONTEXT_NOT_FOUND
See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4] or to one of the following application errors:
- INSUFFIC_RESOURCES_SLICE
- INSUFFIC_RESOURCES_SLICE_DNN
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	PduSessionCreateError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4] or to one of the following application errors:
- DNN_CONGESTION
- S-NSSAI_ CONGESTION
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	503 Service Unavailable
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	PduSessionCreateError
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to one of the following application error:
- PEER_NOT_RESPONDING
- NETWORK_FAILURE
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	504 Gateway Timeout
	This error shall only be returned by an SCP or a SEPP for errors they originate.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP or SEPP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.5.3.1-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nsmf-pdusession/<apiVersion>/pdu-sessions/{pduSessionRef}



Table 6.1.3.5.3.1-5: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.5.3.1-6: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc25073896][bookmark: _Toc34063073][bookmark: _Toc43120047][bookmark: _Toc49768102][bookmark: _Toc56434275][bookmark: _Toc130834244]6.1.3.5.4	Resource Custom Operations
[bookmark: _Toc25073897][bookmark: _Toc34063074][bookmark: _Toc43120048][bookmark: _Toc49768103][bookmark: _Toc56434276][bookmark: _Toc130834245]6.1.3.5.4.1	Overview
Table 6.1.3.5.4.1-1: Custom operations
	Custom operaration URI
	Mapped HTTP method
	Description

	n/a
	
	



[bookmark: _Toc25073898][bookmark: _Toc34063075][bookmark: _Toc43120049][bookmark: _Toc49768104][bookmark: _Toc56434277][bookmark: _Toc130834246]6.1.3.6	Resource: Individual PDU session (H-SMF or SMF)
[bookmark: _Toc25073899][bookmark: _Toc34063076][bookmark: _Toc43120050][bookmark: _Toc49768105][bookmark: _Toc56434278][bookmark: _Toc130834247]6.1.3.6.1	Description
This resource represents an individual PDU session created in the H-SMF for a HR PDU session or in the SMF for a PDU session with an I-SMF.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [5]).
[bookmark: _Toc25073900][bookmark: _Toc34063077][bookmark: _Toc43120051][bookmark: _Toc49768106][bookmark: _Toc56434279][bookmark: _Toc130834248]6.1.3.6.2	Resource Definition
Resource URI: {apiRoot}/nsmf-pdusession/<apiVersion>/pdu-sessions/{pduSessionRef}
This resource shall support the resource URI variables defined in table 6.1.3.6.2-1.
Table 6.1.3.6.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1.

	pduSessionRef
	string
	PDU session reference assigned by the H-SMF or SMF during the Create service operation. 



[bookmark: _Toc25073901][bookmark: _Toc34063078][bookmark: _Toc43120052][bookmark: _Toc49768107][bookmark: _Toc56434280][bookmark: _Toc130834249]6.1.3.6.3	Resource Standard Methods
None.
[bookmark: _Toc25073902][bookmark: _Toc34063079][bookmark: _Toc43120053][bookmark: _Toc49768108][bookmark: _Toc56434281][bookmark: _Toc130834250]6.1.3.6.4	Resource Custom Operations
[bookmark: _Toc25073903][bookmark: _Toc34063080][bookmark: _Toc43120054][bookmark: _Toc49768109][bookmark: _Toc56434282][bookmark: _Toc130834251]6.1.3.6.4.1	Overview
Table 6.1.3.6.4.1-1: Custom operations
	Operation Name
	Custom operation URI
	Mapped HTTP method
	Description

	modify
	{resourceUri}/modify
	POST
	Update service operation

	release
	{resourceUri}/release
	POST
	Release service operation

	transfer-mo-data
	{resourceUri}/ transfer-mo-data
	POST
	Transfer MO Data service operation

	retrieve
	{resourceUri}/retrieve
	POST
	Retrieve service operation



[bookmark: _Toc25073904][bookmark: _Toc34063081][bookmark: _Toc43120055][bookmark: _Toc49768110][bookmark: _Toc56434283][bookmark: _Toc130834252]6.1.3.6.4.2	Operation: modify
[bookmark: _Toc25073905][bookmark: _Toc34063082][bookmark: _Toc43120056][bookmark: _Toc49768111][bookmark: _Toc56434284][bookmark: _Toc130834253]6.1.3.6.4.2.1	Description
[bookmark: _Toc25073906][bookmark: _Toc34063083][bookmark: _Toc43120057][bookmark: _Toc49768112][bookmark: _Toc56434285][bookmark: _Toc130834254]6.1.3.6.4.2.2	Operation Definition
This custom operation updates an individual PDU session resource in the H-SMF or SMF and/or provide the H-SMF or SMF with information received by the V-SMF or I-SMF in N1 SM signalling from the UE.
This operation shall support the request data structures specified in table 6.1.3.6.4.2.2-1 and the response data structure and response codes specified in table 6.1.3.6.4.2.2-2.
Table 6.1.3.6.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	HsmfUpdateData
	M
	1
	Representation of the updates to apply to the PDU session.



Table 6.1.3.6.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	HsmfUpdatedData
	C
	0..1
	200 OK
	This case represents a successful update of the PDU session, when the H-SMF or SMF needs to return information in the response.

	n/a
	
	
	204 No Content
	This case represents a successful update of the PDU session, when the H-SMF or SMF does not need to return information in the response.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 2)  

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 2)

	HsmfUpdateError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

	ProblemDetails
	O
	0..1
	400 Bad Request
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	HsmfUpdateError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application errors:
- N1_SM_ERROR
- SUBSCRIPTION_DENIED
- PDU_SESSION_ANCHOR_CHANGE
- S_NSSAI_UNAVAILABLE_DUE_TO_NSAC

See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	403 Forbidden
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	HsmfUpdateError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application error:
- CONTEXT_NOT_FOUND
See table 6.1.7.3-1 for the description of these errors.

	HsmfUpdateError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4]. 

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	HsmfUpdateError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4] or to one of the following application errors:
- DNN_CONGESTION
- S_NSSAI_CONGESTION

See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	503 Service Unavailable
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP or SEPP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table Table 6.1.3.6.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table Table 6.1.3.6.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc25073907][bookmark: _Toc34063084][bookmark: _Toc43120058][bookmark: _Toc49768113][bookmark: _Toc56434286][bookmark: _Toc130834255]6.1.3.6.4.3	Operation: release
[bookmark: _Toc25073908][bookmark: _Toc34063085][bookmark: _Toc43120059][bookmark: _Toc49768114][bookmark: _Toc56434287][bookmark: _Toc130834256]6.1.3.6.4.3.1	Description
[bookmark: _Toc25073909][bookmark: _Toc34063086][bookmark: _Toc43120060][bookmark: _Toc49768115][bookmark: _Toc56434288][bookmark: _Toc130834257]6.1.3.6.4.3.2	Operation Definition
This custom operation releases an individual PDU session resource in the H-SMF for a HR PDU session or in the SMF for a PDU session with an I-SMF.
This operation shall support the request data structures specified in table 6.1.3.6.4.3.2-1 and the response data structure and response codes specified in table 6.1.3.6.4.3.2-2.
Table 6.1.3.6.4.3.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ReleaseData
	C
	0..1
	Representation of the data to be sent to the H-SMF or SMF when releasing the PDU session. 



Table 6.1.3.6.4.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ReleasedData
	M
	1
	200 OK
	Successful release of a PDU session context, when information needs to be returned to the NF Service Consumer.
(NOTE 2)

	n/a
	
	
	204 No Content
	Successful release of a PDU session.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 3)  

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 3)  

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	The support for 200 OK shall be dependent on the support of the indicated feature.
NOTE 3:	RedirectResponse may be inserted by an SCP or SEPP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.6.4.3.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.6.4.3.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc20130892][bookmark: _Toc34063087][bookmark: _Toc43120061][bookmark: _Toc49768116][bookmark: _Toc56434289][bookmark: _Toc130834258]6.1.3.6.4.4	Operation: transfer-mo-data
[bookmark: _Toc20130893][bookmark: _Toc34063088][bookmark: _Toc43120062][bookmark: _Toc49768117][bookmark: _Toc56434290][bookmark: _Toc130834259]6.1.3.6.4.4.1	Description
[bookmark: _Toc20130894][bookmark: _Toc34063089][bookmark: _Toc43120063][bookmark: _Toc49768118][bookmark: _Toc56434291][bookmark: _Toc130834260]6.1.3.6.4.4.2	Operation Definition
This custom operation enables to transfer mobile originated data received from AMF, for a given PDU session, towards the H-SMF for HR roaming scenarios, or the SMF for a PDU session with an I-SMF.
This operation shall support the request data structures specified in table 6.1.3.6.4.4.2-1 and the response data structure and response codes specified in table 6.1.3.6.4.4.2-2.
Table 6.1.3.6.4.4.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	TransferMoDataReqData
	M
	1
	Representation of the payload of a Transfer MO Data Request 



Table 6.1.3.6.4.4.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful MO data transfer

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP or SEPP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.6.4.4.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.6.4.4.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc43120064][bookmark: _Toc49768119][bookmark: _Toc56434292][bookmark: _Toc130834261]6.1.3.6.4.5	Operation: retrieve
[bookmark: _Toc43120065][bookmark: _Toc49768120][bookmark: _Toc56434293][bookmark: _Toc130834262]6.1.3.6.4.5.1	Description
[bookmark: _Toc43120066][bookmark: _Toc49768121][bookmark: _Toc56434294][bookmark: _Toc130834263]6.1.3.6.4.5.2	Operation Definition
This custom operation retrieves information from an individual PDU session context in the H-SMF for a HR PDU session or in the SMF for a PDU session with an I-SMF.
This operation shall support the request data structures specified in table 6.1.3.6.4.5.2-1 and the response data structure and response codes specified in table 6.1.3.6.4.5.2-2.
Table 6.1.3.6.4.5.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	RetrieveData
	M
	1
	Representation of the payload of a Retrieve Request



Table 6.1.3.6.4.5.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	RetrievedData
	M
	1
	200 OK
	Successful retrieval of information from a PDU session context. 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 2)   

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same (H-)SMF or (H-)SMF (service) set.
(NOTE 2)    

	ProblemDetails
	O
	0..1
	504 Gateway Timeout
	The "cause" attribute may be set to one of the following application errors:
- UPF_NOT_RESPONDING
See table 6.1.7.3-1 for the description of these errors.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP or SEPP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.6.4.5.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.6.4.5.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc25073910][bookmark: _Toc34063090][bookmark: _Toc43120067][bookmark: _Toc49768122][bookmark: _Toc56434295][bookmark: _Toc130834264]6.1.3.7	Resource: Individual PDU session (V-SMF or I-SMF)
[bookmark: _Toc25073911][bookmark: _Toc34063091][bookmark: _Toc43120068][bookmark: _Toc49768123][bookmark: _Toc56434296][bookmark: _Toc130834265]6.1.3.7.1	Description
This resource represents an individual PDU session created in the V-SMF for a HR PDU session or in the I-SMF for a PDU session with an I-SMF.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [5]).
[bookmark: _Toc25073912][bookmark: _Toc34063092][bookmark: _Toc43120069][bookmark: _Toc49768124][bookmark: _Toc56434297][bookmark: _Toc130834266]6.1.3.7.2	Resource Definition
Callback URI: {vsmfPduSessionUri} or {ismfPduSessionUri}
This resource shall support the callback URI variables defined in table 6.1.3.7.2-1.
Table 6.1.3.7.2-1: Callback URI variables for this resource
	Name
	Data type
	Definition

	vsmfPduSessionUri
	Uri
	PDU session reference assigned by the V-SMF during the Create service operation. 

	ismfPduSessionUri
	Uri
	PDU session reference assigned by the I-SMF during the Create service operation. 



[bookmark: _Toc25073913][bookmark: _Toc34063093][bookmark: _Toc43120070][bookmark: _Toc49768125][bookmark: _Toc56434298][bookmark: _Toc130834267]6.1.3.7.3	Resource Standard Methods
[bookmark: _Toc25073914][bookmark: _Toc34063094][bookmark: _Toc43120071][bookmark: _Toc49768126][bookmark: _Toc56434299][bookmark: _Toc130834268]6.1.3.7.3.1	POST
This method sends a status notification to the NF Service Consumer.
This method shall support the URI query parameters specified in table 6.1.3.7.3.1-1.
Table 6.1.3.7.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.7.3.1-2 and the response data structures and response codes specified in table 6.1.3.7.3.1-3.
Table 6.1.3.7.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	StatusNotification
	M
	1
	Representation of the status notification.



Table 6.1.3.7.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful notification of status change

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP or SEPP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.7.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.7.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc25073915][bookmark: _Toc34063095][bookmark: _Toc43120072][bookmark: _Toc49768127][bookmark: _Toc56434300][bookmark: _Toc130834269]6.1.3.7.4	Resource Custom Operations
[bookmark: _Toc25073916][bookmark: _Toc34063096][bookmark: _Toc43120073][bookmark: _Toc49768128][bookmark: _Toc56434301][bookmark: _Toc130834270]6.1.3.7.4.1	Overview
Table 6.1.3.7.4.1-1: Custom operations
	Operation Name
	Custom operation URI
	Mapped HTTP method
	Description

	modify
	{vsmfPduSessionUri}/modify or
{ismfPduSessionUri}/modify
	POST
	Update service operation (initiated by H-SMF or SMF)

	transfer-mt-data
	{vsmfPduSessionUri}/transfer-mt-data or
{ismfPduSessionUri}/transfer-mt-data
	POST
	Transfer MT Data service operation 



[bookmark: _Toc25073917][bookmark: _Toc34063097][bookmark: _Toc43120074][bookmark: _Toc49768129][bookmark: _Toc56434302][bookmark: _Toc130834271]6.1.3.7.4.2	Operation: modify
[bookmark: _Toc25073918][bookmark: _Toc34063098][bookmark: _Toc43120075][bookmark: _Toc49768130][bookmark: _Toc56434303][bookmark: _Toc130834272]6.1.3.7.4.2.1	Description
[bookmark: _Toc25073919][bookmark: _Toc34063099][bookmark: _Toc43120076][bookmark: _Toc49768131][bookmark: _Toc56434304][bookmark: _Toc130834273]6.1.3.7.4.2.2	Operation Definition
This custom operation modifies an individual PDU session resource in the V-SMF for a HR PDU session or in the I-SMF for a PDU session with an I-SMF.
This operation shall support the request data structures specified in table 6.1.3.7.4.2.2-1 and the response data structure and response codes specified in table 6.1.3.7.4.2.2-2.
Table 6.1.3.7.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	VsmfUpdateData
	M
	1
	Representation of the updates to apply to the PDU session. 



Table 6.1.3.7.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	VsmfUpdatedData
	M
	1
	200 OK
	This case represents a successful update of the PDU session, when the V-SMF or I-SMF needs to return information in the response.

	n/a
	
	
	204 No Content
	This case represents a successful update of the PDU session, when the V-SMF or I-SMF does not need to return information in the response.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	VsmfUpdateError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

	ProblemDetails
	O
	0..1
	400 Bad Request
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	VsmfUpdateError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application errors:
- N1_SM_ERROR
- UNABLE_TO_PAGE_UE
- UE_NOT_RESPONDING
- REJECTED_BY_UE
- REJECTED_DUE_VPLMN_POLICY
- HO_TAU_IN_PROGRESS
- EBI_EXHAUSTED
- EBI_REJECTED_LOCAL_POLICY, if the EBI allocation was rejected due to local policies at the AMF as specified in clause 4.11.1.4.1 of 3GPP TS 23.502 [3].
- EBI_REJECTED_NO_N26, if the EBI allocation was rejected when the AMF is in a serving PLMN that does not support 5GS-EPS interworking procedures with N26 interface as specified in clause 5.17.2.3.1 of 3GPP TS 23.501 [2].
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	403 Forbidden
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a protocol error other than those specified for the SMF PDUSession service logic (e.g. protocol error found by the HTTP stack).

	VsmfUpdateError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application error:
- CONTEXT_NOT_FOUND
See table 6.1.7.3-1 for the description of these errors.

	VsmfUpdateError
	O
	0..1
	409 Conflict
	The "cause" attribute may be used to indicate one of the following application errors:
-	HIGHER_PRIORITY_REQUEST_ONGOING;
-	UE_IN_CM_IDLE_STATE
See table 6.1.7.3-1 for the description of these errors.

	VsmfUpdateError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	VsmfUpdateError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

	ProblemDetails
	O
	0..1
	503 Service Unavailable
	This error shall only be returned by an SCP or a SEPP for errors they originate. As an exception, this error may also be returned by an SMF, with an empty payload body, for a general server error other than those specified for the SMF PDUSession service logic.

	VsmfUpdateError
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to one of the following application errors:
- PEER_NOT_RESPONDING
- NETWORK_FAILURE
See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	504 Gateway Timeout
	This error shall only be returned by an SCP or a SEPP for errors they originate.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP or SEPP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.7.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.7.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc34063100][bookmark: _Toc43120077][bookmark: _Toc49768132][bookmark: _Toc56434305][bookmark: _Toc130834274]6.1.3.7.4.3	Operation: transfer-mt-data
[bookmark: _Toc34063101][bookmark: _Toc43120078][bookmark: _Toc49768133][bookmark: _Toc56434306][bookmark: _Toc130834275]6.1.3.7.4.3.1	Description
This custom operation enables to transfer mobile terminated data received from NEF, for a given PDU session, towards the V-SMF for HR roaming scenarios, or the I-SMF for a PDU session with an I-SMF.
[bookmark: _Toc34063102][bookmark: _Toc43120079][bookmark: _Toc49768134][bookmark: _Toc56434307][bookmark: _Toc130834276]6.1.3.7.4.3.2	Operation Definition
This operation shall support the request data structures specified in Table 6.1.3.7.4.3.2-1 and the response data structure and response codes specified in Table 6.1.3.7.4.3.2-2.
Table 6.1.3.7.4.3.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	TransferMtDataReqData
	M
	1
	Representation of the payload of a Transfer MT Data Request 



Table 6.1.3.7.4.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful MT data transfer

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
(NOTE 2)

	TransferMtDataError
	M
	1
	504 Gateway Timeout
	The "cause" attribute may be used to indicate the following application errors:
-	UE_NOT_REACHABLE, if the UE is not reachable to deliver the mobile terminated data; Estimated Maximum Waiting Time shall be included if available;

See table 6.1.7.3-1 for the description of these errors.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP or SEPP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.7.4.3.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



Table 6.1.3.7.4.3.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMF or SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP or SEPP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc25073920][bookmark: _Toc34063103][bookmark: _Toc43120080][bookmark: _Toc49768135][bookmark: _Toc56434308][bookmark: _Toc130834277]6.1.4	Custom Operations without associated resources
None.
[bookmark: _Toc25073921][bookmark: _Toc34063104][bookmark: _Toc43120081][bookmark: _Toc49768136][bookmark: _Toc56434309][bookmark: _Toc130834278]6.1.5	Notifications
[bookmark: _Toc25073922][bookmark: _Toc34063105][bookmark: _Toc43120082][bookmark: _Toc49768137][bookmark: _Toc56434310][bookmark: _Toc130834279]6.1.5.1	General
This clause specifies the notifications provided by the Nsmf_PDUSession service.
The delivery of notifications shall be supported as specified in clause 6.2 of 3GPP TS 29.500 [4] for Server-initiated communication.
Table 6.1.5.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	SM Context Status Notification 
	{smContextStatusUri}
(NF Service Consumer provided callback reference)
	POST
	Notify SM Context Status 



[bookmark: _Toc130834280]6.1.5.2	SM Context Status Notification
[bookmark: _Toc130834281]6.1.5.2.1	Description
If the NF Service Consumer (e.g AMF) has provided the callback URI for getting notified about change of SM context status, the SMF shall notify the NF Service Consumer when the SM context status information is updated.
[bookmark: _Toc130834282]6.1.5.2.2	Notification Definition
The POST method shall be used for SM context status notification and the URI shall be the callback reference provided by the NF Service Consumer during the subscription to this notification.
Callback URI: {smContextStatusUri}
Support of URI query parameters is specified in table 6.1.5.2.2-1.
Table 6.1.5.2.2-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Support of request data structures is specified in table 6.1.5.2.2-2, and support of response data structures and response codes is specified in table 6.1.5.2-3.
Table 6.1.5.2.2-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	SmContextStatusNotification
	M
	1
	Representation of the SM context status notification.



Table 6.1.5.2.2-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful notification of the SM context status change

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] other than those specified in the table above also apply, with a ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.5.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of NF service consumer to which the notification should be sent. For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the notification is redirected



Table 6.1.5.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of NF service consumer to which the notification should be sent

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the notification is redirected. For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].



* * * End of Changes * * * *

