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	Reason for change:
	TS 23.247 CR 0159 (S2-2303395) and CR 0168 (S2-2303396) have been agreed in SA2#155 has introduced MBS assistance information. Such information will be used over UDM, NEF, etc. Therefore, a common data type is introduced to better align within the CT scope.

See below the requirements in 23.247:

In clause 6.x:

MBS assistance information for the MBS session, the MBS assistance information for the MBS session is an optional parameter and associated with one MBS session, which consists of an indication that the UE is preferred to be kept in connected when the related MBS session that the UE joined is active.
...
The SMF gets from the UDM the "MBS assistance information", which is provisioned by the AF via the NEF to the UDM as part of the MBS subscription data and includes all the MBS session ID(s), where the UE is preferred to be kept connected when the related MBS session that the UE joined is active.

In 29.503, the MBS assistance information should be included in the MBS subscription at the same level as the MBS authorization information which contains a list of MBS session id which the UE is allowed to join.


	
	

	Summary of change:
	Update the MBS subscription data with the MBS assistance information and also update the corresponding API as well.


	
	

	Consequences if not approved:
	Incomplete MBS subscription data, so that MBS assistance doesn't work.
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	Other comments:
	This CR introduces backward compatible feature to the OpenAPI files for Nudm_SDM.

The related change for Nudm_PP for provisioning MBS Assistance Data will be addressed in a seapated CR.

	
	

	This CR's revision history:
	Rev1: keep change only for Nudm_SDM without defining new data type for mbsAssistanceInfo.
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Additional discussion(if needed):
Proposed changes:

*** First Change ***
[bookmark: _Toc11338577][bookmark: _Toc27585229][bookmark: _Toc36457195][bookmark: _Toc45028089][bookmark: _Toc45028924][bookmark: _Toc67681683][bookmark: _Toc122086606][bookmark: _Toc74944766][bookmark: _Toc122086691]
*** Next Change ***
6.1.6.2.84	Type: MbsSubscriptionData
Table 6.1.6.2.84-1: Definition of type MbsSubscriptionData
	Attribute name
	Data type
	P
	Cardinality
	Description

	mbsAllowed
	boolean
	C
	0..1
	This IE indicates whether the UE is authorized to receive multicast MBS session data.

When present, this IE shall be set as following:
- true: the UE is authorized to receive multicast MBS session data
- false (default): UE is not authorized to receive multicast MBS session data

	mbsSessionIdList
	array(MbsSessionId)
	C
	1..N
	This IE shall be present if available and the mbsAllowed attribute is set to "true".
If present, this IE identifies the MBS Session(s) that the UE is allowed to join.

	mbsAssistanceInfo
	array(MbsSessionId)
	O
	0..1
	When present, this IE shall contain a list of MBS session Ids which are eligible for MBS assistance as specified in 3GPP TS 23.247 [59].



*** Next Change ***
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc122087204]A.2	Nudm_SDM API
------skip for clarity------

    MbsSubscriptionData:
      description: Contains the 5MBS Subscription Data.
      type: object
      properties:
        mbsAllowed:
          type: boolean
          default: false
        mbsSessionIdList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionId'
          minItems: 1
        mbsAssistanceInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionId'
          minItems: 1

------skip for clarity------


*** End of Change ***
