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	Reason for change:
	As defined in TS 23.502, the DNN and S-NSSAI specific Group Parameters is defined as below:

Table 4.15.6.3e-1: Description of DNN and S-NSSAI specific Group Parameters
	Parameters
	Description

	Default QoS (NOTE 1)
	Identifies the requested default QoS parameters (as defined in clause 5.7.2.7 in TS 23.501 [2]) applicable to each UE within a group.
[optional]

	Service Area (NOTE 1)
	Identifies the AF-requested Service Area applicable to each UE within a group.
[optional]

	NOTE 1:	These parameters are applicable per DNN and S-NSSAI.


 Table 5.2.3.6.1-1: Parameter Provision data types
	Parameter Provision data type
	Description

	Expected UE Behaviour parameters
	See clause 4.15.6.3

	Network Configuration parameters
	See clause 4.15.6.3a

	5G VN group configuration data
	5G VN Group Data and 5G VN Group membership management parameters for the 5G VN Group. See clause 4.15.6.3b and clause 4.15.6.3c.

	Location Privacy Indication parameters
	Location Privacy Indication parameters of the "LCS privacy" Data Subset of the Subscription Data.
See clause 5.2.3.3.1 and clause 7.1 of TS 23.273 [51].

	Enhanced Coverage Restriction Information
	See clause 4.27.1 and clause 5.31.12 of TS 23.501 [2].

	ECS Address Configuration Information
	See clause 4.15.6.3d.

	Multicast MBS group membership management parameters
	See clause 7.2.9 of TS 23.247 [78].

	MBS Session Authorization information
	See clause 7.2.9 of TS 23.247 [78].

	MBS Session Assistance Information
	See clause 7.2.9a of TS 23.247 [78].

	DNN and S-NSSAI specific Group Parameters
	See clause 4.15.6.3.e.



It’s proposed to add DNN and S-NSSAI specific Group Parameters to Nudm_PP.

	
	

	Summary of change:
	It’s proposed to add DNN and S-NSSAI specific Group Parameters to Nudm_PP.

	
	

	Consequences if not approved:
	Misalignment with stage2.
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* * * First Change * * * *
[bookmark: _Toc130814709][bookmark: _Toc67682073][bookmark: _Toc45029300][bookmark: _Toc45028465][bookmark: _Toc36457547][bookmark: _Toc27585540][bookmark: _Toc11338825]6.5.6.1	General
This clause specifies the application data model supported by the API.
Table 6.5.6.1-1 specifies the data types defined for the Nudm_PP service API.
Table 6.5.6.1-1: Nudm_PP specific Data Types
	Data type
	Clause defined
	Description

	PpData
	6.5.6.2.2
	Parameter Provision Data

	CommunicationCharacteristics
	6.5.6.2.3
	Communication Characteristics

	PpSubsRegTimer
	6.5.6.2.4
	

	PpActiveTime
	6.5.6.2.5
	

	5GVnGroupConfiguration
	6.5.6.2.6
	

	5GVnGroupData
	6.5.6.2.7
	

	ExpectedUeBehaviour
	6.5.6.2.8
	Expected UE Behaviour Parameters

	LocationArea
	6.5.6.2.10
	Location Area

	NetworkAreaInfo
	6.5.6.2.11
	Network Area Information

	EcRestriction
	6.5.6.2.12
	

	PlmnEcInfo
	6.5.6.2.13
	

	PpDlPacketCountExt
	6.5.6.2.14
	

	PpMaximumResponseTime
	6.5.6.2.15
	

	PpMaximumLatency
	6.5.6.2.16
	

	LcsPrivacy
	6.5.6.2.17
	

	UmtTime
	6.5.6.2.18
	

	PpDataEntry
	6.5.6.2.19
	Provisioning Parameter Data Entry

	CommunicationCharacteristicsAF
	6.5.6.2.20
	Communication Characteristics per AF

	EcsAddrConfigInfo
	6.5.6.2.21
	ECS Address Configuration Information

	5MbsAuthorizationInfo
	6.5.6.2.22
	5MBS Session Authorization Information

	DnnSnssaiSpecificGroup
	6.5.6.2.xx
	DNN and S-NSSAI specific Group

	AfReqDefaultQoS
	6.5.6.2.yy
	AF-requested default QoS

	ReferenceId
	6.5.6.3.2
	

	PpDlPacketCount
	6.5.6.3.2
	



Table 6.5.6.1-2 specifies data types re-used by the Nudm_PP service API from other APIs, including a reference and when needed, a short description of their use within the Nudm_PP service API.
Table 6.5.6.1-2: Nudm_PP re-used Data Types
	Data type
	Reference
	Comments

	DurationSec
	3GPP TS 29.571 [7]
	Time value in seconds

	DurationSecRm
	3GPP TS 29.571 [7]
	Time value in seconds; nullable

	SupportedFeatures
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	

	ProblemDetails
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	DateTime
	3GPP TS 29.571 [7]
	

	Ecgi
	3GPP TS 29.571 [7]
	an EUTRA cell identifier

	Ncgi
	3GPP TS 29.571 [7]
	an NR cell identifier

	GlobalRanNodeId
	3GPP TS 29.571 [7]
	an identity of the NG-RAN node

	Tai
	3GPP TS 29.571 [7]
	a tracking area identity

	GeographicArea
	3GPP TS 29.572 [34]
	Identifies the geographical information of the user(s).

	CivicAddress
	3GPP TS 29.572 [34]
	Identifies the civic address information of the user(s).

	PduSessionType
	3GPP TS 29.571 [7]
	

	AppDescriptor
	6.1.6.2.40
	

	AcsInfoRm
	3GPP TS 29.571 [7]
	

	StnSrRm
	3GPP TS 29.571 [7]
	Session Transfer Number for SRVCC

	Supi
	3GPP TS 29.571 [7]
	

	Lpi
	6.1.6.2.43
	

	MtcProviderInformation
	3GPP TS 29.571 [7]
	MTC Provider Information

	StationaryIndicationRm
	3GPP TS 29.571 [7]
	

	ScheduledCommunicationTimeRm
	3GPP TS 29.571 [7]
	

	ScheduledCommunicationTypeRm
	3GPP TS 29.571 [7]
	

	TrafficProfileRm
	3GPP TS 29.571 [7]
	

	BatteryIndicationRm
	3GPP TS 29.571 [7]
	

	EcsServerAddr
	3GPP TS 29.571 [7]
	

	Fqdn
	3GPP TS 29.571 [7]
	Fully Qualified Domain Name

	SpatialValidityCond
	3GPP TS 29.571 [7]
	

	MbsSessionId
	3GPP TS 29.571 [7]
	5MBS Session Identifier

	GeoServiceArea
	3GPP TS 29.571 [7]
	

	5Qi
	3GPP TS 29.571 [7]
	

	Arp
	3GPP TS 29.571 [7]
	

	5QiPriorityLevel
	3GPP TS 29.571 [7]
	




 * * * Next Change * * * *
[bookmark: _Toc130814712][bookmark: _Toc67682076][bookmark: _Toc45029303][bookmark: _Toc45028468][bookmark: _Toc36457550][bookmark: _Toc27585543][bookmark: _Toc11338828]6.5.6.2.2	Type: PpData
Table 6.5.6.2.2-1: Definition of type PpData
	Attribute name
	Data type
	P
	Cardinality
	Description

	supportedFeatures
	SupportedFeatures
	O
	0..1
	

	communicationCharacteristics
	CommunicationCharacteristics
	O
	0..1
	communication characteristics

	expectedUeBehaviour
	ExpectedUeBehaviour
	O
	0..1
	Expected UE Behaviour Parameters

	ecRestriction
	EcRestriction
	O
	0..1
	Enhanced Coverage Restriction Parameters

	acsInfo
	AcsInfoRm
	O
	0..1
	Identifies the ACS Information (see TS 23.316 [37] clause 9.6.3); nullable.

	stnSr
	StnSrRm
	O
	0..1
	Session Transfer Number for SRVCC

	lcsPrivacy
	LcsPrivacy
	O
	0..1
	LCS Privacy Parameters (see clause 5.4.3 of 3GPP TS 23.273 [38])

	sorInfo
	SorInfo
	O
	0..1
	Steering of Roaming information to be conveyed to a UE
See NOTE°1 and NOTE°2.

	5mbsAuthorizationInfo
	5MbsAuthorizationInfo
	O
	0..1
	When present, this IE shall include the 5MBS Session Authorization Information as specified in 3GPP TS 23.247 [59]

	dnnSnssaiSpecificGroup
	DnnSnssaiSpecificGroup
	O
	0..1
	This attribute is applicable only if the {ueId} within the resource URI takes the value of an external group ID.
When present, this IE shall include DNN and S-NSSAI specific Group Parameters (See clause 4.15.6.3e of TS 23.502 [3])

	NOTE°1:	If the UDM is not able to immediately (after conducting integrity protection with the AUSF) convey the received Steering of Roaming information to the concerned UE for any reason (e.g. no AMF registered for the UE), it shall discard it.
NOTE°2:	The behaviour of the UDM at reception of Steering of Roaming information within PpData is specified in Annex C.3 of 3GPP°TS°23.122°[20].



[bookmark: _Toc130814371][bookmark: _Toc74944766]Editor's note:	it is FFS whether the dnnSnssaiSpecificGroup parameter applies as well to individual UEs (i.e. not only to group of UEs); if this is confirmed, the attribute name could be changed in the future.

 * * * Next Change * * * *
6.5.6.2.xx	Type: DnnSnssaiSpecificGroup
Table 6.5.6.2.xx-1: Definition of type DnnSnssaiSpecificGroup
	Attribute name
	Data type
	P
	Cardinality
	Description

	dnn
	Dnn
	M
	1
	Represents the concerned DNN.

	snssai
	Snssai
	M
	1
	Represents the concerned S-NSSAI.

	defQos
	AfReqDefaultQoS
	C
	0..1
	Represents the AF-requested default QoS parameters applicable to each UE within the targeted group.

	afReqServArea
	GeoServiceArea
	C
	0..1
	Represents the AF-requested Service Area applicable to each UE within the group.



6.5.6.2.yy	Type: AfReqDefaultQoS
Table 6.5.6.2.yy-1: Definition of type AfReqDefaultQoS
	Attribute name
	Data type
	P
	Cardinality
	Description

	5qi
	5Qi
	M
	1
	Represents the AF requested default 5G QoS Identifier.

	arp
	Arp
	M
	1
	Represents the AF requested default Allocation and Retention Priority.

	priorityLevel
	5QiPriorityLevel
	O
	0..1
	Represents the AF requested 5QI Priority Level.




 * * * Next Change * * * *
[bookmark: _Toc130814928][bookmark: _Toc67682194][bookmark: _Toc45029420][bookmark: _Toc45028585][bookmark: _Toc36457666][bookmark: _Toc27585643][bookmark: _Toc11338882]A.6	Nudm_PP API
openapi: 3.0.0

info:
  version: '1.3.0-alpha.1'
  title: 'Nudm_PP'
  description: |
    Nudm Parameter Provision Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
    PpData:
      type: object
      properties:
        communicationCharacteristics:
          $ref: '#/components/schemas/CommunicationCharacteristics'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        expectedUeBehaviourParameters:
          $ref: '#/components/schemas/ExpectedUeBehaviour'
        ecRestriction:
          $ref: '#/components/schemas/EcRestriction'
        acsInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AcsInfoRm'
        stnSr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/StnSrRm'
        lcsPrivacy:
          $ref: '#/components/schemas/LcsPrivacy'
        sorInfo:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/SorInfo'
        5mbsAuthorizationInfo:
          $ref: '#/components/schemas/5MbsAuthorizationInfo'
        dnnSnssaiSpecificGroup:
          $ref: '#/components/schemas/DnnSnssaiSpecificGroup'
      nullable: true

[…]
    5MbsAuthorizationInfo:
      type: object
      properties:
        5mbsSessionIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionId'
          minItems: 1
      nullable: true

    DnnSnssaiSpecificGroup:
      type: object
      required:
        - dnn
        - snssai
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        defQos:
          $ref: '#/components/schemas/AfReqDefaultQoS'
        afReqServArea:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GeoServiceArea'
      nullable: true

    AfReqDefaultQoS:
      type: object
      required:
        - 5qi
        - arp
      properties:
        5qi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5Qi'
        arp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Arp'
        priorityLevel:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5QiPriorityLevel'

# SIMPLE TYPES:

    ReferenceId:
      type: integer

    PpDlPacketCount:
      type: integer
      nullable: true
[…]

* * * End of Changes * * * *

