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Additional discussion(if needed):
Proposed changes:

[bookmark: _Toc98182983][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]*** 1st Change ***
[bookmark: _Toc122117686][bookmark: _Toc28012298][bookmark: _Toc36038241][bookmark: _Toc45133506][bookmark: _Toc51762260][bookmark: _Toc59016831][bookmark: _Toc120797119][bookmark: _Toc28012316][bookmark: _Toc36038259][bookmark: _Toc45133524][bookmark: _Toc51762278][bookmark: _Toc59016849][bookmark: _Toc120797137][bookmark: _Toc28012453][bookmark: _Toc36038411][bookmark: _Toc45133681][bookmark: _Toc51762435][bookmark: _Toc59017007][bookmark: _Toc120797312][bookmark: _Toc11247932][bookmark: _Toc27045114][bookmark: _Toc36034165][bookmark: _Toc45132313][bookmark: _Toc49776598][bookmark: _Toc51747518][bookmark: _Toc66361100][bookmark: _Toc68105605][bookmark: _Toc74756237][bookmark: _Toc105675114][bookmark: _Toc112943379]5.8.2.2	NWDAF (De-)Registration in NRF
NWDAF (de-)registers in NRF as a regular network function. See TS 29.510 [23] for details.
*** 2nd Change (new)***
[bookmark: _Toc122117687]5.8.2.3	Consumer discovery and selection of NWDAF in NRF
A consumer of analytics services may use the NRF for discovering an NWDAF containing AnLF or MTLF.
If the NWDAF service consumer needs to discover an NWDAF containing AnLF that is able to collect data from particular data sources identified by their NF Set IDs or NF types, the consumer may query NRF with the Nnrf_NFDiscovery_NFDiscover service operation, providing the NF Set IDs (serving-nf-set-id attribute) or NF types (serving-nf-type attribute) in the discovery request. See 3GPP TS 29.510 [23] for details.
If the NWDAF service consumer (NWDAF containing MTLF) needs to discover an NWDAF containing MTLF that support Federated Learning identified by their FL capability (i.e. FL server or FL client), the consumer may query NRF with the Nnrf_NFDiscovery_NFDiscover service operation for discovery of FL Server NWDAF (NWDAF containing MTLF) or FL Client NWDAF (NWDAF containing MTLF). See 3GPP TS 29.510 [23] for details.

*** End of Changes ***
