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Additional discussion(if needed):
Proposed changes:

[bookmark: _Toc98182983][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]*** 1st Change ***
[bookmark: _Toc120683487][bookmark: _Toc97193086][bookmark: _Toc97037302][bookmark: _Toc104547370][bookmark: _Toc100953719][bookmark: _Toc89426261][bookmark: _Toc88645349][bookmark: _Toc120683299][bookmark: _Toc94033146][bookmark: _Toc112939438][bookmark: _Toc114134819][bookmark: _Toc129285355][bookmark: _Toc28012065][bookmark: _Toc34122917][bookmark: _Toc36037867][bookmark: _Toc38875248][bookmark: _Toc43191727][bookmark: _Toc45133121][bookmark: _Toc51316625][bookmark: _Toc51761805][bookmark: _Toc56674782][bookmark: _Toc56675173][bookmark: _Toc59016159][bookmark: _Toc63167757][bookmark: _Toc66262266][bookmark: _Toc68166772][bookmark: _Toc73537889][bookmark: _Toc75351765][bookmark: _Toc83231574][bookmark: _Toc85534871][bookmark: _Toc88559334][bookmark: _Toc114209965][bookmark: _Toc129246315][bookmark: _Toc129246882][bookmark: _Toc129246339][bookmark: _Toc129246906][bookmark: _Hlk93943078][bookmark: _Toc28012222][bookmark: _Toc34123075][bookmark: _Toc36038025][bookmark: _Toc38875407][bookmark: _Toc43191888][bookmark: _Toc45133283][bookmark: _Toc51316787][bookmark: _Toc51761967][bookmark: _Toc56674954][bookmark: _Toc56675345][bookmark: _Toc59016331][bookmark: _Toc63167929][bookmark: _Toc66262439][bookmark: _Toc68166945][bookmark: _Toc73538063][bookmark: _Toc75351939][bookmark: _Toc83231749][bookmark: _Toc85535054][bookmark: _Toc88559517][bookmark: _Toc114210147][bookmark: _Toc129246498][bookmark: _Toc129247065][bookmark: _Toc11247932][bookmark: _Toc27045114][bookmark: _Toc36034165][bookmark: _Toc45132313][bookmark: _Toc49776598][bookmark: _Toc51747518][bookmark: _Toc66361100][bookmark: _Toc68105605][bookmark: _Toc74756237][bookmark: _Toc105675114][bookmark: _Toc112943379]5.1.3.3.3.1	PUT
This method shall support the URI query parameters specified in table 5.1.3.3.3.1-1.
Table 5.1.3.3.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.1.3.3.3.1-2 and the response data structures and response codes specified in table 5.1.3.3.3.1-3.
Table 5.1.3.3.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	MfafConfiguration
	M
	1
	The updated MFAF Configuration.



Table 5.1.3.3.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MfafConfiguration
	M
	1
	200 OK
	The update of an Individual MFAF Configuration resource is confirmed and a representation of that resource is returned.

	n/a
	
	
	204 No Content
	Successful case: The Individual MFAF Configuration resource was modified.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during resource modification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF (service) instance where the request should be sent.

(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during resource modification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF (service) instance where the request should be sent.

(NOTE 2)

	NOTE 1:	The manadatory HTTP error status code for the PUT method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	The RedirectResponse data structure may be provided by an SCP (cf. clause 6.10.9.1 of 3GPP TS 29.500 [4]).



Table 5.1.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains aAn alternative URI of the resource located in an alternative NF (service) instance towards which the request is redirected.

For the case where the request is redirected to the same target via a different SCP, refer to clause 6.10.9.1 of 3GPP TS 29.500 [4]..

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MFAFNF (service) instance towards which the request should beis redirected.



Table 5.1.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains aAn alternative URI of the resource located in an alternative NF (service) instance. towards which the request is redirected.

For the case where the request is redirected to the same target via a different SCP, refer to clause 6.10.9.1 of 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MFAFNF (service) instance towards which the request should beis redirected.



*** 2nd Change ***
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This method shall support the URI query parameters specified in table 5.1.3.3.3.2-1.
Table 5.1.3.3.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.1.3.3.3.2-2 and the response data structures and response codes specified in table 5.1.3.3.3.2-3.
Table 5.1.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.1.3.3.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case: The Individual MFAF Configuration resource matching the transRefId was deleted.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during resource deletion. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF (service) instance where the request should be sent.

(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during resource deletion. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF (service) instance where the request should be sent.

(NOTE 2)

	NOTE 1:	The manadatory HTTP error status code for the DELETE method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	The RedirectResponse data structure may be provided by an SCP (cf. clause 6.10.9.1 of 3GPP TS 29.500 [4]).



Table 5.1.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains aAn alternative URI of the resource located in an alternative NF (service) instance towards which the request is redirected.

For the case where the request is redirected to the same target via a different SCP, refer to clause 6.10.9.1 of 3GPP TS 29.500 [4]..

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MFAFNF (service) instance towards which the request should beis redirected.



Table 5.1.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains aAn alternative URI of the resource located in an alternative NF (service) instance towards which the request is redirected.

For the case where the request is redirected to the same target via a different SCP, refer to clause 6.10.9.1 of 3GPP TS 29.500 [4]..

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MFAFNF (service) instance towards which the request should beis redirected.



*** 3rd Change ***
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This method shall support the request data structures specified in table 5.2.5.2.3.1-1 and the response data structures and response codes specified in table 5.2.5.2.3.1-2.
Table 5.2.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	NmfafDataRetrievalNotification
	M
	1
	The data or analytics or notification of availability of data or analytics to notification endpoints.



Table 5.2.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The MFAF notification is treated successfully.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during the retrieval notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.

(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during the retrieval notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.


(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	The RedirectResponse data structure may be provided by an SCP (cf. clause 6.10.9.1 of 3GPP TS 29.500 [4]).



Table 5.2.5.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains aAn alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should beis redirected.

For the case where the notification is redirected to the same target via a different SCP, refer to clause 6.10.9.1 of 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF service consumer (service) instance towards which the notification request is redirected.



Table 5.2.5.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains aAn alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should beis redirected.

For the case where the notification is redirected to the same target via a different SCP, refer to clause 6.10.9.1 of 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF service consumer (service) instance towards which the notification request is redirected.



*** 4th  Change ***
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This method shall support the URI query parameters specified in table 5.2.5.3.3.1-1.
Table 5.2.5.3.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.2.5.3.3.1-2 and the response data structures and response codes specified in table 5.2.5.3.3.1-3.
Table 5.2.5.3.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(string)
	M
	1..N
	Indicate the fetch correlation identifier(s).



Table 5.2.5.3.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	NmfafDataAnaNotification
	M
	1
	200 OK
	The stored data or analytics related to the fetch correlation identifier(s).

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during the retrieval notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.

(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during the retrieval notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.


(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	The RedirectResponse data structure may be provided by an SCP (cf. clause 6.10.9.1 of 3GPP TS 29.500 [4]).



Table 5.2.5.3.3.1-4: Headers supported by the by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains aAn alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

For the case where the notification is redirected to the same target via a different SCP, refer to clause 6.10.9.1 of 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF service consumer (service) instance towards which the notification request is redirected.



Table 5.2.3.2.3.1-5: Headers supported by the 308 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains aAn alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

For the case where the notification is redirected to the same target via a different SCP, refer to clause 6.10.9.1 of 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF service consumer (service) instance towards which the notification request is redirected.




