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* * * First Change * * * *
[bookmark: _Toc66282035][bookmark: _Toc75351464][bookmark: _Toc96996668][bookmark: _Toc34035299][bookmark: _Toc510696589][bookmark: _Toc45132699][bookmark: _Toc97197074][bookmark: _Toc73437054][bookmark: _Toc122117336][bookmark: _Toc59015442][bookmark: _Toc38877438][bookmark: _Toc43199520][bookmark: _Toc73433551][bookmark: _Toc36037596][bookmark: _Toc83768248][bookmark: _Toc70426203][bookmark: _Toc73435648][bookmark: _Toc68165911][bookmark: _Toc63170998][bookmark: _Toc93878876][bookmark: _Toc36037292]5.3.2	Service Operations
[bookmark: _Toc38877439][bookmark: _Toc68165912][bookmark: _Toc73435649][bookmark: _Toc63170999][bookmark: _Toc34035300][bookmark: _Toc70426204][bookmark: _Toc43199521][bookmark: _Toc66282036][bookmark: _Toc122117337][bookmark: _Toc36037293][bookmark: _Toc59015443][bookmark: _Toc36037597][bookmark: _Toc510696590][bookmark: _Toc45132700][bookmark: _Toc75351465][bookmark: _Toc96996669][bookmark: _Toc97197075][bookmark: _Toc83768249][bookmark: _Toc73437055][bookmark: _Toc73433552][bookmark: _Toc93878877]5.3.2.1	Introduction
[bookmark: _Toc59015444][bookmark: _Toc63171000][bookmark: _Toc36037598][bookmark: _Toc73435650][bookmark: _Toc73437056][bookmark: _Toc68165913][bookmark: _Toc75351466][bookmark: _Toc36037294][bookmark: _Toc70426205][bookmark: _Toc66282037][bookmark: _Toc34035301][bookmark: _Toc45132701][bookmark: _Toc73433553][bookmark: _Toc38877440][bookmark: _Toc43199522]The service operation defined for MSGS_MSGDelivery Service is shown in the Table 5.3.2.1-1.
Table 5.3.2.1-1: Operations of the MSGS_MSGDelivery Service
	Service operation name
	Description
	Initiated by

	MSGS_MSGDelivery_ASODelivery
	This service operation is used by AS to deliver MSGin5G message to the MSGin5G Server. This service operation corresponds to clause 9.1.1.1.2 as defined in 3GPP TS 23.554 [2].
	AS

	MSGS_MSGDelivery_ASODeliveryReport
	This service operation is used by AS to deliver the delivery status report to the MSGin5G Server. This service operation corresponds to clause 9.1.1.32.2 as defined in 3GPP TS 23.554 [2].
	AS

	MSGS_MSGDelivery_UEODelivery
	This service operation is used by Legacy 3GPP Message Gateway or Non-3GPP Message Gateway (on behalf of Legacy 3GPP UE or Non-3GPP UE) to deliver MSGin5G message to the MSGin5G Server. This service operation corresponds to clause 9.1.1.23.2 as defined in 3GPP TS 23.554 [2].
	Legacy 3GPP Message Gateway
Non-3GPP Message Gateway

	MSGS_MSGDelivery_UEODeliveryReport
	This service operation is used by Legacy 3GPP Message Gateway or Non-3GPP Message Gateway (on behalf Legacy 3GPP UE or Non-3GPP UE) to deliver the delivery status report to the MSGin5G Server. This service operation corresponds to clause 9.12.1.4.2 as defined in 3GPP TS 23.554 [2].
	Legacy 3GPP Message Gateway
Non-3GPP Message Gateway



* * * Next Change * * * *
[bookmark: _Toc45132710][bookmark: _Toc36037607][bookmark: _Toc59015453][bookmark: _Toc73433563][bookmark: _Toc66282046][bookmark: _Toc73437066][bookmark: _Toc43199531][bookmark: _Toc73435660][bookmark: _Toc36037303][bookmark: _Toc38877449][bookmark: _Toc70426215][bookmark: _Toc63171009][bookmark: _Toc75351476][bookmark: _Toc34035310][bookmark: _Toc68165922][bookmark: _Toc122117341][bookmark: _Toc96996673][bookmark: _Toc97197079][bookmark: _Toc83768259][bookmark: _Toc93878881]5.3.2.3	MSGS_MSGDelivery_ASODeliveryReport
[bookmark: _Toc63171010][bookmark: _Toc83768260][bookmark: _Toc38877450][bookmark: _Toc122117342][bookmark: _Toc36037304][bookmark: _Toc66282047][bookmark: _Toc97197080][bookmark: _Toc70426216][bookmark: _Toc96996674][bookmark: _Toc73435661][bookmark: _Toc93878882][bookmark: _Toc34035311][bookmark: _Toc43199532][bookmark: _Toc73437067][bookmark: _Toc75351477][bookmark: _Toc36037608][bookmark: _Toc68165923][bookmark: _Toc59015454][bookmark: _Toc45132711][bookmark: _Toc73433564]5.3.2.3.1	General
This service operation corresponds to clause 9.1.1.32.2 as defined in 3GPP TS 23.554 [2], is used by AS to deliver the delivery status report to the MSGin5G Server.
* * * Next Change * * * *
[bookmark: _Toc97197082][bookmark: _Toc83768268][bookmark: _Toc96996676][bookmark: _Toc93878884][bookmark: _Toc122117344]5.3.2.4	MSGS_MSGDelivery_UEODelivery
[bookmark: _Toc96996677][bookmark: _Toc97197083][bookmark: _Toc83768269][bookmark: _Toc93878885][bookmark: _Toc122117345]5.3.2.4.1	General
This service operation corresponds to clause 9.1.1.23.2 as defined in 3GPP TS 23.554 [2], is used by Legacy 3GPP Message Gateway or Non-3GPP Message Gateway (on behalf of Legacy 3GPP UE or Non-3GPP UE) to deliver MSGin5G message to the MSGin5G Server.
* * * Next Change * * * *
[bookmark: _Toc93878887][bookmark: _Toc97197085][bookmark: _Toc96996679][bookmark: _Toc83768271][bookmark: _Toc122117347]5.3.2.5	MSGS_MSGDelivery_UEODeliveryReport
[bookmark: _Toc93878888][bookmark: _Toc122117348][bookmark: _Toc83768272][bookmark: _Toc96996680][bookmark: _Toc97197086]5.3.2.5.1	General
This service operation corresponds to clause 9.12.1.4.2 as defined in 3GPP TS 23.554 [2], is used by Legacy 3GPP Message Gateway or Non-3GPP Message Gateway (on behalf Legacy 3GPP UE or Non-3GPP UE) to deliver the delivery status report to the MSGin5G Server.
* * * End of Changes * * * *
